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PART I. DECLhR~TION

SITE NAME AND" LOCATION

Baldwin Park Operable Unit
San Gabriel Valley Area 2 Superfund Site
Los Angeles County, California

STATEMENT OF BASIS AND PURPOSE

This decision document presents the selected reme~
for the Baldwin Park Operable Unit (OU), San Gabriel ?~:
Superfund Sites, chosen in accordance with CERCLA as a-m~
SARA and, to the extent practicable, the National Cont~
Plan. This decision is based on the administrative ~e-~
this operable unit.

In a letter from Margaret Felts, Deputy Director~
~Mitigation Program, Department of Toxic Substances Con~
State of California concurred with EPA’s selected reme%~

ASSESSMENT OF THE SITE

Actual or threatened releases of hazardous substa~
this site, if not addressed by implementing the respo~s .....
selected in this ROD, may present an imminent and sub~
endangerment to public health, welfare or the environ~

DESCRIPTION OF THE REMEDY

The Baldwin Park Operable Unit addresses a larg~
groundwater contamination in the San Gabriel Valley°
organic compounds (VOCs) are present in the ground~
throughout a several mile long area, extending benea~
of Azusa, Irwindale, and Baldwin Park. Six other odes
address contamination in other portions of the San ~:~
(see Figure ROD-4).

The remedy will limit further migration of con~a~
groundwater to areas and depths that would benefit mo~
additional protection, remove a significant mass of co~

from the aquifer, and collect data necessary to det~r~
clean up standards for the Baldwin Park area. The ~
Operable Unit is classified as an interim action.

The selected remedy includes extraction of conta~~

groundwater at the downgradient end of two broad sub~
contamination. The first of the two subareas is the ._
where concentrations of trichloroethene (TCE), tetraeb~
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BaldwinPark ROD

(PCE), carbon tetrachloride (CTC), or other contaminants are five
to i0 times Federal or State drinking water standards, and where
downgradient portions of the aquifer are significantly less
contaminated. The second area is the upper area, where
concentrations of PCE or TCE exceed 200 times drinking water
standards, indicating the presence of non-aqueous phase
contamination or other surface or subsurface sources of TCE, PCE,
CTC, or other contaminants that are acting as continuing sources
of dissolved-phase groundwater contamination.

The remedy includes extraction of contaminated groundwater
at locations and rates sufficient to capture contaminated
groundwater moving from the upper and lower areas of
contamination during all anticipated recharge conditions. EPA’s
analyses indicate that its remedial objectives will be
efficiently met by extracting approximately 19,000 gallons per
minute of contaminated groundwater as continuously as feasible.
The final decision on precise extraction rates and locations will
be made during remedial design, one or more existing groundwater
extraction wells may be used in the remedy.

The remedy includes treatment facilities needed to remove
TCE, PCE, CTC, and other contaminants from the extracted
groundwater by either or both of two proven treatment
technologies: liquid-phase granular activated carbon filtration
and air stripping (with offgas controls). Treatment technologies
will be determined during remedial design after additional
groundwater quality data are obtained. One or more existing
treatment facilities may be incorporated into the remedy.

The remedy includes pipelines, pump stations, and other
conveyance facilities needed to deliver the treated gro~Lndwater
to one or more uses or users. EPA~s preference is that treated
water be supplied to one or more water purveyors, possibly
including Metropolitan Water District of Southern california, for
distribution to their residential and business customers. The
final decision will be made after completion of the ROD depending
on the outcome of additional negotiations with potential
recipients of the treated water to identify recipients that can
be supplied at least cost with the fewest institutional
obstacles.

If water purveyors can accept water for most, but not all,
of the year, excess water may be piped to spreading basins and
flood control channels operated by the Los Angeles County
Department of Public Works for recharge into the aquifer. If
agreements cannot be reached with water purveyors, water may be
recharged year-round. If necessary, recharge location(s) will be
determined during remedial design.
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The remedy includes the installation and samplin~
groundwater monitoring wells, the sampling of existinq~ .
wells, measurement of groundwater elevations at monito2~
production wells, and the measurement of other aquifer
to verify or refine plume boundaries,¯ predict treatment
influent concentrations, and evaluate the effectivene~c :~
remedy.

EPA will review this action every five years thr~.~.~.
interim remedy period.

EPA is the lead agency for this project and th~ D~’! ~:.
of Toxic Substances Control of the State of California9.
Environmental Protection Agency is the support agenc~°

DECLARATION

This interim action is protective of human hea?l~
environment, complies with Federal and State applic~;~s ....
relevant and appropriate requirements directly ~ssoc~t ~
this action and is cost effective. This action utili~,<
permanent solutions and alternative treatment (or ~e~" ~
recovery) technologies to the maximum extent pract.~..~ .
interim action. The statutory preference for re~ed~i,,!~
employ treatment that reduces toxicity, mobility~ ©;~.:
principal element will be addressed at the time of the

~d I ....response action. Subsequent actions are planned to f ....
the principal threats at the site.

Because this remedy will result in hazardous ~b~
remaining on-site above health-based levels, EPA ~hai~
review, pursuant to CERCLA Section 121, 42 U.S.C~ 8e~
at least once every five years after commencement of ..... ....
action to ensure that the remedy continues to provl~e
protection of human health and the environment.

~ Felici~Marcus ¯ -
%~Q \ Regional Administrator
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Baldwin Park ROD

PART XI- DECISION SUMMARy

This Decision Summary summarizes site-specific information
and analyses relevant to the selection of an interim remedy for
the Baldwin Park Operable Unit of the San Gabriel Valley Area 2
Superfund Site. The Decision Summary includes a description of
the nature and extent of contamination, a comparative analysis of
remedial alternatives (i.e., clean up options), a description of
the selected remedial alternative, and the rationale for the
selected remedy. The Decision Summary presents some of the same
information included in the Declaration (Part I), but in
significantly greater detail.

I. SITE LOCATION AND DESCRIPTION

Section I.i briefly describes the location and physical
characteristics of the San Gabriel Valley, including its
topography, geology, hydrology, land use, and water management
practices. Section 1.2 describes the Baldwin Park area in more
detail.

i.I The San Gabriel Valley= Location, Phys~oal
Characteristics, and Water Management Practices

I.I.I Location and Topography

The San Gabriel Valley is a suburban, largely developed
portion of Los Angeles County covering more than 170 square miles
(see Figure ROD-I). More than one million residents live in the
Valley, alongside a variety of commercial and industrial
operations.

The San Gabriel Mountains are a major geologic feature of
the region. They form the northern boundary of the San Gabriel

Valley, rising up to i0,000 feet in elevation. The Valley
surface is a broad piedmont plain, which slopes from the San
Gabriel Mountains southward towards a gap in the southern hills
known as the Whittier Narrows. The average slope of the valley
floor is about 65 feet per mile. Figure ROD-2 shows major
features of the area.

1.1.2 surface Water, Groundwater, and Water Management

Major surface water features in the San Gabriel Valley
include the San Gabriel River, tributaries to the San G~briel
~iver, and spreading basins located to the river channels. The
San Gabriel River system drains a portion of the San Gabriel
~ountains. Surface flow in much of the San Gabriel River is
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intermittent; the river channel is often dry, except during
significant storm events and spring runoff.

Tributaries to the San Gabriel River present in the Baldwin
Park area include Big Dalton Wash, Little Dalton Wash, and Walnut
Creek. Much of the length of these tributaries has been lined
with concrete. As in the San Gabriel River, flow in the
tributaries is intermittent, limited to storm events or when the
channels are being used to transport water to recharge
facilities.

Los Angeles County operates two spreading basins in the
Baldwin Park area to increase recharge of the aquifer.
Groundwater producers in the San Gabriel Valley typically extract
more water than is "naturally" replenished; the overdraft is
replaced by "artificially" recharging water in the spreading
basins. The recharged water originates as local storm runoff or
is importedsurface water transported from Northern California
and the Colorado River. The two spreading basins are the large
Santa Fe Spreading Grounds, located in the northern part of the
Baldwin Park area along the San Gabriel River, and the smaller
Irwindale Spreading Grounds (ISG), located in the eastern portion
of the Baldwin Park area adjacent to Big Dalton Wash.

1.1.3 Water Rights and Water Management Institutions

The San Gabriel Basin aquifer underlies most of the San
Gabriel Valley. It stores an estimated three trillion gallons of
water and is the primary source of water for most of the Basin’s
one million residents. In the last 20 years, annual groundwater
extraction (pumping)in the Basin has ranged from approximately
59 to 78 billion gallons per year. A typical household uses 150
to 250 gallons per day.

Water resource management in the San Gabriel Basin is
governed by two court decisions resulting from intra- and inter-
basin conflicts over the use of water.

The first lawsuit, settled in 1964 as the Long Beach
Judgment, requires that the water users in the San Gabriel Basin
deliver an average of 98,415 acre-feet/year of usable water to
the downstream Central Basin. (One acre-foot equals 325,829
gallons~) The San Gabriel River Watermaster administers the
interb~sin agreement.

The second lawsuit, settled in 1973 as the Alhambra
Judgment, allocates water rights within the San Gabriel Basin.
The Main-SanGabriel Basin Watermaster was established to
admin~her the Alhambra Judgment. This Judgment includes a
monetary assessment on those water purveyors pumping more than
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their annual share of the Operating Safe Yield, as set by the
Watermaster. Assessment fees are used to buy imported water for
basin replenishment.

Agencies which use or manage water in the Basin currently
includes 3 watermasters, 3 municipal water districts, the
Metropolitan Water District, the San Gabriel Basin Water Quality
Authority, 45 water purveyors, and 105 individual water-rights
holders. The role of the municipal districts is mainly to
provide supplemental water supplies from Metropolitan Water
District of Southern California (Metropolitan) or the State Water
Project (SWP). The water purveyors vary in size and type and
include investor-owned utilities, special districts, city water
departments, and small mutual water companies.

Water purveyors in the Baldwin Park area include the: City
of Azusa, CaliforniaDomestic Water Company, City of Glendora,
La Puente Valley County Water District, San Gabriel Valley Water
company (SGVWC), Suburban Water Systems (Suburban), Valley County
Water District (VCWD), and others.

Purveyors in the basin have, for the most part, acted
independently in deciding where, when, or in what quantities they
pump groundwater. In 1991, due in large part to EPA and State
efforts, the Watermaster adopted rules to regulate water supply
actions that may affect the movement of contaminated groundwater
in the San Gabriel Basin. There is not yet a consensus on the
adequacy of Watermaster’s efforts to regulate water supply
actions in the Basin.

1=2 The Baldwin Park Area

The Baldwin Park Operable Unit (OU) addresses groundwater
contamination in and near the cities of Azusa, Irwindale, and
Baldwin Park, in the area EPA has designated as Remedial
Investigation (RI) Area 5 (Figure ROD-2). The approximate
location of this multiple square-mile area, referred to as the
"OU area" o~ "Baldwin Park area," is west of Azusa Avenue
(Highway 39)," south of the San Gabriel Mountains, east of the San
Gabriel River, and north of Walnut creek.

Nearly all of the Baldwin Park area is fully developed for
residential, commercial, and industrial use. The largest parcels
of open land’are active and inactive gravel pits and the Santa Fe
Flood Control Basin.

The Sierra~Madre Fault system passes through the northern
portion of:the ~a~dwin Park area, generally east/west, near the
base of the-S~n~abriel Mountains. The system presents a low-
permeability barrier that limits groundwater movement southward
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from the San Gabriel Mountains. In the OU area, ground~J~
levels north of the fault system are substantially highei!:: ~i~,
those to the south.

The surficial geology of the Baldwin Park area is e~i/,:~~

of alluvial materials deposited by the San Gabriel Rive~ ~.i! ~ ~
tributaries. Braided stream deposits occur along River ~!~.~
outcrops of stream channel deposits also occur along Riw~
channels and major tributaries. Floodplain deposits and
undifferentiated alluvium cover the area between the ~tr~
channels. The underlying sediments are derived fro~ ~h~
dominantly crystalline San Gabriel Mountains and ~e t y~
coarse-grained (e.g., sand, gravel, and boulders~o The~!i~
sediments are unconsolidated to partially consolidated ~<:~.
sediments of Recent and Pleistocene Age. They were de~’~ ~ ....
fluvial and geomorphic processes associated with the ~ .............
River and its tributaries. Marine sediments, prob~b~2 ....
Pleistocene and Pliocene Age, underlie some of the non~o~
sediments and are included within the groundwater syste~

The northern and central portions of the Bald~i~ ~
consist almost entirely of massive gravel deposit~ L~
evaluations of well logs indicate gravel deposits grea~
500 feet in thickness in the northern portions of the ~
Park area, mixed with i0- to 30-foot-thick layers of cl~
gravelly clay further south. The thickness of alluvi~
is believed to range from a few hundred feet in the ~~
2,000 feet in the south.

Hydraulic conductivity estimates in the Baldwin v~:
are some of the highest in the basin. Aquifer te~t ~e~
seven locations yield hydraulic conductivity esti~at~
about 270 and 5,000 ft/day. The highest estimates ~
northern and central portion of the basin; lowe~ value~

observed toward the southwestern and southeastern ~ar~
These high hydraulic conductivity estimates indic~t~
large extraction volumes are required to create ~g~
changes in the flow of groundwater. Estimates of ~p~
are 0.i to 0.2, reflecting the coarse-grained materia~
area.

Figure ROD-3 reprints a map prepared by the L©~ i
County Department of Public Works (LACDPW) illu~trat~
levels during fall i990. The figure shows water level
drawn using data f£omlS0 to 200 wells. (Groundwater
direction perpendicular ho groundwater level contou~
figure provides a’shapshot of regional flow, but doe~
local-scale varint%ons ~ groundwater flow caused by ~
recharge, or geoi~J.c f~ 3.%s.

~i~ ~i!~ ~i~ ~ ~iL ~ i



Baldwin Park ROD

Figure ROD-3 indicates that groundwater flow in the OU area
is generally towards the Whittier Narrows to the southwest. The
direction of flow can vary significantly from Figure ROD-3 (by
more than ninety degrees), however, particularly in the vicinity
of the Santa Fe Spreading Grounds during periods of significant
recharge.

An estimate of the average horizontal gradient in the
Baldwin Park area in the fall 1990 is approximately 0.002 foot
per foot (ft/ft), which is among the lowest in the basin
(estimate derived from Figure ROD-3). Deviations from this
regional estimate are expected to be greatest in the vicinity of
pumping wells, recharge areas, and faults. Vertical gradients
are not well known. At one location in the middle of the Baldwin
Park area where data are available on vertical gradients across
1300’ of the aquifer, gradients are low (< 0.004 ft/ft in
September 1991). Vertical gradients may be locally higher,
however, near pumping wells, geologic faults, and zones of
recharge, such as spreading basins.

The elevation of the water table in the Baldwin Park area
can vary significantly year to year, decreasing during dry years
and rapidly increasing during periods of above-average rainfall.
In the period 1982-1992, the groundwater level at the "Baldwin
Park Key Well" (identified in the Alhambra Judgment) began 1982
at approximately 240’, declined during subsequent drought years
to just under 200’ in 1991, then rebounded to over 250’ after the
two relatively wet years of 1991/92 and 1992/93. This
variability in water levels influences the movement of
contaminants and complicates the installation of shallow
monitoring wells (e.g., requiring relatively long-screened
intervals).

2. SXTE HISTORY= origins, Discovery, and Local Response to the
Groundwater Contamination

2.1 Origins and Discovery of the Contamination

Volatile Organic Compounds (VOCs), the contaminants
responsible for placement of portions of the San Gabriel Basin on
the National Priorities List (NPL), were apparently used in large
quantities at industrial facilities as early as the 1940s.
Throughout the 1940s, 50s, 60s, 70s, and 80s, carbon
tetrachloride (CTC), tetrachloroethene (PCE), trichlorcLethene
(TCE) and other VOCs were used by hundreds of businesses in the

oU area for degreasing, as raw materials for automotive products,
by a solvent recycler, for chemical extractions, and for other
purposes. VOCs haveprobably been released to the ground by a

l0
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combination of intentional disposal, careless handling during
loading and unloading, leaking tanks and piping, and other means.

The significant depth to water in most of the OU area (100
to 400’ below ground surface) provides some sorptive capacity for
VOCs released to the soil. More importantly, however, the
absence of extensive fine-grained layers (e.g., clay or silt
layers) in the OU area increases the likelihood that contaminants
released to the subsurface will reach groundwater. Fine-q~ained
materials inhibit the downward movement ofcontaminants due to
their lower permeability and higher sorptive capacity.

VOCs may have reached the qroundwater as early as the 1940s
or 1950s, but were not detected in groundwater until 1979 during
environmental monitoring activities conducted by AeroJet
Electrosystems near its facility in Azusa. In May 1984, four
areas of contamination were listed as San Gabriel Valley Areas
1-4 on EPA’s National Priorities List based on water qual~ity
information available at the time of listing. Subsequent
investigation by EPA and others revealed widespreadV0C
contamination. During the past 12years, more than two-thirds of
the 366 water supply wells (also known as production wells) for
which VOC data are available have shown detectable concentrations
of VOCs; about one-quarter of the 366 wells have shown
concentrations exceeding drinking water standards.

2.2 Re~edlal Investigation

EPA’s Remedial Investigation of the San Gabriel Basin began
in 1985 with a baslnwide groundwater sampling program known as
the Supplemental Sampling Program. In subsequent years, EPA
completed additional field sampling efforts, which have included
sampling of inactive water supply wells, depth-specific sampling
of water supply wells, and monitoring well installation and
sampling. The results of EPA’s sampling efforts are summarized
in numerous EPA documents:

Draft Technical Memorandum, Well Logging and Depth-Specific
Sampling, San Gabriel Area 5 Remedial Investigation... May
22, 1990.

Technical Memorandum, Sampling of Existing Wells, San
Gabriel Area 5 Remedial Investigation. June 25, 1991.

Technical Memorandum, Well Logging and Depth-Specific
Sampling, San Gabriel Area 5 Remedial Investigation.
December 2, 1991.

11
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Interim Report of Remedial Investigations, San Gabriel
Basin... July 1992. (This report summarizes sampling
activities up through 1989.)

Technical Memorandum, Sampling of Existing Wells--Second
Round, San Gabriel Area 5 Remedial Investigation. July
1992.

Technical Memorandum, Area 5 Monitoring Well Installation
and Sampling, San Gabriel Area 5 Remedial Investigation~°.
October 26, 1992.

EPA’s Remedial Investigation has included the compilation
and analysis of data collected by individual water purveyors,
business and property owners, and the Main San Gabriel Basin
Watermaster. Individual water purveyors regularly sample more
than 50 water supply wells in the Baldwin Park area in accordance
with Federal and State drinking water requirements. Individual
businesses and property owners have installed and sampled more
than 25 groundwater monitoring wells in facility-specific

investigations in the Baldwin Park area, most of which are
overseen by the California Regional Water Quality Control Board
(Regional Board). EPA works cooperatively with the Regional
Board to set investigation priorities and provide assistance at
individual sites as needed. The Main San Gabriel Basin
Watermaster has also sampled several inactive water supply wells
in the Baldwin Park area.

EPA has summarized and analyzed the results of the Remedial
Investigation, making ~se of data collected by EPA and others, in
the Baldwin Park Operable Unit Feasibility Study Report, dated
April 2, 1993.

2.3 Local Response to the Contamination

EPA has not implemented any remedial actions in the Baldwin
Park area, butwater purveyors and local agencies have
implemented or plan to implement projects that contribute or will
contribute to EPA’s remedial objectives.

As the contaminated groundwater has spread and existing
water supply wells have become contaminated, water purveyors have
installed treatment facilities and responded in a variety of
other ways to satisfy their obligations to supply water meeting
State and Federal drinking water standards. Some purveyors have
shut down wells. In other cases they have been able to continue
to operate contaminated wells by pumping wells intermittently, at
reduced rates, or by blending contaminated water with better
quality water from other wells. In other cases, they have
drilled wells deeper or installed new wells in search of cleaner

12
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water, acquired water from other San Gabriel Basin water
purveyors, or purchased imported water. More recently, as other
options become less feasible and mope costly, purveyors have
installed wellheadtreatment systems.

In the OU area, purveyors have made use of all of these
options to respond to the contamination. The Valley County Water
District (VCWD} has shut down four wells and installed wellhead
treatment facilities at three others; the San Gabriel Valley
Water Company (SGVWC) has shut down wells, deepened existing
wells, drilled new deep wells, used blending, andinstalled
wellhead treatment; Suburban Water Systems has blended and
installed new deeper wells; and the City of Glendora has
purchased additional imported water. Although more than 12
existing water supply wells have become contaminated in the area,
the Baldwin Park area continues to serve as a significant source
of drinking water. Periodic monitoring ensures that drinking
water supplied to consumers meets EPA and State drinking water
standards.

Three water purveyors (VCWD, SGVWC, and La Puente Valley
county Water District) have funded treatment projects in the
Baldwin Park area. The State Water Resources Control Board and
the California Department of Toxic Substances Control have
contributed funding for two other treatment facilities. State
funding has been provided to the San Gabriel Basin Water Quality
Authority, which has overseen the construction of a second Valley
County Water District treatment facility (at the Arrow Highway
well) and, as of March 1994, is preparing to begin construction
of another treatment prc~ect at the Big Dalton well. If
constructed and operated as planned, the project at the Big
Dalton well site may partially satisfy EPA’s remedial objectives
in the Baldwin Park area. The Authority’s plinned project would
result in the extraction and treatment of 2,000 to 3,000 gallons
per minute (gpm) of contaminated groundwater, n small but
significant portion of the approximately 19,000 gpm of extraction
that EPA’s studies indicate may be needed.

Water purveyors’ response to the contamination has been
driven by their need to supply safe drinking water tc their
customers. Initially, some purveyor actions (e.g., relocating
wells from contaminated to clean areas} may have marginally
contributed to the spread of contamination in the aquifer, but
more recent actions (e.g., the installation of treatment)
contribute to the cleanup. Still, EPA does not believe that
actions by water purveyors provide an adequate, cumulative
response tc the contamination. The limitations of installing
treatment only at existing water supply wells after the
contaminationhas spread (occasionally termed wellhead treatment)

13
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are described further in Section 7 of this document (Summary of
Site Risks).

3. Eh~OROEMENT ACTIVITIES

EPA began its enforcement efforts in the Baldwin Park area
in approximately 1985 with searches for and evaluations of
historical Federal, State, and local records on chemical usage,
handling, and disposal.

In 1985, the California Regional Water Quality Control Board
(Regional Board) began its Well Investigation Program (WIP) to
identify the sources of groundwater contamination detected in
water supply wells. In 1989, EPA entered into a cooperative
agreement with the Regional Board to expand the WIP program, in
order to assist EPA in determining ~e nature and extent of the
sources of the groundwater contamination in the Baldwin Park area
and other portions of the San Gabriel Valley, and to identify
responsible parties. The cooperative agreement has been renewed
annually. Regional Board staff directly oversee facility-
specific investigations in the Baldwin Park area; EPA’s role has
been to help fund the Regional Board, help set priorities, and,
as needed, to intervene in individual investigations to obtain
information, evaluate claims of inability to pay, and threaten or
use Federal enforcement authority to ensure that necessary
investigation work is promptly completed.

As of october 1993, the Regional Board has, in the Baldwin
Park area, sent chemical use questionnaires to more than 1,600
facilities; inspected more than 600 of these facilities; directed
more than 70 facilities to investigate potential soil or soil gas
contamination; and directed approximately 17 facilities to
investigate groundwater contamination. EPA has used its

authority to request information (CERCLA section 104(e)) to
supplement the Regional Board’s efforts by sending information
requests and evaluating responses from more than 150 current and
historical property owners and businesses.

Concurrent with source identification efforts, EPA carried
out a fund-lead Remedial Investigation and Feasibility Study
(RI/FS) (i.e., using funding from the Superfund trust fund),
rather than through enforcement action. In the RI/FS, EPA
supplemented data generated during facility-s~cific
investigations with regional information on the nature and extent
of contamination.

A subset of the 70+ facilities investigating contamination
in the Baldwin Park area are believed to be contributors to t1~
groundwater contamination. EPA has sent General Notice of

14
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Liab~lity for the Baldwin Park Operable Unit to approximately 110
owners and/or operators, representing 20 to 25 contaminated

¯ parcels. Most of the General Notice letters were sent in three
mailings: in May 1990, September 1990, and August 1993.

EPA anticipates issuing special notice for the Baldwin Park
Operable Unit in 1994 to a subset of recipients of General
Notice. EPA has begun discussions with individual Potentially
Responsible Parties (PRPs) and the San Gabriel Basin Xndustry
Coalition (representing multiple PRPs) in an effort to speed the
start of clean up work in the Baldwin Park area. To date,
however, ~o Administrative Orders on Consent or Consent Decrees
have been attempted or reached, and no Unilateral Administrative
Orders (UA0s) have been issued, to or with PRPs in the Baldwin
Park area. One Baldwin Park area PRP, the Aerojet Gencorp,
agreed in 1990 to pay $554,678.59 associated with investigating
Aerojet’s Azusa, California facility in partial settlement of EPA
past costs.

Enforcement efforts in other parts of the San Gabriel Valley
Superfund Sites include a Consent Order reached in September 1993
with 42 PRPs for the Puente Valley Operable Unit (see Figure ROD-
4). In addition, as of March 1994, four parties in the Puente
Valley and E1 Monte Operable Units of the San Gabriel Valley have
been issued UAOs for Remedial Investigation. Work required by
one of the UAOs is complete; work required by two of the UAOs is
in progress; and work required by the fourth UAO is expected to
begin soon.

4. HIGHLIGHTS OF COMMUNITY PARTICIPATION

The Proposed Plan for the Baldwin Park Operable Unit, in the
form of a fact sheet, was distributed in May 1993 to more than
2,000 parties on EPA’s mailing list for the San Gabriel Valley
Superfund Sites. Additional copies of the Proposed Plan were
distributed to water purveyors and to Baldwin Park area
businesses known to have subsurface contamination. The Proposed
Plan, together with the Baldwin Park Operable Unit Feasibility
Study, were also made available in the San Gabriel Valley at the
West Covinn Public Library, the office of the Upper San Gabriel
Valley Municipal Water District in E1 Monte, and the office of
the San Gabriel Valley Municipal Water District in Azusa,
California. The entire Administrative Record File, containing
these two documents and other documents considered or relied upon
in developing the Proposed Plan, is available at the West Covina
Public Library and at EPA’s Regional Office in San Francisco.

Notice of a public meeting, availability of the Proposed
Plan and Feasibility Study, and the announcement of a 30 day

15
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public comment period were published in the San Gabriel Valley
Tribune newspaper on May 7, 1993. EPA also issued a press
release announcing the Proposed Plan on May 7, 1993. In
addition, the Los Angeles Times and San Gabriel Valley Tribune
newspapers published articles about the remedial investigation,
feasibility study, and Proposed Plan.

A public meeting was held on May 20, 1993 in the Baldwin
Park Citycouncil Chambers to discuss EPA’s clean up plans. At
this meeting, EPA representatives made a brief presentation of

the Proposed Plan, answered questions, and solicited comments
from members of the public. A response to comments received
during the public meeting is included in the Baldwin Park OU
Responsiveness Summary, which is included as Part III of this
Record of Decision (ROD).

EPA extended the public comment period twice in response to
requests for extensions from members of the public. A public
notice printed in the San Gabriel Valley Tribune on June 12, 1993
extended the original 30 day public comment period to 60 days.
Another notice printed in the San Gabriel Valley Tribune on July
15, 1993 extended the public comment period to 91 days. The
public comment period closed on August 12, 1993. EPA received
more than 400 written comments from 26 individuals or entities,
as well as a three hour videotape. These comments and EPA’s
responses to these comments are summarized in Part III of this
ROD.

other community relations activities have included extensive
consultation with local water purveyors, State and local
agencies, and local groups and individuals potentially affected
by EPA’s planned action in the Baldwin Park area, including
participation at numerous public meetings attended by
representatives of more than a dozen state and local agencies and
members of the public. These public meetings have typically been
held bimonthly or quarterly, from 1990 through late 1993. EPA
representatives have also made presentations to interested
groups, including the San Gabriel Basin Water Quality ~thority
Public Advisory Group and the Superfund Working Information Group
(SWIG). In addition to the Baldwin Park Proposed Plan fact
sheet, EPA has issued fourteen fact sheets between 1986 and 1993
describing investigation and clean up activities throughout the
San Gabriel Valley.

This decision document presents the selected remedial action
for the Baldwin Park Operable Unit in Los Angeles County,
California, chosen in accordance with CERCLA, as amended by SARA,
and, to the extent practicable, the National Contingency Plan.
The decision for this site is based on the Administrative Record.
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5. SCOPE AND ROLE OF THE OPERABLE EI~IT

There are four areas of groundwate~ contamination ~ ~,~:
Gabriel Basin listed on the National Priorities List {~:~,~ ~~i
are San Gabriel Valley Area 1, San Gabriel Valley Are~ 2~ ~
Gabriel Valley Area 3, and San Gabriel Valley Area 4.

The Baldwin Park Operable Unit is one of seve~ op~:~!~}
units initiated by EPA to date (see Figure ROD-4}. Th~ i~ii~
addresses groundwater contamination extending across ~
of Azusa, Irwindale, and Baldwin Park, corresponding %~ il
Gabriel Valley Area 2 I~PL site. Other OUs address gr<}~.~.
contamination in one or more of the other three NPL a~
Basin.

The available d~ta indicate the presence of gro~<~J~:
contamination in the Baldwin Park area far in exce~
water standards (demonstrating a need for action} and ~.~~
sufficient to determine the approximate size and loca%i~ ~ ’
needed action (allowing specification of the remedy)~ ~
believes that the available data are sufficient to ~ei~
remedy that will meet EPA’s remedial objectives~
Section Eight of this ROD. EPA is confident that th~
represents a significant step toward complete clean ~i~ ~
area and will not be inconsistent with, or preclude
implementation of, a final remedy. EPA has not yet ~ei~: ~
final remedy for the San Gabriel Valley Superfund ~ite~
final remedy is expected to include, at a minimum~ l~:!~:
contaminant migration in and/or from the Baldwin ~ark ~: ........
Puente Valley, and other highly contaminated areas of ~. ......

The Baldwin Park OU is classified as an interi~::!~ i!!~t~i ~~

reflect the possibility that additional projects i~ ~.i~
Park area may be needed. EPA will use information c~L!
during operation of the selected remedy to help deterge
need for additional actions and the nature of the fi~%~
Among the critical decisions to be made are: the ne~7
extent of cleanup of soil contamination in the ~ .....
above the water table); how to address lower levei~ .~:~:i~
groundwater contamination which may remain after the
implemented; and the feasibility of complete restorati~::~
or portions of the site.

EPA has initiated six other operable units in th~ ~,~ :
Gabriel Valley in additionto the Baldwin Park OU~ ~bi~i~
six projects, the Richwood, Whittier Narrows, and Su~!~i;~>i ....
Systems Bartolo Wellfield Operable Units, resulted i~ i~,-~
construction of a carbon adsorption treatment faciliti~ !~’~
Richwood Mutual Water Company and installation of
wells in the Whittier Narrows/Suburban Water System~
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other projects are in the planning or investigation stages. They
are the Puente Valley Operable Unit (addressing groundwater
contamination in the cities of Industry and La Puente)y the Z1
Monte Operable Unit, and the South E1 Monte Operable Unit.

Record of Decision (ROD) documents were signed for the
Richwood and suburban Water Systems Operable Units in 1984, 1987,
1988, and 1993. The ROD for the Whittier Narrows Operable Unit
was signed in March 1993. The Whittier Narrows OU ROD and the
Suburban Water Systems OUAmended ROD both conclude that
treatment facilities are not now needed, but call for continued
monitoring.

As of February, 1994, ROD documents have not been signed for
t~e Puente Valley, E1 Monte, or South E1 Monte areas. In
September 1993, EPA reached an agreement with Puente Valley area
PRPs to complete a detailed investigation and evaluation of
cleanup optiDns for groundwater contamination in the Puente
Valley. EPA is currently evaluating existing water quality data
in the E1 Monte and South E1 Monte areas to determine the need
for additional remedial investigation in these areas

SUMMARY OF BALDWIN PARK OPERABLE UNIT CHARACTERISTICS

Figure ROD-5 presents a simplified, smoothed picture of the
extent of groundwater contamination in 1993 in the OU area and in
other areas of the San Gabriel Basin. The most prevalent
contaminants in the Baldwin Park area are the solvents TCE, PCE,
and CTC.

TCE, PCE, or CTC have been detected in more than one dozen
water supply wells in the Baldwin Park area at concentrations
exceeding Federal and State drinking water standards. The
contaminated wells are scattered across a five to i0 square mile
area. EPA and the State have set safe levels for TCE and PCE in
drinking water at 5 parts per billion (ppb}; the State standard
for CTC is 0.5 ppb. Other VOCs detected above State and/or
Federal standards in the Baldwin Park area include: 1,2-
dichloroethane (1,2-DCA); l,l-dichloroethene (I,1-DCE); l~l-
dichloroethane (I,1-DCA), cis-l,2-dichloroethene (cis-IF2-DCE),
trans-l,2-dichloroethene (trans-l,2-DCE), l,l,l-trichloroethane
(I,I,I-TCA), and chloroform. Table ROD-I presents a list of VOCs
detected in soil, soil gas, or groundwater in the Baldwin Park
area. VOCs include contaminants detectable with EPA analytical
methods 502.1, 503.1, 524.1, or 524.2. In addition, nitrate, an
inorganic contaminant, has been detected at significant
concentrations in groundwater at or near the proposed extraction
areas, approaching the drinking water standard of 45 milligrams
per liter (mg/l). Nitrate concentrations upgradient of proposed
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extraction areas are Significantly higher, exceeding 45 mg/l over
a large area and exceeding 90 mg/l northeast of the Baldwin Park
area.

Figures ROD-6, ROD-7, and ROD-8 illustrate the lateral
extent of groundwater contamination for TCE, CTC, and nitrate.
Assumptions and simplifications made in preparing Figures ROD-6
and ROD-7 include: the figures aggregate data over a 15 ~onth
period; they aggregate data collected from over i00 wells that
vary in the number and depth of perforated intervals; contaminant
contours included in the figures are interpreted in areas where
no wells are present; and the figures do not delineate individual
plumes that may be present within the areas of contamination
shown in the figure. Figure ROD-8 aggregates nitrate data over a
3 year period (nitrate has been sampled less frequently than
Vocs).

Figure ROD-9 presents one of several possible
interpretations of the vertical extent of TCE contamination,
based on depth-specific sampling data.

The groundwater contamination appears to be the result of
multiple sources, located mostly in the city of Azusa. Also see
Section 11.2.

7. SUMMARY OF SZTE RISKS

As part of its evaluation of the need for action, EPA has
completed a preliminary assessment of the risks that could result
if no action is taken to address the groundwater contamination in
the Baldwin Park area (the baseline risk assessment)~ Interim
remedial actions do not require a completed baseline risk
assessment, although enough information must be available to
demonstrate that action is necessary to stabilize the site,
prevent further degradation, or achieve significant risk
reduction quickly (Preamble to the NCP Final Rule, 55 Federal
Register 8704).

The preliminary risk assessment estimates potential, not
actual, risk. The risk estimates are based on the unlikely
assumption that Federal and State drinking water standards are

D95~ enforced, in which case residents of the Baldwin Park area
could be served contaminated groundwater extracted from within or
near the OU area of contamination without treatment. This is
only anassumption; groundwater served to consumers is currently
belie%’ed tosatisfy all enforceable drinking water standards.

~e risk assessment estimates human health and environmental
ris~ ~.that could result from exposure to contaminated ground-
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water. Vadose zone remediation is not a goal of the interim
action, therefore, exposure to contaminated soil or soil gas are
not addressed in this preliminary~isk assessment.

The risk assessment includes four steps:

7.1 Identification of Chemicals of Potential concern
(COPC):

This step involves the identification of the chemicals found
in the groundwater in the OU area whose presence may contribute
to risk. EPA selected as COPC contaminants detected in
groundwater during EPA-sponsored sampling of two monitoring wells
and 14 production wells in the Baldwin Park OU area between
September 1990 and September 1991. Seventeen VOCs were detected
in groundwater from the OU area. The contaminants, average
concentrations, and upper 95th confidence limits are presented in
Table ROD-2.

7.2 Exposure Assessment:

TWO exposure pathways (routesby which the contamination can
enter the body) are considered in the risk assessment: ingestion
of contaminated groundwater and inhalation of VOCs released from
the water into the household air during showering, bathing,
cooking, or other routes. Exposure could also occur through the
transport of VOCs from groundwater through soil and into ambient
air or into the foundation of a building. Any exposure through
soil is assumed to be insignificant because the depth to
groundwater is greater than i00 feet. Dermal absorption (through
skin contact} of contaminants was also considered but is believed
to present a zero or insignificant risk.

The potentially exposed populations are residents and
workers in the ou area and individuals visiting the Santa FeDam
Recreation Lake. The maximally exposed population is assumed to
be residents exposed to contaminated groundwater used for
domestic purposes.

The monitoring data and assumptions used to characterize
exposure point concentrations are analyticalresults from EPA-
sponsored sampling of 15 of 16 wells in the Baldwin Park area
between september 1990 and September 1991. Arithmetic mean
chemical concentration are calculated to evaluate groundwater
exposures for the average exposure scenario; the 95 percent upper
confidence lim~;~ on the arithmetic mean of the data set is used
for the remson~ble maximum exposure scenario. These calculations
assume co~pletz ",lending of groundwater from the 15 wells. The
blended ccnu~n~...tion estimates are significantly less than the
average or ma:-~,’m concentrations measured at selected wells.
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For example, the blended arithmetic mean and upper 95th
confidence limit concentrations for TCE are 55.1 and 96.9
microgram/liter, respectively. The average and maximum
concentrations at one well (well no. 01902169) are 335 and 450
microgram/liter.

If a chemical is not detected in a particular sample, but is
detected in other groundwater samples in the same well or in
another well in the OU area, a value equal to 1/2 the detection
limit is used to estimate the exposure concentration. In cases
where duplicate samples have been taken, the sample and duplicate
results are averaged before summary statistics are calculated.
It is assumed that the concentration remains constant for the
duration of the exposure period.

Major exposure assumptions are summarized below. The dose
from inhalation of VOCs is assumed to be equivalent to the dose
from ingestion of 2 liters/day.

., .... =--

r ........ E~o?ure Factors ..................
Intake Value (Adult)

Reasonable
Parameter Average Maximum

Ingestion Rate 2 liter/day 2 .!iter/day

Body Weight 7o k.q.. vo k.g
Exposure Frequency 350 days/year 350 days/year
Exposure Duration 9 years S 0 years
Years in Lifetime 70 years 70 years
.. . . . ....

7.3 Toxicity Assessment:

An individual’s response to a contaminant depends on the
dose and the contaminant’s toxicity. The risk assessment makes
use of quantitative information on the toxicity (i.e., t~e dose-
response relationship) of each of the contaminants of concern.
Table ROD-3 presents the toxicity factors, which take the form of
reference doses (RfDs) for noncarcinogenic effects and cancer
slope factors (CSFs) fo~ carcinogenic effects. Both RfDs and
CSFs are specific to the exposure route.

Cancer slope fa::t,.?~ have been developed by EPA’s
Carcinogenic Assessment Group for estimating excess lifetime
cancer risks assooiateu4ith exposure to potential carcinogenic
chemicals. CSFs, which are expressed in units of (mg/kg-day)"I,
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are multipliedbythe estimated intake of a potential carcinogen,
in mg/kg-day, to provide a conservative, upper-bound estimate of
the excess lifetime cancer risk associated with the exposure.
Underestimation of the actual cancer risk is highly unlikely.
Cancer slope factors incorporate uncertainty factors to account
for the use of animal data to predict effects on humans and other
uncertainties.

Reference doses (RfDs) have been developed by EPA for
indicating the potential for adverse health effects from exposure
to chemicals exhibiting noncarcinogenic effects (e.g., harm to
the liver). RfDs, which are expressed in units of mg/kg-day, are
estimates of lifetime daily exposure levels for humans, including
sensitive individuals, which are likely to be without an
appreciable risk of deleterious effects during a lifetime.-
Estimated intakes of chemicals from environmental media (e.g.,
the amount of a chemical ingested from contaminated drinking
water) can be compared to the RfD. As with CSFs, RfDs
incorporate uncertainty factors and are unlikely to underestimate
the potential for adverse effects.

A modified RfD approach is used-to estimate the cancer risk
potential from oral exposure to I,I-DCE due to its weak evidence
of carcinogenicity. The modified RfD is estimated by dividing
the oral RfD by an additional safety factor of I0.

7.4 ~uman Health Risk Charauterization

The last portion of the rlsk assessment integrates the
toxicity and exposure assessments to estimate the potential risks
to human health from exposure to site chemicals. The risk
assessment examines three measures of human health risk: cancer
risk, non-cancer effects, and groundwater concentrations in
relation to drinking water standards. Also included is a summary
of limitations of the data and methodology used in the risk
assessment

7.4.1 Potential Carcinogenic Effects

The potential for carcinogenic effects is evaluated by
estimating excess lifetime cancer risk, which is the probability
of developing cancer during one’s lifetime over the background
probability of developing cancer (i.e., if no exposure to site
contaminants occurred). Excess lifetime cancer risks are
determined by multiplying the intake level by the cancer potency
factor. These risks are probabilities that are generally
expressed in scientific notation (e.g., Ixl0"~ or IE-6). An
excess lifetime cancer risk of Ixl0-6 indicates that, as a
plausible upper bound, an ind~v~4ual has a one in one million
chance of developing cancer as = ~esult of site-related exposure
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to a carcinogen over a 70 year lifetime under the specific
exposure conditions at a site. The probability of developing
cancer from all causes in California is approximately250,000out
of 1,000,000 people (i in 4). A risk of 1 out of 1,000,000 means
that one additional person out of a group of 1,000;000 people
could develop cancer as a result of the chemical exposure.

Because of the methods used to estimate CSFs, the excess
lifetime cancer risks estimated in this preliminary risk
assessment should beregarded as upper bounds on the potential
cancer risks rather than an accurate representation of the true
cancer risk. The actual risk could be as low as zero.
Carcinogenic risks are assumed to be additive within a route of
exposure. Any synergistic or antagonistic interactions are not
considered.

In the Baldwin Park Risk Assessment, EPA predicts that if
contaminated groundwater were used as a drinking water source
without treatment, as many as 60 out of 1,000,000 (6 x 10-5)
persons may develop cancer during their lifetimes (based on the
Reasonable Maximum Exposure). The risk was incorrectly reported
as 30 out of 1,000,000 (3 x 10-5) in the Proposed Plan. The
excess lifetime cancer risk for average residential exposure
through domestic use of groundwater is estimated as i0 out of
1,000,000 (i x 10-s). EPA generally considers excess cancer
risks greater than 100 out of a million to be unacceptable.

Table ROD-4 shows carcinogenic risks associated with each
contaminant of concern and each exposure pathway. The estimated
excess lifetime cancer risk for reasonable maximum exposure from
tap water is 3 x i0-~ for ingestion exposures (incorrectly
reported as 4 x I0"~ in Table ROD-4) and 3 x 10-5 for inhalation
exposures.

Since completion of the risk assessment, the inhalation
slope factor for TCE has been revised downward from 0.017
mg/kglday-* to 0.006 mg/kg/day-I. Use of the revised slope factor
would reduce the estimated excess lifetime cancer risk for
reasonable maximum exposure from 6 x I0-~ to 5 x 10-s.

The major chemical contributors to the estimated lifetime
cancer risk based on reasonable maximum exposure are PCE and TCE,
with estimated risks of 1 x 10-5 and 2 x 10-~ (assuming the
revised TCE slope factor).

7.4.2 Potential Nonaancor hffeots

Potential concern for noncarcinogenic effects of n single
contaminant in a single medium is nx~sed as the Hazard
Quotient (HQ), the ratio of the esti~ul.~ intake derived from the

2."
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contaminant concentration in a given medium to the contaminant’s
reference dose. When the hazard quotient significantly exceeds
one (i.e., intake significantly exceeds RfD), there is potential
for health concern. A Hazard Index (HI) can be generated by
adding the HQs for all contaminants within a medium or across all
media to which a given population may reasonably be exposed, The
HI provides a useful reference point for gauging the potential
significance of multiple contaminant exposures within a single
medium or across media. The method assumes dose additivity.

When the HI exceeds one, there is a potential for health
risk. If a single HQ exceeds one, the HI will exceed one. The
HI can also exceed one even if no single chemical intake exceeds
its RfD.

In the Baldwin park Risk Assessment, EPA estimates the non-

cancer Hazard Index from reasonable maximum exposure to
groundwater in the Baldwin Park 0U area as 1.8, assuming that
contaminated groundwater will be served to consumers without
treatment (incorrectly reported as 0.9 in the Proposed Plan).
The total HI, based on an average exposure scenario, is i.

Non-cancer effects associated with each contaminant of
concern and each exposure pathway are summarized in Table ROD-5.
Noncarclnogen exposure levels do not exceed the RfDs for
individual COPC. The major chemical contributors to the overall
noncancer Hazard Index based on reasonable maximum ingestion and
inhalation exposures are TCE with an estimated Hazard Index of
0.8, I,I-DCE ~ith an estimated Hazard Index of 0.4, and c~rbon
tetrachloride with an estimated Hazard Index of 0.2.

7.4.3 Contaminant Conosntrations in Rolation to
Drinking Water Standards

The third measure of risk examined in the risk assessment is
contaminant concentrations in groundwater in the Baldwin Park
area in relation to drinking water standards (the lower of the
State or Federal Maximum Contaminant Level (MCL) for each
contaminant). The comparison assumes that the contaminated water
is delivered directly to local residents without treatment. The
comparison shows unacceptably high concentrations of TCE, PCE,
CTC, I,I-DCE, 1,2-DCA, and cis-I,2-DCE. The highest TCE
concentrations at Baldwin Park area wells are more than I00 times
safe levels; the average TCE concentration for recent sampling of
15 Baldwin Park area wells is approximately i0 times safe levels.

The bases for EPA’s decision to take action are the amount
by which groundwater concentrations in the Baldwin Park area
exceed acceptable levels, migration of the contamination into
clean and less contaminated areas, and the importance of the san
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Gabriel Basin as a source of drinking water. EPA believes that
remedial action is necessary even though the carcinogenic risk
levels do not exceed I00 in a million.

Table ROD-6 summarizes uncertainties associated with this
preliminary risk assessment. One critical assumption is the use
o£ average (i.e., blended) chemical concentrations measured at 15
different wells. A risk estimate that assumes exposure to
groundwater produced at the more highly contaminated wells
(rather than the blended concentrations assumed in the risk
assessment) would be higher.

In conclusion, actual or threatened releases of hazardous
substances from this site, if not addressed by implementing the
response action selected in this ROD, may present an imminent and
substantial endangerment to public health, welfare, or the
environment.

7.5 Health Risk Characterlzation, Environmental Risks

Therisk assessment also includes an evaluation of
ecological (non human-health) impacts.

Significant impacts topotential environmental receptors are
unlikely since most of the Baldwin Park area is developed (i.e.,
paved) and the primary exposure pathway is via contaminated
groundwater. There are few environmental receptors present since
urbanization has destroyed most wildlife habitat.

One of the only possible environmental exposure pathways is
if significant VOC contamination reached the Santa Fe Dam
Recreation Lake. PCE and TCE have been detected at production
well 08000070 used to fill the man-made lake, although at low
concentrations of less than i microgram/liter. No effects are
expected since concentrations which may affect aquatic life are
significantly higher. The National Ambient Water Quality
Criterion (AWQC) for chronic effects resulting from exposure to
PCE is 840 microgram/liter. There is no chronic AWQC for TCE.

Of greater potential significance is the presence of
riparian and upland vegetation around the lake, and any
construction or operating impacts on the vegetation. One plant
community, Riversidian sage scrub, is considered to be a
sensitive biological resource. The Riversidian sage sccub plant

community is dominated by plant species that potentially provide
habitat for a variety of animal species. Two special-status
species, the California gnatoatcher and San Diego home6 lizard,
potentially occur in this habitat type.
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8. DESCRIPTION OP ALTERNATIVES

The remedial objectives of the Baldwin Park 0U, which guided
the development and evaluation of the remedial alternatives, are:

... to prevent future increases in, and begin to reduce,
concentrations of all VOCs in groundwater in the Baldwin
Park area by limiting further migration of contaminated
groundwater into clean and less contaminated areas or depths
that would benefit most from additional protection and by
removing contamination from the aquifer.

The Baldwin Park OU is an interim action. Accordingly, the
remedy does not include in situ (i.e., in the aquifer)
remediation standards or a restoration timeframe.

Portions of the aquifer that would benefit most from
additional protection include: (i) areas downgradient of
residual subsurface contamination (e.g., dense non-aqueous phase
liquids (DNAPLs) or other non-aqueous phase contamination) that
are clean or contaminated only by dissolved-phase contamination;
and (ii) clean or less contaminated areas with active water
supply wells, downgradient of more highly contaminated areas.

EPA interpreted the remedial objectives to require, at a
minimum, groundwater extraction in two areas. Each of the four
cleanup alternatives (Alternatives 1-4) evaluated in the Baldwin
Park Operable Unit Feasibility Study includes the construction
and operation of new groundwater extraction wells in two or three
areas, treatment facilities to remove VOCs from groundwater
(assumed, in the FS, to be air stripping with vapor phase
granular activated carbon), pipelines and related conveyance
facilities to deliver the treated water, and groundwater
monitoring. Selected existing facilities may also be used. The
differences between cleanup alternatives are in project size and
recipient of the treated water. EPA also evaluated a no action
alternative.

Existing beneficial uses of the San Gabriel Basin aquifer
include municipal and domestic supply (defined in California
water quality standards as "uses of water for community~
military, or individual water supply systems including, but not
limited to, drinking water supply"}.

The following sections describe the No Action Alternative
and the four action alternatives.

8.1 The No Action Alternative
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A NO Action Alternative (more accurately describe~i .~ ...............
Active Response Alternative since it includes install~:~::
sampling of monitoring wells) provides a baseline for o~<~ , 7-,~

of other cleanup alternatives. In a No Action Alternati~.~
action is taken to limit contaminant migration beyond
already taken by water purveyors or local agencies such ~,
San Gabriel Basin Water Quality Authority. The-No Acti<.~,~
Alternative would include a monitoring program to provi¢
warning of increasing contaminant concentrations at e:~i~. :’,
active water supply wells downgradient of the Baldwin ~_ ~:
of contamination.    Three clusters of production wel/~
within approximately 1 mile of the downgradient end <,f ......
area of contamination (San Gabriel Valley Water Comp~<a~~

B6 well clusters and La Puente Valley County Water Di~t~
well cluster), but two of the three clusters are locate ..........
several hundred feet of each other. For cost~estim~=i:~
purposes, it is assumed that three new monitoring ~ei~ ........
required to meet the objectives of the monitoring p~og~
cost of constructing the monitoring wells would be .............
$ 0.4 million in initial, capital costs and less than
million in annual sampling costs.

The monitoringprogram would provide data to heir: ....
when contaminants in downgradient production well~ m~,’~ :,
to levels requiring installation of new wellhead tre~i~:~i~~

modification of existing wellhead treatment facilities~

8.2 Remedial Alternative No. I~ Extra~t, TE~%~
Distribute Approximately 19,000 gpm of Groundwater ~o ~{:~ .....
Valley ~ater Purveyors

S.2.1 Extraction Locations and Rat~

Alternative 1 calls for extraction of groundwate~ ~, :
broad areas of contamination (referred to as the up~i
areas). Figure ROD-10 shows the two areas marked ~p:io~:~:.
extraction well locations. The precise location~ ~~ ~,::     ,
extraction wells and treatment facilities would be C~<I
during the remedial design phase of the project~ ~!=~ ....
installation and interpretation of data from new grot>~:~>~,~i-<
monitoring wells. The remedy may use two exi~tinq
extraction wells and ~ planned wellhead treatmen% ~y~<~
during remedial design, EPA determines that they ~rv~
located, if agreements can be reached for their u~e:~ ~<~ i~i~

meet other requirements of this Record of Decision~

EPA’s computer simulations of groundwater flo~
movement indicate that approximately 19,000 gpm of w~:~ ’~::<~
extracted to meet EPA’s objectives of controlling n ............
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migration. EPA’s analyses indicate that approximately 10,500 gpm
of groundwater must be extracted more or less continuously in the
lower area; approximately 8,500 gpm of groundwater must be
extracted in the upper area. These extraction rates would limit
contaminant migration out of the upper and lower areas of
contamination (i.e., to capture or contain the areas of

contamination).

Extraction in the lower area would limit further migration
of groundwater contaminated with V0Cs at concentrations
approximately five to i0 times drinking water standards.
Sampling results from two locations in 1989 - 1992 show average
TCE concentrations between 40 and 50 ppb (the MCL for TCE is 5
ppb). Actual concentrations vary month to month and year to
year. EPA sampling at a third locationhas shown average CTC
concentrations of 12 ppb (the MCL for CTC is 0.5 ppb).
Concentrations of TCE and CTC downgradient of the lower area are
significantly lower.

Extraction in the upper area would limit further migration
of groundwater containing VOCs at concentrations more than 200
times safe levels (e,g., more than 1,000 ppb TCE or PCE, or more
than i00 ppb 1,2-DCA). The highest concentration measured at a
monitoring well in the upper area exceeds 30,000 ppb PCE.
Extraction in the upper area would help prevent highly
contaminated areas adjacent to the likely sources of the
groundwater contamination from moving into less contaminated
downgradlent areas, increasing the likelihood that downgradient
areas could eventually be restored. Extraction in both the upper
and lower areas would significantly reduce contaminant
concentrations throughout the Baldwin Park area, although the
rate and magnitude of the reduction are difficult to predict.

8.2.2 Treatment

After the contaminated groundwater is pumped above-ground,
it would be piped to treatment facilities capable of removlng
VOCs from groundwater. Contaminant concentrations in the treated
water would meet State or Federal Maximum Contaminant Levels for
VOCs, whichever are more stringent. Initial studies completed by
EPA indicate that the most efficient, proven treatment
technologies will be air stripping (with offgas controls) or
liquid phase granular activated carbon (LGAC). EPA’S analyses
indicate that both technologies are effective for most mixes of
contaminants, but differ in cost depending on the VOC influent
concentrations expected at the treatment facilities, which are
dependent on precise extraction locations and whether groundwater
from multiple extraction locations are blended and treated at a
centralized facility. The two technologies may also be combined
into a treatment train.
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Liquid phase granular activated carbon transfers the
contaminants from water to a charcoal-like material. A/r
stripping transfers volatile contaminants (e.g., VOCs) from water
to air; vapor phase granular activated carbon transfers the
contaminants from air to a charcoal-like material. If air
stripping is used, it would include vapor phase granular
activated carbon or other offgas controls to meet air emission
requirements of the South Coast Air Quality Management District.

EPA also evaluated the cost, effectiveness, and feasibility
of advanced oxidation processes. Advanced oxidation processes
are innovative treatment methods capable of destroying
contaminants. EPA’s initial studies indicate that advanced
oxidation processes would be considerably more expensive than
either air stripping or LGAC.

The extracted groundwater would be treated for VOCs at one
or more locations to be determined during remedial design. If
treated water is supplied for local use, the most cost-effective
arrangement would probably be to construct multiple treatment
facilities (possibly four separate facilities).

8.2.3 Distribution/Us8 of Treated Water

If the necessary agreements are reached, the treated water
will be supplied to agencies that directly or indirectly supply
drinking water to San Gabriel Valley residents and businesses
(water purveyors). Excess water would be piped tospreading
basins, the San Gabriel River channel, or tributary flood control
channels operated by the Los Angeles county Department of Public
Works for recharge into the aquifer when water purveyors are not
able to use all of the treated water.

EPA expressed a preference to supply treated water to
purveyors, rather than for recharge, due to lower pumping costs
(although higher initial capital costs) and the risk that
existing recharge areas may not offer enough recharge capacity
during winter and spring rainy season. There is excess capacity
in recharge areas for much, but not all of the year. In each of
the last two years, existing users of Baldwin Park area spreading
grounds used all of the available capacity for several
consecutive months. In contrast, supplying treated water to
purveyors has the advantage that purveyors should be able to
accept water close to year-round, minimizing the risk of not
being able to distribute extracted water during winter and spring
months.

In the FS it is assumed that water would be supplied to San
Gabriel Valley Water Company, Suburban Water Systems, Covina
Irrigating Company, and the city of Glendora, although other
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purveyors could substitute. There are pros and cons to supplying
each purveyor which could potentially accept treated water. Some
purveyors could distribute large quantities of water year-round;
others could distribute less water for only part of the year.
Some purveyors are located near likely treatment plant locations
(requiring minimal pipeline); others are located further away or
at higher elevations (requiring more pumping). Purveyors also
vary in how much they are willing to pay for additional supplies,
in whether they could accept water without first resolving water
rights issues (e.g., exporting water from the basin}, and in
their expertise in operating treatment facilities.

8.2.4 Project Duration, Cost, and Evaluation

The project would operate for an initial period of five
years, after which EPA will conduct a formal assessment of the
project’s effectiveness. The results of the assessment may lead
to continued operation of the project asis, or recommended
modifications in the extraction rates and locations or other
project components. The project would be expected to operate
until contaminant concentrations decrease sufficiently that
continued efforts to limit the migration of contaminated
groundwater or remove contaminant mass are no longernecessary.
The assessment will include an evaluation of the effects of the
operation of nearby public water supply wells on the attainment
of EPA’s remedial objectives.

It is estimated that implementation of Alternative 1 would
require approximately 36 months from the date the ROD is signed.
During this period, EPA intends to negotiate an agreement for
funding of the selected remedy, and then proceed with design,
construction, and initial testing of the equipment to make sure
it functions properly.

The estimated cost of Alternative 1 is $47 million in
capital costs and $4 million in annual operation and maintenance
costs. More than half of the capital costs would be for
construction of treatment facilities; the remainder of the costs
would be for well systems, pipelines, and land acquisition. The
estimate assumes that new treatment facilities must be
constructed, although one or more existing or planned facilities
may be used. The biggest contributor to the operating costs

.... would be the cost of regenerating or replacing the granular
activated carbon used in the treatment process. The cost
estimates for Alternatives 1-4 each include an added 35% to
account for the risk of higher than expected labor or material
costs, unforeseen delays, and other factors that may increase
costs.
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8.3 Remedial Alternative No. 2= Extract, Treat, and
Distribute Approximately 29,000 gpm of Groundwater to San Gabriel
Valley Water purveyors and Recharge ATeae

Alternative 2 differs from Alternative i in that it involves
the extraction ofgroundwater from three (rather than two) broad
areas of contamination (the lower, middle and upper areas).    See

Figure ROD-10. Extraction in the lower and upper areas would be
the same as described for Alternative i. Alternative 2 would add
extraction in the middle area to prevent further degradation of
the areain between the upper and lower extraction areas and
remove additional contaminants. Approximately i0,000 gpm of
water would need to be extracted in the middle area to provide
the additional migration control. The additional I0,000 gpm
would be distributed in part to water purveyors and in part to
the San Gabriel River channel and the Irwindale Spreading
Grounds. lathe FS it is assumed that water would be supplied to
San Gabriel Valley Water Company, Suburban Water Systems, Covina
Irrigating Company, the city of Glendora, and the city of Azusa,
although other purveyors could substitute.

The estimated cost of Alternative 2 is $65 million in
initial, capital costs and $7 million in annual operation and
maintenance costs. Implementation may take longer than
Alternative 1 due to the need to construct additional facilities
and reach agreements to distribute approximately an additional
I0,000 gpm of treated water.

B.4 Remedial Alternative No. 3= Extract, Treat, an~
Distribute Approximately 29,000 gpm of Groundwater to San Gabriel
Valley Water Purveyors and Metropolitan Water Distriut of
Southern california

Alternative 3 shares the same extraction component as
Alternative 2, and the same water use option for groundwater
extracted from the lower area, but differs in the disposition of
extracted groundwater from the upper and middle areas. Instead
of supplying treated water to local purveyors, treated water
would be piped from the treatment facilities to Metropolitan’s
Middle Feeder pipeline, which passes through the city of Baldwin
Park. Metropolitan would export the treated water to its member
~enc~es located in the northeastern and south central sections
of Los Angeles County during summer months or drought years.

~ecause Metropolitan possesses:only negligible pumping rights in
the San Gabriel Basin, Metropolitan would be requlred to replace

6very gallon of exported water by recharging an equivalent amount
nf i~norted water during the winter or spring offpeak months when
~mpo~t~d water is relatively abundant. This type of operation is
often qescribed as a conjunctive use operation.
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Metropolitan may distribute the treated water to secondary
recipients during offpeak winter and spring months. Possible
arrangements include direct recharge from the treatment
facilities, or discharge of the treated water into Metropolitan,s
existing conveyance facilities for distribution .(wheeling) to
local water purveyors. The local water purveyors would use the
treated groundwater in lleu of pumping clean groundwater.

The estimated cost of Alternative 3 is approximately $76
million in capital costs and $9 million in annual operation and
maintenance costs, higher than for Alternatives 1 or 2. The
actual cost to EPA is assumed to be equal to the cost of
Alternative 2, however. Metropolitan would be expected to fund
the difference in cost, referred to as an enhancement cost.

8.5 Remedial Alternative No. 4t Extraot, Treat, and
Distribute Approximately 29,000gpm of Groundwater to
Metropolitan Water District of Southern California

Alternative 4 shares the sameextraction component as
Alternatives 2 and 3, but differs in the disposition of the
treated water from the upper and middle areas. All treated water
would be piped from a treatment facility to Metropolitan’s Middle
Feeder pipeline.

The estimated cost of Alternative 4 is approximately $78
million in capital costs and $i0 million in annual operation and
maintenance costs, higher than for Alternatives I, 2, or 3. The
actual cost isassumed to be equal to the cost of Alternative 2,
however. Metropolitan would be expected to fund the difference
in cost, referred to as an enhancement cost.

9. SUMMARY OF COMPARATIVE A~ALYBIS OF ALTERNATIVES

This section ranks the five remedial alternatives in
relation to the nine Superfund evaluation criteria listed in 40
CFR Part300.430.

9.1 Overall Protectlon of Human Health and the Environment

Remed~ai Alternatives 1-4 protect human health and the
environment without substantial negative impacts. Alternatives
2, 3, and 4 would include additional extraction in a middle
portion of the aquifer not included in Alternative 1. The
additional extraction would provide additional protection for the
area in b~k%’een the upper and lower extraction areas and remove
addition~i contaminant mass. Negative impacts associated with
Alternatives 1-4 include the disruption that would result from
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installation of pipelines and other components of the remedy and
the impacts of handling, treating, and disposing of treatment

residuals (e.g., air emissionsand spent carbon).

Alternative 1 (and Alternatives 2, 3, and 4) would reduce
short- and long-term risks to human health and the environment by
inhibiting contaminant migration from two highly contaminated
portions of the aquifer (the upper and lower areas) to less ¯
contaminated areas or depths to reduce the impact of continued
contaminant migration on downgradient water supply wells and to
protect future uses of less contaminated and uncontaminated
areas. Alternatives 1-4 would reduce the toxicity, mobility, and
volume of the contaminants and remove significant contaminant
mass from the aquifer. The VOC treatment technologies that would
be used are effective in meeting Federal and State drinking water
standards for VOCs.

Alternative 1 (and Alternatives 2 and 3, but not Alternative
4) also offer the benefit of providing treated water to purveyors
whose wells are threatened by continued contaminant migration,
providing the vulnerable purveyors with an alternative water
supply.

The no-actlon alternative provides the least overall
protection of human health and the environment. It would not
provide any additional migration control beyond that provided by
projects that may be built by parties other than EPA (e.g., by
local water purveyors or local water agencies). Contaminant
concentrations in a significant portion of the aquifer exceed
State or Federal drinking water standards.

Limitations of the no-action alternative include: the
increased potential for human exposure; leaving the burden of
constructing treatment facilities to water purveyors; the
increased cost and difficulty of operating existing treatment
facilities if more highly contaminated groundwater reaches
existing facilities; the increased likelihood that future
increases in contaminant concentrations at active water supply
wells would result in emergencies requiring immediate actions not
consistent with long-term remediation goals (e.g., pumping in
relatively clean portions of the aquifer, potentially spreading
the contamination); and the increased eventual cost, difficulty,
and time required :f0r containment or restoration of the aquifer.
(If no action is taken, continued contaminant migration would
result in the need to treat larger volumes of contaminated water
and may result in the increased presence of vinyl chloride or
other VOC degradation products that are more difficult to treat
or more toxic than the .parent compounds. )

¯ -.      C= ¥:"

Appendix B, page 63

III II I =



Baldwin Park ROD

Alternatives i-4 may not achieve final cleanup levels for
the groundwater. MCLs/MCLGs in situ are not ARARs for this
action because they are beyond the scope of this interim a~tion.

9.2 Compliance with ARARs

Each of Alternatives i-4 is configured to comply with the
ARARs described in Section I0 of this ROD. No differences are
expected among these remedial alternatives in compliance with
ARARs. No ARARs waivers are expected to be needed.

9.3 Long-TermEffeotiveness aud Pemnenoe

This evaluation criterion assesses the extent to which each
remedial alternative reduces risk after the remedial response
objectives are met. Residual risks in this interim remedy could
result from exposure to contaminated groundwater not removed from
the aquifer, or exposure to used granular activated carbon or
other treatment residuals.~ The performance of the alternatives
in relation to this criterion is evaluated by estimating the
extent to which each alternative prevents the migration of
contamination into less contaminated areas and the rate of
contaminant removal.

Alternatives 2, 3, and 4 would provide the greatest long
term effectiveness because they include additional extraction in
three subareas, which would limit downgradlent and vertical
migration in and beyond the upper, middle, and lower subareas and
remove significant contaminant mass from all three subareas.

Alternative 1 would provide the same protection in and
downgradient of the upper and lower subareas, but lacks the
additional benefits of extraction in the middle subarea. These
benefits are added protection for the area in between the upper
and lower extraction areas and removal of additional contaminant
mass.

The no-action alternative would not limit further
downgradient contaminnnt plume migration, or remove contaminant
mass, beyond that provided by projects that may be built by
parties other than EPA.

Figures ROD-If and ROD-12 �~epict the results of computer
simulations that provide a measure of the effect of the no-action
alternative and the remedlal.alternatives on the movement of the
contamination in the OU area. The figures depict the movement of
particles representing selected drops of contaminated
groundwater. Particles that te.~m~Inate at black dots indicating
extraction well locations are c~ured, representing contaminant
molecules that are removed from ~:he aquifer. Particles that
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extendpast extraction well locations represent an increase in
downgradient contaminant concentrations or a downgradient
expansion of the area of contamination.

°

Figure ROD-12 illustrates the effectiveness of Alternatives
2, 3, and 4. The effectiveness of Alternative 1 would be similar
to that shown in the figure, except that particles originating in
Subarea 2 (the middle subarea) would be captured in subarea 3
rather than Subarea 2. In each of Alternatives 1-4, most of the
particles shown in the figure are captured by OU wells in
Subareas 1 and 3. A few particles continue beyond the
downgradient margin of the OU area of contamination, although the
downgradient distances traveled are much shorter than shown for

the no-action alternative.

There are some other minor differences in effectiveness
between Alternatives. Alternatives i, 2, and 3 may be slightly
more effective than Alternative 4 because of reductions in
pumping at existing water supply wells at the periphery of
Subarea 3. Alternative 1 may also be slightly more effective
than Alternatives 2, 3, and 4 if Alternatives 2, 3, or 4 include
significant recharge in areas that increases the rate of
contaminant migration downgradient of recharge areas.
Alternative 1 assumes no recharge of treated groundwater and
Alternative 2 assumes recharge of 6,500 gpm of treated water.
Alternatives 3 and 4 assume no recharge, a project in which
treated water is supplied to Metropolitan could result in
recharge during offpenk periods.

Figure ROD-If depicts the extent and degree of contaminant
migration for the no-action alternative. The figure shows that
some contaminated groundwater is extracted by an existing well
cluster in the OU area, but much of the contaminated groundwater
continues to migrate unimpeded. This effect is illustra~edby
the number of particles moving beyond the current downgradient
extent of contamination and the distances that these particles
travel.

Alternatives 1-4 may result in air emissions (if air
stripping is used) and generate spent carbon or other treatment
residuals. Air emissions and risks associated with treatment
residuals are expected to be within acceptable levels. The
magnitude of the residual risks from treatment residuals for
Alternative 1 would be less than for Alternatives 2, 3, and 4
because of the lower extraction rate.

9.4 Reduotlon of Toxloity, Mobility, or Vol~me Through
Treatment
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This criterion addresses the statutory preference for
selecting remedial actions employing treatment technologies that
permanently and significantly reduce toxicity, mobility, or
volume of the hazardous substances as a principal element of the
action.

Alternatives I, 2, 3, and 4 all satisfy the statutory
preference for treatment. Each of these four alternatives would
employ treatment processes that would significantly reduce the
volume of hazardous contaminants by inhibiting contaminant
migration, and reduce the toxicity and volume of hazardous
contaminants by treating the groundwater so that it meets MCLs
for VOCs.

The VOC treatment technologies assumed in Alternatives 1-4,
LGAC or air stripping with offgas controls, are technically
feasible and effective in meeting ARARs for VOCs in the extracted
and treated groundwater. Treatment of the contaminated
groundwater with LGAC or air stripping with carbon offgas
controls would substantially reduce the volume of contaminated
media and mobility of the contaminants by transferring
contaminants from groundwater to the GAC. This contaminated GAC
would require disposal or regeneration.

The Alternatives are similar in their capability to satisfy
this criterion. The major difference is the omission of
groundwater extraction in the middle area in Alternative i. This
difference among alternatives is described in the long-term
effectiveness and permanence criterion and is not duplicated
here.

9.5 Short-TermEffeotiveness

This criterion evaluates the effects of each remedial
alternative on human health and the environment during the
construction and start-up of the remedy. It also addresses the
time elapsed during construction and start-up.

Alternative i may be designed and built more quick]~ than
Alternatives 2-4 because of its smaller size, although any of the
alternatives could be built in phases to minimize delay. There
may also be differences in the number or severity of
institutional obstacles, but these differences are taken into
account in the implementability criterion and not duplicated
here. We conclude that Alternatives 1-4 are similar in short-
term effectiveness and do not present unmitigable risks to the
community, workers, or the environment during construction and
implementation.

9.6 Implamentability
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This criterion addresses the technical and administrative
feasibility of implementing an alternative and the availability
of various services and materials required during its
implementation. 0fparticular importance in the Baldwin ParkOU
is the administrative feasibility of the Alternatives, especially
the need for agreements with parties other than EPA to distribute
treated water.

The technical feasibility of Alternatives 1-4 is similar.
The extraction, treatment, and conveyance technologiesincluded
in all of the Alternatives are widely used and are generally
known to be proven and reliable. All of the Alternatives share
some risk that higher than estimated contaminant concentrations
could interfere with the ability of the treatment facility to
attain treatment objectives.

Numerous administrative obstacles must be overcometo
implement any of the alternatives, but Alternative 1 is
potentially more feasible than Alternatives 2-4due to the lower
amount of treated water that needs to be distributed
(approximately i0,000 gpm less water - 1/3 less). This would
result in the need to reach agreements with fewer partiesthat
would receive treated water from an OU; acquisition of less
property and/or fewer easements for the construction of
extraction wells, treatment facilities, and conveyance facilities
(and resolving other issues associated with a large construction
project in a developed area); and acquisition of fewer offsets
for air emissions if air stripping is used. Agreements with
recipients of treated water will need to specify the amount of
treated water to be delivered, the delivery location,
responsibility for any necessary capital improvementsto the
recipient’s distributionsystem to accept the water, and
operational, liability, financial, and other arrangements.
Resolving these issues could potentially delay implementation of
the project.

If water purveyors accept treated water, they will be
responsible for obtaining approval for modifications to their
water supply permits. Iftreated water is recharged,
arrangements would need to be made with the Los Angeles County
Department of Public Works for use of its spreading grounds. An
agreement may not guarantee the required amount of spreading
capacity because of competition for use of available spreading
capacity.

In addition, for Alternatives 3 and 4, the following
administrative feasibility issues associated with the involvement
of Metropolitan would need to be resolved.

37

Appendix B, page 67



Baldwin Park ROD

¯ Arrangements may need to be made with secondary recipients
for distribution of treated water during offpeak periods
(i.e., winter and spring months);

¯ Arrangements would need to be made with the LACDPW for
recharge of imported water. Although imported surface water
is already recharged for replenishment and cyclic storage,
significant additional amounts would increase the risk that
there may insufficient capacity in existing recharge areas.

¯ Metropolitan would need to reach agreement with the
Watermaster (and/or obtain court approval) for export of
additional water from the basin and the storage of imported
water recharged in the basin. The existing water rights

agreement (the Alhambra Judgment) currently prohibits any
additional export of extracted groundwater from the basin
without Watermaster and/or court approval. Metropolitan and
Watermaster are in their second year of negotiations over
the terms of an agreement.

¯ Before accepting treated water, Metropolitan may need to
reach agreement with the Watermaster (and/or obtain court
approval) to increase the available storage capacity in the
basin by modifying the operating criteria in the Alhambra
Judgment. Metropolitan may also need to mitigate adverse
effects of higher or lower water levels.

¯ Metropolitan staff have stated the possibility that
Metropolitan would impose more stringent treatment
requirements, which would require the construction of
additional treatment facilities.

¯ Financial agreements with Metropolitan for funding of
system enhancements would be necessary. Enhancement costs
are capital or operating costs that are not necessary for
attainment of remedial objectives. State or Metropolitan
funding may trigger the need for Metropolitan to prepare an
Environmental Impact Report to comply with the California
Environmental Quality Act (CEQA).

¯ Financial and operation agreements (including staffing,
maintenance schedules) may be needed to arrange for seasonal
changes in the operating scenario if the level of treatment
required by recipients of treated water during offpeak
periods differs from Metropolitan’s requirements..

¯ Acquisition of property for a treatment facility could be
more difficult because of Metropolitnn’s likely requirement
that a single centralized treatment facility be constructed.
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These disadvantages may be partially offset by
Metropolitan’s expertise in constructing large water supply
projects, and by eliminating the need to reach agreements with
local water purveyors if arrangements for distribution of treated
water during cffpeak periods do not involve local purveyors.

9.7 Cost

The following table presents estimated capital costs, O&M
costs, and the estimated present worth of each remedial
alternative. The present worth is estimated using discount rates
of 3, 5, and i0 percent, and a base period of 30 years. The
assumption of a 30-year project llfe reflects EPA Superfund
guidance; it does not reflect any specific finding regarding the
duration of the remedy. The costs are considered order-of-
magnitude level estimates (i.e., the true project cost may be 50%
higher or 30% lower than the estimated cost).

Estimated Costs of Remedial Alternatives
(millions of dollars)

...................... ~ ", ’-    ¯ ,, , i ......... : ....

Short-Term
Capital
Cozts

Annual O&M
Costst

Net Present Worth at 3, 5, and 10% Dh~eount Rates
(aszumtng 30 year lifetime)

Alternative 3 Percent 10 Percent

No-Action2 0.4 less than 0.1 1 0.8

’8 I 47 3.5 to 5.0 116-145- 80~94"’"

2 65 5.9 tO 7.8 182-217 121-138

3~ 65 5.9 to 7.8 182-217 121-138

5.9to3.865

,,, , .... ,.,,,

5 Percent

0.9

I01~’I24 "-
.... ..,,,

l.f,6-184
, . ,

156-184

156-I~4182-217 121-138

tA range of O&lvi costs is provided to account for the range of potential purveyor reimbursement rates for
treated water from $25 to $75/acre-fooL
~rhe No-action alternative costl include only those costs associated with the no-actlon monitoring program.
Additional long-term financial impacts of this alternative have not been estimated.
3Actual project costs for Alternatives 3 and 4 would be greater than indioated due to requirements associated

t?,vlth the involvement of Metropolitan. It is assumed that Metropolitan would-pay for eny.costs-resulting.--
from water ~upply or other requirements that are not necess~� for attainment of remedial objectives
(enhancement coats), making the net project cost to EPA or PRPs the same as for Alternative 2.

9.8 State Acceptance.

In a letter dated August 12, 1993, the State of California
(CaI-EPA Department of Toxic Substances Control} concurred with
EPA’s proposed remedy for the Baldwin Park ou. In a second
letter from Margaret Felts, Deputy Director, Site Mitigation
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Program, Department of Toxic Substances Control, the State of
California concurred with EPA’s selected remedy.

9.9 Publio Aooeptance.

In addition to the State, twenty-five individuals and
organizations submitted over 400 comments on EPA’s Remedial
Investigation, Feasibility Study, and Proposed Plan for the
Baldwin Park ou. These comments, and EPA’s responses, are
presented in the Part Ill of this ROD(the Responsiveness
Summary). Most commenters submitted between one and ten
comments. One commentor, a recipient of General Notice of
Liability for the Baldwin Park OU, submitted approximately 250
comments.

Several comments expressed support for EPA’s proposed
remedy; others did not. Most commented upon were two aspects of
the Alternatives: the size of the project (i.e., the amount or
rate of contaminated groundwater extracted from the aquifer); and
the disposition of the treated water. EPA’s Proposed Plan calls
for extraction of approximately 19,000 gpm of contaminated
groundwater from two Subareas, as in Alternative 1. Several
individuals and two water agencies recommended that EPA select
the larger project included in Alternatives 2, 3, and 4
(extraction of approximately 29,000 gpm of contaminated
groundwater from three Subareas). Several businesses and
business organizations recommended that EPA select a smaller
project.

Several individuals, local organizations, and water agencies
also recommended that EPA select Metropolitan as the recipient of
the treated water (a component of Alternatives 3 and 4), often on
the assumption that doing so would increase the extent or
decrease the cost of the clean up.

10. APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS    (ARARS}

This section discusses Applicable or Relevant and
Appropriate Requirements (ARARs) for the Baldwin Park OU. Under
Section 121(d)(1) of the comprehensive Environmental Response,
Compensation and Liability Act of 1980 as amended by the
Superfund Amendments and Reauthorization Act of 1986
(collectively, CERCLA), 42 U.S.C. Section 9621(d), remedial
actions must attain a level or standard of control of hazardous
substances which complies with ARARs of Federal environmental
laws and more stringent State environmental and facilitysiting
laws. Only State requirements that are more stringent than
Federal ARARs, are legally enforceable and consistently enforced,
and identified in a timely manner may be ARARs. The california
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Department of Toxic Substance Control ("DTSC") is the lead State
agency for CERCLAmatters. In accord with a directive by
Margaret C. Felts, Deputy Director Site MitigationProgram, EPA
has communicated with DTSC with regards to ARARs and has relied
on DTSC for identification of State ARARs.

Pursuant to Section 121(d) of CERCLA, the on-site portion of
a remedial action selected for a Superfund site must comply with
all ARARs~ Any portion of a remedial action which takes place
off-slte must comply with all laws legally applicable at the time
the off-site activity occurs, both administrative and
substantive.

An ARARmay be either "applicable," or "relevant and
appropriate," but not both. According to the National Oil and
Hazardous Substances Pollution Contingency Plan (NCP) (40 CFR
Part 300), "applicable" and "relevant and appropriate" are
defined as follows:

¯ Applicable requirements are those cleanup standards,
standards of control, or other substantive environmental
protection requirements, criteria, or limitations
promulgated under Federal or State environmental or facility
siting laws that specifically address a hazardous substance,
pollutant, contaminant, remedial action, location, or other
circumstance found at a CERCLA site. Only those State
standards that are identified by a State in a timely manner
and that are more stringent than Federal requirements may be
applicable. "Applicability" implies that the remedial
action or the circumstances at the site satisfy all of the
jurisdictlonal prerequisites of a requirement.

¯ Relevant and appropriate requirements are those cleanup
standards, standard of control, and other substantive
environmental protection requirements, criteria, or
limitations promulgated under Federal environmental or State
environmental or facility siting laws that, while not
"applicable" to a hazardous substance, pollutant,
contaminant, remedial action, location, or other
circumstance at a CERCLA site, address problems or
situations sufficiently similar to those encountered at the
CERCLA site that their use is well suited to the particular
site. Only those State standards that are identified in a
timely manner and that are more stringent than Federal
requirements may be relevant and appropriate.

Requirements are also classified as chemical-specific, location-
specific, or action-specific.
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° Chemical-specificARARs are health- or risk-based
concentration limits, numerical values, or methodologSes for
various environmental media (i.e.,groundwater, surface
water, air, and soil) that are established for a specific
chemical that may be present in a specific media at the
site, or that may be discharged to the site during remedial
activities. These ARARs set limits on concentrations of
specific hazardous substances, pollutants, and contaminants
in the environment. Examples of this type of ARARare
ambient water quality criteria and drinking water standards.

¯ Location-specific requirements set restrictions on certain
types of activities based on site characteristics. Federal
and State location-specific ARARs are restrictions plmced on
the concentration of a contaminant or the activities to be
conducted because they are in a specific location. Examples
of special locations possibly requiring ARARs include flood
plains, wetlands, historic places, and sensitive ecosystems
or habitats.

¯ Action-specific requirements are technology- or activity-
based requirements which are triggered by the type o£
remedial activity. Examples are Resource, Conservation and
Recovery Act (RCRA) regulations for waste treatment, storage
or disposal.

Neither CERCLA nor the National Oil and Hazardous Substances
Pollution Contingency Plan (NCP) (400 C.F.R. Part 300) provides
across-the-board standards for determining whether a particular
remedy will result in an adequate cleanup at a particular site.
Rather, the process recognizes that each site will have unique
characteristics that must be evaluated and compared to those
requirements that apply under the given circumstances.
Therefore, ARARs are identified on a site-specific basis from
information about specific chemicals at the site, specific
features of the site location, and actions that are being
considered as remedies.

The following section outlines the ARARs that apply to this
site.

I0.i Chemical-SpeuifloARARe

I0°I°I Federal Drinking Water Standards

Section 1412 of th~ safe DrSDking ware[ Act ~SDWA). 4~
~.s,c, section 3OOu-l. "National Water Re~ul~tions,:
~ationalPrimarv Drinking Water RequlatioDs, 40 CFR
Part 141,
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EPA has established Maximum contaminant Levels (MCLs) (40
CFR Part 141) under the Safe Drinking Water Act (SDWA) to protect
public health £rom contaminants that may be found in drinking
water sources. These requirements are applicable at the tap for
water provided directly to 25 or more people or which will be
supplied to 15 or more service connections. The MCLs are
applicable to any water that would be served as drinking water.
Under NCP Section 300.430(f)(5), remedial actions must generally
attain MCLs and non-zero Maximum Contaminant Level Goals (MCLGs)
for remedial actions where the groundwater is a current or
potential source of drinking water.

The groundwater at the Baldwin Park OU is an existing and
potential source of drinking water. However, since the Baldwin
Park OU remedial action is an interim action, chemical-specific
cleanup requirements for the aquifer such as attaining MCLs and
non-zero MCLGs, which would be ARARs for a final remedy, are not
ARARs for this interim action. (See NCP, 55 Fed. Reg. 8755.)
Nevertheless, EPA has determined that for the treatment plant
effluent from the Baldwin Park OU, the Federal Primary and any
Secondary Maximum Contaminant Leveis (MCLs) for VOCs and any more
stringent State of California Primary MCLs for VOCs are relevant
and appropriate and must be attained regardless of the end use or
discharge method for the treated water. In addition, treated
water that is discharged to surface water shall meet National
Pollutant Discharge Elimination System (HPDES) discharge
requirements.

For treated’water which will be put into a publicwater
supply, all legal requirements for drinking water in existence at
the time that the water is served will have to be met because EPA
considers serving of the water to the public (at the tap.) to be
off-site. Complying with all applicable requirements for
drinking water at the tap will also require attainment of the MCL
for nitrate prior to serving the water to the public. Since
these are not ARARs, these requirements are not "frozen" or fixed
as of the date of the ROD. Rather, they can change over time as
new laws and regulations applicable to drinking water change.
See NCP, 55 Fed. Reg. 8758 (March 8, 1990).

10.1.2 State Drinking Water Standards

california Saf~ DrinkiDq Wate~ Act. Health and Safety
~ode. Division 5, Part I. ¢haDte~ 7J section 4010 et
seq.. California Domestic Wat~ Ouality MQn~torlnq
requlations, CCR Title 22, Division 4. Chapter 15.

~eGtion 64401 et seq,

Californiahas also established drinking water standards for

sources of public drinking water, under the California Safe
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Drinking Water Act of 1976, Health and Safety Code Sections
4010.1(b) and 4026(c). California has promulgated primary MCLs
for VOCs. Several of the State MCLs are more stringent than
Federal MCLs. In these cases, EPA has determined that the more
stringent State MCLs for VOCs are relevant and appropriate for
the treatment plant effluent from the Baldwin Park OU interim
remedy. VOCs for which there are more stringent State standards
include: benzene; carbon tetrachloride; chlorobenzene; 1,2-
dibromoethane; 1,2-dichloroethane (I,2-DCA); l,l-dichloroethene
(1,I-DCE); cis-l,2-DCE; trans-l,2-DCE; vinyl chloride; and
xylenes. There are also some chemicals where State MCLs exist
but there are no Federal MCLs. EPA has determined that these
State MCLs are relevant and appropriate for the treated water
prior to discharge or delivery to the water purveyor. VOCs for
which there are no Federal MCLs but for which State MCLs exist
are: I,I-DCA; trichloroflouromethane (Freon ii); and 1,1,2-
trichloro-l,2,2-triflouroethane (Freon 113). The Federal and
State Primary MCLs for these compounds are listed in Table ROD-I.

Water served as drinking water is required to meet MCLs at
the tap, not MCLGs. However, EPA does retain the authority to
require changes in the remedy if necessary to protect human
health and the environment, including changes to previously
selected ARARs. See, 40 CFR Sections 300.430(f) (I) (ii) (B) (i) and
300.430(f)(5)(iii)(c). If EPA receives new information indicating
the remedy is not protective of public health and the
environment, EPA would review the remedy and make any changes
necessary to ensure protectiveness.

10.2 Locatlon-SpecifiaARARs

HO location-specificARARs were identified for the Baldwin
Park OU.

10.3 Aotion-Specific ARARs

10.3.1 Clean Air Act, 42 U.S.C. section 7401 et seq.

Rules and Requl~tioDs Q~ the south Coast Air Quality
~an~gement District

The Baldwin Park OU remedy may include air stripping,
triggering action-specific ARARs with respect to air quality.

The Clean Air Act regulates air emissions to protect human
health and the environment, and is the enabling statute for air
quality programs and standards. The substantive requirements cf
programs provided under the Clean Air Act are implemented
primarily through Air Pollution Control Districts. The South

44

Appendix B, page 74



Baldwin Park ROD

Coast Air Quality Management District (SCAQMD) regulates air
quality in the San Gabriel Valley.

TheSCAQMD has adopted rules that limit air emissions of
identified toxics and contaminants. The SCAQMD Regulation XIV,
comprising Rule 1401, on new source review of carcinogenic air
contaminants, is applicable for the Baldwin Park OU. SCAQMD Rule
1401 requires that best available control technology (BACT) be
employed for new stationary operating equipment, so the
cumulative carcinogenic impact from air toxics does not exceed
the maximum individual cancer risk limit of ten in one million (1
x 10-5). EPA has determined that Rule 1401 is applicable for the
Baldwin Park OU because compounds such as PCE and TCE are present
in groundwater, and release of these compounds to the atmosphere
exceeding SCAQMD requirements unless controls are implemented.

The substantive portions of SCAQMD Regulation XIII,
comprising Rules 1301 through 1313, on new source review are also
ARARs for the Baldwin Park OU.

The SCAQMD also has rules to limit the visible emissions
from a point source (Rule 401), to prohibit discharge of material
that is odorous or causes injury, nuisance or annoyance to the
public (Rule 402), and to limit downwind particulate
concentrations (Rule 403). EPA has determined that these rules
are also ARARs for the Baldwin Park OU interim remedy.

10.3.2 Water Quality Standards for Disoharges of

T~eated Water to Surface Waters or Land

State Standards

For any discharge to land, including recharge at a spreading
basin, or discharge to surface water, that occurs on-site, the
discharged water must meet all action-specificARARs for such
discharge. The ARARapplicable to the discharged water is:

The Los Angeles Regional Water Quality Control Board’s
Water Quality Control Plan for the Los Angeles River
Basin (the "Basin Plan"), which incorporates State
Water Resources Control Board Resolution No. 68-16,
"Statement of Policy with Respect to Maintaining High
Quality of Waters in California." Resolution No. 68-16
requires maintenance of existing State water quality
unless it is demonstrated that a change will benefit
the people of California, will not unreasonably affect
present or potential uses, and will not result in water
quality les~ than that prescribed by other State
policies.
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State Standards - Discharues to Land

In order to comply with the Basin Plan, any treated
groundwater that is discharged to land will betreated to
concentrations below Federal MCLs or State MCLs for VOCs,
whichever is more stringent. In addition, any nitrate
concentrations in the water to be recharged will have to be
similar to or lower than the IQvels of these substances in the
portion of the aquifer where the recharge will occur. The
quality, quantity, and duration of the discharge will be
considered with respect to the existing water quality.

State Standards - Discharues t0 Surface Water
CERCLA Section 104fb~ Activit~9~

During the time period of RD/RA activities at the Baldwin

Park OU, additional CERCLA section 104(b) activities will be
taking place. During these additional CERCLA section 104(b)
activities, EPA anticipates that there may be temporary
discharges of treated wateE to the San Gabriel River and its
tributaries (collectivelythe San Gabriel River). The AP3tR for
any treated water that is generated and discharged to the San
Gabriel River as part of a CERCLA section 104(b) activity would
be the NPDES program, which is implemented by the Regional Board.
In establishing effluent limitations for such discharges, the
Regional Board considers the Basin Plan, which incorporates
Resolution 68-16, and the best available technology economically
achievable (BAT). ~9_e_~Cal. Water Code section 13263.

Since the Regional Board did not identify specific
substantive discharge requirements or technology standards for
discharges resulting from CERCLA section 104(b) activities, EPA
has reviewed the Basin Plan and considered BAT and has made
certain determinations for the discharge of water generated by
CERCLA section 104(b) activities to the San Gabriel River. In
order to comply with this ARAR, any treated groundwater that
would be discharged pursuant to CERCLA section 104(b) activities
to the San Gabriel River would be treated to meet Federal MCLs or
State MCLs for V0Cs, whichever is more stringent.

The treated water may also contain nitrate. The Basin Plan
states that the level of nitrate shall not exceed 36 mg/l (as
NO3) in water designated for use as domestic or municipal supply.
According to the Basin Plan, the San Gabriel River is designated
for municipal or domestic water supply. Therefore, 36 mg/l
nitrate would be an ARAR for CERCLA section 104(b) actfvities
resulting in discharges associated with the OU.

EPA has stated that "studies and investigations undertaken
pursuant to CERCLA section 104(b), such as activities conducted
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during RI/FS; are considered removal actions." (55 Fed. Reg.
8756) It is EPA’s policy that removal actions "will comply with
ARARs to the extent practicable, considering the exigencies of
the circumstances." (55 Fed. Reg. 8756).

Some CERCLA section 104(b) activities that will occur during
the time of RD/RA are temporary high flow, high volume discharges

(e.g., discharges resulting from spinner logging/depth specific
sampling of water supply wells and aquifer testing}. EPA has
considered BAT for these CERCLA section 104(b) activities. For
CERCLA section 104(b) activities that result in temporary high
flow, high volume discharges, EPA evaluated four options for
meeting the primary Federaland State MCLs for VOCs and nitrate:
(i) direct discharge to an existing drinking water distribution
system; (ii) on-site storage, then disposal at a RCRA-approved
hazardous waste facility; (iii) discharge into a sanitary sewer
for treatment at a wastewater treatment plant; and (iv) on-site
treatment, then discharge into flood control channels.

For reasons similar to those faced and addressed during
previous spinner logging/depth specific sampling, EPA reached the
conclusion that compliance with ARARs was not practicable
considering the exigencies of the circumstances for CERCLA 104(b)
activities resulting in temporary high flow, high volume
discharges of water. EPA has determined that for CERCLA 104(b)
activities not resulting in temporary high flow, high volume,
discharges of water compliance with ARARsis practicable
considering the exigencies of the circumstances.

State Standards - Discharqe to Surface Water
RD/RAActivities

RD/RA activities may also include the discharge of treated
water to surface waters. Unlike the CERCLA section 104(b)
activities, the RD/RA activities shall be undertaken in
compliance with ARARs unless a waiver is attained. Because no
ARARwaivers are contemplated for the RDIRA for the Baldwin Park
OU, all RD/RA activities shall be undertaken in compliance with
ARARs.

As noted above, the ARAR for any treated water that is
dischargedto surface waters is the NPDES Program which is
implemented by the RegionalBoard. In establishing effluent
limitations for such discharges; the Regional Board considers the
Basin Plan, which incorporates Resolution 68-16, the Inland
Surface Water Plan and Temperature Plan for Surface Waters, and
the best available technology economically achievable (BAT).
See~Cal. Water Code section 13263.
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Since the Regional Board did not identify specific
substantive discharge requirements or technology standards for
such discharges, EPA has reviewed the Basin Plan (with related
documents) and considered BAT an~ has made certain determinations
for the RD/RA discharges to surface waters. In order to comply
with thisARAR, any groundwater that will be discharged to
surface waters on-site must be treated to meet primary Federal
MCLs or State MCLs for VOCs, whichever is more stringent.

The treated water will also contain nitrate. The Basin Plan
states that the level of nitrate shall not exceed 36 mg/1 in
water designated for use as domestic or municipal supply.
According to the Basin Plan, the San Gabriel River is designated
for municipal or domestic water supply. Therefore, the 36 mg/1
is an ARAR for the RD/RA discharges associated with the OU.

10.3.3 California Hazardous Waste Control Act

RCRA, passed by Congress in 1976 and amended by the
Hazardous and Solid Waste Amendments of 1984, contains several
provisions that are ARARs fort he Baldwin Park OU. The State of
California has been authorized to enforce its own hazardous waste
regulations (California Hazardous Waste Control Act) in lieu of
the Federal RCRA Program administered by the EPA. Therefore,
State regulations in the California Code of Regulations (CCR),
Title 22, Division 4.5, Environmental Health Standards for the
management of Hazardous Wastes (hereinafter the State HWCA
Regulations), are now cited as ARARs instead of the Federal RCRA
Regulations. State regulations under Federally authorized
programs are considered Federal requirements, i.e., Federal
ARARs.

The contaminated groundwater is not a listed RCRAwaste.
However, the contaminants are sufficiently similar to RCRA wastes
that EPA has determined that portions of the State’s HWCA
~egulations are relevant and appropriate.

An air stripper or GAC contactor would qualify as a RCRA
miscellaneous unit if the contaminated water constitutes RCRA
hazardous waste. EPA has determined that the substantive
requirements for miscellaneous units set forth in Sections
66264.601 -.603 and related substantive closure requirements set
forth in 66264.111-.I15 are relevant and appropriate for the air
stripper or GAC contactor. The miscellaneous unit and related
closure requirements are relevant and appropriate because the
water is similar to RCRA hazardous waste, the air stripper or GAC
contactor appear to qualify as a miscellaneous unit, and the air
stripper or GAC contactor should be designed, operated,
maintained and closed in a manner that will ensure the protection
of human health or the environment.
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The land disposal restrictions (LDR), 22 CCRSection 66268
are relevant and appropriate to discharges of contaminated or
treatedgroundwater to land, including the discharge of treated
water t~ spreading basins. The remedial alternatives presented
do not include land disposal of untreated groundwater. Because
of the uncertainty in the levels of contamination and volumes of
water to be derived from monitoring and extraction wells at this
site, these waters must be treated to meet Federal and State
Primary MCLs for vocs, whichever is more stringent, prior to
discharge to land. By meeting the Federal and State MCLs for
VOCs before discharge, the remedy will satisfy the RCRA LDRs.

The container storage requirements in 22 CCR Sections
66264.170 -.178 are relevant and appropriate for the storage of
contaminated groundwater over 90 days.

On-site storage or disposal of the spent carbon from the
treatment system for more than ninety (90) days could trigger the
State HWCA requirements for storage and disposal if the spent
carbon contains sufficient quantities of hazardous constituents
that cause the spent carbon to be classified as a characteristic
hazardous waste. If the spent carbon is determined to be a
hazardous waste under HWCA (Sections 66261 and 66262), the
requirements for handling such waste set forth in Sections 66262
and 66268 are applicable.

I0.4 Additional Mat%ers

I0. ¯. 1 california water Well Standards

Substantive standards for construction of public water
supply wells have been published by the State as the California
Water Well Standards. While these standards have not been
specifically promulgated asan enforceable regulation and are
therefore not ARARs, all groundwater facilities designed~ located
and constructed to produce drinking water must be constructed in
accordance with these standards. Since the remedy involves
delivery of the treated water to the public supply system, EPA
has determined that the action shall comply with substantive
Water Well Standards for construction of water supply wells, such
as sealing the upper annular space to prevent surface
contaminants from entering the water supply. Wells constructed
solely for treatment and reinjection with no delivery to the
public supply system would not be subject to these water well
construction standards.

10.4.2 OSHARequirements

Requirements of nonenvironmental laws, such as California
OSHA regulations (8 CCR 5192) are not considered as ARARs and all
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such requirements applicable at the time of the activity would
have to be satisfied.

II* THE SELECTED REMEDY

The remedial objectives of the Baldwin Park OU are to
prevent future increases in, and begin to reduce, concentrations
of trichloroethene, tetrachloroethene, carbon tetrachloride, and
other VOCsin groundwater in the Baldwin Park area (hereafter
referred to as contaminants or contaminated groundwater) by
limiting further migration of contaminated groundwater into clean
and less contaminated areas or depths that would benefit most
from additional protection, and by removing contaminants from the
aquifer.

An additional objective of this remedy is to collect and
analyze groundwater quality, groundwater flow, and other data
during operation of the remedy to determine final in situ clean
up standards for the Baldwin Park area. Among the critical
decisions to be made are the extent to which, and the timeframe
in which, to address lower levels of contamination which may
remain in the aquifer after construction and initial operation of
the remedy. The final ROD will include in situ restoration
standards, which may differ for different portions of the OU
area, and may call for additional remedial actions in the area.
EPA expects that t~is interim remedy will provide the basis for
the final remedy for the Baldwin Park area.

At a minimum, EPA will formally evaluate the performance of
the remedy every five years.

EPA’s selected remedy includes the extraction rates and
locations included in Alternative I and the option of
distributing treated water to local purveyors (as described in
Alternative i) or to Metropolitan (as described in Alternatives 3
and 4). These components of the remedy are identical to the
Proposed Plan. The extraction, treatment, water use, and
monitoring components of the remedy are described further below.
Also noted are project details that may change during the
remedial design and construction processes (e.g., number and type
of monitoring wells).

ii.I Extraction Locations

The selectedremedy shall include extraction of contaminated
groundwater at the downgradient end of two broad areas of
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contamination to limit contaminant migration and remove
contaminant mass. The two areas are:

¯ The Lower Areaz the portion of the aquifer in the
vicinity of the San Bernardino Freeway (I-10), east of the
San Gabriel River and west of Azusa Avenue (Highway 39),
where concentrations of contaminants listed in Table ROD-I
or other V0Cs are approximately i0 times Federal or State
drinking waterstandards, and where downgradient portions of
the aquifer are significantly less contaminated, between ND
(non-detectable) and two times drinking water standards.
Extraction wells shall be located to maximize protection of
downgradient water supply wells. The areas are described by
ranges of concentrations because actual concentrations vary
month to month and year to year. Approximate boundaries of
this area are shown in Figure ROD-10 as the Lower Area.

¯ The Upper Area, the portion of the aquifer north of Arrow
Highway, immediately east of the Santa Fe Dam, containing a
significant mass of non-aqueous phase contamination or other
known or suspected surface or subsurface sources of
contaminants listed in Table ROD-I or other VOCs that are
acting as continuing sources of dissolved-phase groundwater
contamination. Available data indicate the presence of
sources of contamination upgradient of wells W10WOMWI,
VIOVCMWI, VlOVCMW2, OSCOMW2-5, AeroJetMW3--4, and WIIAZW-03
and -09. Concentrations of PCE or TCE at most of these
wells have exceeded 200 timesdrinking water standards. If
additional investigation work indicates the presence of
additional sources, the pumping configuration should be
modified to the extent feasible to capture the additional
sources. Approximate boundaries of this area are shown in
Figure ROD-10 as the Upper Area.

EPA’s analyses indicate that its remedial objectives can be
efficiently met by extracting contaminated groundwater from the
upper 400 - 500 feet of the aquifer; from three wells in the
lower area and two wells in the upper area. Figure ROD-13 shows
approximate extraction locations as well locations 13, I0, 5, 6,
and 4. EPA recognizes that other pumping configurations,
increasing the number of extraction wells but reducing rates, or
decreasing the number of wells but increasing rates, may be
equally efficient. If supplemental analyses demonstrate that
alternative pumping configurations are equally efficient, they
may be substituted for EPA’s recommended locations. The phrase
pumping config~ratlon refers to precise extraction locations and
rates within the upper and lower areas of contamination.

EPA believes that it is premature to select the number of
wells or make a final decision on extraction locations at this
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time. Final decisions on extraction locations, and final
decisions on whether existing wells in the vicinity of EPA’s
selected locations will satisfy these requirements, will be made
during remedial design.

11.2 Zxt=aotion Rates

The selected remedy shall include extraction of contaminated
groundwater at locations and rates sufficient to capture or
contain particles (representing contaminants dissolved in the
groundwater) moving from the upper and lower areas o2
contamination. Extraction shall result in capture zones that
include the two subareas during all anticipated recharge
conditions,i The capture zones shall also include all
significant depth intervals where contaminant concentrations
exceed MCLs for contaminants listed in Table ROD-I or for other
VOCs. The extraction system may be designed to allow
contaminated groundwater to temporarily move past the extraction
locations during periods of high recharge at the Santa Fe
Spreading Grounds or elsewhere if the system can recapture,
during subsequent periods of lower recharge, any contaminated
groundwater that has moved beyond the extraction locations.

EPA’s analyses indicate that its remedial objectives will be
efficiently met by extracting 19,000 gpm of contaminated
groundwater. EPA’s analyses indicate that approximately 10,500
gpm of groundwater must be extracted more or less continuously in
the lower area; approximately 8,500 gpm of groundwater must be
extracted in "the upper area. EPA’s analyses indicate that these
rates will intercept and capture contaminated groundwater during
recharge and pumping conditions similar to those occurring
between October 1977 and June 1990. During recharge conditions
similar to the exceptionally rainy spring of 1983, contaminated
groundwater may temporarily move beyond the extraction locations,
but, in particle tracking simulations, appears to be subsequently
recaptured.

If supplemental data and analyses justify modifications to
EPA assumptions about the extent of contamination, hydraulic
conductivity, regional flow gradients (which vary significantly
depending on the amount and timing of precipitation and
artificial recharge) or other factors that influence groundwater
flow and contaminant transport, EPA will consider revised rates.
EPA will also consider seasonally-variable rates that meet the
requirements of this Section.

IThe amount and timing of precipitation and artificial
recharge vary month to month and year to year, as do the
resulting regional flow gradients.
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Extraction shall occur as continuously as feasible.
Feasibility may be temporarily limited by insufficient capacity
to accept or distribute treated water by the recipient of the
treated water, resulting from low customer demand (e.g., during
rainy winter days) or competition for use of recharge areas.

11.3 Treatment

The extracted contaminated groundwater shall be treated to
remove contaminants listed in Table RED-1 and other VOCs by
either or both of two proven treatment technologies: liquid-
phase granular activated carbon (LGAC) filtration and air
stripping. The treated groundwater exiting the treatment
facilities shall meet Federnl and State primary MCLs for
contaminantslisted in Table ROD-I and for other rots. In
addition, the treated groundwater shall meet proposed Federal
secondary MCLs for ethylbenzene and toluene. If air stripping is
used, offgas controls (e.g., vapor phase granular activated
carbon) shall be used to reduce air emissions in accordance with
ARARs promulgated by the South Coast Air Quality Management
District. EPA believes that if properly designed, these proven
treatment technologies (LGAC and air stripping) are equally
effective at removing VOCs for most mixes of contaminants. One
technology may be used at one location and the other at a
different location, or both technologies may be used in a
treatment train at a single location.

Existingtreatment facilities (e.g., planned treatment at
Valley County Water District’s Big Dalton well) may be
incorporated into the remedy if, during remedial design,
agreements can be reached for their use and they meet other
requirements of this Record of Decision. The San Gabriel Basin
Water Quality Authority (the project’s sponsor) expects
construction to be completed in late 1994. One or more new
treatment facilities shall be constructed to provide the
remaining treatment capacity.

An Advanced Oxidation Process may be used for pretreatment
in combination with LGAC treatment if proven to be effective and
economical during design phase testing and analysis. The V0C~

treatment technology or combination of technologies which best
meet the objectives of the remedy for the Baldwin Park OU will be
determined during the remedial design phase, when more detailed
and up to date information will be available toassess
effectiveness and cost. Final decisions on the locations of the
treatment facilities will also be made during remedial design.
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II.4 Water Distribution and Use

The 8elected remedy shall include pipelines, pump station~,
and other conveyance facilities needed to transport the treated
groundwater to one or more delivery locations. If treated water
is supplied to one or more water purveyors, the delivery location
or locations shall be at a pipeline, storage reservoir, or other
portion ofthe purveyors’ distribution systems. The purveyors
would be responsible for distributing the water to their
residential and business customers through their existing
distribution systems. The selected remedy may also include
improvements to the recipient’s existing distribution system if
the improvements are needed to allow the recipient to accept
treated groundwater at extraction rates required by Section 11.2
of this ROD.

EPA’s preference is that treated water be delivered to water
purveyors. The advantages of supplying water to purveyors,
rather than recharge, are: reduced pumping costs; the lower risk
of inadequate distribution during and after rainy months; and
purveyors downgradient of Subarea 3 could reduce extraction at
existing water supply wells located outside of the highly
contaminated areas that may be pulling contaminated groundwater
into less contaminated areas or depths.

Initial discussions with water purveyors indicate that
purveyors in best position to accepttreated water are San
Gabriel Valley Water Company, Suburban Water Systems, Covina
Irrigating Company(CIC), the cities of Azusa and Glendora, and
Metropolitan. CIC and Metropolitan are wholesalers of water that
would in turn supply retail water companies; the other four
companies supply businesses and residents directly. CIC’S
potential customers include ~he City of covina, the City of West
Covina, Suburban Water Systems, and others. Metropolitan’s
customers include a large number of water agencies both within
and outside of the San Gabriel Valley.

EPA would actively support supplying treated water to
Metropolitan if it would decrease the cost of the project and
reduce institutional barriers. Supplying water to Metropolitan
would provide water users throughout Southern California with a
new source of water during peak demand periods, and probably
benefit from Metropolitan expertise in building and operating
large water supply projects. If Metropolitan receives treated
water, they would probably play a significant role in the design,
construction, and/or operation of the remedy to ensure that the
project meets their water supply requirements. Metropolitan has
reportedly budgeted $25 million for a conjunctive use project in
the San Gabriel Basin.
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EPA believes that it is premature to specify any one or a
combination of recipients of the treated water. The final
decision will be made after completion of the ROD depending on
.the outcome of additional negotiations with potential recipients
of the treated water to identify recipients that can be supplied
at least cost with the fewest institutional obstacles.
Arrangements must be made with recipients to address EPA and
purveyor financial obligations (see footnote, page 60);
responsibility for design, construction, operation, and
maintenance; timing and dependability of the supplied water;
water rights issues; and other issues.

The potential for funding through the Reclamation Projects
Authorization and Adjustment Act of 1992 (P.L. 102-575) will also
be considered. The Act authorizes Federal funding of up to 25%
for "the design, planning and construction of a conjunctiwe-use
facility designed to improve the water quality in the San Gabriel
groundwater basin and allow the utilization of the basin as a
water storage facility."

If water purveyors can accept water for most, but not all,
of the year, excess water shall be delivered to a location or
locations from which it can flow into spreading basins and flood
control channels operated by the Los Angeles County Department of
Public Works for recharge into the aquifer. If agreements cannot
be reached with San Gabriel Basin water purveyors, water shall be
recharged year-round. If recharge is necessary, recharge
location(s) will be determined during remedial design. If
treated water is recharged, the State anti-degradation
requiremen[ is an additional ARARthat may influence the level of
treatment. If treated water is recharged, the remedy may include
activities to maintain or improve the infiltration capacity of
the spreading grounds, or to acquire or develop new rechalge
facilities. Iftreated water is discharged to a surface water,
the discharge shall meet NPDES requirements.

11.5 Monitoring Program

The remedy shall include the installation and sampling of
groundwater monitoring wells, the sampling of existing monitoring
wells, measurement of groundwater elevations at monitoring and
production wells, and the measurement of other aquifer properties
to:

¯ Verify or refine the boundaries of upper and lowen areas to

help determine final pumping configurations.

¯ Verify or refine the efficiency of EPA’s recommended pumping
configurations.
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Verify or revise contaminant influent concentration
estimates that will be used in the design of the OU
treatment facilities.

Provide an early warning network so that Changes in the
groundwater flow regime or contaminant concentrations that
may require modifications in extraction rates, well
locations, or treatment methods are identified in time to
institute the necessary facility and operational changes.

Evaluate the presence and approximate location of non-
aqueous phase contamination or other subsurface sources of
groundwater contamination to supplement site assessments of
individual facilities or properties.

Evaluate the effectiveness of the remedy in satisfying the
remedial objectives of limiting the vertical and lateral
migration of contaminated groundwater and removing
contaminant mass in and downgradient of the upper and lower
areas. The evaluation may include plotting and
interpretation of temporal trends in water quality, analysis
of changes in groundwater flow induced by the extraction
wells, and computer simulations of groundwater flow,
including the estimation and evaluation of capture zones.

Help determine the need for additional remedial actions in
the Baldwin Park area and the nature of the final remedy
(e.g., the extent to which and timeframe in which aquifer
restoration is feasible). Satisfying this objective may
include lab or field testing to estimate parameters that
govern sorption, biogical degradation, or other processes
that affect contaminant transport in theaqulfer (e.g.,
concentrations of total organic carbon, dissolved oxygen or
other gases, nutrients, indigenous microbial populations).

Satisfying one or more of the monitoring objectives may also
require ancillary data, including information on pumping and
recharge rates and volumes, lithology, measurements of hydraulic
conductivity, and measurements of other aquifer properties.
These data are needed to allow for accurate determinations of the
direction and magnitude of horizontal and vertical flow in the
vicinity of the remedial action; discern significant temporal
variation in flow gradients; and simulate the effects of recharge
and pumping on groundwater flow. These data are also needed to
refine the understanding of the geology in the Baldwin ~ark area,
including the occurrence and extent of highly permeable or fine-
grained deposits ~hich could affect groundwater flow paths.

Groundwater monitoring shall begin during the time of
remedial design to provide data necessary to complete the final
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designand to establish pre-implementation, baseline conditions.
Initially, collection and analysis of groundwater quality samples
shall occur no less frequently than bimonthly for VOCs and
quarterly for other parameters (except for less frequent depth-
specific sampling of extraction wells). Initially, measurement
of water levels shall occur no less frequently than monthly.
Monitoring frequency may decrease if EPA determines that
conditions warrant such a decrease. Frequency may vary by
parameter. Water quality parameters to be quantified will
include VOCs, semivolatile organic compounds, general minerals,
nitrate (NO3), radon, and physical parameters required for
treatment purposes (e.g., color, turbidity, and odor).

EPA’s preliminary recommendations, which rely as much as
possible on existing wells, are to include the following numbers
and types of wells in the monitoring program:

¯ Water quality and water level data at twenty-four
existing inactive and active production wells,
including two existing wells that may be used as
extraction wells. Some of these wells are currently
sampled as part of the Title 22 monitoring program, but
it may be necessary to increasethe number and
frequency of parameters analyzed;

¯ Water quality and water level data at five existing
standard monitoring wells and one existing MP
monitoring well, which include the Baldwin Park Key
Well and the U.S. Environmental Protection Agency’s
deep multiple port (MP) monitoring well (MW5-1), Also,
continued sampling of selected facility site assessment
wells. Although most site assessment wells penetrate a
relatively small portion of the saturated zone, their
location upgradient of likely extraction well clusters
make selected wells favorable monitoring points for
assessing future water quality at the clusters;

¯ Water quality and water level data at two new MP
monitoring wells (or equivalent conventional well
clusters);

¯ Water quality and water level data at two new two-well
monitoring well clusters (These wells were added in
response to public comments on the FS and Proposed Plan
- See Part III of this ROD.);

Water quality and water level data at eight new three-
well monitoring well clusters (One three-well cluster
was added in response to public comments on the FS and
Proposed Plan - see Part III of this ROD.);
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Three new piezometer clusters, each containing three
wells (one set near each extraction well in Subarea 3)
to provide more detailed data on water level changes
near the extraction wells and evaluate the effective
capture zone of the extractlonwells; and

Wellhead water quality data, depth-speciflc water
quality data, spinner logging, and water leveldata at
or adjacent to the five new extraction wellsz - to
evaluate the effectiveness of contaminant removal.

Locations and construction information on existing
production and monitoring wells are shown in Table ROD-7 and
Figure ROD-14. The purpose and location of the new wells are
described in Table ROD-8 and Figure ROD-14. The depth and number
of sampling zones are based, in part, on estimates of the
vertical extent of groundwater contamination.

Additional monitoring wells or piezometers shall be
installed to replace existing wells if significant vertical
gradients complicate the interpretation of water level data
collected from production wells; or if existing wells currently
planned for inclusion in the program are abandoned.

Locations shown in Figure ROD-14 may be revised, or
locations added or eliminated, if extraction locations change, if
EPA’s interpretation of the lateral or vertical extent of
contamination changes, lf influent concentrations to the
treatment facilities vary unexpectedly (requiring installing
additional wells to evaluate the magnitude and cause of the
observed deviation); if source investigations identify previously
unknown sources requiring characterization; or if individual
facility or property owners install new wells that should be
included in the monitoring program.

The remedy shall also include sampling of influent and
effluent water quality, into and exiting the treatment
facilities, and other collection and analysis of interpretive
data needed to meet the monitoring objectives outlined in this
section. EPA also recommends one-time geophysical logging of
new-well pilot holes and aquifer testing at new wells to provide
information on aquifer parameters and characteristics.

~2 A cost-effective means of obtaining this data is to

install a permanent access pipe in at least one well at each
extzaction well cluster. This allows for spinner logging and
collection of depth-specific water samples during operation.
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II.6 Project Costs

The following two tables present estimates of the capital
costs, and operation and maintenance costs, for the remedy. The

estimated construction cost subtotal, which includes the
extraction, treatment, conveyance, and monitoring hardware, is
$25 million3. An additional $22 million is added to account for
engineering design, construction services, legal and
administrative costs, contingencies, and land acquisition. The
majority of the estimated construction costs of the remedy (more
than 75%) are associated withthe treatment and conveyance
components. The majority of the estimated operating costs of the
remedy is for the purchase of electricity and carbon.

3 This estimate does not include the costs of the three
monitoring well clusters added to the remedy in response to
public commentq. The estimated capital cost of the three wells
is less tha~ $0.4 million; the estimated operating cost is less
than $0.i million.
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Extraction System: New Groundwater 4.1~

Extraction Wells and MonitoringWells

Treatment System for V0C Removal 10.7

Conveyance System: Pipelines, Pump 8.5
Stations, and Other Conveyance system
Hardware H

Other Construction Costs 1.6

"Bid and Scope" Contingencies 8.8

(estimated at 35% of extraction,
treatment, conveyance, and other
construction costs)

Construction Services (estimated at 10% 3.4
of extraction, treatment, conveyance,
other construction, and contingency
costs)

Land Acquisition 1.5

Engineering Design, Legal, and 8.5

Administrative Costs (estimated at 22%
of extraction, treatment, conveyance,
other construction, contingency, and
land acquisition costs)

TOTAL CAPITAL COSTS: 47.1~

6O
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Electrical Costs for Extraction Wells 1.5
, ,,

Electrical Costs for Pump Stations 0.7

Electrical Costs for Treatment System 0.4

Carbon Replacement 0.9

Other Treatment Plant Costs 0.8

Monitoring Well sampling 0.73

Maintenance (estimated as 2% of capital 0.7
cost estimate)

Purveyor Reimbursement Costs - 1.5
(estimated at $50/acre-foot)~

TOTAL OPERATION AND MAINTENANCE COSTS: I 4"2~

The net present value of the remedy, assuming 30 years of
operation, a discount rate of 7%, and purveyor reimbursement of
$50/acre-foot, is $99.7 million~.

Three major assumptions made in developing the cost estimates are
described below.

Availability of Existing Wells: The cost estimate assumes
that two inactive existing water supply wells in the OU
area, owned by local purveyors, can be used as part of the
remedy. If additional existing wells are used, costs would
decrease slightly. If, instead, new wells mustbe
constructed, capital costs would increase slightly.

EPA expects that water p~rveyors that accepted and
distributed treated water would contributeto project operating
costs to offset any savings resulting from not using other
sources of water. These avoided costs range from $30 per’ acre-
foot for purveyors that pump clean groundwater to more than $300
per acre-foot for purchases of imported water. One acre-foot
equals 325,829 gallons.
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Estimated Contaminant Conuentrations: If actual contaminant
concentrations differ from the estimated concentrations, or
if new contaminants are detected, operating costs will
change. If the deviations are large, capital modifications
may be necessary. The largest impact would be if increasing
nitrate (N0~) concentrations in the groundwater make
installation of NO3 treatment necessary. The cost of NO3
treatment is not included because of limitations inEPA’s
ability to predict the timing and magnitude of future
increases in NO3 concentration in groundwater, and
uncertainty about NO~ treatment requirements of the
recipients of the treated water.

Availability of Existing Treatment Faoilitles:    The cost
estimate assumes that new treatment facilities, with a
capacity of 19,000 gpm, must be built. One or more planned
or existing treatment facilities maybe available and offset
the need for new treatment capacity, reducing the capital
costs of new treatment facilities.

12. STATUTORY DETERMINATIONS

As required under Section 121 of CERCLA, the selected
interim remedy is protective of human health and the environment,
complies with Federal and State requirements that are legally
applicable or relevant and appropriate to the interim remedial
action, and is cost effective. The selected remedy utilizes
permanent solutions and alternative treatment technologies to the
maximum extent practicable and satisfies the statutory preference
for remedies that employ treatment to reduce toxicity, mobility,
and volume as a principal element.

12.1 Proteatlon of Human Health an~ the Environment

The selected remedy will protect human health and the
environment by limiting further downgradient and vertical
migration of contaminated groundwater and removing significant
contaminant mass from the aquifer. The remedy will reduce
potential risks by decreasing the likelihood and magnitude of
future exposure to contaminated groundwater. Contaminant
concentrations in the groundwater in the areas to be addressed by
the remedy are currently tens to thousands of times acceptable
levels. The selected treatment technologies are technically
feasible and proven effective at meeting ARARs for VOCs in the
treated groundwater and air. Implementation of the remedy will
not pose unacceptable short-term risks. In addition, no adverse
cross-media impacts are expected.
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12.2 Compliance with ARARs

Baldwin Park ROD

The selected remedy shall comply with all ARARs, which are
listed in Section i0 of this ROD. No ARARs waivers are expected
to be needed. Because the selected remedy is an interim remedy,
it may not achieve finnl cleanup levels for the groundwater and
no chemical-specificARARs for aquifer cleanup are included. In
Alternatives 1-4, chemical, specific ARARs for the treated water
from the VOC treatment plant are Federal MCLs and more stringent
State MCLs for VOCs.

12.3 Cost-EEfeotivsnsss an~ Utilization of Permanent
Solutions and Alternative Treatment Technologies to the Maximum
Extent Practicable

EPA believes that the selected remedy is cost-effective and
utilizes permanent solutions and treatment technologies to the
maximum extent practicable for an interim remedy. The selected
remedy will reduce the mobility of the contaminants in two
critical portions of the aquifer and will permanently reduce the
volume of contamination by limiting the spread of the
contamination and removing contaminant mass. The likelihood that
the remedy will operate for as many years as needed will be
increased if, as recommended, the treated water becomes a
dependable source of potable water. If the treated groundwater
becomes a dependable source of potable water, it would provide an
incentive for recipients of the treated water to support the
project’s continued operation. The remedy callsfor the
construction of conveyance systems and negotiation of agreements
needed to supply treated water to water purveyors for
distribution to their customers.

Extraction of contaminated groundwater in a third portion of
the aquifer would increase the effectiveness of the remedy and
reduce the mobility and volume of contaminants by further
limiting migration within the area of contamination and removing
additional contaminant mass. Costs would increase, however, by
approximately 50%. (The area of contamination addressed in the
Baldwin Park OU is large, making it infeasible to limit migration
throughout the entire area of contamination. Any realistic
remedy must select the area or areas of contamination that would
benefit most from additional protection.) EPA does not believe
that the incremental benefits of groundwater~extraction in a
third subarea warrant the additional costs at present, given that
the selectedremedy is an interim remedy. Adding a third area
may also decrease the implementability of the remedy due to the
need to distribute 50% more treated water, possibly delaying
implementation of the project. Implementability issues include
the need to reach agreements with additional parties thatwould
receive treated water from an OU, resolution of water rights
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issues, and acquisition of additional property and/or easements

for the construction of extraction wells, treatment facilities,
and conveyance facilities.

EPA evaluated comments from the State, which concurred with
EPA’s proposed remedy, and comments from the community, which are
mixed in their recommendations. The community offered comments
on a variety of topics, including the size of the remedy and the
disposition of the treated water. Some commenters recommended a
larger remedy; others recommended a smaller remedy. The more
than 400 public comments received during the public comment
period, along with EPA’s responses, are presented in Part III of
this ROD.

The most significant factors in the selection of the remedy
are the interim status of the remedy, uncertainty about the cost-
effectiveness of the alternatives not selected, and
implementability. The Superfund evaluation criteria that were
the most important in selecting the remedy were long-term
effectiveness; reduction of toxicity, mobility, or volume;
implementability; and cost.

12.4 Preference for Treatment as a Principal Element

This interim remedy will use treatment (air stripping and/or
LGAC) to address the principal threat posed by the site:
exposure to contaminated groundwater. Future actions may be
needed, however, to completely reduce the threat to acceptable
levels.

Because this remedy will result in hazardous substances
remaining on-site abovehealth-based levels, EPA shall conduct a
review, pursuant to CERCLA Section 121, 42 U.S.C. Section 9621,
at least once every five years after commencement of remedial
action to ensure that the remedy continues to provide adequate
protection of human health and the environment.

13. DOCUMENTATION OF SIGNIFICANT CHANGES

The Proposed Plan was released for public comment in May
1993. The Proposed Plan called for groundwater extraction and
treatment in the upper and lower areas (as identified in
Alternative i). The Proposed Plan differed from the description
of Alternative 1 in the FS in one aspect: it identiZied local
water purveyors and Metropolitan as potential recipients of the
treated water. EPA reviewed all written and verbal comments
submitted during the public comment period. Upon review of these
comments, it was determined that no significant changesto the
remedy, as it was originally identified in the Proposed Plan,
were necessarY.
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MAP LOCATION

APPROXIMATESCALE

(] 10.5 21 MILES FIGURE ~OD.I
LOCATION OF SAN GABRIEL BASIN
BALDWIN PARK OPERABLE UNIT
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Table ROD-1 Partial List of Contaminants Detected in Groundwater in the
Baldwin Park area

Contaminant

Trichloroethylene (TCE)
1,1-Diehloroethane (I,1-DCA)
1,1-Diehloroethene (1,1 -DCE)
eis-l,2-Diehloroethene
tram-l,2-Diehloroethene
1,2-Diehloroethane (1,2-DCA)
Acetone
Methylene Chloride
Vinyl Chloride
Triehlorofluoromethane (TCFM)
Tetraehloroethene (PCE)
Carbon Tetraehloride (CTC)
1,1,1-Triehloroethane (1,1,1-TCA)
Benzene
Toluene
Bromodiehloromethane (BDCM)
Chloroform
Chlorobenzene
1,1,1,2-Tetraehloroethane
1,2,3-Triehloropropane
Freon 113
1,2-Dibromoethane
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Table ROI~-2
Chemicals of Potential Concern in Groundwater

Concentratlon=
\

Maximum
//Detect/ Arithmetic Standard Upper 951h Contaminant

Chemical #Sampledt Mean Deviation Percentile Levels

1, I, l-Trichloroexhane 6/28 2.1     t 4.6 3.9 2OO

I. l-Dichloroethane 7128 0.7 0.5 0.8 5

1,1 -Dichloroethene 8/28 3.5 9.5 7.1 6

1,2-Dichloroethane 11/28 2.0 3.1 3.2 0.5

Acetone 2128 4.9 13.9 10.3

Benzene 2/28 0.5 0.06 0.5 I

Carbon Disulfide 2128 0.6 0.2 0.6

Carbon Tetrachioride 11/28 1.8 2.8 2.9 0.5

Chloroform 13/28 2.2 3.1 3.4 100

cis- 1,2-Dichloroethene 8/20 6.7 15.7 14.0 6

Ethylbenzene 1/28 0.5 0.003 0.5 680

Methylene Chloride 1128 0.5 0.02 0.5 5

Tetrachloroethene 21128 12.7 30.5 24.6 5

Toluene 2128 0.5 0.0"/ 0.5 1000

t rims- 1.2-Dichloroethene 3/8 0.6 0.2 0.8 I0

Trichloroethylene 22/28 55.1 107.8 96.9 5

Xylene 1128 0.5 0.01 0.5 1750

IDuplicate samples are averaged before summary statistics are calculated.
ZData taken from BEOIIFS ,, lnctudes all wells except VIOAMMW1.
~State or federal Maximum Contaminant Level (MCL), whichever is lower.

Note:
-- Indicates no available MCL.

IO010C! I.LAO
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System~ To~;dfy C=rclnogenk Potency
(.tgllqtlday) (mg/tqC/dly)"!

Oral lnh:d’-,l~n
Oral lulmlallmJ Pope Weigh! or ~op~ Weight of

Chel.;c’,d O~m, Xff~cled Rfl) ~mr~e Rfl) S~mrce Tumor Site F~�lnr Evldm~ei Source FaClur Evld~ceI Source

I .I, I -Trh:hloru~thin¢ Liver 0,09 HEAST 0.3 HEAST .... D ~L~ - D IRIS

I .I-Dichh+rocJh~n¢ Liver 0,l H£AST 0.1 IIEAST MJmmtry, Liver .. C IRIS - C HEAST
i

I-Dichh~roclhene [ Live� 0.0009 EPA - IRIS Kidney, Adren4!    .- C EPA - C EPAI........ t , l, ........ : ~ .........
1,2-D~chlorocth=n¢ - - IRIS [’.. IRIS Stonnch, 0,091 B2 IRIS 0.091 ~           B~IRIS

M~mmJP/, Uv~r

Acetot’,�                Liver, Kidney ...    0+ |      IRIS      -           IRIS      -               -
-- IRIS .- IRIS BIoe, d 0.029

Chlo,,-o r~ rm L;vcr 0.01

D
, , ,,,,,,

~.ene -- A

Cm~’mn Disulfide FeI.I Toxi:hy/Mall’t+rn’,uttion 0,1 IRIS 0.003 HEAST ..... ’

C=rbon Tetrtchlorid¢ Liver 0.0007 IRIS - IRIS Liver 0.13 B2

~IS - trls U~":, m~.’+~’ o.oo~I B2
¢/s- I, 2-D;ohloro~dten= Blood 0.0! fi’EAST -- IRIS - - D, ,,. ,. ....... , , , ...... .
FJ, hylbe~.er< Liver, K~rt<y 0.1 IRIS 0.3 IRIS - - D IRIS

Methyle~ Chtodd= Liver 0,0~ IRIS 0.9 HEA.qT Lung, Liver 0.007~ B2 IRIS

TelracMoro<thene Liver 0.01 IRIS - IRIS Liver, Leukemia 0.051 B2 HEAST

Toluene CNS, Eyel, HoM, Liver, 0,2 IRIS 0.6 HEAST - - D IRIS

...... KJdr~y ..... [ .................... , , , ........ , ¯
tntns, l,2.Diehlomethene Blood 0.02 IRIS - IRIS - - - I~IS - +

Trlchloroe~ylene - 0.006 £CAO - IRIS Lun;, Liver 0.011 B2 HEAST 0.017

Xylem: Liver, Note, Thrtutt, CNS,    2 IRIS 0+09 HEAST - -- D IRIS -

.I .........

Iris - D IRIS
u

I~L~ 0,029 A IRIS

IRIS - -- IRIS

"o.,i’ ’.i ..... ms
IRIS 0.0~| B2 IRIS

IRIS .. D IRIS

¯ - D IRI~

0,0016 B2 IRIS

0.002 B2 HEAST

- D IRIs

- IRIS

B2 HEAST

D IRiS

HEAST - Hczlth EITecu A~.+.,,un’~nI Summary Treble=, EPA, 1991h.
IRIS "+, Integ~le<J Risk [nfoem~dcm SyJtem, EPA, 1992f,
EPA = I,I-Dichloroctbene i= evtluated m¢¢oed|nl to m modified+RID m,0pro=ch: Group C ctr¢inogen= wh~:h exhibit ,,ve.k evide~e ofetrctnogenlchy are �on’~mred �o ~e anti RID/|0, .EPA, 1990L fl
ECAO = Environmen~lCdtedm ~lA~,,r~nl Of~ce, EFA, 1992e. ~1
- - Inform~llon no( mvtiltbl¢,
CHS = C¢fltrti ~Cf’¢OMI Syeem.

~Wcighl of Evidence Groupm: A i~ Humtn Cmr¢inog¢n; B im Probtble Human Ctrelnoj~en (Bl-llmii=d cvldence oP cmrelnogenlchy in hunums, B2-sun’K:[,*nl ¢v[dert¢¢ o~" ca~|noBcn;cJl.Y Jn mn~rr.=]/.,uiL~ inmdequ=t¢
bck of evidence |n ~ttrnans); C i� pmmible Hurr=n Cmn:inogen; D i. Hot Cl~ssifitble ms to Humtn Cmreinogen~clty,
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Chemical

1, I, 1 -Trichloroethane

I, l-Diehioroethane

I, l-Dichloroethene
, , ......... , , , ,

1,2-Diehloroethane

Acetone
.... , .... ,, ,, ,

Benzene

carbon DisuIfide

Carbon Tetrachloride
Chloroform

Table :.~oD-4
Estimated Excess Lifetime Cancer Risk from

Domestic Use of Groundwater

Average Exposure
,,, ,,, ,, ,,

n, gestlo, i al tiO"

6 x 10.7 6 x 10.7

5 X 10"t 5 X l0"t

.o ..

8 x 10.7 8 x 10.7

5 x 10"t 6 x 10"~

3 x 10.9

9x 10-’

2 x 10"6 3 x 10"~

6x 104
. ;,’,,             . ....

Ethylbenzene --

Methylene Chloride ,, ’ i, ,." !x I0~
Tetrachloroethene 2 x I0"s

Toi’uene ............. --

trans" I ,’2-Dichloroethene --

Tdchloroethylene
..... , .. , , ,,,,,

Xyleae

Total Risk.
,, ,.,, , ,,,, ,, : ..... .-.

’-Rea~nabie-M~’~num Exl)osure’’ ....
Ingestioit        Inhalation

~,, ,,, ,     ,, , ,
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3 x 10"~

, ., ,., ,

2 x 10"7          2 x 10¯7
,,,u ’

~,, , |, ,,,,,, , i
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’3 x i0.6 ......
¯ _ , ,    , ....

9x 10"9

1 x I0"s 6 x’ I0"7 ......... ’
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TalMe z ROD-6
U,--err*irides A..~te(l With Risk E~afio~

Unceru~’t-ad0r Effects of UocerC~mty Comu~t

L Exposure A.~es~m2mt

~.pom rc asm~tiocu May over- o¢ underettinvtu: riik Auump6onL t~ilacdlng n~di* h~k¢.
population characleri~J (e.g., body
w~ight, llfe 2pan, etc.), and cxpomc~
pattcnu rely hal characterize actual
cxpo~rcs.

Coocemm6on* ire ttlmmed to he �onxu~ Msy over- or un~ere~tire~te ~i*k Does not sc~rA for cnvifo~ra~ta*li fate°
trtntpot~, or tmttsfet, which may .~duce
chemical co,~:©aL.’~don. Does ~ot
ac¢~nl for futu~ degradation Io
~otentielly more Izxk ehemiead, (e.g.,

PCE arid TCE to vinyl chloride).

Con~rmnard loss during ~mi~ling May underestimate risk May under~imale VOCs peases.

Estimating it~alation exposu, rcl for released May over- o¢ undereUinmte *~tk S~ver*! variables, affect the degree of
VOCs from up water axpo~re, in~luding water ~.mprramr~,

Extent of Mmpling effort May over- or utulere~mate ritk Sampling rnay not accu~tteAy characterize
the madium b~ing evaluated.

Chemictl amdytis proceAures May over- o~ undere~m~te t~k Syl;Izn’a~fi¢ or mMom errors rmty ~cur
during chemical analysls.

latakc May underestima~ risk Assumes all intake of cooUtmlr~tnts is
from the expoture medium being
evaluated (no relative sooree
¢or~e’ibu~n),

I[. Toxicity ~mt

Cancer slope factor May overestirrmlc ritk Slope fsctor~ are upper 95th percent
confidence llrn~ derived from ¯
linet~x.ed model. Considered u~ikcly
to un0erestimate risk, esp~ialty for low
dotal

Toxicity v,lues derived from *hiram studies ~4ay over- or uedcr¢~irru~te r~k Extrxpotatlort tcom ~.~t:xtl to hun~o~
for carcinogenic and noncarzlnogcnic eff¢cu may iMuc¢ error because of diffcrec~es

in absorption, phsrma¢ok.~nrtics. ,tat,get
oegat~, enzymes, and populatloa
varlabilhy.

Toxicity vslues derived primarily from high May over- or u~:~eregfimate risk Assumes linear dote re.on.re
,401,�S, IO0~ ¢~q~:~lfes are al low do~s reladonthip at low doses. Possibility

that some threaholds do cx~.

Toxicity Value* May over- or undcresGrrmte risk Hot all values known with the use
degree of cev.tlnty. Mty change as new
evidence becomes avsi|ahle.

Toxicity values derived from homogem:oos May over- or ulwlereltirnate risk Human populaGon may have a wide

*.mn’ud populttions range of gmidvitles to s chemical.
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Total ......
Weft Depth

|R Znd
Number (fl)

,,, J ,

0800000.5 NA NA
, ,, ~ ........ , .....

0R000~9 g46 566-642 679-695

01901600 300 NA
..... , , , , ,

0190|598 400           120-349

OSO00070 45! 290-435
, , , , i .... , ,

MWS-012 |.52P 216-226 287-297

TJbb ’ R’.3D-7
Groundwater Monhorlng Program-Exhting Wdh

She~ 2 of 2

.3rd

Perfora[ed lnlervals (R)
.... ,,~, ,,, i ,, , ,, , , ,, t _ ,

4[h Sth 6th 7th

i
797-R25

,JL ,

335-345 430-440 523-533 640-650 765-775

,,L , , , ,,,, ,

, i

Quarterly
Sampfing

8th Through (Rher
Progrlms S~tus

x        Active

Actfve

Intct|ve

x         Actlv¢

Active
- ,,,    , .... , ....

gTS-$g5 Monkorlng weft

Monitoring w~}l

x ’Site assess, well

x Si{e assess, well

x She assess, well

X S~� assess, well

Z1000006 300 75-175 180-195 200-300
ii ..................

WIONCMWI NA NA

Wl I AZW01 354 14S-354

W11AZW03 385 180-395

WIIAZW09 NA NA

NA-lnformatlon not ,vafflbh’.
tProposed extraction weft,
:EP A WS I O I -EPA W5113,
~Ofher perforated intervals = ! .030-1,040; I, 123- I, 133; 1,256-1,266; 1,3 g7-1,397; 1,496-I,505 fed.
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Well No.

MWS-02

MW5~3

MWS-O4P (3)

MWS-05~

t ,

MW-OSP (3)

MWS-06P (3)

MWS-07

MW5-114

MWS-12

MW5-13

MWS.14

MWS-15

MWS-16

Total
Depth

(rt)

1,800~

1,20&

250

600

250

250

6OO

7o0

650

7O0

650

i ,,.

Ist
i ,J

200-210

300-310

180-240

190-200

18O-24O

180-240

190-200

p.,

290-300

250-280.

34O-350

25O:26O

190-200

340-350

..... , ¯ - ,,,,, ,, ,,~,    , , , , , , , , ....

Table RS- ROD-.8
Groundwater Monitoring Program. New Wdls

..........

2nd

300-310

400-410

3rd 4th             5th 6th 71h

400.-410 500-510 600-610 700-710 800-810

- ,,,.

500-510 600-610 700-710 800-810 900-9i0

390-400 580-590

390-400 580-590

490-5O0 680-690

450.46O 630-640

510-520 680~90

450.4.60 630-640

450-460 680-690

460-470 ;90-600
, I ......

Perforated Intervals (it)t
,,. ...... , i

Moa~toring Well Purpose

Mon~torlng for most of~= aquifer downgt~dlen! of Subarea 3 to fill a data
gap for remedial design end to monit0~. remedial, effecu.’venes,. .......

Monitoring aeross hhe entire aquifer downgrtdient of Subarea 1 to fill a data
gap for remedial design and to monitor remedial effectiveness

Three piezometers located around ClusLer 4 to evaluate remedial effectiveness
of extraction, not needed for remedial design

Monitoring at Cluster 5 to provide contaminant data for remedial design pdor
to in~talb, tlon of the extraction well
.... , , ,,, ,, , , , ,, , ,,, , ,,,, ....

Three piezometers located ,,round Cl~t~r 5 to evaluato remedial effectiveness
of e..~,-aetlon, not n~ded for remedial design
,, ,    ,       , ,, ,

Thre~ p[ez, ometers located around Cluster 6 to evaluate remedial effectiveness
of extraction, not need for remedial design

,, i , , ,, ,,.,. i i

Fill data gap for rcme, dhl design end provide upgradi,’nt early warning
monltorlng for Clu~ter 5 during Lmp!cmentafion

Monltorlng at Cluster 12 to provide contaminant data for remedial design
prior to installation of the cxtraotion w~ll

III I    Iiiii I I           IIII       I IIII iii

Upgradleat esrly warning monitoring for Cluster 4 during implementation,
not needed for remedial design

Fill data gap for remedial design and provide upgradlent early warning
monitoring for. Clmten 10 and 13 &wing knplemcntation

FHI data gap for remedial design end provide upgradient early warning
monitoring for Cluster 4 during implementation ........

F’dl data gap for remed’*m! d~ign ~nd provide upgvadlent early wamhag
monitoring for Cluster 6 during knplementation

’ [ . ,     , ..........._.

fPrey/de additonal data on vert/eal dlstn’b~on ofeoataralnatJon at loe~tion of
known shallow ~ntatril.na~on
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600    450460

2nd

68O--690
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,,.           .,, ,,,,,,      , , ..... . ,,      ,     ,

Perforated Intervmls (11)t
-- ........ ,,,         ,, ,, , ......

3rd 4th S~ 6~ 7th l~Rm~r~g Wel/l~e

Provldo ldditional data on the htaral and vertical extent of contamination

r. . ’~Y ~m .�,~i~a~, ~ Su~,~ ! .....................

...... I
ILI II ’i II ....

II

I ....
~ Monitoring ~tt Cluster10 to provide deepercontaminant data for remedial
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~MI:’ mon{toring well-other Perforated intervals= 1,000.I,010; 1,200-1,210: 1,400-I,410; 1,600-1,610; 1,780-I790
~MP monitoring well- other perforated intervals-- t,000-l,010; I,I00-I,1 I0; 1,180-1,190
#To be localcd at corresponding extraction well cluster site.
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INTRODUCTION

The Responsiveness Summary summarizes and responds to all
significant comments received during the public comment period
for the Remedial Investigation, Feasibility Study, and Proposed
Plan for the Baldwin Park Operable Unit (OU) of the San Gabriel
Valley Superfund Sites in Los Angeles County, CaliforniaI. The
public comments period ran from May 13 through August 12, 1993.
Twenty-six individuals and organizations submitted more than 400
comments. Most commentors submitted between one and ten
comments; one commentor submitted approximately 250 comments.

This summary is divided into two sections. The first
section provides responses to comments that were submitted
multiple times or which require lengthy responses. These
responses are labeled Responses A through F. The second section
of the Responsiveness Summary presents a restatement (in
quotation marks) or paraphrased version of each significant
comment received, and EPA’s response. The majority of the
comments were submitted in writing; oral comments made during the
EPA-sponsored public meeting held in Baldwin Park on May 210, 1993
are included last.

Some comments, and EPA’s responses, refer to a page,
Figure, Table, or section number. If not noted otherwise, these
numbers refer to the two-volume Baldwin Park Operable Unit
Feasibility Study, included in the Baldwin Park Operable [;nit
Administrative Record as AR Numbers 394 and 395.

Copies of all written comments received by EPA are
included in the Baldwin Park OU Administrative Record, available
for review at EPA’s regional office in San Francisco and at the
West Covina Public Library in West covina, CA. The transcript of
the public meeting, including all of the questions, comments and
responses made during the meeting, is also included in the
Record.

tOne set of comments submitted by Aerojet General Corporation,
Azusa Land Reclamation Company, and Oil Solvent Process Company
after the close of the public comment period are also addressed.
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BALDWIN PARK OU RESPONSIVENESS SUMMARY

RESPONSE Ao THE NEED FOR ACTION IN SUBAREA 3= RESPONSE TO THE
PLUME STABILiZATION/PLUME EQUILZBRIEM HYPOTHESIS

In their Comments on the Feasibility Study Report and Pro~<)sed
Plan for the Baldwin Park Operable Unit, dated Au~Jst 1993,, the
San Gabriel Basin Industry Coalition (the Coalition) opposes
EPA’s proposed remedial action in Subarea 3. The Coalition
asserts that "sufficient data exist to suggest that the
contaminant plume has "stabilized" and may be at or reaching
equilibrium." They argue that "additional data need to be
gathered and analyzed to confirm or refute" their hypothesis that
plume equilibrium has been achieved.

We first present a summary of our response. A detailed response
follows.

SUMMARY OF RESPONSE

There is evidence of continued contaminant migration in
and immediately downgradient of Subarea 3. The Coalition
ignores this evidence in their comments.

The Coalition claim of "plume oscillation and retraction"
results from a misinterpretation of water quality data.

The Coalition claim of "plume stabilization/equilibrium"
is at odds with the widely-accepted belief that a~ective
forces dominate contaminant transport in high-velocity
sand and gravel aquifers such as in the Baldwin Park area.
The Coalition lists processes known to resist adveotive
forces or remove contaminant mass and then speculates that
the identified processes collectively could stabilize the
plume. The Coalition does not offer site-specific or
quantitative evidence that the listed processes will do so
and ignores site-specific evidence that the listed
processes are not significant in Subarea 3 and do not
contribute to plume equilibrium. The Coaltion fails to

support their unfounded, unconventional hypothesis.

The field investigations proposed by the Coalition are
unlikely to prove or disprove the Coalition hypothesis.
much more extensive and costly investigation would be
needed to prove or disprove that the plumes have
stabilized and to monitor indefinitely for any further
contaminant movement. Enough wells would be needed to
delineate and then detect changes in the size and
composition of individual contaminant plumes. EPA

A
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believes that additional field investigations are needed
to support the design of the proposed remedy, but not to
establish the need for remedial action in Subarea 3.. The
millions of dollars that would be spent on exhaustive site
characterization to evaluate the Coalition hypothesis
would be better directed toward clean up.

The objectives of EPA’s remedy are to limit contaminant
migration and remove contaminant mass. The Coalition does
not disagree that EPA’s proposed remedy would remove
significant contaminant mass in Subarea 3.

We conclude that the Coalition comment does not lessen the need
for remedial action in Subarea 3.

The detailedresponse that follows includes a presentation of
site-speciflc evidence that clearly indicates the continued
migration of contamination, followed by an evaluation of t]he
effect of each of the processes or factors identified by tlhe
Coalition as potentially contributing to plume equilibrium.
Finally, we explore the scope and types of investigations that
would be required to demonstrate plume equilibrium.

DETAILED RESPONSE

~.1 Evidence of Contlnued Contaminant Migration

In part A.I of this response, we evaluate three important
indicators of continued migration of the groundwater
contamination in Subarea 3:

¯ increasing contaminant concentrations at wells within or
just downgradient of the Subarea;
* increasing areal extent of contaminant plumes; and
, favorable hydraulic conditions for advective contaminant
transport.

Incre~s~n~ Contaminant concentrations

The Coalition comments imply that if the groundwater
contamination is spreading, contaminant concentrations should be
uniformly rising in existing downgradlent wells. We believe that
this is an unreasonable test of continued contaminant migration
for reasons described in part A.2 of this response. The absence
of increasing concentration trends in existing wells would not
prove or disprove the continued migration of the groundwater
contamination.
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Documentation of increasing concentration trends at wells located
near the dcwngradient end of the Subarea must, howeverr be viewed
as an indicator of continuing contaminant migration. There are
I0 wells located either within the downgradient portion of
Subarea 3 or Just downgradient of the Subarea that have been
sampled over the last 4 to 5 years. Sampling results since 1988
(see Figures RS-9~ i0, Ii) show increasing concentrations at six
of these wells for either trichloroethylene (TCE) or carbon
tetrachloride (CTC). The six wells, and the contaminant showing
the increase, are:

Paddy Lane (01900031)- TCE
La Puente No. 2 (01901469)- TCE
La Puente No. 3 (01902859)- TCE
La Puente No. 4 (08000062)- TCE
San Gabriel Valley B4B (51902858)- CTC
San Gabriel Valley B4C (51902947)- CTC

These data provide a very strong indicator of continuing
contaminant migration in the area. In fact, concentrations of
TCE in the Paddy Lane well (within Subarea 3) and the La Puente
wells (just downgradient of Subarea 3) have reached all-time
highs within the last year. Also in the last year or so,
increasing contaminant concentrations have forced La Puente
Valley county Water District, San Gabriel Valley Water Company,
and Cal Domestic Water Company to install wellhead treatment at
their Baldwin Park area wells.

I~creasinuAreal Extent of Contaminant Plumes

Increasing areal extent of contaminant plumes is another prime
indicator of contaminant migration in the subsurface. It is
difficult, however, to measure increases or decreases in areal
extent in Subarea 3 because individual plumes have not been
delineated. Uniform movement of the broadly-defined "area of
contamination" would not be expected and, further, could not be
detected with the available downgradient monitoring points.

A key point in the Coalition plume equilibrium theory is their
assertion that there has been an "oscillation" of the
downgradient extent of contamination lathe vicinity of the I-lO
freeway. They state that evidence exists to indicate
downgradient movement of the "plume" between 1980 and 1985 and an
apparent "retraction of the Subarea 3 TCE plume" during 1985 to
1990. This interpretation is unsupported; data are not available
to support either the "oscillation" or "retraction" claim. The
downgradient wells apparently used to support their claim (as
shown in the figure in Appendix E of the coalltion’s comments)
are San Gabriel Valley’s B4 wells (well nos. 51902858 and
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51902947). These wells were deepened in the late 1980s and the
screened intervals were changed from approximately 175 to 475
feet below ground surface (bgs) to approximately 900 to ii00 feet
bgs. Thus, the post-1988 sampling data are not comparable to the
earlier data and cannot in any way be used to claim "plume

¯ oscillation."

There are no other data available to support the claim of plume
"retraction" or "oscillation". There are no monitoring locations
in theupper several hundred feet of the aquifer at this location
or for nearly a mile downgradient.

Hvdro~eoloaic Conditions in Subare~

Hydrogeologic conditions in Subarea 3 are favorable for advective
transport of contaminants in the aquifer. Using a range of
hydraulic conductivity values (150 to 30Q feet/day), an effective
porosity of 0.25, and a range of horizontal gradients (0.O01 to
0.025) for Subarea 3, the estimated average linear groundwater
flow velocity in Subarea 3 ranges from approximately 200 to 1,000
feet/year. And, as illustrated in Figure 2-3 and Plates 2, 3,
and 5 of the Feasibility Study, the lithology of Subarea 3 is
predominantly coarse-grained deposits, with relatively small
percentages of fine-grained, organic-rich sediments such as silt
and clay. In this type of coarse-grained, high-velocity
groundwater flow environment it is widely-accepted that advection
is the primary contaminant transport process. In the absence of
site-speciflc, quantitative data to the contrary, it is
reasonable to assume that contaminant migration will continue
within and out of the Subarea. Very high retardation rates and
active degradation mechanisms would be required to offset the
large advective influence. The presumption must be that the
contaminated groundwater will continue to migrate.

A.2 ABSENCE O~ SITE-SPECIFIC EVIDENCE POR "PLUME EQUILIBRIUM"

In their comments, the Coalition selectively present evidence and
arguments in support of their hypothesis. In this section, we
examine the Coalition claims and identify significant
deficiencies in the Coalition evaluation. We examine and respond
to three claims:

Are contaminant concentration trends stagnant or declining?
Is there site-specific evidence that contaminnnt fate and
transport mechanisms are at work at rates to stop-migration?
Do conditions in Subarea 3 differ significantly from
conditions in Subareas 1 and 2 where the Coalition
acknowledges that migration is occurring?
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We believe that the answer to each of these questions is no.

Are Contaminant Concentration Trends Staqnant or Declinlnq~
Answer: No.

If plume eq~ilibriumhas been reached in Subarea 3, then
contaminant concentrations throughout and downgradient of the
Subarea should be stagnant or declining. The only concentrations
potentially increasing would be those of degradation "daughter"
products, and these should be associated with a corresponding
decline lathe "parent" products.

Contaminant concentrations are not, as asserted by the Coalition,
uniformly stagnant or declining in and downgradient of Subarea 3.
As described in part A.I of this response (and shown in Figures
RS-9 to 11), concentrations of the primary contaminants TCE and
CTC have increased at 6 of the 10 wells in the area over the last
4 years. This indicates that contamination is continuing to
migrate within and downgradient of Subarea 3. Three other wells
show decreasing trends of the primary contaminant (either TCE or
CTC).

The reasons that the increasing concentration trends are
¯ accompanied by some declining concentration trends are difficult

to determine due to the complexity of the contaminantsources and
variability in groundwater flow conditions. One likely cause of
of the trends is the variability in groundwater flow direction
due to changes in the location, amount, timing, and duration of
pumping and recharge. Accepting the Coalition’s tenuous "plume
equilibrium" hypothesis would require rejection of this more
likely explanation. Changes in flow direction can cause wells
that formerly sampled "middle-of-the-plume" concentrations to
later sample lower "plume fringe" concentrations. The only way
to dismiss this explanation would be the installation and long-
term sampling of a large number of monitoring wells in the hope
of delineating individual plumes, installation of wells known to
be at or near the "centerline" of each plume, and then sampling
long enough to show that contaminant concentrations remain stable
or decline. The feasibility of such an effort is discussed in
part A.3 of this response.

Another possible explanation for the declining concentrations
observed in selected wells is variability in the timing,
duration, and magnitude of the original sources of contamination.
Uncertainty about the sources of contamination makes it difficult
to determine if observed decreases in concentrations are
temporary, reflecting temporary decreases in the amount of
contaminants originally released into the subsurface, or are
evidence of plume equilibrium.
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~S There Site-sDeciflc Evidence that Contaminant Fate and
Transport Mechanisms are at Work at Rates to Stop Migration?

Answer: No.

As organic contaminants come into contact with groundwater, they
dissolve and become solute. There are a number of physical and
chemical processes that affect the transport of solute in
groundwater. These include: advection, molecular diffusion,
mechanical dispersion, retardation, and degradation. Advection,
the transport of a contaminant by bulk groundwater flow (i.e., as
groundwater moves, so do the dissolved contaminants), is the
primary process by which contaminants migrate downgradient.
Retardation and degradation act to slow, not stop, the movement
of contaminants relative to the movement of the groundwater.
Although it is widely accepted that in high-velocity sand and
gravel aquifers (e.g., Subarea 3) advective forces dominate
contaminant transport, the Coalition claims just the opposite is
occurring in Subarea 3. The Coaltion has failed to support this
hypothesis.

The Coalition has listed and described the general nature of
contaminant fate processes that may influence contaminant
movement in Subarea 3, but has not presented any site-specific
evaluations of conditions in the Subarea.

The Coalition cites mechanisms that can contribute to plume
equilibrium in Subarea 3 by either reducing the contaminant mass
entering the Subarea (source reduction), reducing contaminant
concentrations in groundwater within the Subarea (retardation,
dilution, biological degradation), or removing contaminant mass
from the aquifer within the Subarea (contaminant removal,
volatilization). Each of these mechanisms may have some effect,
but we believe it extremely unlikely that their combined
magnitude could completely stop contaminant migration. Each
mechanism is discussed in more detail below.

Contaminant Removal

Contaminant removal by active groundwater production wells within
and just downgradient of Subarea 3 is minimal. The average
contaminant removal rate is estimated below for the period
between July 1987 and June 1992 using the average extraction rate
over thisfive-year period for all of the active production wells
in Subarea 3 and the average total concentration of chlorinated
volatile organic compounds (CVOCs) in each well or wel~ cluster:
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Extraotion Rate Average Cone. Removal Rate
acre-fee#day ~ pounds/day

17 0.00002
62 0.0008
64 0.0
28 0.0

2.8 0.064
8.5 0.11

Total" 0.175

Palm Ave. (0g000039) 0.0005
Paddy Lane (01900031) 0.005
Big Dalton (01900035) 0.0
B6B,B6C (71903093, 71900721) 0.0
B6D (78000098) 8.35
La Puente Cluster 4.7
(01901460, 01902859, 08000062)

Although this average removal rate of 0.175 pounds per day
certainly helps in the remediation of contamination in the
Subarea, it is not a significant number given the contaminant
mass already in-place in Subarea 3 (in the 1,000s of pounds range
given the average CVOC concentrations detected in the Subarea and
the estimated size of the contaminated area), and the upgradient
contaminant mass in Subarea 2 that will eventually migrate into
Subarea 3,

Source Reduction

The Coalition argues that "better management practices by users
of chlorinated solvents in the 1960s and 1970s" resulted in
reduced contaminant releases.

Although neither the Coalition nor individual Potentially
Responsible Parties (PRPs) have provided EPA with any data to
verify their claim (e.g., data comparing the volume of
contaminants released pre-1960 to the volume released since
1960), it is indeed likely that the magnitude of surface sources
has declined over the years. However, given the considerable
extent of groundwater contamination already present in Sub areas 2
and 3, the large number of industrial sources located upgradient
where significant contamination has been detected in the vadose
(unsaturated) zone, it is quite likely that sizable, residual
subsurface sources exist that will continue to be a source of
dissolved contamination for many years to come.

Dilution

Dilution of contaminated groundwater from recharge or
infiltration of uncontaminated water acts to reduce the mass per
unit area or volume in the aquifer by spreading the contamination
into a larger volume of water, but does not reduce the mass of
contamination present in the aquifer. Dilution of contaminant
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concentrations by recharge/infiltration within Subarea 3 is
unlikely to be significant. The Subarea is mostly paved, with
little opportunity for substantial infiltration and no facilities
for artificial recharge. Thus, it is unclear how dilution has
any impact on contributing to "plume equilibrium" in Subarea 3,
as the Coalition claims.

The large volumes of water recharged to the aquifer in spreading
facilities upgradient of Subarea 3 do indeed affect the
contaminant concentrations observed entering the Subarea, both by
dilution and by influencing groundwater flow directions and
rates. However, these upgradient impacts do not contribute to
"plume equilibrium" within Subarea 3. Instead, it is probable
that the net effect of the large-scale recharge at the Santa Fe
Spreading Grounds is to periodically increase the local gradient,
thereby disrupting any equilibrium that might have been achieved,
by either sorption (retardation) or biological degradation,
discussed further below.

Sorption and desorption of organic solute (e.g., CVOCs) by the
organic component of the aquifer material, commonly referred to
as retardation, decreases the velocity of solutes in groundwater.
The amount of sorption of solutes onto the aquifer material is
primarily a function of: i) the organic content of the aquifer;
2) the mineralogy of the aquifer material, particularly the clay
content; and 3) the chemical characteristics of the solute.

In general, the primary factor controlling the retardation rate
in the aquifer is the organic carbon content of the aquifer
materials. Although we do not have any total organic carbon
measurements from the aquifer in Subarea 3, the occurrence of
organic carbon is typically associated with the clay content of
an aquifer. As discussed above, and in the Feasibility Study and
Interim Remedial Investigation Reports, the aquifer in Subarea 3
is very coarse-grained. Although there is a slightly higher
percentage of fine-grained materials in Subarea 3 than further
upgradient in Subareas i and 2, the aquifer still consists of an
overwhelming majority of sand and gravel. This implies that
retardation rates in the Subarea are quite low.

The amounts of contamination sorbed onto aquifer materials and
dissolved in groundwater are related. Over time, if contaminant
concentrations in groundwater decline, any contaminant6 that have
sorbed will dissolve. Thus, even if retardation rates were high,
without some type of contaminant removal or active degradation
(discussed below), retardation alone will only affect the rate of
contaminant movement between different portions of the aquifer,
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not contribute to the long-term containment and remediation of
contamination.

BiQlouical Degradation

The Coalition points to degradation as another "plume attenuation
mechanism" contributing to plume equilibrium in Subarea 3. The
Coalition claims that "there is evidence of significant
degradation of chlorinated ethenes (as evidenced by the presence
of daughter products in increasing ratios) as one moves
downgradient in the plume". Although there is a higher ratio of
daughter products in some downgradient wells, there are also
wells (both upgradient and downgradient) where this
generalization doesn’t hold true. In fact, in Subarea 3, TCE is
still the primary contaminant detected in groundwater samples.

In general, aromatic compounds such as benzene, toluene, and
xylene, can degrade fairly rapidly under both aerobic or
anaerobic conditions. However, for halogenated aliphatic
compounds such as the chlorinated ethenes (PCE, TCE, DCE, etc.),
anaerobic conditions are necessary for significant degradation to
occur (except where high concentrations of more readily degraded
compounds allow the co-metabolism of halogenated compounds).
Although site-specific data are not available, there is no
evidence to suggest that widespread anaerobic conditions are
present in Subarea 3.

Degradation or "daughter" products, such as dichloroethenes and
dichloroathanes, are present in most of the wells monitored
within the Subarea, but concentrations of these compounds zLre
much lower than the concentrations of TCE (TCE is typically
detected at concentrations 3 to 5 times higher than all of the
potential degradation products combined). This implies that,
although it is likely that some degradation is occurring, it is
not "significant.." In addition, there is the possibility that
dichloroethenes and dichloroethanes themselves could have been
released at some sites. Even if there were "significant"
degradation occurring, the daughter products, some of whiclh
(e.g., vinyl chloride) are more carcinogenic than the parent
products, would continue to migrate downgradient. Only the rate
would be affected. Only complete degradation, lea¢ing no
hazardous constituents, will stop contaminant migration and
assist in aquifer remediation. The presence of vinyl chloride
would be a good indicator of activedegradation proceedinq[
towards completion, however, vinyl chloride has not been detected
in the Subarea.
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Volatilization

The Coalition defines volatilization as the "transfer of
contaminant mass from the aqueous phase to the vapor phase,
enhanced by water table fluctuations, reducing the aqueous phase
concentrations." The Coalition further states that "it is not
clear at this point whether volatilization is a significant
factor or not." As illustrated in Section 3 of the Feasibility
Study, in Subarea 3, high levels of contaminants are spread
across the upper several hundred feet of the aquifer. Therefore,
any volatilization that does occur will impact only a very small
percentage of the overall contaminant mass. The remainder of the
contaminated water can continue to migrate. In addition,
transfer of contaminants to the vadose zone is, in part, a
reversible process. Contaminants that do transfer to the vadose
zone can be transferred back to the saturated zone with
infiltrating water or by desorption during the next water level
rise. Some contaminants could potentially volatilize and move
into the shallow vadose zone or atmosphere by diffusion, but the
considerable depth to water would limit this (average depth to
groundwater in the Subarea exceeds i00 feet). It is unlikely
that volatilization plays a significant role in reducing
contaminant migration in Subarea 3.

Do Conditions in Subarea 3 Differ siqniflc~n~Iv from Subareas 1
and 2?

Answer: No.

For plume equilibrium to occur in Subarea 3, but not in Subareas
1 and 2, physical, chemical, and biological conditions in Subarea
3 (e.g., lithology, hydraulic conductivity, groundwater
extraction) must be significantly different than those in other
subareas.

The Coalition offers some generalizations about conditions and
processes that they claim contribute to plume equilibrium., but
they do not offer any specifics that differentiate Subarea 3 from
the upgradient areas where the Coalition acknowledges that
migration is occurring. A comparison of key parameters is
provided below:

~: Comments from both the Coalition and Aerojet
Gencorp (AeroJet) describe significant changes in lithology
moving downgradient through theBaldwin Park area. The ~rported
increase in fine-grained sediments in Subarea 3 is used to
justify reducing hydraulic conductivity estimates (see below) and
claim increased retardation resulting from higher total ~rganic
carbon (TOC) levels. Although there is indeed a slight increase
in finer-grained materials and a decrease in cobbles toward the
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downgradient end of Subarea 3, the available lithologic logs
(Plates 1 though 6 in the FS) show that the aquifer materials are
still predominantly sand and gravel. The more dramatic increase
in fine-grained materials occurs further downgradient, well
beyond the Subarea (FS, Figure 2-3 and Plate i).

Hydraulic CoDductivitv. comments from the Coalition and
Aerojet also both claim that hydraulic conductivity values are
significantly lower in Subarea 3 than in the other Subareas.
Again, this claim is not supported by actual estimates from field
measurements. As shown in the Table below, there is not a trend
of decreasing hydraulic conductivity estimates towards the
downgradient end of Subarea 3.

Groundwat@rExt~actiQq. Again, the Coalition and Aerojet
both cite groundwater extraction’s effect on groundwater flow
conditions in Subarea 3 as another condition contributing to
"plume equilibrium." However, as shown above in the discussion
of contaminant removal, there is virtually no groundwater
extraction occurring in Subarea 3. The pumping wells that the
Coalition and Aerojet are apparently referring to are found in
four well clusters located between 1,200 and 4,800 feet
downgradient or cross gradient from the lower boundary of the
Subarea. Thus, they cannot contribute to plume equilibrium
within the Subarea; rather their presence reinforces the need to
contain higher levels of cvocs in Subarea 3. In addition, all of
the extraction at two of the clusters (San Gabriel Valley’s B4
and B6 clusters) is from greater than 750 feet below ground
surface. At a third cluster (Suburban0s cross-gradient 139
cluster), over half of the production is from more than 5510 feet
below ground surface. Extraction at these depths has little
impact on the primary contaminated interval in Subarea 3 located
between approximately 150 and 650 feet below ground surface.
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Baldwin Park Area Hydraulic Conductivity Estimates

Well Agency Suba~a Hydraulic Cond. Data Point
(R/day)

Morada- 01900029 EPA upgrad. 2 345 pumpmg well

Lante- 08000060 EPA mid. 2 5,062 pumping well

Baldwin 3- 01900882 EPA downgrad. 2 300-706 observ, wells

Baldwin 3- 01900882 Watermaster downgrad. 2 414 pumping well

Big Dalton- 01900035 EPA mid. 3 297 pumping well

Paddy Ln.- 01900031 EPA downgrad. 3 668-809 pumping well

B6B-71900721 Watcrmaster downgr~cl. 3 263 pumping well

B6C- 71903093 EPA downgrad. 3 520-559 obs~.rv, well

140W4- 08000093 EPA downgrad, of 3 267-298 observ, well

A.3 Coalition Proposed Investigations and Criteria to Evaluate
the Plume EquillbriumHypothesis

The Coalition offers an unconventional hypothesis. To prove
this unconventional hypothesis, the Coalition would need[ to
obtain and properly interpret a large amount of site-specific
data.

The Coalition has proposed a "Characterization Study" to
satisfy the need for site-specific data. EPA does not oppose
independent data collection efforts, but we disagree with the
Coalition claim that these data would be useful to "evaluate
the need for remedial action in Subarea 3" or to "demonstrate
whether the plume is migrating and should be contained or has
reached equilibrium and containment actions are not necessary."

The Coalition proposed study includes installation of six
monitoring well clusters, monthly collection of water ~aality
samples for one year, groundwater modeling of contaminant
transport processes and quantification of contaminant mass
balance. In addition, the Coalition has outlined factors to be
used as a basis for development of criteria to determine the
need for containment. These factors are:
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"Whether monitoring points established downgradient
of the current plume show contaminant levels which
remain below aspecified threshold concentration."

"Whether monitoring points established along the
centerline of the current plume in Subarea 3 show a
statistically significant increase in
concentrations."

"Whether variations in the observed trends in both
sets of monitoring points reflect downgradient
changes in contaminant mass."

"Whether observed current and historical trends can
be accurately reproduced by modeling so that future
changes can be accurately predicted."

We believe that the Coalition proposed characterization study
and potential criteria are unlikely to prove or disprove the
Coalition hypotheses. We do not believe that they represent a
reasonable indicator of or test for contaminant migration, and
that they reflect a misconception of conditions in Subarea 3.
There are a number of complicating circumstances that make it
unlikely that continuous, statistically significant trends will
be observed along the "plume centerline" described by the
Coalition or in most other locations within Subarea 3. To
truly perform a characterization study to evaluate potential
plume equilibrium in Subarea 3, a thorough understanding of
both the nature and extent of contamination, and the detailed,
exact nature of lithologic heterogeneity in the Subarea are
required.
The Coalition description of a "plume centerllne" incorrectly
represents the area of contamination delineated in Subarea 3 as
a single contaminant plume.    In its Feasibility Study and
Proposed Plan, EPA shows approximate areas of groundwater
contamination, rather than multiple plumes with well-defined
boundaries, but this representation does not imply that there
is a single plume; instead it reflects the lack of enouq~ water
quality data to delineate individual contaminant plumes.
The area of contamination most likely contains numerous
individual or commingled plumes that originated at multiple
sources from contaminant releases varying in magnitude, timing,

and duration. In addition, neither the initial surface
releases nor residual subsurface sources have been ful~{
characterized, nor are the highly transient nature of the
recharge and discharge stressesaffecting groundwater flow and
contaminant migration, orthe presence of preferential ]pathways
along "corrldors"of higher hydraulic conductivity, likely to
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be characterized to the extent needed to prove or disprove the

Coalition hypotheses.

Although the lithology in the area ispredominantly sand and
gravel, the presence of preferential pathways along individual
zones of very high conductivity (i.e., buried river channels)
further complicates the distribution of contamination and our
ability to prove either absolute equilibrium or complete
control of migration. In addition, the highly-variable pumping
and recharge conditions in the Baldwin Park area have
significant impacts on the direction and rate of groundwater
flow and, thus, contaminant movement, in Subarea 3. All of
these factors contribute to what is likely a complex
distribution of contamination in the Subarea. EPA believes
that it is unnecessary to more precisely define the exa~
location and extent of the individual plumes in the Baldwin
Park area before proceeding with its proposed interim remedy.

The Coalition proposal would require that individual
,contaminant plumes be located and characterized before any
detailed field investigation could detect contaminant migration
downgradient of or along the centerline of plumes. The
investigation would need to include information of sufficient
detail to establish that no zones of higher hydraulic
conductivity exist throughout the lateral and vertical extent
of the "equilibrium boundary." These zones could be anywhere
from 10s to 100s of feet wide and thick. (See Response C for
further description of lithologic variability. Essentially,
contamination is knownto preferentially migrate within zones
of higher hydraulic conductivity; such zones are likely in this
depositional environment and would need to be identified.)

Furthermore, to "prove" that containment is not now and will
never in the future be necessary in Subarea 3, a monitoring
program near the downgradient end of each individual plume
would be needed. To take the first step alone and identify the
individual plumes would require literally dozens of monitoring
well clusters (not just the six wells proposed by the
Coalition). Subarea 3 covers an area approximately two miles
long by one mile wide. The second step of the investigaLtion
(monitoring for contaminant migration) would require
additional, more focused monitoring at the end of each
contaminant plume identified.

The second part of the Coalition proposed "Characterfzation
Study" involves contaminant transport modeling and quantifying
the mass balance of contaminants in the Subarea. Because of
the lack of data and numerous assumptions that would be
required, neither of these efforts is likely to provide any
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firm, reliable conclusions. Perhaps the key parameter in both
of these tasks is information on the location, magnitude,
duration, and timing of contaminant sources. At the present
time, therels little or no information available on

contaminant sources throughout the Baldwin Park area (including
the likely presence of residual subsurface sources such as
dense non-aqueous phase liquids [DNAPLs]). Given the number of
potential sources present and the long period over which
releases may have occurred, it is unlikely that adequate
information will ever be available to adequately estimate these
parameters. Combine this with the numerous additional
assumptions on contaminant fate parameters required to perform
contaminant transport modeling, and it is likely that ~nvestiDg
substantial resources into modelina will only lead to disp~tes
Qver model inputs ~nd ~esults, not to "accurate predictions of
future changes" in contaminant conditions.
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BALDWIN PARK OU RESPONSIVENESS    SUMMARY

RESPONSE ~= THE RATIONALE FOR THE SCOPE, SIZE, AND PUMPING
CONFIGURATION OF THE SELECTED REMEDY

B.I Philosophy for Remediatlng Contaminated Groundwater Sites

Remedial actions at sites with contaminated groundwater almost
always try to stop or limit further movement of the
contaminated groundwater into downgradientareas. Typically,
these groundwater "migration control" or "containment" actions
are implemented at the downgradient "leading edge" of the=
contaminant plume or plumes. And, in most cases, contaiT~ent
is achieved through groundwater extraction. At sites where the
contaminated area is large or extends deep into the aquifer,
groundwater extraction is currently the on--feasible option
for providing adequate containment. This type of remedial
action inhibitscontaminant migration beyond the extraction
locations, protects downgradient areas that are clean or less
contaminated, and can remove a significant mass of
contamination. EPA regulations and guidance, and experience at
countless other Superfund sites, highlight the importance of
limiting the spread of contamination at contaminated
groundwater sites.

There is a drawback associated with using groundwater
extraction to inhibit downgradient migration of contamination,
particularly if the area of contamination is large. The
drawback is increased contaminant concentrations in the !portion
of the aquifer between the source and the extraction locations.
Groundwater extraction actually increases the hydraulic
gradient and accelerates the movement of groundwater located
upgradient of the extraction wells. The upgradient
groundwater, which is closer to the source of contaminants and
will generally have higher contaminant concentrations, will be
pulled towards the extraction wells through the less
contaminated portion of the plume. Thus, extraction at the
leading edge of the plume, while protecting downgradient areas,
will often degrade groundwater quality in the portion of the
plume between the source area and the extraction location(s),
at least temporarily. This drawback is usually considered to
be of much less significance than the remedial benefits
associated with providing protection to the uncontaminated or
less contaminated areas downgradient.
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B.2 Rationale for EPA’s Proposed Extraction Areas (the
9ubareas}

Remedlal~bSectives f~r the Baldwin Park_OU

As stated in the FS, EPA’s remedial objectives for the Baldwin
Park OU are to:

¯ inhibit contaminant migration from more highly
contaminated portions of the aquifer to less contaminated
areas or depths to reduce the impact of continued
contaminant migration on downgradient water supply wells,
and to protect futureuses of less contaminated and
uncontaminated areas; and
¯ to remove contaminant mass.

EPA’s remedial objectives, and the remedy described in the FS,
Proposed Plan, and ROD, are consistent with the philosophy for
remediating contaminated groundwater sites described above.
Extraction is proposedin areas where there is a significant
decrease in contaminant concentrations in order to protect
downgradlent, less-contaminated areas from the more
contaminated groundwater present upgradient.

Aerojet/ALR submitted several comments on the relative
importance of the migration control and mass removal
objectives. The comments vary in wording, but all argue that
mass removal should be given greater weight. The comments
include:

... the two objectives should be equally weighted ....

... EPA must consider the mass of contaminant removed per
acre-foot of water extracted...
.... "source control or maximizing mass removal should be
considered objectives equivalent to migration control"...

EPA presents migration control as the primary objective and
mass removal as a secondary objective of the Baldwin Park OU
because the migration control objective dictates the size of
the remedy (the minimum rate of groundwater extraction in each
significant subarea of contamination) and the need to locate
extraction wellsnear the downgradient boundary of each
Subarea. This ranking of objectives is consistent with EPA
guidance. EPA does not believe that mass removal should
replace migration control as the primary objective, or that
additional extraction above that needed for migration control
is necessary in this interim action. Future remedial actions
in the Baldwin Park area may, however, emphasize mass removal
(see sections B.3 and B.5 of this response).
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Nor does EPA believe that maximizing mass removal or maximizing
the mass removed per acre-foot extracted are appropriate
objectives in this interim action, since doing so would
conflict with EPA’smigration control objective (if recommended
extraction locations are moved to more highly contaminated
areas) or require additional extraction beyond what EPA
believes is necessary at present (if additionalextraction
locations are added).

ProDosed Extraction in Subareas ~ and 3 (the uDDer and lower
areas)

EPA’s selected remedy calls for extraction of contaminated
groundwater in two portions of the aquifer (two Subareas) where
limiting the migration of contaminated groundwater appears to
offer the greatest benefit. In the upper area (Subarea i),
remedial action can protect downgradient areas from the impact
of continuing surface and/or subsurface sources of
contamination; in the lower area (Subarea 3), remedial action
can offer some protection to active water supply wells and less
contaminated downgradient portions of the aquifer.

EPA proposed extraction in the Subarea I, at its downgradient
end, as a source control action to limit the continued movement
of contaminant mass to downgradient areas and to remove
significant contaminant mass. Virtually all of Subarea i is
zoned for industrial use. Investigation results from soil,
soil vapor, and groundwater sampling at suspected source
locations in Subarea 1 confirm ~he presence of multiple sources
of contamination above and most likely beneath the water table.
Unless they are removed or contained, hlgh-level contamination.
in Subarea i, continually fed by residual sources, will
continue to contaminate clean or less contaminated groundwater
in downgradient areas, increasing the timeframe for and
reducing the likelihood of cleaning up downgradlent portions of
the aquifer. EPA’s strategy is to install and operate
extraction wells to provide a barrier that prevents
contaminated groundwater from moving out of Subarea 1 into
downgradient areas. The selected remedy will cut off the
sources from downgradient areas.

Contaminant levels in portions of Subarea 1 are in the 1,000s
of ~g~l (parts per billion [ppb]); contaminant levels
downgradient of Subarea 1 are in the 100s of ppb.

EPA proposed extraction in the Subarea 3, at its downgradient
end, to limit the movement of more highly contaminated
groundwater into less contaminated downgradient areas and to
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remove contaminant mass. Benefits of containment include
preservation of the resource as a vital water supply and
underground storage reservoir, and preventing the spread of
contamination toward and beyond the Whittier Narrows. E~’s
proposed extraction should also benefit operators of active
water supply wells downgradient of Subarea 3 by limiting "the
impacts of additional contaminant migration on their wells,
eliminating the need for wellhead treatment or reducing ~he
operating costs of existing treatment systems by minimizing
future increases in contaminant levels. Contaminant levels
change from the 10s of ppb in Subarea 3 to near Maximum
Contaminant Levels (MCLs) downgradient of the Subarea.

Research and experience at other contaminated groundwater sites
indicate that the presence of non aqueous phase contamination
or other subsurface sources will have a significant influence
on the time frame required for or likelihood of achieving
cleanup. If it is confirmed that all or most of the
significant sourcesof the groundwater contamination are
present in Subarea I, then EPA’s strategy of containing or
cutting off Subarea I from downgradient portions of the aquifer
will greatly increase the chances of and lessen the time
required to clean up downgradient areas.

B.3 Extraction in Subarea 2 (the "middle" area) and Other
Possible Extraction Areas

In the FS, EPA also considered the benefits of extracting
contaminated groundwater in a third, "middle" area (labeled as
Subarea 2). Contaminant concentrations in Subarea 2 are in the
100s of ppb; contaminant concentrations downgradient of this
area are in the 10s of ppb. The selected interim remedy does
not include extraction in this area because additional
extraction in Subarea 2 or in additional areas would offer
fewer or less certain remedial benefits at considerable added
cost. Additional extraction would also require the
distribution of greater volumes of treated water, increasing

the institutional complexity of the project. EPA will
reconsider the merits of additional extraction in Subarea 2 if
significant sources of contamination are determined to be
present in thls Subarea.

If significant sources of contamination are not identified in
Subarea 2, then the primary benefit of additional extraction in
Subarea 2 would be to more rapidly reduce contaminan~
concentrations in the Subarea, but by an unknown amount, our
ability to quantify the benefits of additional pumping is
limited by uncertainty in the precise extent of contamination,
in the relative masses of contamination in different portions
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of the aquifer, and in the presence of preferential flow
pathways and other local-scale aquifer phenomena that affect
the time required for clean up. EPA will re-evaluate the
merits of additional extraction after the selected remedy is
implemented and evaluated. At that time, EPA will be able to
calculate rates of contaminant removal, the rate at which
contaminant concentrations in the aquifer are decreasing,
estimate the timeframe for future decreases and perhaps for
complete clean up, and evaluate the costs and benefits of
additional extraction.

The selected remedy, or variations of it that include a
realistic, finite number of extraction areas will inhibit:
contaminant migration in certain areas, but not in others.
There are probably other locations (in addition to the upper,
middle, and lower extraction areas evaluated in the FS) %~ere
there are changes in contaminant concentrations that could
conceivably warrant groundwater extraction to protect
downgradient, less-contaminated portions of the aquifer and
remove additional contaminant mass. The extent of
contamination in the OU area is simply too large and variable
to propose extraction in every individual area where
contaminant concentrations may be higher upgradient than
downgradient.

B.4 "Approximate Extraction Areas" and "Pumping Configuration"

The preceding section describes the two approximate extraction
areas (Subareas 1 and 3) in which EPA’s selected remedy calls
for remedial action. The next two sections describe EPA’s
recommendations for precise extraction locations and rates in
each of the two Subarens. We refer to these recommended
extraction rates and locations as pumping configurations. The
recommended pumping configurations are based on the Subarea
boundaries and on computer simulations using EPA’s groundwater
flow model to identify the most efficient combination of
extraction rates and locations that will minimize the movement
of contaminated groundwater out of the Subarea. EPA’s
recommended pumping configurations are not necessarily the only
efficient arrangements. Other configurations calling for a
greater number of extraction wells but at lower rates, or fewer
wells at higher rates, may be equally efficient. See Response
C for additional details on EPA modeling efforts.

EPA expects that the pumping configurations described in the
ROD will be refined during remedial design after additional
monitoring wells are installed and sampled and additional data
on hydrogeologic properties of the aquifer are obtained. These
data will be used to verify assumptions and refine EPA’s
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interpretation of the lateral and vertical extent of

contamination (i.e., the Subarea boundaries), which are used to
determine the portions of the aquifer requiring capture, which
in turn affect the pumping configuration.

~umpinq Confiquration in Subarea 1

EPA believes that within Subarea 1 there are multiple sources
of groundwater contamination, and multiple plumes of
contamination separated by less contaminated areas. This
interpretation is based on information on the magnitude and
duration of chemical usage, handling, and disposal, and on the
magnitude, extent, and pattern of contaminant concentrations in
soil, soil gas, and groundwater at numerous facilities in the
Baldwin Park area. EPA believes that groundwater
concentrations at several locations in Subarea 1 reflect the
presence of more than one current or historical source. See
FigureRS-1. It is likely that additional sources will be
identified at additional locations as individual site
investigations progress.

To achieve its remedial objectives in light of the presence of
multiple sources, EPA considered two differing approaches.
The first aPProach is to install multiple groundwater
extraction and treatment facilities, one at or near the
facility boundary of each and every significant source. If
numerous sources are confirmed, numerous groundwater
extraction, treatment, and distribution systems would need to
be installed and operated, increasing the total cost and
institutional complexity of the remedy. Groundwater extraction
and treatment systems may also be needed downgradient of
facility boundaries to contain and remove high-level
contamination that has migrated some distance from the sources.

Several comments suggest that only the one or two monitoring
wells where the highest concentrations have been measured
represent sources of groundwater contamination (e.g., W10WOMWI,
VIOVCMW1) andthat the concentrations detected at other wells,
including OSCOMW2, Aerojet MW3, and WIIAZ03, do not represent
sources. We disagree with this interpretation. Groundwater
concentrations alone should not be used to determine the
presence or absence of a source; other data on chemical usage,
soil contamination, and soil gas contamination must also be
considered. The lower, but still significant groundwater
concentrations measured at wells such as OSC0MW2, Aerojet MW3,
and WIIAZ03 may reflect differences in the spatial relationship
between the well and the original spill or release, or
differences in well screen length. A well located at the
centerline of a plume will show a higher concentration than a
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well located at the fringes of the plume, but the exact spatial
relationship of most monitoring wells in the Baldwin Park area
to the original release is unknown. Also, wells WIIAZW01
through WIIAZW09 have much longer screen lengthsthan the
Aerojet wells and well WIOWOMWI. The screen lengths for wells
WIIAZW01 through WIIAZW09 exceed 200 feet; the screen lengths
for the AeroJet wells and well WIOWOMWI are 50 and 30 feet
respectively.

The s~cond approach is to install one groundwater extraction
and treatment system (which may include more than one well)
immediately downgradient of all of the known and suspected
sources designed to capture contaminated groundwater
originating from all of the sources. The advantages of the
second approach are reduced cost and reduced need for
investigation work to identify and determine the nature and
extent of each source and delineate the boundaries of each
resulting plume. Because of the number of suspected sources,
the large area across which they are located, and the depth of
the contamination, the cost of fully characterizing all
potential sources of high-level contamination and delineating
separate and distinct areas of contamination in Subarea l would
be high. Fully characterizing all suspected sources would
require a significantly greater number of monitoring wells and
other characterization work than has been completed to date to
determine both the lateral and vertical extent of
contamination. Even with much additional investigation, there
is a risk that some high-level contamination or hot spots;,
especially residual sources, would remain undetected.

A disadvantage of the second approach is that it may allow
additional degradation of the interval between the more distant
sources and the extraction locations.    In the Baldwin Park
area, data from well WIOWOMWI indicate the presence of a source
adjacent to or upgradient of this well. The distance between
well WIOWOMWI and EPA’s recommended extraction locations is
over 1 mile; the distance between well VI0VCMW1 and EPA’s
recommended extraction locations is greater. The amount or
significance of this additional degradation is difficult to
measure because too few monitoring wells have been installed to
determine the precise distribution of contaminants in this
portion of the Subarea.

EPA chose the second approach in its proposed plan. EPA
therefore defined Subarea i to address much of the industrial
area north of Arrow Highway where sources of the groundwater
contamination appear to be present and EPA proposed extraction
at the downgradient end of the Subarea.
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Aerojet, ALR, and OSCO appear, in part, to favor the first
approach. They submitted numerous comments on the pumping
configuration in Subarea 1 which vary in wording but make the
same argument: that EPA should supplement its recommended
pumping configuration with additional extraction of
contaminated groundwater in the vicinity of well WIOWOMWI
(and/or well VlOVCMWI) because concentrations of several CVOCs
measured in groundwater samples collected from these wells are
higher than in downgradient wells. They emphasize that ~he
highest contaminant concentrations measured in the Baldwin Park
area are at well WIOWOMW1; that EPA’s highest priority should
be to control these high concentrations; that EPA has ignored
the presence of "separate and distinct source areas" in Subarea
I; that EPA should redefine Subarea 1 to include only "small
hot spots"; that concentrations in Subarea 1 and 2 are similar
except for two small locations where they are anomolously high;
and that this error or omission will "further degrade aquifer
conditions and increase the cost and time necessary [for
remediation]."

EPA’s response to these comments is that additional extraction
in highly contaminated areas beyond that proposed by EPAis
beneficial (it would remove additional contaminant mass and
increase the ratio of contaminant mass to volume of pumped
groundwater), but that it is not necessary to meet the
objectives of this interim action. Extraction at WIOWO~I
would not contribute to EPA’s objective of limiting the
migration of contaminated groundwater out of Subarea i. And
the benefits of addressing one source (e.g., in the vicinity of
W10WOMWI) are limited if other significant sources are present,
particularly if other sources go unaddressed. If any
significant subsurface sources are present, it is uncertain in
what timeframe portions of the aquifer impacted by the sources
will be cleaned up. If EPA applied this policy consistently
and demanded additional extraction at other "hot spots within
hot spots," it would greatly increase the cost of the remedy.

In its comments, Aerojet/ALR refer to the additional
degradation that would result from failing to address the
contamination present at WIOWOMWI closer to its source as
causing "further damage to the groundwater resource and
increas[ing] the time and cost required for effective
remediation." EPA believes that ,’damage" is a misleadii~
description of this limitation in that it fails to recognize
that this area is already highly contaminated and that
degradation of the area immediately upgradient of the
extraction locations is inherent in all groundwater extraction
aqd h~eatment remedies. EPA believes that in the absence of
sig~%ficant additional data demonstrating that WIOWOMWI
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represents the only significant source, an extraction scenario
similar to that outlined in the Proposed Plan is the most: cost-
effective way to address contamination present at WIOWOMWI and
elsewhere in Subarea i, and best balances EPA’s "migration
control,, and mass removal objectives for the OU.

Maki~q use o~the Arrow Hi~hwav/Lante Well Cluster in Subarea 1

Aerojet, ALR, and OSCO also submitted comments in their
"Addendum to Proposal for Technical Modifications..." that EPA
should rely on 4000 gallons per minute (gpm) of extraction at
the existingArrow/Lante cluster to limit the migration of
contaminated groundwater from Subarea 1 in place of EPA’s
recommended Subarea 1 extraction rates and locations. The
Arrow/Lante locations are approximately 3/4 mile downgradient
of EPA’s recommended locations (wells i0 and 13). Moving the
extraction locations downgradient, further from known and
suspected source locations, would reduce the effectiveness of
the remedy by allowing additional degradation of the interval
between EPA’s recommended extraction locations and the
Arrow/Lante well cluster. If, as it now appears, this interval
does not include any significant sources of contamination, then
moving the extraction locations downgradient would eliminate or
indefinitely delay the cleanup of this interval.

Aerjet/ALRhave failed to explain the conflict between ~heir
suggestion to permit additional degradation of water upgradient
of the Arrow/Lante wells and their assertion that EPA’s
recommended extraction locations in Subarea 1 would result in
degradation of the portion of the aquifer between well WIOWOMWI
and EPA~S recommended extraction locations.

Because the Record of Decision recommends, but does not
prescribe, groundwater extraction rates and locations, EPA has
not completed a detailed review of the computer modeling or
other analyses carried out in support of the proposal to
replace EPA’s recommended extraction rates and locations with
less extraction at the Arrow/Lante well cluster. Commentor is
proposing to substitute 4,000 gpm of extraction at Arrow/Lante
in place of the 8,500 gpm that EPA’s evaluations indicate is
necessary. In their submittal, commentor does not identify
what differences in hydraulic conductivity, differences in
interpretation of the extent of contamination, or other
differences justify their assertion that they can extract
approximately 50% less groundwater and still satisfy-EPA’s
migration control objective.
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Pumping Confiauration in $~bar~

Comments were also received regarding the proposed extraction
scenario inthe lower area. These comments primarily address
the possibility of focusing extraction in the lower area on
individual contaminant plumes, rather than on the entire
Subarea. EPA may support an extraction scenario that contains
and captures individual plumes rather than the entire width of
the contaminated area shown in the FS, if additional data
become available to more definitively characterize the nature
and extent of the multiple plumes that are likely present in
Subarea 3. However, given the size of the Subarea and the
depth of contamination detected, the data collection efforts
(monitoring well installation and sampling) that would be
required to adequately characterize all plumes potentially
present in the Subarea would probably be cost prohibitive (see
Response A for additional detail on the investigations that
would be required for thiseffort). This detailed
characterization would not only be extremely expensive and
cause undesirable delays in implementation of the migration
control action, but the investigation would not likely result
in a significantly different project cost (i.e., the total
extraction rate required would probably not be substantially
reduced).

B.5 When EPA May Support or Propose ~dditional Extraction

EPA supports additional groundwater extraction and treatment in
contaminated areas if consistent with EPA!s remedial objectives
and shown to not significantly increase the vertical/lateral
extent of contamination, as might occur through pumping of
wells in relatively clean areas adjacent to more highly
contaminated areas or at wells screened deeper than the
contamination.

IEPA may, in the future, propose additional groundwater
extraction in areas other than identified in the selected
remedy. EPA may propose additional extraction if additional
investigation work indicates the presence of additional sources
outside of Subarea 1 and distant from existing extraction and
treatment locations, and if there would be significant benefits
in protecting the less-contaminated region between the source
and the extraction locations. EPA may also propose additional
extraction if data collected during design, operation or
evaluation of the remedial action indicate that additional
extraction would significantly more quickly, or more
completely, achieve clean up.
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Data that will be collected to evaluate the need for future
actions include additional investigation of the lateral and
vertical extent of contamination, sampling of groundwater in
deeper portions of the aquifer to evaluate the presence of
DNAPLs, refined estimates of the total mass of contamination
present in the OU area, and the distribution of contamination
between the various phases.
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BALDWIN PARK OU RESPONSIVENESS SUMMARY

RESPONSE ~t       EPA MODELING OF GROUNDWATER FLOW IN THE SAN
GABRZEL BASIN

This response addresses comments on groundwater modeling
provided by the San Gabriel Basin Industry Coalition, Aerojet
Gencorp, and Azusa Land Reclamation, Although many of these
comments are repeated in several forms in several places, they
generally refer to similar issues regarding modeling performed
by EPA, both in support of the FS, and indirectly, to all
modeling performed by EPA to date. Thus, for simplicity,
responses to all of these comments are consolidated below..

In several places, the comments appear to confuse the CFEST
computer code with the CFEST ~ of the San Gabriel Basin
prepared by EPA. For clarity, this response assumes that
"CFEST code" refers to the generic CF~ST software package,
whereas the "CFEST model" refers to the set of input parameters
and corresponding output of calculated results used to simulate
conditions within the San Gabriel Basin. The discussion that
follows is divided into an initial section responding to
comments on the CFEST code, followed by a section describing
EPA’s general approach to modeling the San Gabriel Basin.
These are followed by a section that specifically addresses
comments regarding assumed parameters in the CFEST model of the
basin. The last portion of this response describes how the
model was used in the Baldwin Park FS.

C.I CFES~ Modeling Software

Numerous comments refer directly to the suitability of the
CFEST code for simulating conditions in the San Gabriel Basin.
Initial modeling of San Gabriel by EPA was performed using the
well-known MODFLOW code (EPA, 1986). However, the MODFI~W
model could not accurately reproduce relatively local-scale
fluctuations in the water table in response to groundwater
pumping, nor could it simulate the migration of contaminants.
Given the complex geometry of the basin, and the need to refine
portions of the model in the future as more local analysis
would require, finite-difference codes were considered
generally inadequate. To select a new code and refine this

model, EPA undertook an evaluation of available finite-element
codes. The selection of codes was based on the following
requirements, among others:

i. Ability to represent complex, irregular geometries.
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2. Ability to simulate contaminant transport, including the
effects of dispersivity, degradation, retardation, and
time-varying sources.

3. High-level display capabilities and flexible input
requirements that could easily be integrated with a
Geographic Information System (GIS) data base.

4.. A code in the public domain.

5. A well-known code that had been extensively and
successfully verified and benchmarked with widespread
acceptance and credibility in the scientific and
engineering community.

Using these criteria, the selection was narrowed to three codes
available at the time: CFEST, Princeton, and SWIFT II. CFEST
was selected because, in addition to meeting the above
requirements, it was developed by the U.S. Government, approved
for use by the Nuclear Regulatory Commission, and verified and
benchmarked as part of one of the most exhaustive international
efforts ever undertaken (HYDROCOIN). In addition, because it
is used by governments, companies, and academic institutions
all over the world, it is widely accepted and its use is well
documented in the literature. CFEST is well suited to the
simulation of contaminant transport, considers coupled
groundwater flow and solute transport (including coupled
consideration of density effects), and supports the latest
display and graphical technologies available. Proprietary
codes have not gained this type of exposure and testing.

C.2 General Approach to San Gabriel Modeling

~@gional- and Local-EG~ MQdeling.

The original version of the CFEST model of the San Gabriel
Basin was developed in 1988. As stated in numerous EPA
reports, the objective of this model was, and continues to be,
primarily the simulation of the regional behavior of the
groundwater system. As EPA’s focus has moved into specific
portions of the basin, including Baldwin Park, this original
model has been updated, and most importantly, refined in the
areas of interest. In performing these refinements, parameters
have been updated to reflect new data as they become available
on a local scale. However, given the paucity of detailed
information from throughout the aquifer thickness and
throughout the extent of these local areas, (e.g., Baldwin
Park), the model is still considered to be primarily a regional
one, as stated in the Baldwin Park FS Report.
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In most cases, current hardware and software technology nc
longer require development of separate regional- and local-
scale models. In the past, the use of direct solvers and the
memory limitations of computers dictated the need to develop
independent local-scale models with boundary conditions based
on the results of regional models, simulation of local-scale
conditions in this manner was limited in that boundary
conditions were fixed to the behavior of the regional model,
and would generally not vary as a function of changing
conditions on a local scale. However, it is no longer
infeasible to continue to add local-scale complexity to
regional models to refine simulation of local behavior. This
is the approach taken by EPA with the San Gabriel model.

Thus, although it is not yet possible to gain a high level of
local-scale accuracy in areas like Baldwin Park, it is possible
to locally refine the regional model to better simulate t~e
effects of individual wells and recharge on a local scale.
This was done in the Baldwin Park portion of the regional
model, and as documented in the FS, the three-dimensional
simulations reproduce, as a baseline, observed historical
conditions. The effects of Santa Fe Spreading Grounds (SFSG)
recharge and Baldwin Park area groundwater extraction are
clearly reproduced in the modeling figures included in Section
7 of the FS Report. The generally low gradients in the area
are also clearly represented in these simulations.
Nonetheless, the model does not account for local heterogeneity
of aquifer materials.

For example, the alluvial depositional system responsible for
the high degree of local variability in grain size and
hydraulic conductivity is not completely reflected in the
current zonation of hydraulic conductivity and other
parameters. It is likely that the pattern of buried river
channels has resulted in a complex of braided and meandering
stream deposits, overbank deposits, flood basins, levees, and
point bar sequences. Evidence of this includes the very high
measurements of hydraulic conductivity seen in some aquifer
tests. The current model simply attempts to reproduce t~e
regional, composite behavior of the system. The logging and
testing of new, deep monitoring wells should allow the system
to be somewhat more accurately represented numerically. As
remedlation proceeds, further fine tuning of the model based on
ongoing monitoring from the new well network will allow
additional refinement.
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~olute TransDortModeling,

EPA acknowledges the complexity of solute transport modeling as
highlighted by the comments. The nature of migration of CVOCs
in the San Gabriel Basin is a function of the chemistry of the
individual contaminants, the physical and chemical nature of
the aquifer materials (which is complicated further by its
]Heterogeneity), as well as the hydraulic behavior of the
groundwater system. EPA has already attempted to characterize
"the parameters that definethese variables, as documented in
the Basinwide Technical Plan (BTP) and Interim San Gabriel
Basin Remedial Investigation Report (RI Report) (EPA, 1990 and
1992). A~ additional variable, perhaps the most difficult to
estimate, is the location, timing, and magnitude of the
hundreds of historical and ongoing sources of contamination.
These include both primary sources at the surface and residual
sources in the subsurface.

Given the uncertainty in ali of these variables, EPA has never
attempted to undertake the simulation of contaminant migration
in any but a regional, comparative manner. In the BTP, :for
example, solute transport wassimulnted to evaluate the
potential effects of no action on a basinwide scale, and to
comparatively evaluate conceptual alternatives on a local
scale. Wherever these simulations are documented, there is
substantial explanation of the uncertainty involved and of the
comparative (versus absolute) objective of this modeling. The
sources of contamination used in this modeling were identified
in the course of calibrating simulation resultsto the
available record of contamination in the basin. Unfortunately,
the record is limited to data since 1980; it is thus not
possible to fully recreate the patterns of migration that have
occurred since contamination probably began to be introdnced
forty to fifty years ago.

In the Baldwin Park area, the uncertainty regarding the nature
of contaminant sources is very high. There will never be an
exact, complete undershanding of the timing, location, and
magnitude of the original sources of contamination. The
distribution of contamination in groundwater is directly
related to the nature of these sources~ although much mingling
and coalescing of contamination has undoubtedly occurred,
individual "slugs" of contaminants clearly continue to migrate
through the system. The variability of contaminant
concentrations at individual wells results from the effects of
these sources, as well as from the effects of pumping and
recharge, both artificial and natural. There is also evidence
of the presence of non-aqueous phase contamination in the
subsurface. This contamination is likely to have migrated as
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free product, and will continue to behave as ongoing
supersaturated sources of contamination in several locations in
the subsurface. The current and future extent of contamination
in Baldwin Park is, and will be, stronglyinfluencedby ~e
effectsof these ongoing residual sources.

Given all this uncertainty, and the virtual fact that it will
never be eliminated, EPAdoes not consider simulation of
contaminant transport in the Baldwin Park area to be useful as
anything but a tool to evaluate the relative merits of remedial
alternatives. Accurate, local-scale predictions of the f~ture
nature and extent of contamination can only be approximate
estimates. Nonetheless, as explained previously, it sho~Lld be
possible, in time, to use ongoing, detailed data from
monitoring wells to better identify locations and magnitudes of
residual sources and better approximate the local-scale fate
and transport of contaminants.

C.3 The San Gabriel Basin Model

Hydraulic CoDduct~vity

The zones of hydraulic conductivity used in the current CFEST
model of the San Gabriel Basin are based on estimates of the
areally-averaged nature and behavior of the system. There is
no question that individual measurements at wells differ (as
they Would be expected to) from these areally-averaged values.
The issue of the relationship between essentially point
measurements of parameters versus the behavior of the system on
a larger scale has been extensively studied and documented.
Consideration of the effects of scale and the size of the truly
representative elemental volume is a large part of the
development of conceptual and numerical models of groundwater
and other natural systems. In esGence, as much data as
possible must be considered, in conjunction with the observed
behavior of the system, in the definition ofparameters. There
can be just as much error or uncertainty in relying exclusively
on a single data set from a limited number of sampling points,
as it is to overly simplify and average spatially-varying
parameters.

For the San Gabriel Basin model, months of effort were spent
compiling and evaluating data from previous investigations and
from wells located throughout the basin. CDWR’s previous work
in the basin (CDWR, 1966) was considered an outstanding
evaluation of the nature of the groundwater system on which to
base EPA’s initial efforts. The geologic complexity of the
aquifer was further evaluated by an analysis of over 700
individual well logs. Estimates of hydraulic conducti,~ity were
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based on (I} the lithology identified at individual wells, (2)
specific capacity tests, and (3) aquifer tests. All of this
information was brought together to develop initial estimates
of individual zones of hydraulic conductivity, which were then
refined throughout the process of calibrating the model.
During more receht updates of the model, these initial
estimates have been further validated. The fact that
individual aquifer tests have yielded values both above and
below these estimates is considered further evidence of their
relative accuracy.

In the course of reviewing well logs, considerable effort was
made to identify layering or any systematic pattern of
lithologic variability with depth. The results of this work
have been extensively documented (EPA, 1986, and 1992). The
apparent consistency of material properties with depth has more
recently been verified in some areas (including Baldwin Park)
by the detailed geophysical and lithologic data acquired in the
course of installing deep monitoring wells. Clearly, in :some
areas, layering has been established to various degrees;
overall, however, there still appears to be only limited
lateral continuity associated with individual variations in
aquifer materials. The third dimension of the San Gabriel
Basin model thus considers no change in lithology and hydraulic
conductivity. (The effects of pumping from different depths in
the basin is, however, a very important variable that is
discretely represented in the third dimension of the numerical
model.)

The apparent lack of well-developed layering throughout m~ch of
the San Gabriel Basin does not necessarily imply that the
system is entirely isotropic. Indeed, anisotropy in the
vertical direction can be inferred to exist as a function of
the vertical stress. As mentioned above, there may also be a
regional anisotropy in hydraulic conductivity in the horizontal
plane, given the likelihood of preferential pathways along
buried river channels. However, there is no direct evidence of
the geometry of these channels, nor of their degree of
continuity in one direction over another. Thus, this regional
horizontal anisotropy has been accounted for in the shape and
location of the various zones of hydraulic conductivity, and a
global anisotropy has only been established in the vertical
direction. Vertical anisotropy results in a greater resistance
to flow in the vertical direction than in the horizontal
direction. The adequacy of these assumptions is refl~cted in

the model’s calibration.

A wide range of values of anisotropy was experimented with
during model development and calibration. The ratio of l:10
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(K=:K~.y) resulted in the best match between simulated and
observed conditions. The sensitivity of the model to this
parameter was tested by varying this value by orders of
magnitude in both directions, and was found to be relatively
small (EPA, 1992).

Boundary Conditions

Comments regarding boundary conditions and their effect on
simulation of groundwater flow in the Baldwin Park area appear
to refer to the manner in which the Sierra Madre and Duarte
fault systems are represented rather than to the actual
boundaries of the model. As described in the many EPA
documents describing this model (e.g., EPA 1986, 1990, 1992,
and 1993), the boundaries of the finite-element grid extendto
the margins of the al~uvial aquifer. These boundaries,
depending on their location, are defined by conditions of no
flow, prescribed head, or prescribed flux. None of these are
near the Baldwin Park area, and do not directly affect flow in
that portion of the model. The Duarte fault system lies
between the northern boundary of the model and the Baldwin Park
area. The Duarte and Sierra Madre systems represent
significant boundaries to flow across them, as evidencedby
differences of up to several hundred feet in water levels on
either side of individual faults. In the San Gabriel model,
the effects of these faults are represented by individual rows
of elements of low hydraulic conductivity~ This discrete
representation of the faults is consistent with observed
conditions, as evidenced by the model’~ calibration.

C.4 Baldwin Park FB Modoling

Based on the number of comments received from the Coalition and
Aerojet/ALRregarding the San Gabriel Basin CFEST model
discussed above, it appears that the readers believe that the
modeling performed to date (as described in the FS Report)
played a significant role in the development of the Proposed
Plan for the Baldwin Park OU. However, for the FS, simulations
using the SanGabriel Basin CFEST model had just two primary
purposes:

¯ Modeling was used to estimate preliminary locations
and rates of groundwater extraction (the pumping
configuration) for a remedial action in the OU.
These data were needed to evaluate water use and
distribution options and to develop cost estimates
for the remedial alternatives. As described in the
Proposed Plan for the Baldwin Park OU, EPA will
verify or refine its preliminary groundwater
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extraction locations and rates during remedial
design, after interpretation of additional data that
will be generated during installation and sampling of
new groundwater monitoring wells. See Response B for
additional discussion of the distinction between
approximate extraction areas and pumping
configurations.

The model was also used to perform particle tracking
simulations of the "base case" scenario and the
pumping configuration described in the FS Report.
The particle tracking simulation, using particles
originating from near the Subarea boundaries
delineated in the FS Report, verified the remedial
effectiveness of the preliminary configuration over
an extended period of time (12.75 years). Additional
simulations may be required to evaluate the
effectiveness of any revised pumping configurations.

Thus, the modeling performed to date for the Baldwin Park OU
using the San Gabriel basinwide CFEST model was not a critical
element in the development of the ultimate configuration of a
remedial action for this CO.
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BALDWIN PARK OU RESPONSIVENESS SUMMARY

RESPONSE DI The Role of the Met~opolitanWater Distriut of
southern california in the Baldwin Park OU

Several commentors advocated a significant role for the
Metropolitan Water District of southern california
(Metropolitan) in the clean up, in some cases assertingthat
Metropolitan involvement would reduce costs or speed clean up.
Some comments expressed disappointment that EPA did not
conjunctive use as its remedy. This response clarifies EPA’s
position on the role of Metropolitan in its remedy.

D.~ The ROD Allows But Does Not Prescribe Metropolitan
Involvement

In its Feasibility Study, EPA evaluates the advantages and
limitations of several options for distributing treated
groundwater extracted as part of the remedy. The options are:
(i) to supply treated water to local water purveyors; (ii) to
supply treated water to Metropolitan for export from the San
Gabriel Basin; and (iii) to recharge the treated water in
existing spreading basins, the San Gabriel River channel, or
tributary flood control channels. The FS and Proposed Plan
describe pros and cons associated with each water distribution
option.

In the Proposed Plan, EPA expresses a preference for supplying
treated water to one or a combination of water purveyors inthe
San Gabriel Valley for distribution to their customers. EPA
identifies six purveyors in position to accept treated water,
including Metropolitan. The Proposed Plan and ROD do not,
however, commit EPA to supply all or part of the treated water
to Metropolitan, or to any one or combination of purveyors.
The ROD allows treated water to be distributed iocally~c to be
exported from the Basin by Metropolitan depending on the
outcome of additional negotiations expected to occur in 1994.

In the ROD, EPA does not commit to supply treated water to
Metropolitan due to uncertainty about whether Metropolitan
involvement would increase or decrease project cost, and
uncertainty whether institutional issues associated with
Metropolitan involvement would delay the project. EPA
recognizes several potential benefits of Metropolitan
involvement including the benefits associated with providing
water users throughout Southern California with a new source of
water during peak demand periods and Metropolitan expertise in
bui}ding and operating large water supply projects, but these
potential benefits do not, as yet, outweigh potential cost and
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institutional issues. EPA would enthusiastically support
Metropolitan involvement if it is demonstrated that doing so
will decrease the cost of the project and reduce institutional
barriers.

The impacts of Metropolitan involvement on project cost are
discussed further below. Institutional issues associated with
Metropolitan involvement are described in theProposed Plan and
Feasibility Study.

D.2 Impaot of Metropolitan Involvement on Project Punding

Some comments assert or assume that Metropolitan is prepared to
pay a portion of the groundwater clean up costs in the Baldwin
Park area, and conclude that aproject in which Metropolitan is
involved would cost less to EPA or PRPs than one in which they
are not involved. EPA does not believe that this conclusion is
warranted. Metropolitan staffhave indicated the possibility
that Metropolitan would contribute to cleanup costs, but to
date has committed only to fund "enhancement costs."
Enhancement costs are costs in excess of the costs of clean up
that would result from Metropolitan imposing more stringent or
more costly requirements (e.g., additional pipelines or pumping
stations needed to deliver water to Metropolitan’s existing
facilities, additional treatment costs resulting from
imposition of treatment requirements exceeding Federal and
State standards).

Metropolitan staff have publicly stated that Metropolitan may
be willing to contribute $25 million to a joint
EPA/Metropolitan project in the Baldwin Park area. In their
written comments, Metropolitan states that "Metropolitan’s
Board has supported, ~n concept, providing 25 percent cost
sharing for a conjunctive use cleanup project...to cover the
water supply ]benefits resulting from the more stringent
drinking water objectives as well as increased surface pumping
costs required to convey treated water to Metropolitan’s
distribution system." Metropolitan and EPA are conducting cost
studies to determine how much of the $25 million, if any, would
remain after payment of enhancement costs. To date, EPA has
received no firm commitments from Metropolitan or others for
funding of clean up costs.

More than one commentor mentioned the potential for securing
outside sources of funding to pay for construction o9 a
project, through the Reclamation Projects Authorization and
Adjustment Act of 1992 (P.L. 102-575), which authorizes federal
funding of up to 25% for "the design, planning and construction
of a conjunctive-use facility designed to improve the water
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quality in the San Gabrielgroundwater basin and allow the
utilization of the basin as a water storage facility." In
FY94, Congress appropriated $5 million through P.L. 103-126 for
this purpose.

It is our understanding, however, that this funding would most
likely reduce Metropolitan’s contribution and not offset either
EPA or Potentially Responsible Party (PRP) funding. EPA :is
seeking clarification on the use of the funding. We also note
that additional appropriations for FY95 and beyond are
urlcertain.

D.,3 Impact of Metropolitan Involvement on ProJeut Size

Some commentors assert that Metropolitan involvement would make
it possible to carry out a more extensive clean up. EPA has
discussed the potential for Metropolitan or other parties to
increase the size of the remedy, but has not received any’
commitment to do so. EPA will, however, consider any new or
more specific commitments before selecting a water distribution
option.

D.4    Impact of Project Size on Metropolitan Involvement

Metropolitan has expressed concern that there may be
threshold flow rate below which they are not interested in
receiving treated water. In recent discussions, EPA and
Metropolitan staff have also examined the potential for a
"local conjunctive use" arrangement in which treated water
would be supplied to selected local purveyors who are now
dependent on imported supplies. Metropolitan may support such
arrangements even though they may not involve pumping treated
groundwater into Metropolitan’s distribution system. Several
of the local purveyors identified as potential recipients of
treated water in Appendix D of the FS and Proposed Plan could
be supplied in a "local conjunctive use" arrangement.
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B~LDWZN PARK OU ~ESPONSIVENESS SUMMARY

~SPONSE ~      THE FEASIBILITY O¥ AIR SPARGING/SOIL VAPOR
EXTRACTION AT TEE BALDWIN PARK OU

EPA received two comments recommending further evaluation of
~he feasibility of employing air sparging and soil vapor
extraction technologies (AS/SVE) for the Baldwin Park OU. As
described in the following text, AS/SVE has not been used at a
site where the groundwater contamination is as large or deep,
or specifically to provide containment of a groundwater ~[ume,
leaving significant technical uncertainties regarding the
effectiveness of AS/SVE in place of groundwater extracti~ and
treatment at the Baldwin Park OU. Due to these uncertainties,
and the cost of resolving these uncertainties, EPA has not
selected AS/SVE as a treatment technology for this interim
remedy.

E.I Background

AS/SVE is a relatively new technology in which air is sparged
(i.e., pumped) into the saturated zone either within or below
the contaminated portion of the aquifer. The contaminants are
transferred Zrom the aquifer to the vadose zone by stripping or
volatilization, and/or transformed or destroyed through
enhanced biodegradation. Air and contaminants are subsequently
removed from the vadose zone by soil vapor extraction wells,
treated, and discharged. To date, air sparging applications
have been limited to fairly shallow contamination (typically
the upper 30 feet of the water table), in locations near
contaminant sources. Air sparging has not previously been
applied at a site where the contamination extends as deep as in
the Baldwin Park area (450 to 650 feet below ground surface,
200 to 500 feet below the water table). Nor has it been
applied across an area as large as the required ou containment
areas (up to about 5,000 feet wide). In addition, AS/SVE is
not typically used to provide containment of a groundwater
plume or plumes, the primary objective of the OU.

E.2 Technical Considerations

The following evaluation of the feasibility of using AS/SVE in
the Baldwin Park OU was focused on Subarea i. Therefore, the
discussions that follow describe conditions specifically in
subarea 1 (the upper area) of the Baldwin Park OU, but similar
considerations would apply to the use of AS/SVE in Subarea 3
(the lower area). As described below, there are several
technical problems associated with using AS/SVE to meet Baldwin

130

Appendix B, page 160



Baldwin Park ROD

Park OU objectives. These are related to the zone of influence
of the air sparging wells, contaminant removal rate, and the
impact of air flow patterns.

Zone of InfluenG~

An objective of EPA’s remedy is to contain an area of
contaminated groundwater in Subarea 1 that is approximately
5,000 feet across. Although specific data on the vertical
extent of contaminationin this containment area are not yet
available, based on downgradient data, it is likely that
contamination extends across at least the upper 200 feet of the
aquifer. An air sparging well influences a cone-shaped portion
of the aquifer that extends from the sparging point up to the
water table. The angle of distribution of this cone in coarse
gravels is typically about 15 degrees (Nyer, E. and S.
Suthersan, 1993). Assuming this angle, along with a well depth
of 250 feet below the water table (500 feet total depth), and a
well spacing of 50 feet, would yield a radius of influence at
the water table of about 67 feet. The cones of~ influence
between adjacent injection wells would overlap, but would still
result in an overall zone of influence that does not provide
complete coverage of the contaminated area (i.e., a
considerable portion of the lower 30 to 40 feet of the
contaminated area would not be impacted by sparging). Further,
given the developed, urban conditions present across most of
the containment area and that there will need to be
approximately one SVE well for each injection well, it is not
likely that injection wells could be spaced closer than 50 feet
apart (this would help close the gap between adjacent cones in
the lower portions of the contaminated interval). In fact,
even the assumed 50-foot spacing may not be feasible. Thus,
the AS/SVE system that could feasibly be installed will not
likely be able to remove contaminants across the entire
contaminated interval.

9ontamin~nt Removal Rate

A typical AS/SVE system for a fairly aggressive remediation
project would attempt to sparge about one pore volume of air
into the contaminated zone every three to four days (personal
communication, Billings, 1993). Depending on site conditions
(type of contaminant, magnitude of contamination, soil
characteristics, etc.) this type of exchange rate could
]potentially achieve clean-upgoals in one to several years.
Given the injection well characteristics described above (250
feet below the water table and a67-foot radius of influence),
thepore volume in each well’s cone of influence is
approximately 294,000 ft3. To inject one pore volume every 4
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days would require a flow rate of more than 50 cubic feet per
minute (cfm) per well. Although the permeability of the
formation in Subarea 1 is quite high, injection rates this
large may not be achievable at a single depth. Nested
injection zones could help facilitate this high rate, but would
actually reduce the pore volume exchange rate in the outer
portions of the cone (because shallower injection would ]not
send air out to as large of a radius).

Assuming that the 50 cfm flow rate could be achieved, the
system still may not be able to meet the containment objectives
for the oU. As stated in the FS Report, a primary objective of
this OU is to inhibit migration of contamination into
uncontaminated or less-contaminated areas. To achieve this
objective, AS/SVE system will have to remove the contamination
from the groundwater as it travels through the system’s zone of
influence. Assuming a radius of influence for each injection
well of 67 feet, the total width of the zone of influence is
about 134 feet. Groundwater flow rates in this area are
typically in the 3 feet/day range, so the travel time through
the zone of influence will be approximately 45 days. During
this time, only 11 pore volumes will have been sparged
(assuming 1 pore volume every 4 days). It is highly
questionable whether the AS/SVE system could remove a majority
of the contaminants from the groundwater given this total
sparging volume.

Air Flew Patterns

Although questions remain regarding the way injected air
actually travelsthrough the aquifer, the most widely accepted
theory is that the injected air travels vertically through
discrete air channels (Nyer, E. and S. Suthersan, 1993).
Recent laboratory studies also point towards the discrete
channel method of travel being dominant under most conditions,
but also indicate that flow of air as discrete bubbles is
possible in coarse-grained gravels (Ji et el, 1993).
Regardless of the method of travel, there are likely to be
areas unaffected by sparging within the zone of influence. If
the air is travelling as bubbles, heterogeneities in the
subsurface environment are going to divert the bubbles, leaving
voids where bubbles do not travel. And, if air travels
predominantly in discrete air channels, which are likely quite
narrow, there are certain to be significant portions of the
zone of influence unaffected by the channeling air flow.
Generally, an AS/SVE system should be operated in a pulsed
fashion to help minimize the reduction in removal efficiency
associated with the formation of permanent air channels.
However, in the OU area, pulsing the system will reduce further
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the number of pore volumes exchanged during the timethe
contaminated groundwater is flowing through the AS/SVE zone of

influence. Thus~ for the Baldwin Park OU, either the air
6h~nnelling or subsurface heterogeneities (by reducing the
effective area of sparging) or the pulsed operating scenario
(by reducing the number of pore volumes exchanged) will reduce
the removal efficiency of the AS/SVE system and limit the
ability of an AS/SVE system to provide contaminant containment.

E.3 Cost Comparison

Despite the unfavorable technical considerations for use of
AS/SVE in the OU area, EPA has completed a rough, preliminary
cost estimate for an assumed AS/SVE system in Subarea 1 of the
Baldwin Park 0U. This cost estimate is described below and
compared to the estimated cost of the pump and treat system for
Subarea I, described in the FS Report.

The AS/SVE system cost estimates are based on data provided in
the EPA publication A Technology Assessment of Soil Vapor
Extraction and Air Sparging (EPA~600/R-92/173, September, 1992)
and on cost estimates provided in the FS Report.

Table RS-I summarizes the air sparging versus pump and treat
cost comparison performed for Subarea I. The costs associated
with the groundwater monitoring program are not included in the
Table, because the specific vapor and groundwater monitoring
program that would need to be implemented for the AS/SVE
program was not developed. As shown in the Table, if
assumptions made in the comparison hold true, total costs for
an AS/SVE system would be less than costs for the pump and
treat system proposed.

pump and Treat ~osts

The costs for the pump and treat action in Subarea 1 were taken
from the various cost tables provided in Appendix H of the FS
Report, primarily Tables H.6-13 and H.6-14 in Appendix H..6, and
Appendix H.3 (.costs for "Treatment Plant I0 - 8,500 gpm").

The capital and O&M costs for an AS/SVE system in Subarea 1
have been estimated by assuming the number, depth, and capacity
of injection wells as described above: injection we~is that
are 500 feet deep, with an injection well spacing of 50 feet
(i00 total injection wells), and an injection rate of 50
elm/well (5,000 cfm total flow rate). It is assumed that the
extraction wells will also be spaced 50 feet apart (I00 total
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extraction wells) and be 200 feet deep. The total extraction
rate is assumed to be 6,000 cfm (for an AS/SVE system, the
extraction rate must exceed the injection rate).

Wells. Based on previous EPA drilling experience, the
extraction and injection well installation cost is assumed
to be about $80/foot drilled. Total drilling footage for
injection wells is 50,000 feet (500 feet deep times I00
wells) and for extraction wells is 20,000 feet (200 feet
deep times i00 wells). This results in a total well
installation cost of $5,600,000.

Treatment ~aoility. The air treatment facility costs are
based on the extracted air flow rate of 6,000 cfm.
Comparing this air flow rate to the off-gas flow rates
developed in the FS indicates that one of the large vapor-
phase granular activated carbon units described in the FS
Report would be sufficient to treat the extracted air.
Other treatment facility costs (based on Appendix H of the
FS Report) include an air heater, GAC storage, a small
operations building, radiation monitoring equipment, and
site work. Based on costs presented in the FS Report, the
total cost for this treatment facility is assumed to be

$300,000.

Pipelines, Meters, Pump, and Blower. The injected and
extracted air pipelines are assumed to be the equivalent
of a single 8-inch diameter pipeline. Using similar
pipeline costs to those described in the FS Report, the
pipelines would cost about $7/diameter-inch/foot. For the
5,000 foot pipeline length, th~s results in a total
pipeline cost of $280,000. The cost o~ valves and meters
is assumed to be $700/well, based on EPA (1992), for a
total of $140,000.

The blower (air compressor) required for the assumed
AS/SVE system is quite large. The required discharge
pressure is at least 150 psi. This is based on a 250-foot
head of water (109 psi) and a release pressure of about 50
psi (to overcome frictional losses in the system and the
capillary entry resistance to displace the pore water).
This release pressure is estimated based on approximately
1 psi for every 5 feet of water depth in coarse gravels
(Nyer, E. and S. Suthersan, 1993). Based on a
manufacturers’ quote, the required compressor would be
about 1,000 hp and would cost approximately $385,000,
including the electrical and mechanical appurtenances.
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The vacuum pump for the SVE wells is sized at 375 hp to
provide a flow rate of 6,000 cfm with a 5 psi vacuum. The
estimated $70,000 cost for this pump and appurtenances is
extrapolated from information provided in EPA, 1992.

Air/water separation equipment is required prior to the
treatment facility. Costs for this equipment are about
$25,000, based on EPA, 1992.

The total cost for all equipment listed in this category
is $900,000.

O~M, The electrical costs for the AS/SVE system are based
on similar electrical rates as assumed for the extraction
wells in the FS Report ($~.ll/kw-hr). The blower and
vacuum pump (total of 1,375 hp or 1,030 kw), if operated
continuously, will cost approximately $993,000/year. The
estimated electrical costs for the treatment facility are
$7,200 based on a fraction of the costs presented in
Appendix H.3 for Treatment Plant I0.

Treatment facility O&M costs include carbon replacement,
off-gas air sampling, natural gas costs and operating
labor. Because contaminant concentrations in the
extracted air are unknown, carbon replacement cost
estimates are based on a percentage of the Treatment: Plant
i0 carbon replacement costs presented in Appendix H.3 of
the FS Report. There are 12 vapor phase granular
activated carbon (VGAC) units in the assumed Treatment
Plant i0 configuration versus 1 in the AS/SVE systela
treatment plant, thus, carbon costs for the AS/SVE
facility are estimated to be 1/12 of the Treatment Plant
i0 costs, or $65,000. Air sampling costs are estimated to
be $200/sample and one sample per week (total cost of
$10,400).

Natural gas costs, for the air heater, are estimated to be
$6,800, 1/6 of the Treatment Plant i0 gas costs. System
operating labor, including the treatment plant and all

other system components, is estimated at 1.5 hours/day at
$35/hour for a total cost of $19,000/year.

The total treatment facility O&M costs are $101,200/year.
Annual AS/SVE system maintenance costs are estimated at 2
percent of the construction costs, or $136,000..
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E.48umm~

The potential for costsavings is interesting, but significant
uncertainty about the ability of AS/SVE to satisfy the remedial
objectives of the Baldwin Park ou, and the cost of reducing the
uncertainty, make it inappropriate to select ASISVE in this
interim remedy. Reducing or resolving the technical
uncertainties would require additional evaluations of the costs
and effectiveness of AS/SVE, including extensive pilot testing
to determine operating parameters, evaluate areas of influence,
evaluate other measures of effectiveness, and refine cost
estimates.

in their written comments, Chemical Waste Management mentioned
several apparent advantages of the AS/SVE system over the pump
and treat system proposed by EPA. Each of these is addressed
below:

’~educed energy expenditures by eliminating
groundwater/treated water pumping." Estimated O&M
costs for AS/SVE are less than for pump and treat due
to decreased carbon usage, although the total energy
expenditures between the two systems are actually
fairly similar. As shown in Table RS-I, the
electrical costs for the pump and treat system are
approximately $400,000/year greater than for ~he
AS/SVE system. However, this does not consider the
purveyor reimbursement portion of the pump and treat
system. Reduced energy expenditures by the purveyors
may offset a large percentage of the $400,000/year
difference.

"Eliminated capital construction costs of pipelines
and distribution facilities to deliver treated water
to purveyors and of ex-sltu air-stripping towers."
Although it is correct that all of the listed
facilities will be eliminated, it should also be
noted that considerable additional capital
construction costs will be required to install the
200 AS/SVE system wells (compared to the three
extraction wells needed in the pump and treat
system).

"Eliminate potential need for scarce recharge
capacity in the winter months." As described in the
Proposed Plan, the preferred distribution alternative
for this action is to deliver the treated water to
purveyors for local use. In this scenario, the
additional recharge capacity required would be
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minimal. In addition, as described in the FS Report,
during most periods (including winter} there should
be adequate excess recharge capacity available in the
area to accept treated water.

"Shortened remediation time frame over typioal
groundwater pump and treat systems." AS/SVE has been
shown to shorten remedlation time in many existing
cases, but these applications are typically in source
areas with shallow contamination. In the OU area,
the AS/SVE system would be used to contain
contamination originating from multiple sources, but
the sparging wells would be distant from the residual
sources. Unless additional AS/SVE systems are
implemented at each source, the use of AS/SVEwould
not likely shorten remediation time. In fact, as
described above, the AS/SVE system may not be able to
remove the contamination from thewater that passes
through the system’s zone of influence.

References for Response E:

Ji, Wei, et al. Laboratory Study of Air Sparging: Air F10w
~isualization. Groundwater Monitoring and Remediation, Volume
113, No. 4. Fall 1993.

Nyer, Evan K. and Suthan S. Sutheran. A/r Sparglng: Savior of
Ground Water Remediations or Just Blowing Bubbles in the Bath
Tub?. Groundwater Monitoring and Remediatlon, Volume 13, No.
4. Fall 1993.

U.S. Environmental Protection Agency. A Technology Assessment
of Soil Vapor Extraction and Air Sparging. EPA/600/R-92/173.

September 1992.

Personal communications

Billings, Gale. Billings and Associates. December 1993.

137

Appendix B, page 167

¯ I



Baldwin Park ROD

BALDWIN PARK OU RESPONSIVENESS SUMMARY

RESPONSE T= ARE THE DATA AND TECHNICAL ANALYSES OBTAINED AND
COMPLETED ASP~RT OF THE BALDWIN PARK OU PEASIBILITY STUDY
ADEQUATE TOSUPPORT THE SELECTION OF A REMEDY?

In their joint submittal, Aerojet Gencorp (Aerojet) and Azusa
Land Reclamation (ALR) make numerous comments about the adequacy
of the data collection and analysis efforts completed as part of
the Baldwin Park FS. Some of these comments offer specific
criticisms. Dozens of other comments simply repeat claims that
EPA’s data collection and analysis efforts are inadequate ~thout
offering any specific criticisms. This response summarizes most
of the specific criticisms and identifies the location of EPA’s
response. We do not respond to the dozens of claims that are not
accompanied by specific criticisms.

F.I EPA Believes That Data are Adequate to Support the Seleution
of Remedy

EPA strongly believes that the water quality, hydrogeologic, and
other data collected and analyzed as part of the Baldwin Park FS
are adequate to support the selection of a remedy. During the
RI/FS, EPA deliberately carried out the minimum amount of site
characterization work needed to support remedy selection,
deferring to the time of remedial design some sampling and
analysis work that could have been, and at other Superfund Sites
often is, completed prior to remedy selection. The Baldwin Park
RI/FS included sampling and analysis efforts by EPA, water
companies, the Main San Gabriel Basin Watermaster, individual
businesses and property owners, and others over the past 10
years. See Section 3 of the FS for a description of RI efforts,
and Section 2.2 of the ROD for a list of EPA documents
summarizing RI work in the Baldwin Park area.

During the Baldwin Park RI/FS, EPA believes that it collected and
analyzed data adequate to:

¯ justify the need for remedial action in the Baldwin Park
area;
¯ specify remedial action objectives;
¯ specify approximate extraction areas;
¯ suggest preliminary extraction rates and locations (and
allow modifications to these rates and locations if
additional analyses warrant a change);
¯ identify the least costly treatment technologies" capable
of removing contaminants from groundwater and achieving
treatment goals;
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¯ identify alternative pipeline alignments and potential
recipients of the treated water; and
¯ estimate project costs consistent with EPAguidelines.

In our response to specific Aerojet/ALR comments on the Bal4~in
Park Feasibili£y Study (elsewhere in this Responsiveness
Summary), we respond to and in many cases rebut specific
criticisms asserting errors or omissions in EPA’s data collection
or analysis efforts. In other cases, we agree with comments that
point out the need for additional data collection and analysis to
support the desiun of the remedy (as opposed to the selection of
the remedy). The following table summarizes many of the specific
criticisms that EPA’s data collection and analysis efforts are
inadequate and identifies the.location of EPA’s response.

E~’s proposal does not address a EPA’s remedy does
portion of the aquifer exhibiting the address contamination
highest concentrations of chemicals at well #W10WOMWI.
in groundwater (in the vicinity of See Response B
well #W10WOMWI).

Plumes in Subarea 3 have stabilized The preponderance of
or reached equilibrium, and evidence indicate
additional study is needed to justify otherwise. See
remedial action in Subarea 3 Response A.

EPA’s modeling efforts, using the EPA’s modeling does

CFEST model, did not or cannot account for baseline
account for "baseline" conditions conditions. See
(e.g., effects of production response to comments
wells/pumping, recharge at Santa Fe Aj#143, Aj#144, and
Spreading Grounds, other local-scale Response C.

details) and are therefore "invalid"
and "technically inappropriate."

EPA did not examine the potential EPA did evaluate the
remedial effects of recharge, and did impacts of recharge
not consider the effects of existing and consider the
wells/wellhead treatment. "High effects of existing
volumes of recharge at the SFSG wells/wellhead
~nd/or ISG resulting from the treatment. See
alternatives presented in the OUFS responses    to    comm~ents

could further negatively impact a Aj#145 and Aj#I79.
poorly developed remedial action..."
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Recharge at the SFSG changes the EPA apologizes for an
~:oundwater flow direction from editing error. See
southwesterly to easterly, not "more response to comment
southerly toward the recommended OU Aj#181.
extraction locations" as stated by
EPA.

"On the basis of the very sketchy EPA did evaluate the
information regarding the use of impacts of aquifer
aquifer recharge as an independent recharge. See
general response action in the OUFS, responses %0 comments
it is apparent that EPA has not Aj#145 and AJ#179.
conducted a complete technical
evaluation of remedial alternative
options..."

~le CFEST model is not sufficiently We disagree. See
calibrated on a localized scale to response to Aj#143 and
provide the degree of detail Response C.
necessary for evaluating OU
alternatives .... [F]ailure to
recognize such deficiencies of the
CFEST model will result in
technically limited simulation
results if applied to localized oU      I
scale decisions."

nEPA’s statement that "computer We disagree. See
simulations do not indicate that the responses to Aj#179
c]hoice of water use option results in and 190.
a significant difference in remedial
effectiveness" demonstrates EPA’s
limited evaluation of remedial
alternatives considered for the BP
OUFS."

No data exists on the vertical Data on the vertical
distribution of contamination in extent of
Subarea I. contamination are

sufficient to select a
remedy, although
additional data are
needed for design,.
See response to Aj#58.
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There is only one monitoring well in Data from production
Subarea 2 and no monitoring wells in wells in and down-
Subarea 3. Remedial action in gradient of S~bareas 2
Subarea 3 is based on "an almost and 3 are adequate to
total absence of characterization specify a remedy.
information" Additional monitoring

wells will be
installed during the
time of remedial
design. See response
to comment AJ#14.

"A contaminant mass balance/transport Mass balance/transport
analysis ...is needed to determine analysis is not needed
whether further remedial measures are to justify action.

required [in] Subarea 3." See Responses A and C.

EPA’s proposed remedy will allow more Movement of more
highly contaminated groundwater highly contaminated
located north of the 210 freeway to groundwater into less
spread into less contaminated areas. contaminated areas is

a limitation in the
cleanup of large areas
of groundwater
contamination. See
Response B.

EPA failed to complete a Remedial This claim is without
Investigation. merit. See response

to ~j#259

F.2 Additional Data Collection and Analyses are Needed During
the~ Time of Remedial Design

There is an important difference in purpose between the ROD and
remedial design phases of the Superfund process. The ROD
specifies the general nature of the remedy, but does not, and
should not, specify project design details. EPA regulations
state that the Record of Decision should identify and summarize
the major "technical aspects of the selected remedy thatare
later refined into design specifications" in the remedial design
phase of the Superfund process. EPA guidance advises that the
ROD should be limited to describing "major treatment components"
and "engineering controls" that will be part of the remedy, as
well as any "performance standard that the remedial action is
expected to achieve."

Completing investigation work pre-ROD to specify design details,
and specifying design details in the ROD, is neither legally
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required nor sensible. The time lag between completion of ,the
ROD and completion of remedial design for a project the size of
the Baldwin Park OU remedy is typically 12 to 24 months. Design-
related investigation work completed pre-ROD may prove obsolete
by the time the design is prepared, minimizing its value.
completing work pre-ROD that may need to be redone post-ROD would
be inconsistent with good engineering judgment and common sense.

Nor does it make sense to "lock in" project details in a ROD when
additional data collected post-ROD may suggest refinements to
those details. If EPA specified a design detail in the ROD such
as which of the several potential recipients will receive treated
groundwater from the remedy, implementation of the project could
be delayed if data or discussions post-ROD suggest it would be
cheaper or quicker to supply water to a different recipient.

F.3 EPA Reoord of Deoision for the Baldwin Park OU Includes
Reoommendations for Additional Data Collection and Analyses
During the Time of Remedial Design

As described in the Baldwin Park Feasibility Study, Proposed
Plan, and elsewhere in this Responsiveness Summary, EPA believes
that additional data collection is required during the time of
re~Qedial design. The FS includes recommendations for a
monitoring program to be completed as the first step during the
time of remedial design; this Responsiveness includes revised
recommendations.    See response to comment Aj#58.
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......INDIVIDUALS AND INTEREST GROUPS...

I. Comments by Allan Hill (AH)

AE#I. Commentor notes that the F8 states that the 29,000 gpm (rather than
19,000 gpm) e~ractlon scenario appears to be the "op%Imu~ scenario" for use
with the reme4Ltal alternative| (page 7-12). He ask8 for documentation ’Ehat ¯
19,0�}0-gpm project stops migration of the cont~ination and further
explamation wh~ EP& proposed a 19,O00-g’pm plan.

EPA ej~p_qILS~: Section 7 identifies three Subareas of groundwater
cont-amination in which remedial action may be warranted. Section
7 also includes a statement that extraction of 29,000 gpm is
"optimum" if the goal is to limit the migration of contaminated
grolm~dwater in all three Subareas (and if modeling assumptions
remain valid). (The "optimal" rate for extraction in two
Subarens is 19,000 gpm.) In this statement, EPA did not intend
to imply that extraction in the three Subareas is necessarily the
optimum remedy.

In subsequent evaluations, described in Sections II and l2 and in
Response B included in this Responsiveness Summary, EPA compared
the advantages and limitations of extracting and treating
contaminated groundwater in two, three, or greater than three
Subareas. EPA concluded that remedial action in two Subareas was
the best option because it offered significant and relatiwaly
certain benefits, will significantly limit the migration of
contaminated groundwater in and beyond the Baldwin Park area,
will remove significant amounts of contaminant mass, appears to
be implementable, and is technically defensible. This
Alternative was presented in EPA’s Proposed Plan and selected in
this Record of Decision. We have prepared and included as
Response B a detailed explanation of the benefits and limitations
of EPA’s remedy. We do not repeat that discussion here, but
instead refer the reader to Response B of this Responsiveness
Summary.

We: see, in hindsight, that EPA’s decision to propose and select
the smaller of the remedies evaluated in the Feasibility Study,
and the use of the word optimal to describe the pumping
configuration of the larger remedy, has left some reviewers with
the impression that the selected remedy is less than adequate.
We hope that the explanation offered in this response and in
~spcnse B better explains the rationale for EPA’s decision.

AII#2. Cosmentor suggests that EPK proposed the 19,090 ~ project to satisfy
"the Watermaater group." Commentor wrltesx "I understand the wate~mauter
group believem they can.onlyd£spose of 19,000 gpm within the adjudicated
area. Thus to avoid the question of export they will agree to switch from
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using wells that Field that ~uch from ~he clean areas of the yells! to accept
onl~ that amount of processed water free wells w£th~nthe contamination xone.
l have the understanding this is the fix that watermaster hopes to use ’to
prevent Conjunctive Use by Metropolitan or any other group from outside the
adjudicated ¯roe. There ¯re ¯ream in the watershed of the San Gabriel River
that must depend upon £1pO~ed water today that would be log£c¯l users of
10,()00 g~410f prOCOll~Wtttr front he operabl¯ unit. A good example is Puente
Valley."

~PA RespQnse: Commentor is incorrect in assuming that SPA
de~loped its proposal primarily to satisfy the Main San Gabriel
Basin Watermaster, local water purveyors, or other local
interests. SPA has consulted extensively with local agencies,
purveyors, and interest groups, but the decision to propose
approximately 19,.000 gpm of extraction represents current EPA
policy emphasizing containment, experience gained at numerous
other groundwater sites about the capabilities and limitations of
"pump and treat" technology, and the distribution of contaminated
groundwater in the Baldwin Park area. See Response B for a more
detailed explanation of the rationale behind EPA’s proposed
p~ping configuration.

Potential recipients of treated water include users that would be
supplied through export, in the Puente Valley and elsewhere. See
section 9 and appendix D for a list of potential recipients, and
an evaluation of the feasibility of supplying treated water to
users in the Puente Valley and other portions of the San Gabriel
Basin.

AH#3. Cementer requests that "SPA adopt & two phase inpleeant¯tlon of the
29,000 ~ extraction scenario where the f£rmt phamo would be the 19#000
to be utillted by the w&terw~lter group. The ~econd phase would be ¯ ~0,000
gpm scenario that would be water for export by any group other than the
existing local pumpers. It could be part of ¯ much larger conjunctive use
project or the existing cyclic storage progra~ of Three valleys MoW.D. or
Metropolitan Water District. If the in,titutional problems Of the
adjudlcatlon prow£slon preventing new exports could not be overcome, the
I0,000 gpn of proces|ed water could he dlscharged into the river for capture
by existing downstream facilities and eventual use by the cities downmtream of
the watermaater extractors service areas. The water.aster has such an
arlrangement with the industrial farms cleaning up contamination An Puente
Valley."

SPA Re~po~s~: Commentor raises three issues: the size of the
remedy, the recipients of treated water from the remedy, and the
potential for future EPA projects after implementation of the
selected remedy.

See AH#I and Response B for additional discussion of the size of
the selected remedy. See Section 9 for a discussion of water use
options, including the feasibility of discharging water into the
river or other surface water channels. We note that any
significant discharge of water into surface water channels~ must
consider the requirements and implementation history of the Long
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Beach Judgment. The Long Beach Judgment declares that users
downstream of the San Gabriel Basin (the "Upper Area" defined in
the Judgment) are entitled to an annual average of 98,415 acre-
feet of "usable water." The majority of this entitlement has,
however, been supplied historically through "natural" surface and
subsurface flow (resulting from precipitation and to a less~
extent, discharge of treated sewage effluent). A minority of the
entitlement, termed "make-up water," has been met through the
purchase and transfer of imported water. Between the 1979-80 and
1991.-92 water years, users in the San Gabriel Basin supplied an
average of 8,213 acre-feet of make-up water to downstream users.
The range in this period was 0 to 28,279 acre-feet/year. See
Twenty-ninth Annual Report of the S~n Gabriel River Watermaster
f~ZT_~, city of Long Beach, et al., vs. San Gabriel ~alley
Water Co., et al., Case No. 722647 - Los Angeles County.

There is the potential for future EPA projects in the Baldwin
Pa~ area. EPA’s selected remedy is an "interim action" that may
be supplemented or modified if information collected during
implementation of the project indicates the need for additional
groundwater extraction. EPA’s project includes a comprehensive
groundwater monitoring program (see response to comment AJ#58)
that will generate data to evaluate the project’s effectiveness.

II. Comments by Alton J. Amdahl

The comments submitted by Alton J.
co~ents submitted by Allan Hill.
EPAresponses.

Amdahl are identical to
See comments AH#1 to AHI~3 and

III. Comments by Bill Robinson (BR)

BR#1a. "I cannot support W PA’s proposed interim "containment" project Option
#1." "Recommendatlont Option #3 Large scale 29,000 GPM ConJtu~ctlve Usa
Alternatlwe combined wlth clean-up and regional export."

~A Response: comments noted.

B~Ib. "EPA must exert heawler influence to force a compromise be~wman local
and regional interests, rather than follow the local lead by accepting
institutional problems and locally inspired doubts about water end usa as m
permanent obstacle to clean up of the basin. -Containment" options az~ of
little worth to the public, but allows local purvsyors, utilities who already
ionopollse the management of the baslm, to monopollse the EPA clean ~ by
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pUml",~g %halt contaIn~eDt option #I. ~he basin is a p~bllc resourcm not a
prt~ate lake (rese~oir)o"

Y~~: We disagree with commentor that EPA’s Proposed
Plan is "of little worth to the public," that the clean up is
"monopolized,, by local interests, or that "water end use is a
permanent obstacle to clean up." The decision to emphasize

c~ntainment and mass removal reflects current EPA policy and the
experience gained at sites with groundwater contamination
tkroughout the country. See response to AH#2 and Response B,
which further describe the rationale behind EPA’s proposal.

B~2. "Economics of scale and the stark reality of permanent water shortages
in 8o. California in the next decades argue that all clean water produ0ed by
the largest oleanup plant EP~ can build will moon find a beneficial e=d use.
The water industrT routinely uses paper trades and credits to even out the
peaks and valleys of annual water usage. These techniques can be applied to
water produced to keep a large scale plant operating 12 months per year at
full capacity. The EPA goal should be both to enhance common local routine
cyclic storage (put and take) prograums together with increased regional export
o~rtunltlee."

~A Response: We agree that there is no fundamental reason that
19,000 gpm, 29,000 gpm, or greater amounts of water could not be
put to a beneficial end use. We wish to correct any
misconception that difficulties in distributing treated water are

the primary factor considered in determining the size of E]?A’s
proposal. The primary considerations are technical, as discussed
in A H#1 and 2, and Response B.

We agree that "paper trades" may help in the distribution of
water from EPA’s proposed project. EPA representatives have met
with water purveyors in the Baldwin Park area and the Main San
Gabriel Basin Watermaster to discuss possible trades, and will
continue discussions in the hope of reaching agreements to
distribute water from EPA’s proposed project.

EPA’s responsibility is to develop and implement remedial actions
needed for cleanup. EPA supports improvements in the use of San
Gabriel Basin’s water resources, as long as it does not increase
the cost of or interfere with cleanup.

B~#3. "The most likely problem that could defeat the conjunctive use option or
an~ option is net understanding the width, length and depth and direction of
movement oft he plume and miss-siting the plant or not designing enough
flex~billty of plant/flexibility of contaminated water feeder pipe to keep the
facilitr supplied with contaminated water during its entire productiTe life.
FacilitT siting decisions must be basedupon thorough programs of water
testing, analysis and flow modeling. ~e~e Droqrams mu~t b~ ~qntrolled by
Public aqenciesgulded by publlo interest goals not private mouopollzed local
agencies with non public interest axes to grind. Locally, well testin9 is
controlled by the Alhambra Judgement Watermamter, an arm of L.Ao’m Superior
o0urt, an agency realistically controlled by the five largest water utilities
existent in the basin, an organization with apparently enough influence to
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d~iTe the propos~ projects to the detriment of the public interest, i.e. ¯
cleaner basin."

EPAs~: We agree that extraction locations should be based

on "water testing, analysis, and flow modeling." EPA will
consultwith local agencies and others, public and private,
interested in and affected by the contamination and EPA’s
selected remedy, but EPA will remain responsible for making final
decisions on extraction locations and other project details.

BR#4. "ZPA authority can overcome opposition of the local water purveyor
monopoly if EPA properly sites a facility, then exports part of the excess
production from a proposed 29,000 OPM "Clean up" operable unit. Export rules
~del~’ the Long Beach Judgement River Watermaster has been routine in the basin
translating to Central basin currently 8S,000 AoF. a Fear in orderly, stable
and long-institutionalized fashion. The local monopoly interest has been
blowing smoke at EPA apparently increasing EPA’8 export anxiety in order to
selfishly maintain their nearly total control over the water resources of the
val~ey."

EPA Response: EPA disagrees that its "export anxiety" exceeds
its level of anxiety about any other distribution options. EPA
will select the distribution option that meets its remedial
objectives and to the extent feasible, minimizes cost, minimizes
institutional barriers that might delay or preclude
implementation, and satisfies State and local preferences.

We note that most of the 85,000 acre-feet (af)/yr of water
supplied to downstream users in the central basin to meet
obligations of the Long Beach Judgment has been met by natural
subsurface and surface flow. The increment actually purchased to
meet obligations of the Judgment ("Make-up Water") has ave2.-aged
8,213 acre-feet over the last twelve years. Also see response to

AH#3.

~R#5. "The San Gabriel Valley contains nearly all built out communities with
limited, well understood, stable demands for water. Demand increases about 1
percent per year. The proposed Interlm-contalnment solution - damages the
public interest by delaying cleanup while furthering the private interest
control of the public basin resources. EPA funds and all public funds must
=ervepu~llc health and safety, which demands the quickest feasible cleanup
Solution. Thm 8.6. basin as the "private lake" scenario can be subordJmated to
an improved proposal; n dual purpose approach that allows: 1. protection for
local water interest for the beneficial use of water of the basin and|: 2. the
regional beneficial interest through orderly planned ezportsof produced
excesses.

The past decades have brought broad benefits through the provisions o:[ the
Long Beach Judgement (see comment #4). Future wider opportunities and benefits
to the region may occur through support and sponsorship of EPA Guperf1~ndo
Metropolitan Water District and Federal Bureau of Reclamation funding and
federal legislation sponsorship of Cong. Z. Tortes."
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EPA Response: EPA’s proposal does not delay cleanup; it
represents the most significant step toward clean up made 1:o
date. Nor does it represent any shift in control from public to
private interests. Also see responses to comments BR#1-4.

BR#6. "The EP& proposed solution option 1 damages the public interest lby not
proTiding for opportunities for regional beneficial interest, hobbles the
clean up goal, end loses the project possible funding from MetropolitLn Water
District, Bureau of Reclamation, Three Valleys Municipal Water District end
Centr&l Bmln Municipal Water District."

Y~J% Response: This comment largely duplicates comments 1-5. EPA

is unclear how its proposal "loses ... possible funding" from
Metropolitan or others. EPA has received no firm commitments
from any of these agencies for funding of clean up costs. Nor
has EPA ruled out or in any way limited the possible involvement
of Metropolitan or others. Distributing water to Metropolitan
remains an option if it is demonstrated that supplying water to
Metropolitan will increase the extent of clean up, lessen costs,
speed implementation, or otherwise benefit clean up. There ~av

be benefits if Metropolitan is involved, but at present, i~h is
unclear if Metropolitan involvement would provide a net benefit.
Also see response to Tor#1 and Response D.

BR#7. Large scale conjunctive use bettor serves both the local interest, because more
coJataminated water il cleaned up and removed falter, and enhances the regional
interest through increased water supply from export. The export under option #3 alao
includes preferred smaller $200-$300 per A.F. clean up costs. The large project
option optimizes per A.F. clean up costa, while small scale projects options almost
do1~’hle treatment costs. The small projects only dfzcernable advantages it maintains
the control of the local parochial interests of the water purveyor cartel. S.O. basin
exports already occur annually through Whittier narrows in an orderly
inatitutlonalised fashlon to Central Basin by pipelines, underground m£d occasional
surface flows.

EP~ Response: This comment largely duplicates comments BR#1-6. We

agree that larger projects could limit migration of contaminated
groundwater in additional areas and increase the amount of
contamination removed, but again note that the size of the project has

been determined based primarily on technical considerations, as
discussed in AH#1 and AH#2, and Response B.

IV. Comments by the East Valleys Organization, Toxics Task Force
(EVO)
Eve#1. Commentor "mupporta the plan, but [does] not think that it gee= far enough."
Views EPA’a proposal as overly cautious "at a time when bold action ~ad imaginativm
solutions arm required..." Expresses understanding of "concerns by some in the local
water community of losing authority to MWD," but believes that "a greater threat has
come from the opposite tendency: a balkanlzed polltlcal structure and a parochialism
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in attitudes that have hampered decisive action and a comprehensive ¯pprosch to the
wise Use of aclr=e resources."

~?~_/s~: Comments noted. EPA does not view its proposal, whose
estimated "30 year present value" exceeds $i00 million, as eL "cautious,’
or "unimaginative" step in the cleanup. See Response B for a more
detailed discussion of EPA’s rationale for the scope of its remedy.

EVO~2. ReCommends that "EPA should support eon~umctlve use with the Metropolltan
Water District ... tQ make it possible to carry out ¯ more extensive clean up, ...
help ensure Federal Bureau of Reclamation and MWD participation in funding for the
facilltT, [lad tO make] the San Gabriel Basin aquifer . .. [a] resource ’hhat will help
¯ II of Southern California cope with its critical water management prohl~ms."

EPA~: EPA remains interested in increasing the involvement of
Metropolitan Water Distriot if it is demonstrated that Metropolitan,s
involvement would increase the extent of Clean up, lessen costs, speed
implementation, or otherwise benefit clean up. At present, it is
unclear if Metropolitan involvement would provide these benefits. See
response to Tor#1 and Response D.

V. Comments by Friends of San Gabriel River (FSG)

FSG#1. COmmentor [doesI ~not agree the proposed project of extraction of 19,000 gpm
at ~mldwln Park Operable Unit will achieve the objective of comp11ance with the
re~tiremeutl of federal law." Commentor recommends that EPA adopt Altmrnatl, e 3
(described in the Proposed Plan), favoring extraction of 29,000 gpm (rather than
19,000 gpm) and involvement of Metropolitan Water District of Southern California.
Commentor ¯slerts that mxtractin9 29,000 gpm would speed clean up, reduce costa,
allow EPA’S remedial objectives "to be achieved before the first effects of a 19,000
gpm program could even he detmcted," [and that] "it is the dut~ of EPA to achieve as
much cleanup as those who are involved will finance on there [sic] own."

EPA Response: As stated in the Proposed Plan and the ROD, EPA believes
that its selected remedy, calling for extraction and treatment of
approximately 19,000 gpm of contaminated groundwater, satisfies the
statutory requirements of Section 121 of the Superfund law and best
satisfies the Superfund evaluation criteria. The remedy is protective
Qf human health and the environment, cost-effective, complies with all
applicable or relevant and appropriate requirements, utilizes permanent
solutions to the maximum extent practicable, and satisfies the
statutory preference for treatment.

Commentor’s assertion that extracting 29,000 gpm would allow EPA’s
remedial objectives "to be achieved before the first effects of a
19,000 gpm program could even be detected" is unfounded. See Response
B for a detailed discussion of EPA’s rationale for proposing extraction
of approximately 19,000 gpm, rather than 29,000 gpm, of contaminated
groundwater.
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It would be senseless and irresponsible for EPA to determine extraction
rates based on the ability of EPA or others to fund the project, as
co~mmentor suggests, rather than on technical analyses.
See Response B for a discussion of the ratlonale for the size of the
selected remedy and Response D for a discussion of the role of
Metropolitan Water District.

Fso#2. Commentor believes that treated groundwater that is not dlstrlbuted to water
purveyors could be piped to spreading basins and flood control channels, el4~inating
the risk that extraction of ©onta~inated groundwater would need to ceame due to
inadequate demand by water company customers.

EPA Re~Donse: Recharging treated groundwater remains an option in the
Record of Decision. Recharge is not specified as the only acceptable
met/led of water distribution or disposal due to its potential
disadvantages, which include inadequate spreading basin capacity, and
loss of usable water to the Central Basin. See Section 9 and the
response to comment AH#3 for a more detailed discussion of the
limitations and disadvantages of recharge.

Fso#3. commentor also advises that’ZPA "Include conJunctiwe use by mot only
Metropolitan Water Distract but by any other group that will supply financing."

~PA Response: EPA’s plan allows for the supply of treated groundwater
to purveyors now dependent on supplemental sources of water, which may
result in increased conjunctive use of local and imported water
resources.

VI. Comments by Rayall Brown [presumed to be Royall Brown]
(RB)
RB#I. Commentor found the microfilm vernlon of the Administrative Record at the Wast
Cov ina Library "unreviewable." Commentor believed that the library’s ,viewing
equlipment could only handle 35 mm film, rather than the 16 mm format used to
microfilm the Administrative Record.

EP~ ResDonse: We regret the difficulty which the commentor had in
reviewing the microfilmed version of the Administrative Record. The
commentor’s difficulty may have resulted from his unfamiliarity with
the microfilm reader.

C~mmentor first informed EPA staff of his difficulty in reviewing the
microfilm (located at the West Covina Public Library) at an EPA public
meeting held on 5/20/93. After the meeting, EPA staff contacted Mr.

Bruce Guter, the documents librarian. Mr. Guter viewed the microfilm,
including a frame identified by the c0mmentor as unreadable (film 4,
frame 1710). Mr. Guterhad no problem reading it. Mr. Guter noted
that there are two different lenses available - one for regular format
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documents and the other for maps and other oversized documents.
Commentor may have used the wrong lens. We are confident of library
sta:Cf’s willingness to help any members of the public having difficulty
reviewing the Administrative Record; we have found staff at~he West
cowina Public Library extremely cooperative. No other come,enter has
expressed any problem in reading the microfilm; to EPA or, as far as
the head librarian knows, to library staff.

At the public meeting, EPA staff offered to place a paper copy of the
Baldwin Park Feasibility Study at the library to facilitate its review.
(The Feasibility study was the document of greatest interest.) The
Feasibility Study was mailed to the library on May 25th, 1993.

RB#2. ¯cementer identifies several wells between the San Bern¯rdlno Fr¯ewa¥ (I-10)
and the railroad tr¯ckm along Valley Blvd where �ontamln¯nt levele have excoed~
MCLI. Commentor notes that the Proposed Pla~ does not ¯ddr¯ss cont~3ation at those
wells, and that contamination mouth of the freeway will continue to spread.
Com,entor concludes that the proposed project will not meet EPA’$ migration control
obJ ectlves.

~~: We agree that there is contaminated groundw~dter
downgradient of the proposed extraction in the "lower area.." We make
this observation on page 7-5:

"Contamination has been detected downgradient of Subarea 3 [the

lower area] at concentrations at or near MCLs ..."

The comment highlights an important limitation of EPAes proposal. No
realistic cleanup proposal can completely stop migration of all
coT~aminated groundwater across an area as large as the Baldwin Park
area; any proposal that includes a realistic, finite number of
extraction locations will limit migration in some areas but not in
others. If the proposed extraction locations were moved some distance
south to address lower levels of contamination, more highly
contaminated groundwater upgradient of the extraction locations would
migrate unimpeded. As discussed in greater detail in Response B, EPA
believes that its proposal best meets its remedial objectives by
l~aiting migration and removing contaminant mass from areas in which
r~uediation will provide the greatest benefit.

Finally, we note that EPA’s proposed project is an interim action which
may be supplemented in the future.

~#3. ~entor note~ that ¯ treatment facility has been installed by La Puente
Va|.ley County Water District at wells listed for potentl¯l shutdown ~ the FS, Table
7-3. Commentor recommends that this and other treatment facili£1ea continue to
op4tratm ae long aa the wells serwed by the equipment show contamlnat~n, pointing out
that it would "not be economlcal" to discontinue the usa of installed clean up
facilities in oMer to build other facilities.

~A Response: EPA is aware of the installation and operation of a
treatment facility at the La Puente Valley County Water District’s
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wells. Water quality data availablethrough 1992 indicate that
groundwater at the District’s wells is less contaminated than
groundwater at the Big Dalton well and other locations to ~e north.

EPA included the District’s wells in a list of "Wells for Potential
S~Itdown or Reduced Extraction" as a reflection of our preference that

e~raction in clean or less contaminated areas be minimized. EPA
recognizes, however, the District’s need to extract water to meet its
water supply responsibilities.

EPA has no plans to limit operation of the District’s wells or
treatment facility.

RN4~4. ~uentor notem that, "...the Feasibility Study indicates the "optlmtua"
extraction scenario is 29,000 gpi at specific areas and if other wells are used a
la~:ger amount neadl to he extracted to stop the spread of contamination. Currently
at two well fields south of #~he I:10 freeway the San Gabriel Water Company also hem
in.tailed treatment facilities. The use of the clean up equipment south of the
freeway indicates a major problem. At present there are more wells south of the
freeway connected to clean up facilities than there are in the Baldwin Park Operable
Unit north of the freeway. The Interim Plan needs to be altered to reflect the
existence of Installed clean up facilities south of the freeway. As a result I
request the EPA adopt an interiml plan that extracts 29,000 gpm or more from wells in
the Baldwin Park Operable Unit."

~A Response: EPA acknowledges the existence of several e:Kisting and
planned treatment facilities. The extent to which continued operation
of any of the existing facilities will satisfy EPA’s remedial

objectives will be determined during the design phase of the project,
making use of the most up-to-date water quality data. See response to
comment AH#1 and Response B for a detailed description of EPA’s
ra~tionale for proposing extraction of 19,000 gpm of contaminated
~’oundwater, rather than 29,000 gpm.

RB#5. Commentor -oppose[s] the recommended plan of 19,000 gpm extraction as it doem
not reflect the infrastructure of the san Gabriel River Basin." Comme~ntor reports
that an undated San Gabriel River Watmrmaster Annual Report shows the lower area with
au~ annual entitlement of 85,600 Acre Feet of water from the upper area, and that
I0,000 gpm continuous pumping equals 16,133 Acre feet per year. Commezator concludes,
"~us if I0,000 gpn of the 29,000 gpm under alternatives 2 or 3 was discharged down
the drainage system, the lower area could capture it and it would become groundwater
in the lower basin. It could in future years be part of the usable water documented
azh-ually by the river waters, samE. As a result,..., the infrastruoture exlmtl to
dispose of all of the 29,000 glMm extraction alternative without utilislng any of the
existing local l~umpers efforts that only can dispose of 19,000 gp~."

~PA RespQns@: In the Proposed Plan, EPA expresses a preference that
treated groundwater be distributed to water purveyors for direct use,
but includes recharge as a backup water use option in case agreements
to distribute water to purveyors cannot be reached.

We agree with commentor that infrastructure exists to dispose of
treated water into local flood control channels, but there is a
significant disadvantage of this method of "disposal." See response to

AH#3.
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RB#6, ¢ommentor notes that the Wttermaster, "has made arrangements to allow
Respo:nsible Parties in the Puente Valley who extract polluted water and to clean it
up and to discharge it to the drainage system. ~his water becomes part of the usable
water under the rules of case #722647. zn Baldwin Park the watermaster mhould notbe
allowed to claim no infrastructure or capabLLity to dispose of more than 19,000 91mm
as ther have made accommodations for the clean up of contaminants in Puente ValleF
that i8 part of the San Gabriel River System."

~~P~I~_~: Watermaster has made no such claim.

RB#7. Commentor’m concluding recommendation is that EPA adopt "... a staged approach
to well head clean up that would allow for a future proJec~h that would involve
conJum=tlve use of wells in the Baldwin Park Operable Unit by Metropolilban Water
District orothers such ms Three Valleys Municipal Water District that is within the
San Oabriel River watershed."

EPA Response: We encourage additional clean up projects by parties

other than EPA that are consistent with our remedial objectives.

O

VII. Comments by Sierra Club (SC)

(The sierra Club submitted comments dated June 20, 1993 and August 9,
1993. The August comments include the Sierra Club’s testimony
presented on August 6 at the public hearing conducted by the California
Assembly Committee on Groundwater Contamination and Landfill Leakage.)

June 20. 1993 comments

sc#l. "Repreeentatlvel of %he sierra Club ... are pleased that EPA has cone forward
with a specific plan to begin cleanup. However considering the aualymiI~ presented in
the Baldwin Park Operable Unit Feasibility Study, we would recommend seleotion of
alternative 3 as the preferred plan for several reasons."

EPA s_~: Comment noted.

8C#2. "FirstIT, Figure 12-1 clearly shows that options 2, 3 or 4 all provide a higher
degree of long-term effectiven.s8 than Option I. The study statem that extracting
29,000 gpm total from three subareas within the Baldwin Park/Irwindale/Azusa area is
the "optimum" 8cenarlo. We urge EPA to select the option which will best serve the
long te~ interests of San Gabriel Valley residents. Achieving the most effective
solution is worth the effort of overcoming difficulties in implementation."

~PA Response: We agree that the higher pumping rates included in

Alternatives 2, 3, and 4 would provide a higher degree of long-term
effectiveness, but do not believe that their implementation is
warranted at present. See response to AH#1 on the use of the word

optimum and Response B on the rationale for the size of the remedy.
Dif~ficulties in implementation are not the primary reason for selecting

a project calling for the extraction of approximately 19,000 gpm
(rather than 29,000 gpm) of contaminated groundwater.
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~@3, "If nwossaq ~lPl could r~Luest the tout%, which oversees the San Gabriel Bash
adjudication, to allow 10,000 gi~to be exported from the basin under the condition
that the MetroMllta~Water District of Southern eallforala.(MWD) recharge a like
~aount of imported water to replace it. It would seem that there is a reasonable
likel~hood that the court would approve such a arrangement since it will provide the
Dmst efficient and cost effective cleanup of the San GabrleiBasln."

~PA Response: See Response D for a discussion of the role of
Metropolitan Water District in the remedy.

SC#4. "Option 3 has the additional advantage of including MWD in the cleanup process.
~he entire clean-up effort would benefit from MWD’s water qualitytschnical expertise
and financial resources. The availability of these resources to assist in the cleanup
of the San Gabriel Basin is certainly in the Ions ter~best interest= of the citizens
of the San Gabriel Valley. Option 3 would, in addition to providing water to those
¯ r¯¯m which have water rights in the Main San Gabriel Basin, would also provide water
to communities in the greater San 0abrlel Valley who do not have such rights."

~IPA Response: We agree that Metropolitan would bring water quality
expertise but are uncertain whether they will contribute financial

resources to the cleanup. See Response D.

SC#5. "Lastly Option 3 is preferable because it would place EPA in ¯ stronger
negotiating position with Potentially Responsible Parties (Paps). The Peps are
already asking EPA to reduce the amount of water extracted to less tlmn 19,000 gpm.
Selecting the option with a higher extraction rate will give EPA Bore room to
negotiate."

I;PA Response: EPA is legally-required to select the remedial option
that best meets the nine Superfund evaluation criteria (e.g.,
maximizing effectiveness, minimizing cost). Improving one’s
negotiating position is not among the nine criteria.

Z!~c~stg. 1993 comments

SC#6. "...The SleEts Club strongly favors...a Joint contamination cleanup-conJunctlve
use program ... The benefits of integrated...managemant of all local surface and
groundweter..oare becoming increasingly obvious to progressive water managers and the
~eneral public in Southern California. It i$ understandable that EPA cannot take the
lead in plannlns for the use of groundwater stored under ¯ conjunctive use presto.
~ I understand it, one of your main concerns is that you have not ~et receive~ a
firm commitment from either the Metropolitan Water District of Southern Callformla
(MWD) or a local San Oabrlel Basin water agency for a larger treatment program
(29,000gpm am compared to 19,000gpm) in the Baldwin Park area. We would urge that
EPAwork with MWDand local water agencies to address this issue. As yOU hOW, ~h¯
San Oabrlel Basin is an adjudicated basin in which numerous water rights holders
clai~ the exclusive right to manage local resources as they see fit, and it will take
time rework out a solution that is ultimately beneficial to all parties. I believe
EPA would be ramlss in adopting the attitude that it should merely seek the simplest
short-term solutlon mnd then walk away from the situation. Although it may not have
been intended, your ccm-ents at the August 6 hearing gave that impression [comments
by Jeff Eosenbloom]. I therefore urge that you give further consideration to a more
comprehenmlve cleanup-conjunctive use plan for the San Gabriel Basin."

~ZPA ResDons~: Comments noted.
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SC#7. Are "concerned first and foremost that the health of the residents ud workers
of the Basin be protected by insuring that drinking water provided by public and
private retailers to consumers meet all currant and prospective Federal and State
standards. Secondly, we are concerned that the existing groundwater contamination not
be ptrmitted to expand beyond its present bound¯ties, thereby contaminating
addi~ional areas. Thirdly, we want to see that further �ontamination does not occur
through discharge of additional toxlcs into the groundwater, and that those parties
who were respons/bla for past contaminatlon be held liable for th¯~r ¯talons. And we
want to ensure that the abundant groundwater resources of thl8 hsln are effectively
managed so thl8 area can be relatively self-reliant for its water needs rather than
rely on large quantities of costly inportad water from Northern Califo~ula and the
Colorado River.

For these reasons the Sierra Club favors the adoption of the comprehensive plan
prepared by the Federal EnvironmentaIProtection Agency to extract and treat 29,000
gallons per mlnute (gpm) of groundwater from throe subarea8 within the Baldwin
Psrk/Irwlndale/Azusa superfund Contamination sits. EPA has presented scientific data
indicating that this would be the optimum level of treatment to effectuate systemat~
cleanup of existing contamination and prevention of contamination migration to
additional areas."

EPA Response: see response to comment AH#1 and Response B.

SC#8 "...The Metropolitan Water District of Southern California Is prepared to
participate on ¯ 25% coat-sharing basis. (See MWD Board Letter of January 28, 1993)
The participation of MWD is likely to be crucial to the success of this project, both
because of MWD’8 strong financial position and of that agency’s acknowledged
expertise in addressing complex problems of water treatment processes necossar~ to
meet Federal and State drinking water standards.

Addltion[al] funding up to an additional 25% is also available from the US Bureau of
Reclamation pursuant to Section 1614 of the Public Law 102-575 (Reclamation ProjeCts
Aut]~orization and Adjustment Act of 1992) for "the design, planning and construction
of a conjunctive-use facility designed to improve the water quallt¥ in the San
Gabriel groundwater basin and a11ow the ut~llsation of the basin as a water storage
facility." Given the dlfficulty of obtaining local and state funds to clean up
contaminated groundwater in the San Gabriel Basin, it only makeB sense to make use of

this additional Federal funding."

~PA Response: As described in response to comment Tor#1 and in
Response D, the magnitude and use of any funding provided by
Metropolitan Water District or P.L. 102-575 remain uncertain.

SC#9. "It is our understanding that because of linlted support from local water /
pux~eyors and objection from some responsible parties, EPA i8 recommending that
treatment facilities for cleanup of the Baldwin Park/Irwindale/Azusa area be limited
to producing only 19,000 gpm. The Sierra Club believes thl8 level of treatment would
not meet the long-term objective of cleaning up existing contamination, nor would it
be the most cost-effective. Furthermore, it is doubtful that MWD or t]he Bureau of
Reclamation would participate in a smaller-scale project, since the conjunctive use
benefits of storing imported groundwater in the Basin would be significantly reduced.
Without MWD’8 financial and technical support, and without Bureau of Reclamation
fm~dlng, the prospects of effective action in the near term to accomplish both
groundwater contamination remodiation and conjunctive use objectives will be
significantly dlmlnished."

~A Response: EPA’s decision to select a remedy calling for the
extraction of approximately 19,000 gpm is based primarily on technical
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considerations; it is not due to limited support from water purveyors

or Peps. See Response B for an explanation of the size of ]~PA’s
remedy.

EPA~: Comment noted.

VIII. Comments by the Superfund Working Information Group
(SWIG)

SWI(~I. "..a commendable effort has been made by EPA to develop a cleanup project to
addreas the problem of groundwater [in the Baldwin Park area]..., [and that on the
whole], ... EPA’a preaent plans for remedlatlon of the Baldwin Park-Asuxa--Irwindale
con~nmi~uant plume seems to be going in the right direction, toward 8 final solutiom
of ¢leannp and control of the VOC contamination In the Main San Gabriel Baaln."

y~es~=q~P~dl~: Comment noted.

swi(~2, commentor also asks that EPA consider "the practicalities of enlarglng the
au~ut of the project, if feasible."

~su_~: EPA refers to the selected remedy as an interim action,
to reflect the possibility that additional projects may be needed in
the Baldwin Park area. EPA will use information collected after
construction and operation of the selected remedy to help determine the
need to enlarge or in other ways modify the project. EPA’s decision to

select a project extracting and treating approximately 19,000 gpm
rather than a larger project is discussed in Response B.
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...FEDERAL AND STATE LEGISLATIVE REPRESENTATIVES...

IX. Comments by Hilda Sells, Assemblywoman, 57th District,
California Legislature

Sol#l. Co--entor urges EtA "to consider the merits of ¯ conjunctive use program as a
meanl to remedy both VOC and nitrate contamination 0.." Commentor argues that
conJ~mctive use would offer the "potential to cleanup the contamination in the Basin
while at the sane tlmeboth providing an environmentally-sound method for storing
water and offering a financial package which ought to prove beneficial to all
affected petrels."

J~PA ResPonse: See Response D.

X. ,Comments by Esteban Torres, Representative, 34th District, U.S.
Congress

Tar#1. "I am struck by the fact that the alternative EPA prefers (Alte,~ativm One) is
the least environmentally sound alternative of the four .... Alternative One would
pump 19,000 gpm ,.. to be used p_~by the local water purveyors... Alternatives
Three and Four would pump 29,000 gpmoo. The fundamental difference between these two
alternatives [one and four] is that the third and fourth alternatives provide a
conjunctive use element and would potentially remove one-third more contaminants from

the water basin.

on l~e surface, Alternative Four appears to cost the taxpayer significantly more than
Alternative One. Bowever, laEt year Congress authorized funding 25% of the San
Gabriel Basin Project in Section 1614 of the Reclamation Projects Authorization euad
Adjlastment Act of 1992 (Public Law i01-575). And az a result, the Board Qf Direc~re
of "the Metropolitan Water District (MWD) committed significant reEourcez to this
worthwhile pro~ect.

If you review Alternative One, (capital cost: $47 million, to be entirely funded by
localbusinesses which are held responsible for the contamination) and compare it to
Alternative Four (capital coltst $78 million with only $39 million (50%) funded by
local businesses and 501 by section 1614 funds and MWD funds) X trust you will
conclude that Alternative Four is better from every perspective. Alternative Four
will glve us the ©specify to remove more contamlnanta from the groundwater and will
save the local buslneez community $8 million.

Even if EPA were to select a clean-up technology that goes beyond "air stripping" to
somethlng.like the ’liquid granular activated carbon’ process recommended by MWD, the
total cost of Alternative Four would be $100 million, with $50 million coming from
the local bualneaz communitT and $50 million coming from MWD and Section 1614. The
a~|Itional $3 million in local costs is a small price %o pay to achieve a 33 percent
Inoreass in contaminant removal. I suggest that the standard measure .of cost-
effs~ivaness (cost/ton removal) should be thoroughly analyzed in light of the above.

Ad.aitlonally, I want you to know that, at my urging, the California C~ngresslonal
Delegation has been actively pursuing a $5 million P"/ "94 approprlatl.on for the
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imp~Lenentetion of Section. I614 because the conjunctive use project is excellent
public policy. Southern california gets an enhanced supply of water which reduces
pre,=sure on the Colorado River and Northern Caligornia, and, more importantly, the
citisane in the 6an Gabriel Vallly get.a cleaner supply of water.

If %he reason that EPA has recommended Alternative One is based on what has been
called the ’~nstitutional problems’ associated with Conjunctive Use, X strongly
recommend that the Kgency take another look at its rationale. While X realize that
SPA doesn’t went to I~ "water Broker" in Southern California, it can certainly assist
negotiat~ons so that other, and perhaps more appropriate agencies, manage our water
resources. However, l don’% believe that any "institutional p~oblem’ Justi£iea
selecting ¯ clean-up alternative which accomplishes less clean-up at greater coat to
area businesses end residents."

EPA Response: Internal EPA policy required an immediate response to
Congressman Torres. EPA’s response (without the enclosed table),
delivered in a letter dated September 9, 1993, is reprinted here. Also
see Response D.

Honorable Esteban E. Torres
U.S House of Representatives
1740 Longworth House office Building
Washington, D.C. 20515

Dear Mr. Torres:

Thank you for your letter of August i0, 1993 to Wayne Praskins,
one of our Superfund Project Managers, concerning the U.S.
Environmental Protection Agency’s (EPA) Proposed Plan for the Baldwin
P~k Operable Unit of the San Gabriel Valley Superfund Sites. We
appreciate your continued support for efforts to clean up the soil and
groundwater contamination in the San Gabriel Basin and your specific
comments on the Feasibility Study and Proposed Plan. We will, as
always, seriously consider your views in reaching a decision on how to
proceed with the clean up.

As you know, EPAts primary responsibility is to clean up the soil
and groundwater contamination. We share your goal, however, of also
identifying and supporting clean up projects that would improve the use
of California’s limited water resources. We have been working with
staff of the Metropolitan Water District of Southern california
(Metropolitan) and other local water agencies for more than three years
to evaluate and work out potential arrangements for a joint clean-
up/conjunctive use project.

I believe that we are in agreement on most aspects of the cleanup.
In the remainder of this letter, we wish to explain the rationale for
our position and respond to your comments on the involvement of
Metropolitan and the size of the proposed project.
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In the formal Superfund feasibility study prepared for the Baldwin
Park Operable Unit, we evaluate four clean up options (i.e.,
"Alternatives,,). Alternatives One and Two assume distribution of
treated water to local water purveyors; Alternatives Three and Four
"provide a conjunctive use element" (i.e., assume the dlstributionof
treated water to Metropolitan).

EPA’s Proposed Plan incorporates elements of each of these
Alternatives, including the potential forconjunctive use. (Your letter
mistakenly asserts that EPA’s proposal is identical to Alternative
One). EPA’s Proposed Plan recommends that treated water be distributed
to any one or acombination of six water purveyors, including
Metropolitan. (See pages 7 and 11 of Proposed Plan.) Our proposal
does not specify Metropolitan or any other single purveyor as the one
and only recipient of treated water, because of the many unresolved
cost and institutional issues that make it uncertain whether
Metropolitan involvement would in fact reduce costs or speed clean up.
We believe that it would be unwise for EPA to commit to distributing
water only to Metropolitan or any other recipient at this time.

Metropolitan involvement does offer potential advantages to the
Baldwin Park Operable Unit such as their expertise in building and
operating large water supply projects and the benefits associated with
providing consumers throughout Southern California with a new source of
water during peak demand periods.

EPA would in fact wholeheartedly support Metropolitan involvement
if it would decreasethe cost of the project and reduce institutional
barriers. Unfortunately, neither advantage has been demonstrated.
Metropolitan is attempting to better define project costs and resolve
institutional issues, but there remains the risk that Metropolitan
involvement could increase the cost or delay implementation of the
project. The impacts of Metropolitan involvement on project cost and
institutional complexity are discussed further below. Issues
associated with Metropolitan involvement are described in more detail
in the Proposed Plan and Feasibility Study.

Metropolitan Funding Contribution
o

Your letter presumes that one-half of the cost of a project in
which Metropolitan is involved would be funded in part by Metropolitan
and in part by a Federal appropriation authorized by Public Law 102-
575. You use this assumption to conclude that a project in which
Metropolitan is involved would be less expensive than one in which they
are not involved. Our understanding differs. Metropolitan staff have
stated their intent only to fund "enhancement costs." E~lancement
costs are costs in excess of the costs of clean up due solely to
Metropolitan’s water supply requirements (e.g., additional pipelines or
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pumping stations needed to deliver water to Metropolitan’s existing
facilities, additional treatment costs resulting from imposition of
treatment requirements exceeding Federal and State standards).
Metropolitan has committed significant resources to studying the
feaLsibility of a conjunctive use project, and to Securing outside
sources of funding to pay for construction of a project, but to date,
Metropolitan has not provided any commitment to fund clean up costs.

In addition~ our understanding is that any funding from P.L. 102-
575 would reduce Metropolltan’s contribution and not offset either EPA
or Potentially Responsible Party (PRP) funding. Our conclusion is that
thecosts borne by EPA or the local business community would not change
whether or not Metropolitan is involved. Please let us know if our
understanding is incorrect.

Instltutlonal ComDlexit7 ASSocla~ed wlthMetropoAitan~nvolyem~nt

As described in more detail in the Feasibility Study, there are
other potential complications associated with supplying water to
M~:ropolitan that could delay clean up. They include the need for an
ag~eement to store and export water in and from the Basin, Metropolitan
compliance with the California Environmental Quality Act, and
Metropolitan concerns about liability resulting from involvement at a
Federal Superfund Site. Perhaps the most significant complication is
that Metropolitan can benefit from receiving treated water only during
the spring and summer peak demand months (probably May to September,
but the actual timing would vary year to year). If treated water is
supplied to Metropolitan for use only duringpeak periods, it would be
necessary to develop arrangements to supply treated water to one or
more secondary recipients during fall and winter offpeak months. EPA

and Metropolitan are investigating the feasibility of such
arrangements, but they remain uncertain.

Pro5 ec~ Si~e

In your letter, you recommend that EPA select the larger project
evaluated in Alternatives Three and Four, rather than the project
ew~luated in Alternative One. Alternatives Three and Four evaluate a
project involving the extraction and treatment of contaminated
groundwater from three areas (the upper, middle, and lower areas);
Alternative One evaluates a project involving the extraction and
treatment of contaminated groundwater from two areas {the upper and
lower areas).    Alternatives Two and Three would result in extraction
of approximately 29,000 gallons per minute (gpm); Alternative One would
result in extraction of approximately 19,000 gpm.

Our decision to propose a 19,000 gpm project, rather than a 29,000
gpm project, is due primarily to uncertainty about the benefits of
extracting in a third area (the "middle area"). Additional extraction
in the middle area would more rapidly reduce contaminant concentrations
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in portions of the San Gabriel Basin aquifer, but by an unkx,own amount.
Our ability to quantify the benefits of additional pumping is limited
by uncertainty in the precise extent of contamination, in the relative
masses of contamination in differentportions of the aquifer, and in
the presence of preferential flow pathways and other local-scale
aquifer phenomena that will affect the time required for clean up. Our
decision to propose extraction in two rather than three areas reflects
these physical uncertainties, the cost of the proposed clean up, and
the fact that EPA’s proposal is an interim action which may be
supplemented in the future. A secondary reason for proposing 19,000
gpm rather than 29,000 gpm is the added complexity of distributing an
additional i0,000 gpm of treated water.

We are still evaluating other comments on our proposal. Some
com/~ents call for the 29,000 gpm project, others call for a smaller
project of approximately 8,500 gpm. We should note that conjunctive
use remains an option in either a 19,000 gpm or 29,000 gpm project.

We thank you again for your continued support for the clean up of
the San Gabriel Basin. I hope that this letter addresses t~e concerns
expressed in your letter and better explains the rationale behind our
proposal.

Enclosed is a table summarizing comments submitted to EPA on the
Baldwin Park Operable Unit FeasibilltyStudy and Proposed Plan, as you
requested in your letter of August 16, 1993. If I can be of further

assistance, please call me or my Congressional Liaison Officer, Sunny
Nelson, at (415) 744-1562.

Sincerely,

[original signed by]

John C. Wise
Acting Regional Administrator
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...THE CALIFORNIA DEPARTMENT OF TOXIC SUBSTANCES
CONTROL ...

XI. Comments by The California Department of Toxic Substances
Control (DTS)

DTS#1. "We concur with the United States Environmental ProtectionAgencF,s (US EPA)
selected remedF...-

EPA Response: Comment noted.

DTSI#2. DTSC does not believe that ZPA’a proposed remedy will be ~nplemented in ¯
ttl~el¥ manner using the EPA’a "enforcement firat" approach. Foresees operation of
EPA’a selected remedy no earlier than 1997 and notes that b¥ this time the
contamination in the lower zone could move almost three quarters of ¯ mile
do~mgradlent. Recommends that EPA initiate investigations needed for remedial design
in4[ependent of and concurrent with negotiations to speed project implementation.
Klso recommende that EPA expand/augment the current Big Dalton Wellhead Treatment
Plant project to include the investigations, wells, and treatment facilities needed
for containment of the southern end of the zone of contamination.

EPA Response: Comments noted. EPA intends to initiate negotiations ns
planned in 1994 and will consider steps to begin investigation work
needed for remedial design early in the negotiation process.

DTS#3. Asks that "flexibility [be] written into the Record of Decision (ROD) to allow
alternative 3 or 4 (or e variation of these conjunctive use alternatives) to he
impl~en£ed if the institutional arrangements can be completed so am not to delaI
project implementation."

EPA ReSDgn@@: EPA’s Record of Decision includes flexibility to supply
treated water to purveyors for local use or export, or for recharge.

DTS#4 (submitted as comment la). In this comment and the two subsequent comments,
DTSC states its belief that "the objectives stated in appendix E for the groundwater
monitoring program do not adequately describe all the information needed for the
de.ign, for monitoring of the effectiveness of the alternatives, or for determining
if aquifer restoration im feasible."

DTSC a~tem the groundwater monitorlngprogram ahould "provide accurate
determinations of ground water flow directions and seasonal variation of the flow
direction. This will include 1} characterization of both horizonal and vertical
gradients within the OU area, 2) the extent of the capture zone around each
extraction well, 3) the effect of recharge in the nearby spreading grounds, and 4)
the effect of ground water production on the periphery of the operablG~ unit
boundaries. Our concern is that the proposed monitoring system will not provide
accurate ground water level information due to the predominant use of production
wells with multiple acreened intervals. Water levels from these wells can be blaaed
by vertical gradients. The proposed monitoring system should be establlshed by first
evaluating the ex£stlng wells for their sultebility baaed on screened interval and
presence of vertical gradients. We believe a much larger number of piexometer
clusters will be needed to accurately depict the ground water flow di~cections than
cnrrentl~ indicated in appendix Z."
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EPA ResD~nse: We agree that water level data should be collected to
allc~ for accurate determinations of horizontal and vertical gradients

in the vicinity of the remedial action. We agree that the data should
depict significant temporal variation in gradients and reflectany

effects of nearby recharge or pumping.

We recognize the limitation of production wells noted in your comment:

that water levels measured in production wells reflect average
pressures across the screened interval. Because relatively little
information in available todetermine vertical gradients, we intendto
first sample existing wells and install and sample fifteen new
monitoring well clusters (we have increased the recommended number of
wells - see response to Aj#58), which will provide information on the
magnitude of any vertical gradients. If significant vertical gradients
are detected in the new wells, complicating the interpretation of water
level data collected from production wells, we agree that additional
monitoring wells or piezometers may be needed to replace existing
wells.

DTG#5 (=ubmitted am ~omment lb). "Provide additional data on the properties of the
a~ifer In the oper~le unit area. These data include depth of alluw~mm, lithologic
characterlsmtion, organic material content of the alluvium, and the hydraulic
conductlwlty and mtoratlvlty data obtained from pumping tests with observation wells
or slug tests."            <.

~s~: We agree that the monitoring program may include
measurements of hydraulic conductivity and other aquifer properties.
needed to more accurately simulate groundwater flow in the Baldwin Park
area. Additional flow modeling may be completed to refine extraction
rates ~nd locations, and to evaluate the performance of the remedy
after installation. We are uncertain, however, of the intended use of
data on sell organic content or other properties that ar~ typically
used to simulate contaminant transport, rather than groundwater flow.
%7e remain open to collecting additional data, however, if their use is
¢:inrified.

I~S#6 (submitted as comment Ic). "Provide additional data on the attenuation
|aechanlsms which are affecting the rate of contaminant movement. This would include
charaeterizatlon of l) the effect of sorptlon and dilution through the USe of tracer
studies with compounds which are not biodegradable, and have similar sorptiwe
prope~les ms the volatile organic compounds, 2) the natural microbial population, in
the aquifer, and 3) the stoiahlometry of electron donors and accepters."

~: As in the previous comment, we are uncertain of the
intended use of data that are typically used to simulate contaminant
transport, rather than groundwater flow. We remain open to collecting
additional data, however, if their use is clarified.

DTS#7 (s~mltted as comment 2). "The proposed plan mentions the exlztlng wellhead
treatment plants (WTPs) being operated by the Valley County Water District and t heLm
Puente Valley County Water District. It does not however state that they will be
considere~ am part of the remedy. These existing treatment plants could form an
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£n%egral part %he remedy and nay provide considerable savings since there is no need
for connecting piping to distribute treated water to the purTeyors. At a minimum, the
decision on whet~her to incorporate these treatment plants in the remedy ehould be
based on an evaluation conducted during the remedial design ]phase."

EPA ResDons~: We agree with the comment. The contribution of existing

projects in the Baldwin Park area to EPA’s remedial objectives will be
determined during remedial design.

DT8#8 (submitted as cousant 3). "The F$ recommends extraction of gz’~,,-d water in the
upl~r 400-500 feet of the aquifer. Figure 3-9 indicates that high concentrations of
VOC’s are present between 400-600 feet deep in the aquifer. Extraction should be
conducted ~n ~he upper 600 feet in the aquifer. Zxtraotion over a greater depth
interval will require Increases extraction rates to achieve the same c~ture xonee.-

~PA.Respo~s~: We agree that high levels of contamination ~ay be
present across the upper 600 feet of the aquifer in portions of the OU
area. Extraction wells will need to capture water from across the
entire extent of hlgh-level contamination, and the FS should have
stated that extraction would be necessary from the upper 400 to 600
feet of the aquifer. The preliminary extraction well configurations
included in the FS extend approximately 400 to 550 feet into the
aquifer, and their influence likely extends beyond the base of the
well. However, as stated in the Proposed Plan, actual extraction rates
will be determined during remedial design. At that time, additional

data will be available on the depth of contamination and the actual
e)Ccraction wells will be designed accordingly.

DTS#9 (submitted as comment 4). "On table 5.5t Cancer Slope Factors listed for
benzene, carbon tetrachlor£de, chloroform, methylene chloride, and
tetrachloroethylene are less than the cancer slope factorm listed by the California
Environmental Protection Agency (Cal/EP&). The Cal EPA slope factors ere ~s
and should be used in the toxicity assessment. Regarding cross-route extrapolation,
iJ~ onlT an oral RfD has been determined for a chemical, ae a default, the oral RfD
should also be used for calculating risks vie the inhalation and dermal routes of
exposure, m

~PA Response: We have recalculated excess cancer risk using Cal EPA
slope factors. As presented in Table RS-2 included in this
R~sponsiveness Summary, the risk estimatedoes not change
significantly.
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...WATER PURVEYORS, WATER DISTRICTS, AND THE
WA TER3/IA S TER. . .

XII. Comments by the Main San Gabriel Basin Watermaster (WM)

WM#10° The Main San OLbrlol Basin Watermaster (Watermaeter) state8 that "In general,
we concur with the concept described in the Propoaed Plan including t~e use o£
existing wells for extraction and treatment, and the use of treated water to supply
d~Inking water to the Basin residents [rather than recharge] ." Watermaster offers to
work with EP~ to locate extraction and monitoring wells, and to asks arrang~aenta for
distrlbutlon of treated water. Watsrmaste= also notes that a portion of the
Wats:~aster ~chnicaX Plan for Basin G~ound-Water Cleanup closely ras~Lbles KPA’a
PrOl~)S@d Plan.

EPA~: Comments noted.

XIH. Comments by Metropolitan Water District of Southern
California (MWD)

KWD#1. "Metropolitan supports your effOrtS to address contamination in that area’s
vital groundwater supply, However, tho Proposed Plan fails to ~ecognize the
importance of preceding the Main San Gabriel Basin (Basin) as a natu~:al public
resource..., [and] fails to include cleanup efforts or a conjunctive use element that
could oI~t:,:Lm,:Lte the Basin’ S 8to=age potential. Metropolitan, in short, is
dimappoi~ted ~hat ~our prefaced remedial alternative is local pump-and-treat
fa,=~litie8 wi~h ~hu single objective of cost=oiling migration.~

~?A ResDons~: EPA believes that its remedy does reflect the importance
of the San Gabriel Basin as a resource for present and future residents
and businesses in the Valley. See Response B for supplemental
information on the rationale for the scope and size of EPA’s remedy.

We believe that the characterization of EPA’s proposed remedy as
"local" and "single-objective" is misleading. We presume that the word
"local" refers to the disposition of treated water from the remedy.
EPA’s proposal, and the Record of Decision, both allow treated water to

be distributed locally or to be exported from the Basin by
Metropolitan. EPA’s actions in no way preclude or favor either option.

The comment appears to express disappointment that EPA is not
prescriptive in requiring treated water to be exported by Metropolitan.

See Response D for a discussion of reasons that EPA ha~ not specified

Metropolitan as the recipient of the treated water.
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We also wish to emphasize that the objectives of EPA’s remedy are to
limit migration and to remove contaminant mass from the aquifer (see
page 1-6).

~WD~2. Metropolltan’a lists the benefits of a conjunctive use proJactt

a) provide clean imported water %o the 5asin;
h) rellablF treat contaminnted g~undwater to drinking water standards that are
stricter than the state and Fedarai requirements;
c) iIprove water =uppl7 reliability for the region;
d) assure beneficial usa of the treated groun4water year round, ewen when local
puz~e~ora era not able to use the water.

EPIC: We note that benefits b) and d) are speculative.
Met’ropolitan has stated that if it participates in the remedy it may
wish to reduce contaminant concentration to below Federal or State
standards, but has not committed to this action (item b). Nor has
Metropolitan explained in detail the conditions that would need to be
me~h, particularly the costs, to assure beneficial use of the water
year-round (item d).

~’A ~espoDse: As described in the FS (page 11-2), EPA initially
studied but screened out larger projects. Projects larger than
proposed by EPA would increase, but not "optimize," the amount of

contamination removed.

M~)~4. Argues that EPA’m proposal will not satisfy ZPA’s remedial ob~ectlves hT
f|Liling to reduce VOC concentrations in the lower area "to the maxlm~a extent
possible" or prevent future increames. Notes that "VOCs will continua to migrate
f]~m the middle area into the lower area, thus increasing the concentrations in the
lower area" and that projects larger than proposed by SPA are feasible.

EPA Response: Commentor is correct that EPA’s proposal w:[ll not
completely stop contaminant migration throughout the area of
contamination. No realistic proposal, whether it included pumping in
two, three, or more subareas, can stop all migration. We agree that

projects larger than proposed by EPA are feasible, but do not warrant
selection at this time. See Response B for additional discussion of

~e benefits and limitations of EPK’s remedy.

MWD#5. Zxpresses concern that air stripping will not reliably remove 1,2-
dichloroethane (1,2 DCA) from groundwater. Notes that staff at the California

1~psrtment of Health Services, Office of Drlnk~ng Water (DHE-GDW) have indicated that
m liquid phase granular activated carbon treatment process may be required if the
influent water i, eK~ctad to contain organic coRpounds with low Henry’s constants,
such as 1,2 DCA.

EPA Respo~s@: EPA agrees that air stripping may not be the preferred
technology for all or part of the remedy, particularly if individual
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"wellhead" treatment facilities are installed at locations where
contaminants that are resistant to air stripping are present at
relatively high concentrations. Final decisions on treatme~5
technolcgy will be made during remedial design, in cooperation with the
Department of Health Services. The suitability of air stripping
depends on future contaminant concentrations, treatment configuration
(i.e., whether groundwater from multiple extraction locations is
blended at centralized treatment facilities), siting limitations, and
other factors.

MWD#6. Metropollt~nexpresses dissatisfaction that the Proposed Plan "does not
address the issue of nitrate concentration, which over the l~fe of the project will
excae~ maximum contamlnant levels and require treatment."

~PA ResPonse: EPA anticipates that nitrate levels at one or more
extraction locations may exceed the Maximum Contaminant Level during
the life of the project. The need for treatment, and its timing if
needed is, however, difficult to predict. It depends on future
contaminant concentrations at extraction locations, the extent to which
groundwater from multiple extraction locations is blended ~t
centralized treatment facilities, the use of the treated water, and,
for some uses, the ability to blend high-nitrate water with low-nitrate
water to meet the nitrate standard.

MW’D#7. Dellewem that "assumptions used in selecting the treatment processes and
extraction rates...have led to low capital and operation and nslntenance cost
estlmates..[and that] this could lead to insufficient land acquisition and
inefficient use of public funds therefore jeopardizing the ultimate success of the
project. Mat~politan believes that liquid granular activated carbon And ion
exchange, ow an alternative stratew for nitrate controls should be ~acluded in the
most eetialatos."

EPA Response: Commentor does not explain how assumptions used in
selecting the extraction rates may have led to low cost estimates.
Commentor expresses the concern that the remedy may require additional
treatment beyond that assumed in the FS, but as noted in the FS and in
the previous two responses, the need for supplemental VOC or nitrate
treatment is difficult to predict. EPA therefore chose not to include
the costs of supplemental treatment in its costs estimates. We note
that EPA’s cost estimates include an added 35% for "scope" and "bid"
contingencies - i.e., to account for the risk of higher than expected
labor or material costs and other factors that may increase costs.
Furthermore, EPA’s goal in estimating costs in a Superfund feasibility
study is that the true cost be no more than 50% higher or 30% lower
t~an EPA’s estimate. We believe that our estimates meet this goal.

~,~#8. Notes that "MetropolltRn’s Board has supported, ~n conceDt,.]provldlng 25
pez~gnt cost sharing for a conJunctlve use cleanup project %o cover the water supply
benefits resulting from the more stringent drinking water objectives and increased
surface pumping costs required to conve~ treated water to Metropolltan’s dlstrlbution
system. Xn addition, Metropolitan has luccessfullyworked with member agencies,
Congressmen EstebanTorree, and others to secure 25 percent faders|, cost sharing from
the Bureau of Reclamation for the conjunctive use project. Claims that EPA has
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Jeopardized Motropolit&n’s lnvolv~aent and the potential for other federal funding
for aL con~unctlve use pro~ect."

EPA Response: As the comment notes, any funding contributed by
Metropolitan would be earmarked first for "enhancement costs" resulting
from more stringent or more expensive requirements resulting from
Metropolitan involvement. The magnitude of any Metropolitan financial
contribution in excess of these enhancement costs (i.e,, funding that
would reduce EPA or PRP costs) remains uncertain. Also see response
to Tor#1 and Response D.

MWD#9. "Metropolltan requires a commitment from EPA to undertake a coo1~DratiTe
�onJlunctiTe use project of approximatolT 25-30 --gd capacity."

~PA ResDons@: EPA is committed to a project of approximately 27 MGD.
As noted in the Proposed Plan and in response to comment M~D#1,
however, EPA does not believe it is prudent at this time to commit to
supply all or part of the treated water to Metropolitan.

O

XIV. Comments by Southern California Water Company (SoC)

SoC#1. "Southern California Water Company is concerned about being charged,
in~firectlT, for a project that Ra~ be short-l~ve~."

Y~ R~sD0ns@: See response to comment SOC#4 below.

SoC#2. Has a mource of funding, other %han~ater revenue~, been secured?

~]?A Response: As stated in the Proposed Plan, EPA intends to negotiate
with San Gabriel Valley property owners and businesses responsible for
the contamination to secure funding for the construction and operation
of the selected project. The only water revenues that are expected to
be used to fund the project are payments by water companies that agree
to accept and distribute treated water. The payments would offset any
water company savings resulting from not using other sources of water.

BoC#3. "Is there any guarantee that the "plume" of contamination will still be in the
same location at the time the proposed water treatment facility is placed into
l~ervice?"

2~PAResponse: There is no absolute guarantee that contaminant
concentrations will not change at any given location with time. The
likelihood of changes is perhaps highest along the periphery of the
plume or plumes of contamination (e.g., at the Covina Irrigating
Company wells). EPA has, however, proposed eKtraction ~t or near
locations that have shown high, sustained levels of contamination, in
most cases for over a decade. Investigation work has also confirmed
the presence of significant continuing subsurface sources of
contamination that will continue to contribute to the need for
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groundwater treatment for years to come. EPA believes that ~ere is
little likelihood that contaminant concentrations will rapidly decrease
at these locations.

~C#4. "Zf the financial "llfe" of the proposed px~ect £s 30 %0 40 years, who
tonal-usa to pay for a pro~ect which may no longer be needed, i.e. if the
contamlnate4 "plume" moves beyond the proposed groundwater eKtr&ctlon facilities?-

EPA Response: No one will pay; the project will be shut dow~l after it
is no longer needed. We believe it is highly unlikely that the plume
or plumes will move beyond the proposed extraction facilities in the
near future. See response to SOC#3.

~e#5. "Is EPA aware that app~xlmately 60% of the entire population of the san
Gabriel Valley is served by Private water utilities, many of whlch are regulated by
the �~llfornla Public Utilities Commission (CPUC)?"

EPA Response: EPA is aware that some companies affected by
contamination in the Baldwin Park area are private, investor-owned
utilities. EPA staff have consulted regularly with these companies
about its clean up plans.

5oC#6. "Will EPA agree to seek CPUC "approval" of the propose~ project, Prior to
aw&xdlng any const~uctlon contracts?"

EPAResponse:    EPA will not seek CPUC approval of its proposed
project. EPA will, however, work with the CPUC to facilitate water
~tility participation if private water utilities need to consult with
or obtain approval from the CPUC before accepting treated water from
EPA’s selected remedy.

see#7. "Has EPA given serious consideration to the water utilitlea" response to
groundwater contamination cleanup, i.eo indlvidual well-head treatment units,
designed to be mowed to an alternate mite, as the need arises?"

EPA Response:    Yes, EPA has considered plans by water utilities in
formulating its proposal. EPA is aware of treatment facilities in
operation or planned for Valley County Water District’s 2~rrow/Lante,
M~in, and Big Dalton wells, La Puente Valley County Water Districts
wells, and San Gabriel Valley Water Company’s B6 wells. Continued
operation of some of these facilities may offset a portion of the
extraction and treatment called for in EPA’s proposal, but EPA does not
believe that extraction at these facilities is sufficient to meet its
remedial objectives.

SOC#5. "How will EPA pump from basin and keep basin operated/manage~ properly?"

EPA Response:    EPA does not plan to increase its involvement in the
operation or management of the basin beyond the efforts needed to
implement its selected remedy. We expect all increases or decreases in
the extraction, transport, or recharge of the basin’s water resources
to be consistent with the Alhambra Judgment.
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8oC#9. "How well this affect operation of nearby wells of other producers?-

EPA ResDo~: EPA or Peps may attempt to reach agreements with water
purveyors Ear use of inactive wells or the continued operation of
active wells whose operation contributes to EPA’s remedial objectives.
Ext~caction at new wells may also cause limited drawdown at existing
wells, but there are few active water supply wells in the vicinity of
likely extraction locations and the magnitude of any effects are
expected to be small.

soc~10. -Is plant capable of handling proposed Arsenic regulations? Is coat esti.m~te
reasson~ble, addressing increases in operation due to regulations?"

EPA Response: EPA does not anticipate treating groundwater for arsenic,
unless doing so allowed the water to be distributed more cheaply than
would otherwise be possible. If water is supplied to purveyors, water
producers will be expected to pay for any treatment that would be
required in the absence of the VOC contamination.

EoC#1l. "Please let me know what EPA’s timetable is..."

EPA Response: EPA expects to begin formal negotiations with PEPS for
design, construction, and operation of its selected remedy in Spring
1994.

XV. Comments by Three Valleys Municipal Water District (TV)

TV#1. Co--enter "support[s] the EPA’s efforts to address contamination in thl$ key
wa~er supply source."

E~ ~esDOnSe: Comment noted.

T~#2. Commantor belleve$ that EPA’a "iIplled position" i. that institutional i.sues
s~sociated with distributing water to local purveyorz or exporting water from the San
Gabriel Basin are insurmountable. Commantor disagrees with thlsposJ~ion,
eephaslzlng that Metropolitan Water ~Istrlct and other agencies have begun
discussions to resolve Yarious institutional Isauel. Commentor race,sends "that the
report should weigh scientific evidence more heawil~ than institutional issues in
arriving at its preference for action."

~P~ Response: Commentor incorrectly infers EPA’s position. EPA does
not believe that institutional issues associated with distributing
water are insurmountable, but does believe that institutional issues
should be considered in selecting the remedy. During the last several
years, EPA has led e~£orts to identify and resolve institutional issues
associated with distributing large amounts of treated water in the
Azusa/Irwindale/Baldwin Park area. EPA has worked with Metropolitan
Water District, Watermaster, staff of your Water District, other loc~l
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agencies, and individual water companies to identify potential amounts
and delivery locations for treated water. Section 9 and Appendix D
describe the results of EPA’s discussions and evaluations.

¯ V#3. Coma, or notes that ~P& refers to the 29,000 gpm option as "opt~-=l" end
believes that EPA has not adequate1T evaluated the p~oposed 19,000-gila option.
Commantor asker "... is there an~ difference in benefit between either of £he
29,000-g]~ options and the 19,000-91~ option?"

EPA~9/I~fi: See response to AH#1 and Response D.

¯ V#4. Commeutorl~lieves that if SPA could be~re optb/stic about ,her.solution of
instltutlonal ~SSUeS, ~nd would propose extraction end treatment of 29e000 9]~I
(rather than 19,000 ~m), it "would h&vsboostedthe probability Of resolving the
institutional issues, instead of ~uderminiug the efforts elzeady undenray by MWDand
others." FlnellT, commentor urges SPA and other &gencies to proceadwithout delay to
4~p],.ent the most expeditious and technically sound remedial alternative.

EP~_~L~I~: EPA does not believe that it has "undermined" efforts by
Metropolitan or others. EPA believes that its responsibility is to
identify both advantages and disadvantages of working with Metropolitan
and other project alternatives, and to work to identify and implement
the most effective, most easily implemented, most widely supported, and
least cost alternative.
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XVI. Comments by Advanced Environmental Controls
Consulting and Engineering Services

AEC#1. Commentor believes thatx "Overall, the EPA’s approach is ¯ reasonable
one [although] more clarification is necessary on the liability and financial
issues.~

EPA ResPonse: Comment noted.

SPA Response: EPA is evaluating information on chemical usage
and handling, type of industrial operation, length of occupancy,
and presence of soil, soil gas, and groundwater contamination to
identify contributors to the groundwater contamination. EPA will
attempt to reach an agreement with contributors to the
groundwater contamination to finance the cleanup.

AEC#3. "Since thousands of businesses are thought to have used chellcals that
could have caused the groundwater contamination, who is relponslble and to
what de~ree is the company finan=ially responsible?"

~PA Response: Hundreds or thousands of businesses may have used
the chemicals found in the groundwater, but only a fr~ction of
these businesses appear to be significant contributors to the
groundwater contamination. EPA expects to identify these
companies in spring 1994. Also see response to AEC#2 and AEC#4.

AEC#4° "Will facilities with deminimus concentrations of VOCK, 1,1,1-.
trichloroethane, methylene chloride, and total petroleum hydrocarbon in oneite
soil samples be expected to contribute to the cleanup? Where will thq~ EPA draw
%:he line for whether or not a facility is financially responsible? Is there
a~ny way to have a facility removed from the PRP list based on Contamination
Soll Reports?"

Ep~ RespQn~e: EPA has not completed its evaluation of
Potentially Responsible Parties; EPA expects to complete its
evaluation in early1994. The evaluation will include a review
of facilities eligible for de minimis settlements. We anticipate

that some facilities initially identified as possible
contributors through General Notice of Liability letters may be
eligible for de minimis settlements.

AEC#5. "Will the SPA conelder Phase I and Phase II Environmental Slte
As&es~ments to evaluate the potential of site conta~Inatlon due to’on-site and
neighboring sources from either past or present land use activities? Since
soil contamination was first discovered in the Basin in 1979, historical
information is important to determine the extent of the liability and who is
responsible forths contamination."

172

Appendix B, page 202



Baldwin Pa~k ROD

EPA Res~oDse: EPA will considercurrent and historical
information in its efforts to identify contributors to the
groundwater contamination.

AEC#6., "What percentage of %he cleanup wall consumers have %0 �ontribute? Will
it be $20 per year per household maximu~ raised from the San Gabriel Basin
Water Quality Authority?"

P~A_~e~/I~: EPA does not plan to ask consumers to directly pay
for any portion of the cleanup.

~EC#7. "What per~Qntage of the $7.5 billion auperfund will be allocated ¯s ¯
loan grantor for quallfied bualneamem?"

BPA ResDonse: Section 111 of CERCLA authorizes use oE the
Superfund trust fund for payment of selected governmental
response costs and for other purposes. Section IIi does not
aut/~orize use of the trust fund for your proposed purpose.

AEC#8o "In aome areas within the basin, the water table ia at ¯ depth of 20 to
30 feat. Several companies will have soll contamination due %0 the
contaminatlon travelling onslte from nearby facilities. How is the EPA going
to ¯ddrosa this issue?’.

EPA Response: EPA considers all information relevant to the
identification of sources of contamination, including any
information that suggests that contamination detected at ouc
beneath a facility originates from adjacent facilities or
properties. Relevant information includes present and past
chemical usage and handling at the facility of interest and at
neighboring facilities, and contaminant concentration gradients
observed in soil gas, soil, and groundwater (i.e., spatial and
temporal patterns of contamination).

Depth to groundwater in the Azusa/Irwindale/Baldwin Park area is
typically one hundred to three hundred feet.

AEC#9. "IS the EPA planning on implementing soll standards and threshold
waLlues for companies to dotermine the degree of contamination?"

~PA Response: EPA is carrying out literature reviews,
evaluations of methodologies used at other Superfund sites,
computer modeling, and other activities to help refine soil
contamination "action levels" and cleanup goals. These
activities are separate from the Baldwin Park Operable Unit and
will not be included in the Baldwin Park Operable Unit Record of
Dec is ion.

AEC#10. "Since banks and lending companies wi$1 not issue loan¯ for cleaning
up contaminated waste, how are the PRPs auppose to pay for the cleanup? Either
~aaw ragul&tlons or reorganization of the financing structure must be
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~pl4smented%oiusure proper cleauup, protect human health, and ccntainthe
contamination from spreading out of thl iite area."

EPA ResPonse: EPA will use authority provided by CERCLA to
evaluate the ability of responsible parties to pay for cleanup,
as well as consider other financing mechanisms allowed by law.

AZ~Fll. "After reviewing the Daldwin Park Operable Unit Feasibility Study
Report, the actual coats could easily e~ceed the proJscted budget coat of ~47
mil~Lion to buil~ the treatment facilit~eB and $4millionmalntemanceand
operating costs, What cost containment strategies w~ll be used to assure that
the coats remalnat or below these projected levels?"

~: EPA’s goal in a feasibility study is for the true
cost to be no more than 50% greater or 30% less than the
estimated cost. We note that EPA’s cost estimate of $47 million
in capital costs already includes an added 35% to account for
unforeseen factors that may increase costs. If EPA funds the
project, EPA will use sound engineering and construction
principles to ensure that the remedy is properly designed and
built at reasonable cost.

X.VII. Comments by Aerojet Gencorp

Aerojet Gencorp (Aerojet) submitted three sets of comments
jointly with Azusa Land Reclamation (ALR) during the public
comment period:

o "Review Comments, Baldwin Park Operable Unit Feasibility
Study Report, April 2, 1993"
o "Review Comments, Proposed Plan, May 1993, Baldwin Park
Operable Unit"
o "Proposal for Technical Modifications Optimization of U.S.
EPA Region IX Subarea 1 Proposed Project, Baldwin Park
Operable Unit," August 12, 1993

Aerojet also submitted:

o an 18 page letter with -general comments on and legal
analysis of the Baldwin Park OU FS and Proposed Plan," dated
August 10, 1993, and
o two videotapes titled "Aerojet Submission of Nicholas
Pogencheff Testimony, August 4, 1993 [Edited]."

Finally, Aerojet/ALR jointly submitted an addendum to their
,Proposal for Technical Modifications optimization of U.S. EPA
Region IX Subarea I Proposed Project, Baldwin Park Operable Unit"
dated November 29, 1993. The oil and Solvent Process Company
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(OSCO) also joined in these comments, which were submitted after
the close of the formal public comment period.

Many of these sets of comments are internally redundant and
duplicate each other; in some cases the same comment is presented
10 to 15 times. We present detailed responses to the most
detailed set of Aerojet/ALR comments, which are the "Review
Comments, Baldwin Park Operable Unit Feasibility Study Report,
April 2, 1993," followed by briefer responses to the other sets
of comments.

XVII.1. Response to "Review Comments, Baldwin Park Operable Unit
Feasibility Study Report, April 2, 1993"

General Comments (pp. 1-7)

AJ#Z. AeroJet erltlci.es E?A’e Propoued Plan as based on ¯ "preponderance of
assumptions and almplifiestions"; as not technically defensible or effective;
not suplmort~ by adequate water qualitF or hydrogeologlcal data; am
nnjuetified without a higher level of detailed technical analysis; am ~asod on
inadequate modeling; promising exaggerated or unsubstantiated benefits;; as
inconsietent with a¢eeptabl, engineering pra=tieem and principles; aS
inconlistent with the National Contingency Plan; and as schedule- rather than
expoeurm-drlven. Aerojet asserts that there ie a substantial risk that
implementation of the remedy will damage the groundwater reaour=e and increase
the time and cost required for remediation. Finally, Aero~t �on=ludea that
thQ remedy mhould bQ limited to we21head treatment at existing production
wells, and the removal of chemlcala from groundwater at identified "hot ,pot"
¯ r~a.

EPA ResDonBe: we do not believe that any of these complaints,
criticisms, or assertions warrant a change in the proposed
remedy. We summarize our response to these general commer~s
here. More detailed responses follow to more than 250 specific
comments that repeat the same complaints, criticisms, and
assertions.

- Adequate hydrogeologic and contaminant data ~ currently
available to select an appropriate response action. See
Response F.

- Assertions that EPA’s proposal does not address a portion
of the aquifer exhibiting the highest concentrations; of
chemicals in groundwater are incorrect (the Wynn Oil well).
EPA’s proposed extraction and treatment in the upp@r area
will address contamination detected at the Wynn oil
monitoring well in a cost-effective manner. See Response B.

- Speculation that the plumes in Subarea 3 have stabilized
or reached equilibrium, and arguments that additional study
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is needed to justify remedial action in Subarea 3, are based
on misinterpretations of data (e.g., mistakenly alleging

oscillation and retraction of the plumes) and failure to
consider site-specific evidence warranting action (e.g.,
increasing trends in contaminant concentrations). See
Response A for a detailed explanation of the need for action
in Subarea 3.

-- Assertions that EPA’s modeling efforts did not or cannot
account for effects of pumping, recharge, or other local-
scale details are incorrect. Computer simulations completed
by EPA account for recharge and pumping in the Baldwin Park
area, including at the Santa Fe Spreading Grounds and the
Arrow/Lante well cluster/wellhead treatment facility. The
statement by EPA that its CFEST model "cannot discern local-
scale effects" refers to the limitation of the model to
predict the exact location of a cone of depression of a
pumping well or the impact of other perturbations on local
water levels. This limitation results in part because the
"nodes" in EPA’s model do not always coincide with actual
pumping locations. This limitation does not, however~
affect the accuracy of predictions of the regional impact of
existing or new extraction or recharge locations (e.g., the
results presented in Figures 7-4 to 7-8) or significantly
affect EPA’s recommended extraction rates or locations. See
response to comments Aj#143, Aj#144, and Response C.

- Assertions that EPA did not examine the potential remedial
effects of recharge, and did not consider the effect~ of
existing wells/wellhead treatment, arelncorrect. See
responses to comments Aj#145 and Aj#179.

-The assertion that EPA’s proposed remedy will damage the
groundwater resource is unfounded. AerojetJALR correctly
point out that EPA’s proposed remedy will allow more highly
contaminated groundwater located north of the 210 freeway to
spread into less contaminated areas, but fail to ex%Jlain
that the movement of more highly contaminated groundwater
into less contaminated areas on its way to being drawn into
extraction wells is a common limitation of groundwater
cleanups, particularly when the area of contamination is
large as in the Baldwin Park area. See Response B for
additional details.

- Ignoring more than ten years of investigation efforts that
began in earnest with EPA’s SupplementalSampling Program in
1985, Aerojet claims that EPA is moving too quickly to
implement a remedy in the Baldwin Park area. Aerojet
asserts that EPA’s actions are schedule-driven rather than
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exposure-driven. More often, EPA has been criticized for
moving too slowly, for studying rather than cleaning up the
contamination.

Appendix (pp._l-32)

AJ#2, "figure 1-2 presentl ¯ misleading representation of the extent of
groundwater contamination bx VOCI. Contaminant concentration ¢ontouwing at a
smaller Ica¢l shows separate and distinct plumes in the Baldwin Park Ar@a. In
addi£1on, the composite natuze of the map artificially increases the extent of
conta~Lnation by including isolated occurrences of chemicals (C¢C) unCelated

"%0 the primary source chemicals (PCJ¢ and TC~). A response action based on
thil reprelentation of contaminant d£stz~bution will not efficiently achieve
stated project objectives."

SPA Response: We agree that the illustrated area of
contamination may include, or at one time may have included,
separate and distinct plumes. We disagree, however, with the
assertion that EPA’s decision not to show individual plumes
results in a "misleading representation." As its title
indicates, the purpose of Figure 1-2 is to show "Approximate
Areas of Groundwater Contamination in the San Gabriel Basin." We
further state that the Figure shows "only regional variability in
contamination" (page 1-3) and a "simplified, smoothed" depiction
of the extent of contamination" (page 3-9). Its purpose is not
to show the precise locations of sources of contamination, nor to
conclusively show whether the areas of contamination consist of
one, two, or ten distinct plumes.

We disagree with the comment that the composite nature of the map
artificially increases the extent of contamination. We see no
reason to arbitrarily exclude from the Figure or give less
attention to portions of the aquifer contaminated with c~bon
tetrachloride (CTC) above Federal or State drinking water
standards.    The remedial objectives of the Baldwin Park Operable
Unit are to address the presence of all of the volatile organic
compounds (VOCs) in the groundwater, not just the most prevalent
contaminants TCE and PCE.

Limitations of the data available to prepare Figure 1-2, and
guidelines to assist in its interpretation, are described in the
caption on page 1-3 and in great detail on pages 3-9 through 3-
23. The Figure is misleading only ifinterpreted in ways
explicitly discouraged.

We agree with commentor that response actions should be based on
an understanding and evaluation of raw or actual water quality
and hydrogeological data; not on the interpreted representation
provided in Figure i~2 or any other figure.
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AJ#3. "All three primary obJect£Tes as well as the secondary ob~ec£ive ~)uld
beat he accomp1Lshed by cont~ollingplume migration in%he source area o:[
highest concentrations. This is no% p~posed in any of the alternatives.-

EPA Response: We agree that containment is needed in source
areas; the primary objective of groundwater extraction in Subarea

i is source control. See Response B for a more detailed
explanation of EPA’s rationale for proposing groundwater
extn:action and treatment in both Subareas I and 3.

A~#4. "It is misleading for the U.8, EPK to imp~that implementation of the
£nterimol~rableunit response act£on baaed on currentlT available data and
inte~ret~tione will ac¢ompl£ah the stated ohjectITes. Due tO the slgn:L£1cant
h~drogeologic and water quality data deficiencies in the OU, there im serious
risk that Implenentat~on og a premature response actlonwould result
further damage to the groundwater resource end £ncrease the time and coat
re~a£red for effective remedlatlon."

EPA Response: We disagree. The evaluations completed as part of
the feasibility study indicate that EPA’s selected remedy w i~
I~h~ result in the types of negative impacts listed in the
c~nment. This comment does not identify any specific data
deficiencies; see Response F for a detailed response to

assertions that EPA’s proposal is not supported by adequate data
or technical analysis.

~#S. "There is no description of "the limitations of wellhead treetnent" in
Section 6.1 as indicated. The only mention of wellhead treatment ~s in Table
6-2 where the few sentences in Section 1.2 are re-stated. Please el~,orate."

Text included in Table 6-2 describes wellhead treatment as
extracting groundwater and installing treatment only as needed to

meet water supply needs.

The limitations of wellhead treatment are that, if left to
themselves, well owners are likely to install treatment only at
wells with contaminant concentrations just at or above Federal or
State drinking water standards - five micrograms per liter (ug/l)
for PCE and TCE; one-half ug/l for carbon tetrachloride. EPA’s

proposal calls for extraction of groundwater from areas where
contaminant concentrations are higher: tens, hundreds, or
thousands of micrograms per liter. Well owners are unlikely to
install treatment and operate wells that are located in highly
contaminated areas without EPA or other external involvement. In
the FS, EPA therefore screened out wellhead treatment because it
was incapable of fully satisfying EPA’s remedial objectives.

There are existing wells in the Baldwin Park area where treatment
has been installed or is planned. EPA expects that installation
and operation of treatment at existing wells will contribute to,
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but not fully satisfy, EPA’s remedial objectives for the Baldwin
Park area.

A~#G. "Since thaLKRW~CB is focu¯ing on ¯urface eource control and vado¯e ¯one
characte=i¯et£on, EPA is left with very little groundwater date to
characterize the np~r¯dientportion Of the plume. There were only three
monitoring wella in the entire OU prior to 1991."

~: AS of September 1992, the date on which data were
last reviewed during preparation of the Baldwin ParkOperable
Unit Feasibility Study, water quality data were available from
approximately 22 monitoring wells installed in the Baldwin Park
area. The well numbers are: VIOAMMWI, VIOVCMWI, VlOVCMW2,
VlOVCMW3, WIONCMWI, WIlAZW01, WIIAZW02, WIIAZW03, WIIAZW05,
WIIAZW06, WIIAZW08, WIIAZW09, VlOCAMWI, WIOWOMWI, VlOPIEWI,
EPAMW611-619, EPAMW5101-5113, OSCOMWI, OSCOMW2, OSCOMW3, OSCOMW4,
OSCOMWS. All but cne or two of these wells are located in the
upgradient portion of the plume. Commentor in fact notes the
existence of slightly "less than 25[monltoring wells]" in
comment AJ#15. Additional data were obtained from water supply
wells in the area.

The comment that only three monitoring wells were available in
1990 is misleading, since EPA’s analysis is based on data through
September 1992. Furthermore, the comment is incorrect. As of
December 31, 1990, at least eight of the 22 listed wells had been
installed:    VlOAMMWI, VIOVC/~WI, VlOVCMW2, VlOVCMW3, WIIAZW01,
WIIAZW02, WIIAZW03, VIOCAMWI.

AJ#7. "It is at¯ted that a purpole of the OUFE is "to evaluate remedial
alternatives in sufficient detail to allow for the identification of a
preferred remedial alternative. This study provides £nformation that w£II be
um,~d in. but does not d.scrlbe the results of, the declslon-making process."
In order for the public to conduct an Independent evaluatlon of the oUFS, it
is important that EPA describe the dec£.ion-making p~ocess which led tO
development of’the ¯Stern¯tires considered in the oUF~. The de~cript;ion of
this proces¯ in greater detail, ia necessary to establish that ¯ proper range
of alternatives has been evaluated."

~PAResp0nse: Section ii, pages ii-i through 11-22, describes
the logic behind, and evaluations made, in the development of the
four alternatives evaluated in the feasibility study. Response B
further describes the rationale behind the decision to propose
groundwater extraction in two broad areas, commentor asks for
additional description of the decision-making process, but does
not specify what details he/she wants.

~#8. "Although It is stated "It is not a goal of this O~FG, nor ia it ¯
realistlo goal of an~ CERCLA FB to remove all nncertalnty about site
condltlon¯ or the performance of potential remedial actions’, the reported
¯ impllfIcatlons regardlng the current extent of groundwater contamlnatlon and
absence of data regarding the re~ponse of contamination to ehanglng pumping
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and recharge patterns kth historically and as a result of the proposed
response action is signlficant, and can not be ignored. Failure to properly
cons~Aer these factors prior to selection of ¯ preferred response alternative
will foster decisions that could exacerbate advQrsa impacts to the groundwater
resource and present serious obstacles %o effective management of the O~ and
~velopaent of affectlveremedi¯1 actions."

EPA Response: See Response F.

&~#9,, "The %Imlng of the selection of ¯ r=edi¯l alternative appears
premature. Within the last year, data from new wells have reveale~ a
different intQrpretltion of contaminant distribution inS he upgradient area of
the plume. This information is mentioned in some sections of the report but
have been largely ignored in many of the evaluations and development of
altarnetlves. ~ese recent interpretations are key to optimizing remedial
actions, especially in Subarea I."

~_~: We disagree that "new" data imply a different
remedy than proposed by EPA. The so-called "new" data have not
been ignored in the development or evaluation of remedial

alternatives. The data were incorporated into the development of
the subarea boundaries defined in Section 7. The subarea
boundaries were used to determine approximate extraction

locations, which form the basis for the remedial alternntives.
See Response B for additional explanation of the extraction
scenario in Subarea i (particularly on advantages and
disadvantages of moving extraction locations closer to kno%~ or
apparent sources).

XJ#10. "The first sentence implies that no action is occurring prate¯Sly and
that there is an Immedlate need to "reduce hazards". Thls is a mtaetatement
aln~e current acttvlti~, are achlevin~ many of EPA’s objectives. Two pumping
wellm with wellhead treatment facilities in the upgradlent Portion of the eU
have asnlstedinplume containment and contaminant removaE in Subarea 2. In
addition, production wells in the southwestern half of the O~ have puaapod more
than 20,000 AF/YR resulting in additional plumecontalument."

EPA ~espoDE@:    We presume that the first part of this comment
refers to Valley County Water District’s Arrow/Lante well
cluster. We are unclear how our statement of the need to "reduce
hazards" implies that no action is occurring, but in any case ~e
agree that operation of these wells does remove contamination

from the aquifer. Operation of these wells was assumed in EPA’s
computer simulations used to develop recommended extraction rates
and locations. See Appendix I and Response B.

Apparently, the production wells extracting 20,000 af/yr that are
referred to in the comment are the active wells located"
downqradi~n~ of the more highly contaminated area; extraction

within the more contaminated area is, as of December 1993,
negligible. The 20,000 acre-feet per year of groundwater
extraction apparently refers primarily to extraction from clean
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or relatively clean portions of the aquifer. As described on
page 6.-14 and in Response B, EPA’s remedial objectives can only

be satisfied by extraction from relatively contaminated portions
of the aquifer.

In fact, as stated in the FS, there are remedial benefits to
reducing production at existing water supply wells outside of the
more contaminated areas, thereby reducing the hydraulic gradient.

AJ#II. "On tha basis of the significant and critical data that are missing mnd
nacessazT to effectively characterize the basic hydrogeologic conditions in
the Baldwin Park area and distribution of chemicals within the laces aquifer,
thero appears to be a high degree of risk that EPA will implement an interim
action that will not be consistent with effective iong-terl remedi¯tlon
actions for %he OU. Implementation of ¯n improperly soaped and prematur~
interim action is likely to increase both the time and cost necea=¯ry for ¯
long-term and final response action for the OU. Zn fact, EPA’a own strategy
with respect to the 6uperfund Accelerated Cleanup Model (8CAM) [sic] ks to
consider groundwater remediation to be a long-term activity and not ¯
c&nd~late for ear1~ action."

EPA Response: We disagree; see Response F for a detailed
explanation, commentor does not explain the basis for the
assertion that EPA’s remedy will interfere with or not be
consistent with long-term remediationand incorrectly interprets
EPA’sSuperfund Accelerated Cleanup Model (SACH). The SACM calls
for greater emphasis and public awareness for "removal actions"
intended to address i~Imediate threats to human health and the
environment. The SACM encourages a streamlined RI/FS and in no
way lessens the importance of or encourages unnecessary delays in
addressin~ ~reas of significant groundwater contamination such as
Baldwin Park.

AJ#12. "The statement "Groundwater contamination in the OU area is known to be
spreading into less-contaminated and uncontaminated portions of ~he ¯~fer"
i, not aubstmntlated ba=ed on the data and "simplified pictures" preaented by
EPA In both the ~ and OUFB. Data are sparse downgradlent and available only
from production wella with varying pumping historles and screen depths. No
monitoring wells exist in Subarea 3.

In fact, available data Indi~atez that the distribution of contaminants
characterized to date iz sign£fleantly influenced by groundwater pumping
patterns that appear to be providing a compgnent of hydraullo containment
throughout the oU, and thereby controlling the migration of contamlnanta.
Data indicate that no systematic increase¯ in contaminant concentration are
occurring downgradlent of Subarea 3. SPA has failed to address this very
fundamental relatlonlhip as it Lpplie$ to characterization of the aquifer
aystem and the development of candidate response actions."

~PA Response: We disagree with the first and last part of this

comment which states that the datado not substantiate ~iat
contaminated groundwater continues to spread into less
contaminated areas. Response A presents clear evidence of
increasing trends in contaminant concentrations at selected
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downgradient wells and offers a detailed explanation of the need
for action in Subarea 3.

We agree that the "simplified pictures" included in the FS do not
justify remedial action. See response to comment Aj#2 and AJ#43.
We also agree that pumping wells influence groundwater movement,
but again note that existing wells are not suitably located to
fully satisfy EPA’s remedial objectives.

Finally, the comment that EPA has failed to account for the
effects of pumping is incorrect. Seeresponse to comment Aj#
144.

EPA ResPonse: This comment duplicates other comments. Again, we
disagree. See Response F.

AJ#14. "Although EPA has performed three additional field invastigatlonm since
mid-1989, these~ore recent groundwater invemtlgetions hawe sample~, with one
exception (MW5--1), production wells. Water quality samples collected :from
production wells often produce results that are not characteriEtic of water
quality at n particular location and depth due to the influences of prolonged
e~:raction of large volumes of water."

EPA Respons@: We agree that production wells typically sample a
larger volume of the aquifer than do monitoring wells, and are
therefore representative of conditions in a larger portion of the
aquifer than are samples collected from monitoring wells. This
difference does not, however, preclude their use for deteI~ining
the approximate extent of groundwater contamination. It in fact
offers one advantage - a highly contaminated sample from a
production well suggests that a significant vertical interval of
the aquifer is contaminated.

It should be noted that a sample collected from a monitoring well
also representsaverage water quality across the screened
interval, and is not "characteristic of a particular location and
depth." Monitoring wells in the Baldwin Park area typically have
40 - 75’ screens.

]£PA has also collected depth-specific samples from several
production wells in the Baldwin Park area to provide more
,discrete information on vertical variations in contamination.
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Section 3°2.2 and Figure 3-9 present some of this depth-specific

data.
¯ "o

A~#15. "Three wells shown on Figure I-4 were apparently sampled by EPA yet no
sampling results are included in Attachment A. These ,ells, 01900831,
ZI000066, and 01902921 span the length of the plnme and are ~mportant wells to
consider for plume definition."

EPA R@sP~Dse: We did intend to include these data; they were

inadvertently omitted from Attachment A. We apologize for any
inconvenience. A printout of these results is included in the
updated Attachment A included in the Administrative Record.

A~#I6, "The reference that to date only 15 facilities have been directed to
investigate ~roundwater contamination in the OU is an example of the limited
amount of detailed data availRble from an area that represents such e large
portion of the basin, of the more than 500 specific groundwateE monitoring
wells that exist in San Gabriel Basin, lesa than 25 are located within the OU
and only one monitoring well exi=ta outside of Subarea i. K significantly
greater level of detailed characterization will be necessary to sup~o~
effective decision making in the Baldwin Park OU."

EPA RespoDs@: We believethat the data are adequate to support
the selection of remedy for the Baldwin Park area. See Section 3
of the FS for a description of the available data. Also see
R~ponse F.

~#17. "If lithologic wall logs wore used to esZimate hydraulic conduc~ivlties
within the basin, why were data represented on Plates I through 6 not used to
establish areal trends in hydraulic conductivity? A curaory review of well
logs would suggest that hKgher hydraulic �onductlvltles are present in the
no:rthern portlon of the baEin with decreasing values towarda Whittier Narrows
(south) o Thlm tread would be expected =onsldering the deposlt&onei
environment. The net effect of this discrepancy would significantly influence
EPA’s analyses regardlng Subarea 3 conditions."

~?A ResPonse:    As described in EPA’s Interim San Gabriel Basin
Remedial Investigation Report (July 1992, included in the
Administrative Record), the lithologic well logs were used to
establish areal trends in hydraulic conductivity. And, as
correctly stated in the comment, conductivity values do decrease
towards Whittier Narrows. These decreases are accounted for in
%.he San Gabriel Basin CFEST model. It is unclear what
"discrepancy" is referred to in the comment that ~ould influence
EPA’s analyses in Subarea 3. See Response C for additional
detail on this topic.

KJ#18. "Aquifer tests et the Azusa Western Landfill wore not specific capacity
tests. Data from the pumping well are not available. The aquifer tests at
the Azusn Western Landfill produced inconclusive results. A reliable
hydraulic conductivity value cannot be determined from the data."
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~i~: Commentor is correct that the Azusa Western
Landfill tests were aquifer tests. Although EPA does not state
that the AzusaWestern Landfill tests were specific capacity
tests, the organization of the text does leave’that unintended
impression. Although the results of these aquifer tests were
inconclusive, they can be used to provide a rough estimate of the
hydraulic conductivity in the area. In fact, the landfill’s
consultant (Law Environmental, Inc.) used aquifer test data "to
estimate hydraulic conductivity values of 5,000 ft/day in a
north/south direction and 1,000 ft/day in an east/west direction
("1990 Annual Report, Waste Disposal and Ground Water Monitoring,
Azusa Land Reclamation Landfill, Azusa, california", prepared by
Law Environmental, Inc., January 28, 1991).

EPA R~sponse: Commentor refers to seven aquifer tests that
yielded hydraulic conductivity estimates between about 270 and
5,000 ft/day.

We agree that there are limitations in how some of these data
should be used. These data are from the initial round of well
logging and depth-specific sampling conducted by EPA in the
Baldwin Park area. The report summarizing these results is
available for review; it is referenced in the Baldwin Park
Feasibility Study (p.l-10) and included in the Administrative
Record. The title of this reportis "Draft Technical Memorandum,
Well Logging and Depth-Specific Sampling, San Gabriel Area 5
Remedial Investigation, San Gabriel Basin, Los Angeles County,
~lifornia, May 1990."

AJ#20. "Were the hydraulic conductivity walues corrected for partial
p~ne~ration? Were observation wells used in the tests? HOW do the results
compare with recent Watarmaster aquifer tests? When will the results from
Watermaater teats be availabie to the public and for EPA to incorporate into
their analyeea~"

~PA Response: The estimated hydraulic conductivity values were
not corrected for partial penetration. Some estimates were based
on data obtained from observation wells; ethers were not. The
lack of observation wells o~ correction forpartlal penetration
do limit the accuracy of the results, but the error in the
hydraulic conductivity estimates is likely to be less than a
factor of two. The results have not been compared directly to
recent Watermaster aquifer tests; the Watermaster should be
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contacted for information regarding the public release of their
report.

A~#21. "Why celt the CDWR aquifer testl from the discussion? CDWR conducted
several pumping tests with obzerTation wells in the OU. The paragraph implies
that CDWR hTdrauli© conductivity estimates wsre based on litholo~ alone."

EPA Response: CDWR aquifer tests ~ considered in developing
the hydraulic conductivity zones for the San Gabriel Basin CFEST
model. (The paragraph was not intended to imply that CDWR
estimates were based on lithology alone.) See Response C for
additional detail on this topic.

AJ#22. "Qroundwater flow directions assumed on the baainwide interpretations
presented on Figure 2-4 and references to those provided in the IRe using
CFEST are inappropriate for evaluating groundwater flow conditions on a
localized scale such as for the Baldwin Park OU. Both of EPA’, references
fall to identify localized flow variations that are evident in the OU due to
the effects of recharge, pumping patteros and seasonal influences. Failure to
sufficiently characterize localized flow conditions in the OU limits EPA’s
abilltyto develop and evaluate cost-effeutlve and technically-sound response
actionao SigulfIcant localized and regional flow components that have been
identified in the OU are not even generalized on Figure 2-4 of the OE"F~.
Water level contours are open-ended or not represented in the most critical
area, Subarea I."

Re~: As discussed in Response C, and shown in Figures
7-4 through 7-8, the CYEST model can and does identify local flow
variations in the Baldwin Park area.

As stated in the text, Figure 2-4 is a reprint of water level
contour maps prepared by Los Angeles County Department of Public
Works (LACDPW) presented to illustrate regional flow conditions.
As discussed on page 2-10, we agree that the LACDPW contour maps
are of limited accuracy and lack detail on local conditions.

Among the limitations of Figure 2-4 listed on page 2-10 is that
"’the map does not necessarily show local variability in water
levels caused by pumping, recharge, or geologic faults... [and]
aggregates measurements made over a I- to 2-month period."

KJ#23. "The statement "no cones of depression appear in the OU area because of
the relatively low pumping volumes and high hydraulic conductivity of the
aqulfsr" is incorrect. Figure 2-4 contours water table elevatlons, ln
increments of 25 feet, and in Subarea I, 100-foot increments. Cones of
depression would not be evident at this scale. Detailed groundwate~ contour
maps of the OU prepared by Harding Lawson Acsociates (HLA) and others show
that water supply production effects are prominent and can be readily
depicted. The above statement also contradicts EPA’I Table 7-3 (p, 7-28) that
Identifie, average production from 1988 through 1991 for 16 ~ells operating in
the OU at a total pumping rate over 35,000 acre feet per year. Other wells
operating at similar pumping rates are also located in the OU. Please explain
this wide dlsparltI in the interpretation of groundwater flow influences in
the OU.m
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EPA~: The EPA statement should refer to significant
cones of depression in the OU area. All pumping wells create
cones of depression, but there are no significant cones of
depression caused by large pumping centers such as those found
near the mouth of Puente Valley and in the western portion of the
San Gabriel Valley. In Figures 7-4 through 7-8, which show
groundwater contours at increments of 1 foot, cones of depression
for existing pumping wells are evident.

AJ#24. "The statement "Because the LACDPWcontourmapa are based on relatively
widely space, data, gradients estimated from rheas contour maps are uncartain
estates of the regional gradients. Local gradients are even less well
defined-, represents the elgnlficant lack of data on which EPA has baser their
OU dec~slona. In order to develop an effective response a=tlon, EPA w£11 need
to incorporate into their analysl= the localized variations in horizontal
hydraulic gradients that exiEt in the OU. HL~has identified that some of the
ateepest gradients in the basin exist in the OU due to recharge events at the
Santa Fe Flood Control Basin."

EPA Response: EPA has incorporated localized variations in
horizontal hydraulic gradients into its analyses. This result
can be seen in Figures 7-4 through 7-8, which present the ~fesults
of EPA’s modeling performed to develop approximate extraction
rates and locations for the remedy. Figures 7-4 through 7-8 also
show steep gradients caused by recharge at SFSG.

AJ#25. "Seasonal variations in vertical gradient appear comparable in
magnitude to typical absolute values of vertlcalgradient, implying a
aignlficant likelihood of vertical gradient reversal. To ~hat extent haa the
eiement of aeaaonal variation, in vertical groundwater gradients been further
chara=teri=ed in the OU, and wau this component factored into thQ deciaion to
Justify the need for an interin reulmmnse action?"

EPA ResDonse: Seasonal variation in vertical groundwater
gradients have not been further characterized in the Bal~in Park
area. We do not know of any reasons why uncertainty abo~t the
precise magnitude of vertical gradients might lessen the
justification for EPA’s selected remedy.

I~#26. "vertical gradiente in the Whittier Narrows area may not apply to thia
OU° Lithologic logs suggewt a signlfIcant increala in the distribut:ion of
:flne-graln sediments which can affect wertical gradients."

EPA Response: We agree that vertical gradients from Whittier
Narrows would not likely be applicable to the Baldwin Park area.
The text merely states that best sources of data in the San
GabrielBasin are from EPA monitoring wells in Whittier Narrows
and Irwindale. Vertical gradients measured in Whittier-]Sarrows
are not provided or discussed on the page referenced in this
comment (p.2-14).
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AJ#27. "Would additional recharge along the unlined mile of Walnut Creek
provide containment at the downgradlent edge of the plume? Doea the EPA
groundwater model account for recharge in thia area?"

EPA Response: Additional recharge along the unlined portion of
Walnut Creek could reduce the gradient somewhat in Subarea 3.

However, because this stretch is located more than one mile
downgradient of Subarea 3, the effect will likely be fairly
limited. In addition, recharge in this area would increase %:he

groundwater flow velocity downgradient of this reach, thereby
increasing the rate of contaminant migration towards Whittier
Narrows.

The EPA San Gabriel Basin CFEST model does not account for
recharge in this area. Typically, surface water flow rates and

associated recharge are quite low in this reach.

A~#28. "Recharge at the Irwindale Spreading Grounds (ISG) and other recharge
balina drastically change, local flow patterns. EPA’a CFEST simuletionl in
Section 7 demonstrate the groundwater mounding at ISO during both dry and wet
periods. How wall an increase in recharge at the ISG affect contaminant
concQntratlons and movement? ~

~P_~ResDonse:    An increase in recharge at Irwindale Spreading
Grounds (ISG) will reduce gradients upgradient of the facility
and increase gradients downgradient of the facility. The effect
on contaminant movement would be similar (decreasing movement
upgradient of the facility and increasing movement downgradient
of the facility). As commentor notes, the results of CFEST
simulations presented in Figures 7-4 through 7-8 show the impacts
of recharge at the ISG for four specific clean up options.

¯ J#29, "This la an important inatitutional change that can provide purveyor
asllatance in remedial actions."

EP s~: Comment noted,

AJ#30. "What ere the specific results of the modeling that suggest that
purveyor practices may have caused only "a small fraction" of the increase in
the areal extent of the plume and that "a conti~uatlon of past water
management practices will increase the spread of contmmlnation"? These
Itatementl |~gge~t a continuation of past practlces wall be more damaging than
past practices themselves. Why? Were remedial beneflts resu.lting f!~om some
oJ~’ the previous pumping patterns al~o identifledduring the modeling
simulations? The reGult~ of these groundwater flow and transport ~imulations
should be made available £n order to permit the public to conduct an
independent evaluation of the OD~FS, and to justify EPA’a decisions regarding
the type of interim response actions that are proposed for the OU."

EpA Respons..e: The simulations that suggest that a small fraction

of the overall increase in the extent of contamination may
potentlally be attributed to purveyor practices are described in
EPA’s Basinwide Technical Plan (April 1990). The exact fraction
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attributable to purveyor practices is highlyuncertain (estimated
at 10% for the period 1980 to 1989). The Basinwide Technical
Plan is referenced in the Feasibility Study and included in the
Administrative Record.

The statements referenced in the comment both say essentially the
same thing - that purveyor practices have and will, if unchanged,
continue to contribute to the spread of contamination. It is
unclear how these statements suggest that "a continuation of past
practices will be more damaging than the past practices

thex~selves."

KJ#3;L. "Well 08000076 appears %0 be approximately 2Q0 feet deeper than the
CDWR aquifer bottom yet doesn’t penetrate bedrock. This discrepancy doesn’t
appear tO be due to a cross-section projection problem mince the well is ver~
close to the line of section. Za this evidence that the aquifer bottom is mt
least 200 feet deeper than prevlousl~ mapped?"

y~ es_~:    This Well log may indeed be evidence that the
aquifer is thicker than estimated by CDWR at this location. As

shown on the cross-section, according to CDWR’s contours, the
alluvial aquifer thickens rapidly in the vicinity of this well
and our understanding is that CDWR’s contour map was based on
fairly widely-spaced data points. Thus, it would not be
su1.~prising if CDWR’s contour locations were somewhat off.

AJ#32. "Since spares groundwater data are available from this OU, shouldn’t
non-(~SP date be used to eselst in the delineation of the aubareas~ Nou-CI~P
�oncentrations are used very specifIcalIT in estimating influent ch~istrT Tot
not used in plume refinement. Further dlacussion on page 3-3 zuggeata that
nOn--CLP data are reliable; what is the Juatification for its ex~lusion?"

~_PA Re,poDs@: Non-CLP data were used in preparing Figure 7-1.
They were used to verify the Subarea boundaries. The "ALL DATA"
listing in the Figure represents the average of CLP data and
available non-CLP data.
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gJapacts may be aignificant° These statements are supported by the fact that
the compound vinyl chloride is list0d in Table 8-1 (pc 8-8) as a controlling
�oRpound that is defined (p. 8-9) as "a compound that may control ~ost or
IKmlt the use of the Eecommended treatment method". It should be noted that
TinT1 chloride was not detected in any of the CLP data, and that it was only
detected in one well specifically located in the oU (WIIAZW01)o The onl~’
repozted occurrence of vinyl chloride in the OU is from non-CLP data available
for one well in which vinyl chloride was detected sporadically from 1985
through 1989, and not detected again since that time. It i8 ¢onceiWable that
a remedietion syet~ designed to treat vinyl chloride could be aubatantiallI¯ over desig’-ed."

EPA Response: Comment noted. Commentor is correct that vinyl
chloride has not been detected in CLP analyses, but there is. no
reason to doubt its presence. Vinyl chloride has been detected
repeatedly at well WIIAZW01 and in vadose zone samples elsewhere
in Azusa. Part of the explanation for its absence in CLP
analyses is that most samples collected Zrom monitoring wells in
the Baldwin Park area have not been analyzed through the CLP.
Instead, they have been analyzed in accordance with Regional
Board QA/QC requirements which, as noted on pages 3-2 and 3-3,
are similar to EPA CLP requirements. Elevated detection limits
in samples with high concentrations of other compounds may also
mask its presence.

AJ#34. "The statement that "the data do not have to be very precise because
influent estimates from a single well have a relatively small impact on the.
treatment COSt for a remediah alternative" is misleading, Under the
considered remedial alternatives water from only I or 2 wells would become
Influent to a treatment plant, Zt is critical that influent concentrations be
predicted to the highest level of certainty using data of known quality."

We agree with commentor that the cited statement could be
misleading. The statement is better rewritten as:

"The data do not need to be as precise if groundwater
from multiple extraction locations is blended at a

centralized treatment facility, in which case water
quality at a single well would have less impact on the

treatment cost, and total cost, of a remedial
alternative "

The conclusions made in the text remains valid, however (pages 3-

3 and 3-4). The non-CLP data are believed to be of sufficient
quality for use inestimating influent concentrations and
verifying the contaminant subareas described in section 7.

AJ#35o "The data and statistLcs presented in Table 3-2 represent those for the
entire San Oabriel Basin and are not specific for the Baldwln Park OU. Table
3-2 deem not provide any purpose for decialon making with respect to the OU.
Instead, the public is required to sort through over 550 pages of laboratory
data provided in Attachment A and search for ~imilar comparisons of data for
the BaldwlnPark OU, Please reformat Table 3-2 or provide a supplemental
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t~le tO represent data and statistics that can be rlferenced apeclflcally for
~e OU."

EPA ~@spoD~@: Table 3-2 was prepared for a previous EPA project,
and is reprinted in the Feasibility Study to "give an indication
of the widespread and varied nature of the contamination present

in the San Gabriel Basin." Commentor’s repulsion to this Table
is noted. Summary statistics, including average and peak values,
describing the nature and extent of contamination in the Baldwin
Park area are provided in Table 7-4. Actual water quality data

are included as Attachment A.

AJ#36. "The exclusion of data collected After August 1991 ignores data that
are imp@rtlumt to the characterization of the contamination in tho OU."

EPA Response: Data collected after August 1991 were considered.
Data up through September 1992 (the most up-to-date data
available at the time an interagency draft Feasibility Study was
completed) were used for the delineation of Subareas, as is shown
on Figure 7-1. More recent data confirm the distribution of

contamination shown in the Figures in the FS.

XJ~V37. "While it may not be practical to collect data on a tight grid as at
ot~har Superfund sites, it ia important to have sufficient data to characteri=e
the contamination prior to remedy selection. Additional monitoring wells may
luggoat alternative remedial actions."

~A R@sponse; We believe that the data are adequate to specify a
remedy. See Response F.

K~J#38. "Groundwater plumes are depicted on Figure 3-i "assumlng groundwater
flow directions are fairly well understood’, and inferring the direction and
magnitude of groundwater flow without being "directly ¢onstrainod by data’.
Because Fibre 2-4 clearly repre~entu a lack of understanding of groundwater
flow patterns in the OU area, the depiction repreaented in Fig=re 3--1, that is
~conetrained by ~atmr quality data is not technically defenaible. The
~pllcatlone reeulting from EPA’a alternatives based on "assumed" flow
directions "unconstrained by data" appears to be in violation %~Ith
,=equlrementa set forth under tha National Contin~en¢~ plan."

~EPA Response:    EPA believes that its remedy is technically
defensible and meets all requirements of the National Contingency
Plan, which calls for EPA to "assess site conditions and evaluate
alternatives to the extent necessary to select a remedy." The
NCP and common sense discourage unnecessary data collection.

Neither of the limitations identified by commentor limit EPA’s
ability to develop or select a remedy. Comment0r offers the
conclusion that the data are inadequate without specifying how
the data limit EPA’s ability to select an appropriate r~;medial

action.
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As described in Response C and in response to numerous specific
comments, EPA possesses and has used knowledge of local flow
conditions in the development and evaluation of remedial
alternatives (see response to Aj#143). Figure 2-4 is a reprint
of water level contour maps prepared by LADPW presented to
illustrate regional flow conditions and does not represent any
interpretation by EPA of groundwater flow conditions. The Figure
is not used directly in the development or specification of the
remedy.

As for the extent of contamination, commentor overstates the
uncertainty and its impact on remedy selection. We acknowledge
uncertainty about the precise extent of contamination, but
believe that the data are sufficient to delineate areas of
significant contamination warranting remedial action. As
illustrated in Figure 7-1, the lateral boundaries of the Subareas
identified for the 0U ~ fairly well constrained by groundwater
quality data.

AJ#39. "~PA’s continued use of a multi-chemical composlto contour map has
created and is still =reatlng a misleading impression regarding the continuity
and :Lnterrelatlonsh£ps of areas containing chemicals in groundwater, Figure
3-1 should be deleted or replaced by a simple detected/not-detected b~ndary
lap."

EPA Response: This comment duplicates a previous comment. See
response to comment Aj#2.

We also note that there are numerous ways to present data to
illustrate the extent of groundwater contamination. We encourage
commentor to prepare "detected/non-detected boundary maps" if
he/she prefers that method of presentation.

AJ#~O. "None of the iso-concentratlon maps include data collected owe,: the
lasBt yeLr. Recent data at several fa¢ilitles in the upgradient pQrtion of the
pl1~,me significantly alter the iso-concentratlon lin,s shown on Figures 3-I
thru 3-6. ~ stated in paragraph I, "relatively few monitoring wells have
been installed and sampled in the OU area’. Because so few data are
available, all data from recent wells should be incorl~orated into this
report."

EPA Response: Commentor is correct that some data collected
after a cutoff date of fall 1991 were not incorporated into the
"iso-concentration" maps presented as Figures 3-1 through 3-6,
and Figure 11-8. Because new data are added to EPAas database on
a continuous basis, cut-off dates had to be selected for various
FS evaluations. The more recent data provide additional local-
scale detail on the distribution of contamination but do not
alter the generalized areas of contamination shown in the
figures. Accordingly, EPA chose not to revise the figures in the
final draft of the FS.
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Data collected after fall 1991 (such as from a well installed at
the Wynn Oil facility) were, however, considered in the
development and evaluation of the remedial alternatives. The
Wynn Oil data are included in the final draft of the feasibility
study (Attachment A, VOC Sampling Results, ..., Site Assessment
Wells) and were considered in the delineation of contaminant
Subareas, identification of proposed extraction locations, and
preparation of the Proposed Plan. The rationale for EPA’s
proposal to extract and treat groundwater in the "upper area" (as
described in the Proposed Plan), rather than at the Wynn Oil
facility or other possible source areas, is discussed in detail
in Response B.

Kj#61. =If the t l me per£od May 31, 1990 to Kuguzt 31, 1991 applies to all
figure|, then the TCE value for EPAMW-5 is outside this period and ahould be
italicized on the figure (=e. legend). Thi. ,hould b. the same for Fi~Ires
3-3 through 3-5."

EPAResp~nse: Commentor is correct that data collected at well
EPAMW-5 were collected in September 1991, after the stated
cutoff date of August 31, 1991. The time periods noted in the
captions to the Figures should be revised accordingly.

AJ#42. -If data from EPA MW-5 were incorporated on the figure but fall outEide
tho time porlod, why weren’t 1992 d~tm &Iso incorporated into %he figures?"

~_~A Response: The cutoff date of September 1991 was imposed to
allow for preparation of the Figures in time for issuance of the
first interagency draft of the Feasibility Study. EPA chose not
to revise the Figures in the final draft since the generalized
areas of contamination has not changed significantly.

AJ#63. -~t ia intB~Q.tln9 to note [in figures 3-1 to 3-6] that %he hlghest
value of CTC occurs downgredient along a different flowpath than �ompoundl
ahowninthe other plume figures. This indicates a different .ource area/time
an~ may suggest source locations outside of Subarea I."

~PA ~esDonse: Not necessarily. CTC concentrations in
groundwater in the i0 to 30 ug/l range have been detected at
wells in all three Subareas, indicating the possibility of a
source of CTC within Subarea i.

We caution reviewers not to use the Figures 3-i to 3-6 to reach
conclusions about sources of contamination. As explained in
response to A~#2, Figures 3-1 through 3-6 provide a ,’simplified,
smoothed" depiction of the extent of contamination"; they were
not prepared to show sources of contamination, nor to
conclusively show whether the areas of contamination consist of
one relatively homogeneous area ofcontamination or distinct
plumes.
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K~#44. "~l~he statement "The shape and size of the downgradlent extent of
individual zones of contamination are typically inferred from the estimated
direct~0n and magnitude of groundwater flow and are in only a few cases
directly �onetrainedb~ data g~om wells~ indLcates the high level of
uneertalntr and lack of data:regardlng the distribution of chemicals in
grow~dwatsr and the significant li~Lt~t~Lons of Figures 3-I through 3-6."

~: This comment duplicates a previous comment. See
response to comment AJ#38.

1J#45. "Data used to construct Figures 3-1 through 3-6 represeutnxiaa
contamimant concentrations over a 15-month to 5-year]p~rlod. Monitoring of
individual wells in the OU a~ea has shown substantial seasonal variations; of
~OCconcentrations. The depictions, therefore, have limited accuracy."

EPA Response: We agree that there is often significant temporal
variability in observed contaminant concentrations. This
variability does not imply any lack of accuracy in the Figures;
it ~mplies only that the depiction of variability is not a
purpose or proper use of the Figures. Numerous figures in
Appendix B show how concentrations vary over time (see Figures B-
2 through B-15).

AJ#46. "The total number of data points on Figure 3-i are estimated, by EPA,
to represent approximately "I00 wells’. The di~trlbutlon of data polnt~ is
too sparse to make the interpretations for an approximate 60-square-mile area
Of RZ Area 5. Baled on the limited number of data po£nts per square mile, and
total absence of data polnts for several square mile areas within RI A~a 5
and the BaldwinPark 0U, it ~smlsleadlng for EPA to present the "slmpilfied
or smoothed over" depictions of large continuous areas of groundwater
containing chemlcals~ Failure to recogulZe the separate and dlstinct areas of
=on4:amlnation within these la~e areal of groundwater contamination will
foster the development end selection of inappropriate OU renedlstlon
alternatives°"

EPA Response: This comment duplicates other comments. See
response to comment AJ#2 on the use of Figure 3-1. See Response
B on the extent to which the presence of separate and distinct
areas of contamination would affect the remedy.

AJ#~?. "Why ware two different scales used for Figure’3-2 end Figure 3-I? For
the purpose of comparing these two figures it would be beneficial to use the
same scale for each figure, and to utilize S common scale for all s~lilar
figures."

~A Resp~Dse: Commentor is correct: the two Figures were
prepared at different times with slightly different scales. We
regret any inconvenience.

AJ#48. "comparison of the distribution of concen%ratlons posted for Figures 3-
2 through 3-5 indicate separate and distinct source areas between S%,~areas 1
and 2 of the OU, however EPA has depicted one large continuous area of
~rroundwater containing chemicals. The figures should identify the well
recordation number along with the posted chemical concentration in order to
facilitate an independent review of the data. Please subEtantiate the
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F~~P~D~_~: This comment largely duplicates other comments.
See response to comments Aj#2 on the preparation and proper use

of Figure 3-1.

We have prepared a revised figure (included as Figure RS-2) that
inc~zdes well recordation numbers.

&J#4%. "Please discuss the merits of Figures 3-2 through 3-5 and thetr u,;e in
decision ~akin2 for the OUFS. EPA has repeatedly referred to these figures as
"cartoons ~ simplified approxtmations’, and they are described as depicting
"subt;tantial uncertainty in the true location of ~he concentration contours.
The boundaries between indiTidual areas of contamination will probably clhange
as new data are obtained and interpreted", (Figure 3-3 presents as few as 20
data points for the entire RZ Areas, and fewer than 15 data points for the
OU). These types of ,tatements emphasize the necessity tO obtain additional
dab in order to make coct-effectlve and technlcaily defensible OU decisions.
However, EPA showcases these figures in the OUF~ as a primary tool on w~ch to
make decisions regarding the eKtent and distribution of chemical
concentrations in groundwater, thereby directly influencing T~he development
and selection of remediation alternatives."

EP~ Response:     This comment largely duplicates previous
comments. See response to comment Aj#2. We emphasize again that
these figures are presented to show "regional variability in
contamination" (page 1-3) and a "simplified, smoothed" depiction
of the extent of contamination" (page 3-9). They are not
"showcased" or used as a basis for decision-making.

See Response F for a rebuttal to assertions that additional data
are needed before remedy selection.

A~#5O. "It is stated that "no map of PCE contamination has been prepared
because PCE concentrations are generally somewhat less than TCE
concentrations." This statement is incorrect and again ignores the importance
of ~dentlfyin~ separate and distinct areas of contamination within the broad
continuous area of groundwater depicted by EPA as containing chemicalsJ in the
OU. The highest concentration of all CVOCs detected in the OU was fo:r the
compound PCE (18,000 ug/l), in Well WIOWOMW1 north of the 210 FreowaF. The
failure to identify these types o~ separate and dtatlnct source areas within
th~ OU, and failure to develop and select remedial alternatives to optimize
the removal of chemical mass from this distinct area, will result in further
damage to the groundwater resource and Increase the time and cost required for
effective re~dlatlon."

~PA Response: This comment largely duplicates previous-comments.
See Response B for an explanation of the rationale for EPA’s

proposal to extract and treat groundwater in the "upper area" (as
described in the Proposed Plan), rather than at or near well
WlOWOMWI or other possible source areas.
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We agree that the local-scale distribution of PCE differs from
other contaminants, but again emphasize that Figures 3-1 to 3.-6
are presented to show generalized areas of contamination; they
are not the basis for EPA’s decisionUmaking.

AS#S1. "In reference to the statements to Figures 3-7 and 3-8 that "the data
provide¯ a laaaure of the degree of variabillty in �ontLminant concentrations
in the OU’, and "concentrations have changed by several hundred ppb in ¯
uniter of a few months’; Has EPA evaluated factors such as recharge events,
pumping patterns, and/or seasonal effects that ere likely responsible for’the
referenced changes?. Please provide this information for the time peri~I=
shown on Figures 3-7 and 3-8 (e.g., the respective pumping rates for Well
08000060)."

~_~: EPA has evaluated "factors such as recharge
events, pumping patterns, and/or seasonal effects." Although
there does appear to be some correlation between certain factors,
especially large recharge events, and contaminant levels at these
wells during specific periods, there does not appear to be
consistent, easily discernible patterns between any of the
factors and contaminant levels. The large number of variables
impacting these wells (e.g., pumping, recharge, spatial and
temporal source variability) makes identification of specific
relationships very difficult.

Amounts of groundwater pumped in each quarter are reported in
annual Watermaster reports, included by reference in the
A~ministrative Record (AR#404) and available from the Main San
Gabriel Basin Watermaster.

AS#52. "Has the sampling technique for the~e wells changed over time. If so,
to what extent has this influenced measured concentrations."

~A ResDQnse: The sampling technique for 08000060 has not
changed over time. EPA is not familiar enough with the sampling
techniques for ALR~s monitoring well #I (WIIAZW01) to kn~w if
they have changed. Regardless, it is unlikely that any changes
in sampling techniques would cause the types of variations
apparent on Figure 3-7.

KS#s3. "The discuasion on contaminant dlstrlbutlon changes implies t/let these
changes could not be documented until the EPA 1991-92 lampling data. However,
£hese shifts also can be seen in the 1985 data as well."

EPA Response: Com/uentor misinterprets the discussion on page 3-
23. EPA neither believes nor implies that these changes could
not be documented before 1991-92.

AS#S4, "The explanation of the plume ahlft emphasl, ea the ~ontrollJ~g effects
of pumping on the groundwater flow regime and contaminant concentrations. It
also suggests that the plume would be in a different location and may be much
narrower if no pumping occurred."
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~A_2~/!~_~: We agree that the movement of some areas of
contaminated groundwater have been affected by pumping. We h~ve

seen no evidence, and commentor offers no evidence, that the ire¯
of contamination would be much narrower if no pumping occurred.

AJ#55. "Please deacriSe the aampling procedures and protocol that were used to
conduct the depth-specific samplimg of the groundwater production wells. What
waa done to ensure 8ample isolation during depth-specific sampling of the
production wella? How was it determined that no vertical flow waa occurring?-

EPA ResPonse: The technique does not involve isolating depth
intervals but does require vertical flow. Sampling procedures

are described in detail in Sampling and Analysis Plan for Well
Logging and Depth-specific Samplingof Wells, November 9, 1990

(included in the Administrative Record as AR#181)

A~#56. "It is not true that only seven wells in the OU penetrat~ below the
upper 500 feet of the aquifer. According to various well construction tables
publlshed by the Main San Gabriel Basin Watermaster an additional 10 to 12
wells in the OU are Icraened below the upper 500 feet. One of these deep
wellm (D8000076) is located near the northwest edge of the groundwater
co~bamination as shown on Figure 3-1. Apparently thia well has been sampled
only once (1985). Data from this deep well and a shallow production well on
the same facility to the zoutheast could provide northwesterly limits of
contamlnatlon’.

EPA Response:    The comment is correct: there are more than
seven wells. The text in the FS (p.3-26) should state that: there
are only seven deep wells in or adjacent to the more highly
contaminated areas (where contaminant concentrations exceed lO
times MCLs).

EPA has obtained data from the listed industrial-use production

wells, 08000076 and 08000075, but the submitter of the data has
claimed that the data are confidential business information,
attorney-client communication, and attorney work product that
should not be publicly released. EPA is currently reviewing this

claim (as of February 1994). If and when allowed by law, EPA
will make this data available for public review.

Aj#57. "Depiction, ,hewn £n Figure 3-9, although based on very limited
yertlcal profile concentrations, emphasixe the complex nature of vertical
cent¯man¯mr distribution. An incomplete understanding of vertical contaminant
distribution could re,nlt in ¯ remedy that exacerbates contaminant %~an,port
on the OU."

EPA RespoDs~: See response to comment Aj#S8.

AJ#58. "Why has there bemn no attempt to define the ~ertic¯l extent of
contamination in the northern portion of the plume? The vertical distribution
directly affect, the remedial remedy."
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EPA R@sponse:    EPA believes that data on the vertical
distribution of contamination are sufficient to select a remedy,
although additional data are needed for design. The FS inchldes
recommendations for two new monitoring well clusters in the
northern portion of the area of contamination to help further
define both the lateral and vertical distribution of
contamination (see Appendix E). Data obtained from these new
wells will be used to determine precise extraction well
locations, rates, and depths.

In response to this and other comments on the need for additional
characterization of the extent of contamination in Subarea 1
(especially the vertical extent), EPA has reevaluated the
recommended monitoring program. We recommend three additional
monitoring locations in Subarea i as shown on the attached figure
(Figure RS-3). These include a third monitoring well cluster and
deeper monitoring wells installed adjacent to two existing
monitoring wells in the area (WIIAZWOI and WIIAZW03).

AJ#59. "The interpretation of verticai distribution of contaminants on Figure
3-9 suggests that there are at least two separate plumes of TCE. Thm
identification of mleroplumes is an important concept to remedy selection and
may affect the location and depths at which groundwater is pumped. Can other
microplumes be defined?"

~PA Response: The depiction of contamination illustrated in
Figure 3-9 is just one of several interpretations that fit the
available data. As discussed in response to previous co~ents,
there are probably multiple groundwater plumes in the OU area.
As discussed in Responses B, EPA does not believe that it is
necessary or appropriate to define all of the "microplumes"
before remedy selection. If additional data collected during the
time of remedial design indicate the presence of specific plumes,
these data will be considered in the determination of precise
extraction locations and depths.

AJ#60. "Th, vertical distribution of contamination is unknown in both the deep
and shallow (upper 500 feet) portions of the aquifer in large areas of the
OU. Although EPA does not consider deep vertical characterlzation of the
aquifer "mssential to this interim action", the shallow vertical
chareoterizatlon is critical and should be addressed in more detail."

iEPA~espoDse: Significant characterization of the shaliow
groundwater has been carried out in Subarea i. As of December
1993, more than 25 groundwater monitoring wells have been
installed and sampled in Subarea i. Most of these well~ are
currently sampled quarterly. Also see response to comments Aj#58.

AJ#61. "The OUTS speculates that four possible subsurface sources ,ix&st in the
OU. These types of sources include dense non-aqueousphase liquid (DNAPL).
There is no tabulation or interpretation of data used to support those
conclusions. If such important conclusions are to be drawn substantiating
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data s~hould be provided. Based on data collected north of the 1-210 Freeway,
at least one "hot spot" has bean identified. Th,re is the potential for more
groundwater to become contaminated from £hi$ source area. Groundwater
ex~ractlou at the 10and 13 clusters, ~re than /-mile downgradient from thll
source area, will increase this possibility. If groundwater extraction is
appropriate for an interim action in Subarea I, it should occur at identified
"hot spots’."

~: We refer the reader to EPA guidance listed in the
Administrative Record (e.g., AR#403, EPA/600/R-92/030)), or to
books or professional journal articleson contaminant fate and
transport, for more information. It is wldely-accepted that if
released into the subsurface, relatively volatile contaminants
such as trichloroethylene will exist in the gaseous, aqueous, and
solid (sorbed) phases. As discussed in the FS, there is
circumstantial evidence that residual contamination is also
present in the subsurface in the Baldwin Park area as a pure,
non-aqueous phase liquid (a "NAPL").

We assume that the "hot spqt" north of the 1-210 freeway referred
to in the last part of this comment is well WIOWOMWI, in which
case the comment duplicates previous comments. See Response B
for a discussion of the advantages and disadvantages of moving
extraction locations to the vicinity of well WIOWOMWI.

KJ#62. =Although a discussion of POE, ~CA, and TOE degradation is presented,
no interpretation of Baldwin Park OU data is provided. Such interpretations
are necessary to support the contention that degradation processes are both
active and predictablm. This "textbook" dis=ueslon ks not referenced to site
specific data and therefore is of little usefulness An conceptualizin~i or
evaluating remedial alternatlves."

~A Response: The "textbook" discussion is presented for readers
unfamiliar with degradation processes. As commentor’s subsequent
comments note, the FS includes a discussion of site-specific data
beginning on page 3-35.

AJ#63. "Please provide the sp,clfic data that supports the speculation
regarding the presence of anaerobic conditions in the OU."

EPA Response: EPA does not have specific data that support the
presence of anaerobic conditions in the OU area. We note,
however, the presence of the Azusa Land Reclamation Landfill in
Azusa (ALR) and that anaerobic conditions are fairly common in
the vicinity of landfills. ALR’s consultant also believe.s, as
stated in its "1990 Annual Report, Waste Disposal and Ground
Water Monitoring, Azusa Land Reclamation Landfill, Azusa,
California" (prepared by Law Environmental, Inc., Janua@y 28,
1991), that landfill gas is present in the vicinity of one of its
monitoring wells (MW-1) and that degradation of TOE to 1,1-DCE is
likely occurring.
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A~#64. ~Please provide the sl~cific data that supports the speculation
rega~d~tha p~eaenoe of aerobic conditions in the OU."

EPA Response:    EPA does not have specific data that support the
presence of aerobic conditions in the OU area. However, given
the physical conditions present in the OU area (alluvial aquifer
with an overwhelming majority of coarse-grained materials,
unconfined conditions, high permeability, relatively high
groundwater-flow rates, and recharge of large volumes of surface
water in the vicinity), it is very likely that aerobic conditions
are prevalent at least in the upper portions of the aquifer
throughout most of the OU area.

AJ#65. "The explanations should include the fact that these products are or
were historically used in consumer products, too."

~PA Response: We agree that some chlorinated solvents have and
continue to be used in consumer products, but note that the
amounts used in consumer products have typically been much less,
and often insignificant, in comparison to the amounts known to
have been used by industrial facilities in the OU area.

AJ#66. "The diacusaion of the W~nn Oil facility reveals contaminant
concentrations orders of magnitude higher than seen in other OU well=. Why
were theme data ignored in the discussion of chemical dlstributlone, remedy
selection, and on Figures 3-1 through 3-67"

E~_/~/~I~: This comment duplicates previous comments. As
stilted in response to comment Aj#40, the data were not ignored.

~J#67. "Another l)osl~billty for the increase of I,I-DCE il the downgredient
movement from aourcel to the northeast. An upgradient well eaet of ~e
f&cilit~ [ALR| detected the hlghemt concentration of 1,I-DOE in the area."

~A Response:    It is true that upgradient sources of 1,I-DOE
could possibly be the cause for the increasing 1,I-DOE. However,
b~sed on the timing of the increase and associated decline in
TOE, degradation may be a more likely scenario. A combination of
the two factors is also possible. As discussed in the response
to comment AJ#63, ALR’s consultant believes that it is likely
that TOE is degrading to 1,1-DOE at this location ("1990 Annual
Report, Waste Disposal and Ground Water Monitoring, Azusa Land
Reclamation Landfill, Azusa, California", prepared by Law
Environmental, Inc., January 28, 1991.

~#6Go "When concentratlonl of 1,l-DCEheganto Increase in this well
(WIIAZW01), concentr&t~one of POE also increased dramatically. Gince POE is a
more chlorinated solvent than TOE, this increase is inconsistent with the
hypothelll of biodegradation."

EPAResDonse: The increase in PcE is much less "dramatic" than
the increase in 1,I-DCE, and PCE concentrations subsequently
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decreased. An increase in PCE concentrations is not necessarily
"inconsistent,, with the hypothesis of degradation. There are
many factors that impact the concentrations observed aT the
wells, Including the location and nature of (particularly
~ariability in) the contaminant source.

&J#69. "It is unclear why discussions of facilities that are not within the
geographic boundaries of the OU are included in the text. ~hese ~Laousaione
provide llttle or no assistance in quantifying degradation of chlorinated
aolYerata..

EPA Response: The purpose of the discussion is to briefly
examine whether biological degradation of CVOCs may be occurring
in the OU area; not to quantify its rate. To accomplish this
task, we selected facilities where deep vadose zone and

groundwater investigation work had been completed and where "the
investigation had verified the presence of potential degradation
products (dichloroethane, dichloroethene, or vinyl chloride). We
knew of only two facilities in the OU area which met these
criteria (as of mid 1992); therefore the evaluation was expanded
to include three other facilities in the San Gabriel Basin.
Subsurface conditions do differ in different portions of the
Basin, but evidence of degradation outside of the OU area is
relevant to its potential in the oU area.

AJ#70. "Figures 3-11 and 3-12 indicate that nitrate concentrations greater
than the MCL are probably already present in perilous of the OU."

~_~: Comment noted.

~J#71. "In what wells did depth-speciflc aampllng of nitrate occur? Were data
complete enough to identify a potential hlgh-nltrate zone?"

~ ReSponSe: Figure 1-4 in the FS lists the wells in the OU
area where depth-specific sampling occurred. Depth-specific
nitrate samples were collected from all of these wells. As
stated on page 3-44, nitrate concentrations appeared to be fairly
unifol-m across the upper 400 to 5QO feet of the aquifer.

A~#72. "Radon is not listed in Table 4-2, howeYer it is inQ1udQd in Tables ll-
5 and 11-6. ~he exclusion of radon from Table 4-2 imp1ieE that there are no
chemical-specific "applicable" requirements for this chemlcal. K TBC level of
1.5 pCl/L for radon la listed on Table 4-3, however a "treatment objq)ctlve" of
300 pCi/L is listed on Tables 11-5 and 11-6. It is assumed that this
objective ie based on the proposed MCL; this value is therefore ¢ons:Ldered to
be a TBC. The basle of the number u~ad as the treatment ohjeotlve should be
~iscusaed in Section 4, and =lastly identified as a TBC."

~PA Response: commentor is correct that the basis of th~ 300
pCi/L treatment objective for radon is the proposed MCL (as
~tated on page 8-10 as part of the discussion of treatment
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process options) and that until completion of the Record of
Decision this objective is a "TO Be Considered" (TBC).

AJ#?3, "How we8 the water from EPA pumping tests d£scharged? Was the wst~tr
free Iplnner l~ging and depth sampling discharg~ to a storm sewer, recharge
basin, or dilcharged d~Te=tly to the surface?"

~: Groundwater pumped during EPA-sponsored spinner
logging and depth-specific sampling of wells in the Baldwin Park
area was discharged either to a local water distribution system
(well numbers 08000060 and 01900031) or to nearby flood control
channels either by pipe or through storm drains (well numbers

01900882, 71903093, 01900029, 01900035, and 08000093). The
pumping rates, volumes, and quality of water discharged are
described in the following two documents:

"Sampling and Analysis Plan for Well Logging and Depth--
Specific Sampling of Wells, San Gabriel Area 5 Remedial
Investigation. Prepared for EPA Region IX by CH2M HILL.
September 5, 1990."

"Technical Memorandum, Well Logging and Depth-Specific
Sampling, San Gabriel Area 5 Remedial Investigation.
Prepared for EPA Region IX by CH2M HILL. December 2, 1991."

The rationale used to select the method of discharge is described
in:

"Draft Technical Memorandum, Disposal Alternatives for Water
Generated During Well Logging, Depth-Specific Sampling, and
Wellhead Sampling, Area 5 Remedial Investigation, San
Gabriel Basin. Prepared for EPA Region IX by CH2M HXLL.
January 28, 1991."

All three of these documents are included in the Baldwin Park
Operable Unit Administrative Record (Administrative Record
~umbers 181, 203, and 276).

KJ#74. "The requlrements for aesthetic quallt£es of treated water should be
lsimila¢ to those for uncontaminated water that currently goes into *~e
|purTeyor*s distribution system."

EPA Response: Comment noted.

xJ#T5. "Suffl©lent information in subarea 3 are not available to "demonstrate
that a~ion is necessar~ to stabilize the s£te.."

EPA ResPonse: We disagree. See Response A for a detailed
response to the plume stabilization and plume equllibrlum
hypotheses offered by the San Gabriel Basin Industry Coalition as
reasons for delaying action in Subarea 3.
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AJ#?6. "All chemicals reported as detected in the 0U have been included a,;
chmmicall of potential concern (COPC:) in the risk assessment. EPA has
outlined specific suggestions for selecting COPCs in the ~..k JlJmaemmdLut
G~danQe ~or ~ (RAGS; EPA, 1989)~ none of the EPA approaches to
identify COPes were incorporated in this ours. These include, but are not
iimf~d %~ the followingt a. Elimination of chemicals that were detected
infr~luantly (e.g., lass than 5 p~rcant); b. Comparison of common laboratory
conta14nants (e.g., methylene chloride, acetone) in eite-apecif4c samples to
laboratory and field blanks. These chemicals would be retained as COPCs only
if thee concent~ation im the mite sample exceeds 10 t~es the maxim~us
conce~nt~atlon detected in say �orraspQnding blank sample.

~pplying the above rules would eliminate at least ethylbenzene, methylene
chlo3:ide, and xylene(a) as COPCe. Insufficient information is available on
blank data to assess whether acetone would also be eliminated am a COPC.
Please explain the rationale for not following the RIGS protocol?"

~PA ResDo~s@: The methodology used in the Baldwin Park
Feasibility Study to select COPCs is consistent with EPA
guidance. The "specific suggestions" referred to in EPA’s Risk

Assessment Guidance (RAGs) are o~tiona~ approaches offered if the
number of COPCs is so large as to make the risk assessment
unreasonably burdensome (see RAGS, page 5-20). The number of
chemicals evaluated in the risk assessment was reasonable and
manageable; nothing would be gained by eliminating any of the

che~micals.

Also, there is no justification for eliminating methylene
chloride or acetone as COPCs. These chemicals can result from
laboratory contamination during sample analysis, but in the
Baldwin Park area both acetone and methylene chloride are known
to have been widely used by industry as raw materials and

solvents.

~PA Response: Only CLP data were used in the risk assessment
because these data are of known, high quality. Inclusion of non-
CLP data would not, however, significantly change the risk
estimate. Inspection of Figure 7-i, which summarizes both CLP and

non-CLP data, indicates that the chemicals detected and their
average concentrations during the specified time period’do not
differ significantly.

AJ#?8. "It is unclear why "nondetects" from upgradlent wells were removed from
the data let prior to conductln9 the statistical analysis. Remowal of these
data results in the prediction of higher average and 95 percent upper
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confidence llmlt (UCL) estimates in the OU. Please substantiate this
approach."

~P~ ResD0nse: "Nondetects" from one well (VIOAMMWI) and the
lower depth intervals of a second well (EPA 5-1) were not used to
estimate exposure to contaminated groundwater. The use of
nondeteots from these two wells or from any of the hundreds of

other wells located in clean areas of the San Gabriel Basin would
misleadingly decrease the exposure estimate, in effect diluting

the known areas of contamination. The purpose of the risk
analysis is to estimate the risk resulting from exposure to
contaminated groundwater, not to estimate the obviously
insignificant risk from clean portions of the aquifer.

A~#79. "Addltlonal 8pecifIc information ie needed to aeSeea the approach used
in estinating exposure point concentrations for the rl,k a,seesment. It is
stated in RAGS that a ~ell-by-well analysis should be conducted to est/Jaate
chemical concentrations in groundwater for the purposes of the risk
asaesanent. It is stated in the OUFS that the data evaluation conducted for
the risk aaaessment algnlflcantly reduced the estimated exposure point
concentrations used in the analysis; it is unclear without additional
information and a detailed date evaluation whether or nob thl8 is actually the
case. Please provide the information necessary tO conduct an independent
analysis of the methods used."

Y~P~L~P_Qn~: EPA guidance explicitly recommends using average
values for the concentration term in Superfund risk assessments
(see OSWER 9285.7-081, May 1992, included in the Administrative
Record). Commentor is incorrect in stating that RAGS requires a
well by well analysis.

We are unclear what additional information the commentor
requires; we believe that the FS provides all data needed to
estimate exposure concentrations and explains the methodology

clearly. Table 5-2 lists individual water quality results; text
on page 5-9 explains how the analytical results were analyzed;
and Table 5-2 presents the results of the analysis.

AJ#80. It Is unclear whether the statistical analyses were conducted with
proper regard £o elevated detection limits (if applicable~ no discussion was
found in the text). The EPA default approach of applying one-half the CRQL
for all nondetects wam used in the analysia. Use of one-half an elevated CRQL
can sonetlmea increase the exposure point concent~atlon estimates
significantly, and, with very potent carcinogens, can make ~n important
difference in the resultM of the risk a~sessment.

EPA Response: Inspection of Table 5-2 (which lists detection
limits for all samples) indicates that detection limitswere not

elevated. They are less than or equal to i ug/l for all

analyses.
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Also, the approach used in the risk assessment was to assume one-

half the detection limit (not one-half of the CRQL) if a chemical
was not detected in a particular sample.

Aj#Sl. "Please pzo¥1de detailea information on the statistical approach used
in the, Lnsl~sls, so that an independent review of the assessment can be
conducted. BODe Of the ralultl of the statistical ~aIyals ap~lr to be of
~uce,m. For example, as shown on 2atlas A-I through A-4 (Appendix A),
concentrations for manT of the COPCs were predicted to he the same for bath
the average and 95 UCL concentration, raising questions about the use of
elevated detectlon l~Its, robustness of the data met, etc. In addltiond, &s
shown lnT~leS-3, the stendard devlat£on for TCEisqu£te high (e.g.,
average ©ancentr&tlon of 55.1 - 107.8 mg[1), Indi©atlng high wari~billty in
the data set for this chemical. This standard deviation seems tO indicate
hlghuncertalutT in the "actual" average and 95 UCL concentrations. Since TCE
iS the risk "driver" for the OU, a change in the concentration data, and/or
theassumptlona used to develop these concentrations could dramatlcallyaffect
the reaults of the risk assemsment."

EPA Response:    The expression of "concern" for the results of
the statistical analysis is unfounded. As described in response
to the previous comment, detection limits are not elevated. Nor

is the absence of a "normal" distribution or the level of
variability in the data unusual for environmental sampling; we
believe that it does not warrant additional or more sophisticated
analyses.

We agree that a higher concentration estimate, particularly for
TCE, would change the risk estimate. The impact of assuming a
higher TCE concentration is easily predicted, however. If the
peak TCE concentration from all of the sampled water supply wells
(450 ug/l) were used in the risk estimate rather than the 95th
UCL (96.9 ug/l), the RME risk estimate would increase from
7 x 10-5 to approximately 2 x 10-4.

Aj#82. "ETA (1989) indlcetes that the lower of thm maximum concentration and
the 95 UCL should be u~ed to represent the exposure point concentration for
the reasonable maximum exposure (RME) scenario. No d£scusslon waa found in
the tQKt concer~ing this; more information (i.e., maxlmumdatected ch~Ical
concentrationm) is needed to ensure that the lower of the two values was used
in all oases."

~A Response:    Maximum concentrations are easily determined from
a visual inspection of Table 5-2. A comparison of Tables 5-2 and
5-3 shows that the 95th UCL is lower than the maximum
concentration for all contaminants, with three exceptions. The

exceptions are benzene (UCL=0.5; maximum=0.5J), ethylbenzene
(UCL=0.5; maximum=0.4J), and methylene chloride (UCL=0.5;
mnximum=0.2J). The risk resulting from exposure to the three

contaminants listed as exceptions does not contribute measurably

to the total risk estimate.
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&J#83. "The lower of the state and federal MCLs for each COPC is Slated in
~able 5--3; these values include proposed MCLs in several cases. The document
should clearly outlinm which of these chemicals are conslder~ TBCs, and which
are �on,idered to be -applicable" ARARa. In addition, existing MCLs for each
of the chemicaXa with a proposed MCL shouXd be presented, if available."

EPAResDonse: The values listed in Table 5-3 are State or
Federal MCLs. All are ARARs. No proposed MCLs are listed.

Table 4-2 for a complete list of State and Federal MCLs.
See

&J#84. "Because the lower of the chemlca1-apecific state and/or federal MCLs
is considered to be an ARAR for that chemical in groundwater in the Baldwin
Park OU, i% was unnecessary to retain all chenlcels as CoPes for evaluation in
the risk assessment. Using a preliminarI screening of 95 UCL chemical
concentrations against the lower of the state and/o~ federal MCLa listed on
Table 5-3, the following chemicals could be dropped from the risk asseesalant,
as they are less than the MCL| I,I,1-TCA, 1,1-DCA, bensene, chloroform,
ethylbenzene, methylene chloride, toluene, traus-l,2-DCE, and xylene(s)."

EPAResDonse:    This comment duplicates a previous comment. See
response to comment Aj#76.

AJ#S5. "Exposure point concentrations ware e~timated assuming that the data
set was normally distributed. More often than no%, environmental data are
lognormally distributed, indicating that use of the arithmetic mean and the
upper 95 percent confidence limit of the arithmetic mean (95 UCL) may not
appropriate~ represent the data set. Rather, the use of the geometric mean
and its corresponding 95 UCL may he more appropriate to represent groundwater
concentrations in the OU. Depending on the methods used in data compilation,
statistics, and data evaluation, the use of the geometric mean can reduces
-assumed" average end RME che~Ical concentrations by up to several ordekrs of
magnitude. This reduction can dramatically decrease riskapredictedin a risk
assessment. Moth,s to assess the normality of the data set are readily
available, and are commonly applied at NFL zites. These methods should be
used for assessing the normality of the data set, and the results of this
analysis should be used in ostlmating exposure point concentrations for use in
the risk assessment."

EPA ResponSe: We disagree that additional analyses of the
distribution of the data are needed (i.e., normal, log-normal) or
that the risk estimate should make use of a geometric mean. EPA
guidance (see OSWER 9285.7-081, May 1992, included in the
Administrative Record) specifically recommends use of the

arithmetic mean "regardless of ... the type of statistical
distribution that might best describe the sampling data.’! The
guidance further states "The ~eometric mean ... be~rs no logical
connection to the cumulative intake that would result from long-

term contnct with site contaminants..."

AJ#86. "Yn estimating exposure point concentrations, groundwater data from the
entire OU was used, without regard to the location of existing municipal or
water purveyor wells. Alternative methods for u~e in a risk assessment
include estimating potential health effects on an area-specific basis (e.g.~
generating health risk isopleths for the entire area, to reflect the
significant differences in chemical concentrations distributed throughout the
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OU; conducting the risk assessment with consideration of current wellhead
concentrations, rather than an estimated average or 95 UCL; use of wall-b~-
wall data, as stated above), etc. Risk assessments conducted on an OU heals
i~craaeel~lanncertainty of ~he assessment, and oversimplify the �omplex
conditions in thediatrlbutlon of groundwater cont~Inants. "A risk assessment
considering the aifferlng concentrations throughout the OU could ba useful An
both defining %he "a~ual" risk (e.g., from wellheads currently in use), would
1ore appropriately define the potentlal future risk in each area, and would be
useful in helping de/lea specific areal polalbl7 needing remediatlon."

EPAR~sp0Ds~: We agree that more complicated methodologies
could beused to estimate concentrations, butbelieve that they

are unnecessary. The conclusion of the risk assessment, that
remedial action is warranted in portions of the aquifer
contaminated above drinking water standards, would not change.

AJ#87. "The risk aeaeaazaut used an average da~ly drinking water intake value
of 2 L/day; %hie value should be 1.4 L/day, based on 50th percentile adtllt
ingq~stion rates provided in the Exposure Factors Handbook (EPA, 1990)."

EPA Response:    Use of 2 L/day is consistent with U.S. EPA Region
IX recommendations. Page 9 of the Risk Assessment Guidance for
Superfund Human Health Risk Assessment, U.S. EPA Region IX

Recommendations (Interim Final, 12/15/89) states: "The
traditional default values of 2 L/day water ingestion ... should

be used for both "Average" and "Reasonable Maximum" scenarios in
Region IX risk assessments. This deserves special notice since
national guidance is to use intake assumptions from the Exposure
Factors Handbook, which presents different average values." The
g~lidance is included by reference in the Baldwin Park
Administrative Record (AR#403).

AJ#88. "The inhalation slope factor for TCE has recently been reduced from
0.017 to 0.006 mg/kg/d&~’* as recommended by EPA’a Office of Health and
Z:~vironmental Assessment (~PA, 1992) o Although the text indicates that the
n~w elope factor was used in the analysis, Tables 5-5, A-I and A-2 indicate
that the old elope factor of 0.017 was actually used. The TCE risks should be
recalcul&ted uslngthe new slope factor, and the FS and community relations
fact sheet should be updated to reflect this change."

~PA ~esponse:    The first statement, that the inhalation slope
factor for TCE has been revised, is correct. The revised,
provisional value, 0.006, was not used in the Baldwin Park OU
risk assessment since it was published after the risk assessment

was completed.

The second sentence in the comment is incorrect. The text (p.5-

17) and the Tables all indicate that the old, unrevised "value,
0.017, was used.

Use of the revised slope factor would not affect EPA’s decision
to take action or the scope of the action, commentor presents
the impact of this change in comment AJ#92.
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AJ#89 o "In addition, TCE (which may be Qn a continuum between a poazlble and
px~bable hua~a~ carcinogen [EPA, 1992]} has not been assigned either an
~nhalatlon or ingestion reference dose (RfD) on IRIS. Thus, the informatlnn
on Tables 5-5, A-3, and ~-4, which present an RfD and the calculations of
noncercinogenl¢ health effects from exposure to TCE, should be corrected. A
walue of 0.006 was erroneouslT listed on these Tables a, an RfD, rather than
a| the alope factor for the chenlcal."

~ s~sp_~fi: The RfD of 0.006 listed for TCE is correct. This
provisional oral RfD value was derived by EPA’s Environmental

Criteria and Assessment Office. A copy of an EPA memorandum
documenting the RfD is included in the Administrative Record,

The memo is from Joan Dollarhide to Stan Smucker, dated 4/13/92.

&J#9O. "In the characterization of potentlal health risk, chemlcals considered
to be known or potential carcinogens should be combln~d using the carcinogenic
weight of evidence (WOE). EPA (1989) recommends that Group A carcinogens
should be summed separately from Bl, B2, and C carcinogens. Thus, risk
characterization results should be separately presented for each of the four
WOE categories, rather than summlng all four categories. In the rlzk
assessment, all carcinogen~l were summed as if thsF were all "known- human
carcinogens, without consideration of the WOE. Please rewlae the risk
asaesement accordingly to follow EPA’a protocol for risk characterization
(zPJL. 19S9)."

EPA Response:    The method used in the Baldwin Park OU risk
assessment is consistent with and explicitly described in EPA

guidance (RAGs). RAGs states:

"The cancer risk equation for multiple substances sums all
carcinogens equally, giving as much weight to class B or C
as to class A carcinogens."

AJ#91. "Based on the erroneous RfD used for risk characterization, the
resulting hazard quotients (Tables 5-6, A-3, and A-4) of 0.25 and 0.44 for
average and Rl4E cases (far both ~ngestlon and inhalation exposures),
re.pectIve~F, s~u~d he deleted and replaced with zeros in each case. In
addition, the re.u~tlng hazard index is changed significantly by this mistake;
previous results indicated total noncarcinogenic hazard indlces of 1.0 and 1.8
for average and RME scenarios, respectively (Tables A-3 and A--4). New hazard
indices of 0°5 and 0.92 for average and RM~, res~ctlvaIy, are calculated when
this mistake is corrected. While the initial results indicated that there may
b,e a concern for toxic effects from the noncarcinoganic chemicals in.
groundwater, the results of this change indicate that nonca~clnogenic health
effects are NOT expected f~on the pr0senc@ of these ch.mlcala (using the
assumption that a hazard index greeter than 1.0 indicates that adverse impacts
may Occur; EP~, ~989}. "

~__~9~OIi~:    Commentor is incorrect in asserting that EPA used

an erroneous RfD. As noted in response to comment Aj#89, EPA
properly assumed an RfD of 0.006 for TCE. The hazard quotients
of 1.0 and 1.8 remain valid.

~J#92. "Similarly, the risk characterization results for hypothetical cancer
risks from exposure %o TCE were also calculated incorrectly. Az indicated
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above, the revised slope factor of 0.006 mg/kg/day"1 should have been used in
the analysis; when thii change is made, currently listed TCE risks ¯re .red~ced
to 1 x: 10-" and ? x I0"~ for average and RME exposure scenarios, respectively."

~PA Response: Commentor is correct that the slope factor for TCE
has been revised downward from 0.017 to 0. 006 mg/kg/day-I. Use
of t~le revised slope factor would not affect EPA’s decision to
take action or the scope of the action.

AS#93. "Although the text has ¯ detailed discussion of the environmental
species that are present in the Santa Fe Dam area (ppo5-22 %o 5-27 ), only one
statement linking potential environmental exposures with groundwater
concentrations was found. Thls sole reference ~ited an average concentration
of loss than I ug/l PCE and TCE in Mall 08000070, used to fill the recreation
lake. No surface water data are presented in the oUTS, and therefore
considering the volatile nature of PCZ and TCE, there is ¯ strong possibility
that no environmen%al exposures are occurring."

F~_~: We agree.

AS#S4. "Groundwater injection uells and aquifer recharge via surface discharge
should he ~ucorporated into Table 6-1 as general response actions to control
contaminant migration (hydr¯ullc containment)."

~_~, Response: Comment noted.

AS#95. "Table 6-2 Table 6-2 contains ¯ common mistake. Zn Situ ~reatment and
Mater Use are not really GRAa that address the response objective. They are
Just part¯ of potential groundwater extraction alternatives; analogous to
ch©~sing a turbine versus ¯ submersible pump. That is, they are Just process
options. Similarly, aquifer recharge should be separated from water usle
because it is most commonly combined with groundwater Qxtractlon to affect
hydraulic contaiDment, ¯ "general response action".

EPA Response: In situ treatment is presented as a General
Response Action since many in situ treatment methods (e.g.,
p~ssive funnel and gate systems} do not involve groundwater
extraction. Still, we appreciate the suggestions on alternative
ways to present the results of the response action/technology
screening process.

AS#96° "In-Situ Treatment - The comment in the appllcabillty column on
b~-products suggests that the only in-mltu method considered was
biotreatment. Was air sparglng considered? The aquifer and vadose zone are
sufficiently permeable and the predominant chemicals are volatile. Since the
constituents of concern do not blodegrade easily under ¯erohlc condltlons, by-
products are not a concern. The problems with groundwater extraction,
including water disposal issues, warrants a more detailed evaluation of other
options ¯ -

~PA Response: See Response E for a detailed evaluation of air
sparging.
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AJ#9~. "Groundwater Extraction -Aithough extraction may remove high levell of
VOCI, the effectiveness is location dependent. If the remedy is focused
solely on migration control, the Table shows that s d0wngradient location is
preferable. However, if the well is downgradient, the "~ea" in the removal
column changes to a "no"."

EPA ResPonSe: We agree that effectiveness is location-dependent.

We note that a well located at and within the downgradient end of
contamination could achieve both objectives of migration control
and removal of high-level of contamination.

AJ#g8. "When a relatively saall area of very high concentrations are known to
Ixiat as An thla OU, extraction is more logloallT located there to remove the
high levels and prevent their migration downgradlent. Only then should both
columns on Tmble 6-2 [for the "groundwater extraction mnt~] contain ¯ "yea"
response."

EPA Response: We are unsure of the "relatively small area of
very high concentrations" to which commentor refers. As pointed
out in response to other comments, the number of monitoring wells
are too few to define individuals plumes. See Response B for a
discussion of the alternative approaches for locating extraction
wells in areas with multiple sources.

~J#9~. "Groundwater Extraction - According to the table, groundwater
extraction with the wellhead treatment option is not capable of removing high
levels of contamination or providing ¯ degree of migration control. This is
incorrect. A wellhead treatment system on ¯ production well with relativel]r
high concentrations ~ remove high levels of contamination. If pumping ks
sufficient, it may also provide a degree of containment. A well deem not have
to pump continuously to ~ in migration control. Contamlnanta that begin
to mlgrate past the influence of a pu~ping well ~y be "recaptured" when
peeping resumes o"

EPA Response: We agree that treatment systems installed on
production wells with relatively high concentrations will remove
high levels of contamination and will, if suitably located,
contribute to migration control. We also agree that intermittent
pumping can contribute to migration control.

~J#100. "The note in the applicabillt~ column states that "(Z)xisting
downgradient wells are not optimally locate~ for migration control". However,
2 of the 3 proposed extraction locations in Subarea 3 are existing
downgradlent wells."

~P~ Response: We agree. The text in the FS should state that
existing wells are not suitably located to fully satisfy EPA’s

migration control objective.

AJ#101. "Please provide the rationale to support EPA’s decision to not include
optimizing mass removal of chemicals from the aquifer to compliment the OU
"migration control" objective. Current data indicates the presence of
separate and distinct source areas of chemicals in the OU that if continued to
be ignored, will further degrade aquifer conditions and increase the cost and
time necessar~ to implement effective migration control and aquifer
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remediation measures. HLA’s independent analysis of aquifer conditions
indicates that e source control action which maximizes mass removal action
could �ompliment migration �ontrol, and thereby furhher optgualso the rem~dlal
reslx~nle obJeetlwe for the OU."

SPA Response: Mass removal is an objective of the Baldwin Park
OU. See Response B for additional details on how the remedial

objectives of migration control and mass removal will be
translated into extraction rates, locations, and other project

details.

See Response B for additional explanation of EPA’s strategy for
addressing known or suspected source areas.

AJ#102. "EPA’m primerT response objective is stated to be "m~gration control",
~ith "mass remoTal" as a secondary objective. The I~%RWQCB has a paraIAel
rmsponsibillty to affect "source control". Based on the goaE of selecting a
remedial alternative that is compatible with the final remedF, and based on
the fact that migration control may at least be in place through production,
the moat effective way to control migration may be to reduce the source term.
Therefore "source control" or maximi=Ing "mass removal" should be considered
objectives equivalent to "migration control" or should be combined into a
single response obJectlva for the OU0"

Y~A Response: We agree that the remedy for the Baldwin Park area
should address the sources of the contamination. The extraction
and treatment facilities included in Subarea i in the selected
remedy will "reduce the source term" by limiting the impact of
any residual surface or subsurface contamination on portions of
the aquifer downgradient of the Subarea.

We are unclear of the impact, if any, of restating or re-ranking
the two remedial objectives of migration control and mass removal
as suggested in the comment. Instead, we present in Response B
~uidelines for translating the remedial objectives into
extraction rates, locations, and other project details.

AJ#103. "The remedial response objective of inhibiting contaminant mi~ratlon
from highly contaminated areas is currently being achieved through production
well pumping in Subarea 3. Thl8 objective could also be ach£ewed in Subarea I
by groundwater extraction from the most highly contaminated area ul~gradlent
from the proposed extraction wells. Proposed extraction clusters a~:e more
than l-mile downgradient from the,e high ¢oncentratlons."

EPA ResPonse: There is no evidence to support the assertion that
production well pumping in Subarea 3 is achieving EPA’s remedial
objectives in the Subarea. See Response A for a detailed
response to this plume stabilization or no migration hy/~othesis.

Also see Response B for explanation of EPA’s proposed pumping
conf igurat ion.
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AJ#104. "Please provide the rationale to conclude that "the remedy will bq~
Qptimiled in miza and configuration for migration �ontrol rather that mass
removal’. The optimization process should balance migration control and mass
removal objectives. A "balanced" response ob~ectiwm that would optimize the
"time- an~¢ost-savings" provldnd by anOUinterimactlon should be
Incozl~rat~."

~_~Q~: The decision to make migration control theprimary
objective of the Baldwin Park OU is consistent with EPA
regulations and guidance and experience at other contaminated
groundwater sites. See pp. 6-1 through6-13 for references to
relevant EPA regulations and guidance. Also see response to
comment AJ#102 and Response B which presents guidelines for
translating the remedial objectives into extraction rates,
locations, and other project details.

AJ#105. "It is implied that EPA’s fnterimact£on will resolve the items cited
aS "Reasons Not to Delay Action". Please explain how the £ntnrlm action will
resolve each of the five items discussed on pages 6-11 through 6-12."

EPA Response: As stated in the Proposed Plan, EPA’s selected
remedy would:

Limit further migration of highly contaminated groundwater
into less contaminated and uncontaminated portions of the
aquifer [reducing the potential for human exposure];
Reduce, but not necessarily eliminate, the need for water
purveyors with wells in the Baldwin Park area to install
treatment
Reduce the cost and difficulty of operating existing
treatment facilities by preventing highly contaminated
groundwater from reaching existing facilities
Reduce the likelihood that future increases in contaminant
concentrations at active water supply wells will result in
"emergencies" requiring immediate actions such as relocating
wells to clean areas
Reduce the eventual cost, difficulty, and time required for
complete cleanup of all or portions of the aquifer. (If no
action is taken, continued contaminant migration would
result in the need to treat larger volumes of contaminated
water and may result in the increased presence of vinyl
chloride or other CVOC degradation products that are more
difficult to treat or more toxic than the parent compounds)

AJ#106. "The statement "Groundwater contamination in the OU area ks known ta
be spreading £nto less contaminated and uncontaminatedportions of the
aquifer’, has not been substantlatod by a technical evaluation Of u~vai1~ble
data commensurate with the importance of this conclusion."

~P_0~l~: We disagree. See Response A.
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AJ#107. "As noted in previous sections in £hls document, the downgradient part
of the plume As not we21 defined. Current pumping and wellhead treatment will
provide ¯ seasure of contalnmenb downgradient and permit tlme to continue
needed inveztigatEons in thee area. This Would enlure that the area As
properly characterized before ~neI is spent unnocesearilI."

EPA Response: Current pumping is inadequate to meet EPA’s
remedial objectives. This conclusion is supported by the
evaluation of the "no action" alternative included in Section 12
of the FS. Also see Response A for discussion of the (limited)
value of conducting additional investigations before selection of

a remedy.

AJ#108. "Please explain EPA’a conclusion that "the partitioning of more
contaminant mass from the dissolved to the aorbed phaae" would occur in the
aquifer |p.6-12]. since partitioning is an equilibrium driven prc~ese it is
unclear how time will increase contaminants forbad to aquifer materials."

EPA R~sp0nse: As contaminated groundwater moves into clean or

les, s contaminated areas, additional contaminant mass would
partition from the dissolved into the sorbed phase.

AJ#109. "After reviewing EPA water quality data and ~ARW~CB filea, no facillty
in the OU hal been found where concentrationl of DCE, DCA and v~nyl chloride
increala with time. Vinyl chloride has only been detected in a few ~ella in
the entire OU. Molt of the detections were random, one-time hits at low
concentrations."

~2A Response: As stated in the FS, the text does not refer
specifically to facilities in the OU area. (The last paragraph
on p.6-12 reads: "At numerous facilities in the San GabrioZ
Valley...") In addition, the teMt does not state that DCE, DCA,

~]I~ vinyl chloride are increasing. It states that concentrations
of "DCE, DCA, or vinyl chloride increase with time."

There is only one facility in the OU area with a long eno~Lgh data
record to evaluate changes in vinyl chloride concentrations with
time. At this facility (the ALR landfill), trends at one well do
indicate that landfill-influenced degradation may be occulcring.

AJ#IIO. "~n order to evaluate the issue of biodegradatlon, existing treudl
should be examined. The lengthy di£cusslon in Section 3 only explalns the
concept and prelents llummary date on potential degradation product¯ :from two
OU fac£1itiel. Water quality data should be aualyzed over time %o a,ee what
conclusions can be -~ade regardlng the reglonal groundwater flow regime."

EPA ~esDonse: We agree that additional evaluations are possible.
Also see response to comment Aj#59.

AJ#lll. "K cursory review of all of the detectlonu presented on EPA+a
concentration maps of potential degradation compoundl in Section 3 :~eveala
that an overall increase in degradatlcn product¯ ia ~ot occurring. Of the 15
wells that have recently detected 1,2 DCA or I,I DCE (Figures 3-4 an~ 3-5},
there are no we211 that have increasing trends of both compoundl over the lest
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5-1ears, L~es than 20 percent of the wells contain increasing trends for
either of the two compounds. Attachment A data Indicate that there hal helen
onlT onqB detectIQ~ of Tinyl chloride (2 ppb) In the OU area lathe last f~4
years."

EPA Response: An .overall increase in all degradation products
would not necessarily be expected even if biodegradation is
occurring. Given the complex contaminant distribution in the
area (probably numerous sources and plumes), degradation may be
occurring at different rates along different degradation pathways
in different areas depending on local conditions (both source-
related conditions and physicalcondltions).

It is not clear how the determination that bo~h 1,2-DCA and I,I-
DCE e~e not increasing at any wells impacts an evaluation of
degradation. As shown in Figure 3-10, these two compounds are
not in the same degradation sequence and would not be expect,ad to
both be increasing for degradation of a given plume or
contaminant source.

EPAes~: This comment duplicates previous comments. As
stated previously, we do not believe that additional monitoring
is needed before remedy selection. See Response A for additional
details.

AJ#~I3. "Continued pumping or increased pumping at selected water suppIy wells
can also inhlhlt contaminant migration. Watermaater’e institutional authority
can assist in achieving EPA objectives."

EPA Response: We agree.

AJ#I$4o "Thlw paragraph [p.6-14, paragraph 2] vetT effecti, ely describes the
concept that ehould be app1i~d to groundwater extraction in the OU. Both mess
re=~¥al &n~ ulgratlon control can be achieved through extraction at the source
area(s) where ¢oncantratlons are the higheat. Why not propoae extraction
no~th of 1-210 Freeway where �oncentratlons of some compounda are orders of
magnitude higher than other walll in the OU."

~A Response: This comment duplicates previous comments. See
Response B for a detailed response. We note that concentrations
of some contaminants in the Baldwin Park area south of the I 210
freeway are the same order of magnitude as concentrations north
of the 1210 freeway. For example, 9,800 ug/l PCE was measured at
MW-3 at the AeroJet facility (5/93), versus concentrations as
high as 32,000 PCE at WIOWOMWI (8/93). The difference is a
factor of three, not "orders of magnitude."

~J#llS. "Please prowlde the documentation and describe the results ¢~f the
"bench-scale CaChe/hydrogen peroxide study that was completed using
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groundwater fzom %he OU area and Whittier Narrows.= This important study
should be available for public reviewS"

~~_9/I~: The results of this work can be found in two
papers referenced in the FS, both by Bellamy, William, et al
(1989 and March/April 1991). The 1991 article is available in

the Research Journal, Water Pollution Control Federation, Volume
63, Number 2.

~#116. "Please proyide the definition and significance of use of the ter~
"a’a:L~,ilable" organic co-.pounds."

~PA Response: The term "assimilable" is defined as "capable of
being assimilated." Assimilable organic compounds (AOC) are
compounds that can be converted by microorganisms into protoplasm
and assimilate into their cell mass. The amount of these
compounds present in the ozonated water is higher than in the
untreated water.

AJ#IIT. "The last sentence of this page [p6-25] is unclear. Should it read
"GAC filter [~E?] through biological degradation"T"

~_~A ~esponse: The referenced sentence is correct as written. To
some extent, the granular activated carbon (GAC) filter will
become biologically active. Because the listed compounds are
readily biodegradable, they can be effectively removed by even
this limited biological activity.

AJi#llSo "Aquifer recharge can help control contaminant migration onl~ if
rechmr~e occurs at a desirable location."

~A ~¢8po~se: We agree. Also see response to comment AJ#179.

AJ#119. "The effects of increased spreading on contaminant transport nust be
fully evalueted prior to remedy implementation."

~PA Response: EPA believes that it has completed adequate
evaluations of the impacts of recharge to support the selection
of remedy. Also see response to comments AJ#179

K~#120. "As stated in the documQnt, a combination of treatment processes laay
be the ~st cost effective. Where are technology combi~atlon~ evaluated in
this document?"

~PA Response: See Section 8 for an evaluation of two
combinations of treatment technologies (treatment technology
trains) : air stripping followed by liquid phase carbon, and
Advanced Oxidation Processes followed by liquid phase carbon.
Section 8 also includes & discussion of the potential merits of
two-stage air stripping (p. 8-41).

AJ#121. "Treatmen£ facilities currently exist in the basin. The Main San
GLbriel Basin Watermaater and the San Gabriel Water QualltF Authority, as well

214

I IIII i I

Appendix B, page 244



Baldw/n Park, ROD

as individual water purveyors have bean active in the design and installation
of ~ellhaad treaS,¯ant facilities in this OU° Data from these installations
would provide practical information on specific treat¯eat technologies,
operating prohleas, end coats. Were these data used in the development of
remedial actlon8~ Why were they not referenced in the section on technology
screening? Were they considered in the coat development?"

EPA Response: The experience of water purveyors and the San
Gabriel Basin Water Quality Authority were considered during the
development of remedial alternatives. They confirm EPA’s
conclusions that either air stripping or liquid phase carbon may
be effective technologies depending on the precise mix on
cont;~minants. Data from existing San Gabriel Basin treatment
facilities were not used in the cost evaluation since contaminant
concentrations differ from those expected in EPA’s selected
remedy. Contaminant concentrations influence carbon usage, which
is one of the biggest contributors to operating costs. Nor were
local data used to "identify specific designs or O&M problems."

It may be worthwhile to complete an up-to-date evaluation of the
performance of existing treatment facilities in the San Gabriel
Basin during remedial design, but it is not necessary or
appropriate as part of the remedy evaluation and selection
process.

AJ#I22. "Please provide the details of the evaluation referenced in the
ataLtement "Through an evaluation of the available groundwater quality data in
the OU area, three sub¯teas withln the larger OU area have been identlflod
between which there aptera to be ¯ aignlficant ¢hanga in contaminant
concentrations. ""

y~A ResPonse: This statement is further explained in the
descriptions of each of the three Subareas on pp. 7-2 through 7-
6. Also see Response B for additional discussion of the
importance of the Subareas.

A~#123. "~e dividing line between Subarea I and 2 is arbitrary. A more
precise representation would be to identify small hot spots as Subarea I and
include the other Subarea I wells £n an expanded Subarea 2. Over t|~ae, Well
WII~ZWO3 (Subarea I) and Well 190003~ (Subarea 2) have had very similar total
VOC concentratlon8. Stmilarly~ data from other wells in Subarea I (omitted
from Figure 7-1) demonstrate that total VOC concentrations do not change
significantly from Subarea i to Subarea 2° For example, the average total
VOCa for all data presented in Subarea 2 on Figure 7--1 ia 450 ppb; This ~a
very s~Jailar to other wells in Subarea I that are on.tied from the map ~et
h~ve similar LARW~CB data (WIL%ZWOI ,Jr 387 ppb, WIONCMWI = ~46 ppb)."

~PA Response: The primary distinction between Subareas 1 and 2
is that within the boundaries of Subarea i there appea~ to be
significant and multiple sources of the groundwater
contamination. This interpretation is based on information on
the magnitude and duration of chemical usage, handling, and
disposal, and on the magnitude, extent, and pattern of

215

i

Appendix B, page 245

II



Baldwin Pa~ ROD

contaminant concentrations in soil, soil gas, andgroundwater at
industrial facilities in the Subarea.

In their comment, AeroJet/ALRcompare Subareas I and 2 based on
average CVOC concentration. This comparison does not, as
elapsed, demonstrate that CVOC concentrations do not change from
Subarea 1 to Subarea 2. Data presented in Section 7 and other
comments submitted by Aerojet/ALRdemonstrate significantly
higher concentrations in Subarea 1 than in Subarea 2 (although in
comment AJ#125, AeroJet/ALRprefer to label the higher
concentrations as anomalous). Instead, the comment highli~Its
the important point that Subarea 1 probably includes multiple
sources and plumes of contamination separated by less
contaminated areas, and is not a homogeneous area of
com~amination. We also note that comparisons of concentrations
between wells must account for differences between wells in their
spatial relationship to the original spill or release, and
differences in construction° A well located at the centerline of
a plume will show a higher concentration than a well located at
the fringes Of the plume. Differences in construction are
evident in a comparison of wells installed at three different
facilities. Wells WIlAZW01 through WIIAZW09, for example, have
much longer screen lengths than the Aerojet wells or well
WIOWOMWI. The screen lengths for wells WIIAZW01 through WIIAZW09
e~eed 200 feet; the screen lengths for the Aerojet wells and
well WIOWOMWI are 50 and 30 feet respectively.

Commentor also recommends redefining Subarea i to include "small
hot spots." See Response B for a more detailed response to this
and other comments on the delineation and use of the Subareas.

~PA ResDonse: We agree, and do not state or imply otherwise..
The FS mentions five facilities with groundwater monitoring wells
located in the area of contamination (as of 9/92).

AJ#I25. "There were 20 monitorln9 welll in S~area I at the tlme of report
publication. In contrast, there are only four wells in Subarea 2. Except for
2 small areas An Subarea I where =onoentrations are anomalouely high, total
~OC=oncentrationa are ai~tlar throughout both eubareae."

~PA ~espoDse: This comment largely duplicates a previous
comment. See response to Aj#123 and Response B.

AJ#126. ’~The imp1£cation that ~,2 DCA and 1,1 DCE concentratlons ar,i h£ghlr in
Subarea 1 ie incorrect. ApproxlmatiIy 90 pezcent of the areal eKte’mt of 1,2

DCA as Bhown on Figure 3-4 ks in subarea 2 with the maximum concentration near
the Subarea 3 boumdary. Although the higher concentrations of 1,1 DCE are in
%he downgradlent portion of subarea 1, the maJorlty of the plume is located An
Subarea 2 (Figure 3-5)."
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EPA R~spons~:    The first sentence of this comment contends that
1,2-DC~ and I,I-DCE concentrations are not higher in Subarea 1
than in the other Subareas. However, the third sentence of the
comment contradicts this by correctly pointing out that the
highest concentrations of l,l-DCE~refound in Subarea i. Recent
sampling of monitoring wells at the Aerojet and Wynn Oil
facilities has confirmed that the highest concentrations of 1,2-
DCA present in the OU area are found in Subarea 1.

The second and third sentences of this comment discuss the ~tent
of contamination in the Subareas. It is unclear how these
statements are related to the maqnitude of contamination being
discussed in the referenced text from the FS.

AJ#127. "Contradicting the statement that "Subarea 2 is located downgradlont
of the main #usDected source area’, review of the chemical data on Figure 7-I
¯ ndlcates that the highest concentrations of chemicals in the OU have been
detected in Wells WIOWOMWI and VIOVCMWI, north of the Foothill Freeway (210}.
¯ he southern terminus of Subarea I shown on Figure T-1 is I.S- to 2-miles
downgradlent of these ~dentifled "hot -~tw’, respectively. Please explain
why the area north of the Foothill Freeway was not identified as a separate
S~tbarea."

EPA Response: This comment largely duplicates previous comments.
See Response B for additional explanation of EPA’s recommended
extraction scenario in Subarea i, particularly on the advantages
and disadvantages of delineating additional subareas (i.e. ,,
adding or moving extraction locations closer to wells WIOWOMWI

~nd VIOVCMWI).

We also note that contaminant concentrations indicative of
residual subsurface sources are present not only at the two wells
mentioned in the comment, but extend to within about one-half
mile of the southern boundary of Subarea 1 (as far south 8Ls well
OSCOMW2 ).

KS#128. "It is also probable that chemical concentrations in Subarea 2 are the
result of "local" sources less "favorably" located with respect to exlsting
wells that have been sampled. Why are me few monitoring wells shown on Figure

-i?"

EPA Response: The small number of monitoring wells in Subarea 2
reflects the small number of possible sources of contamirLation in
the Subarea. It is possible that there are significant sources
of groundwater contamination located in Subarea 2, but
investigation efforts to date indicate that most, and perhaps
z~ll, of the significant sources are located in Subarea 1. Source
identification efforts have been extensive; the Regional Water
Quality control Board has sent chemical use questionnaires to
more than 1,600 facilities and inspected more than 600 facilities
¯ throughout the Azusa/!rwindale/Baldwin Park area.
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Aj#129. "Although it is stated that "availablQ data donor show any
significant change in contaminant levels from just downgradlent of Subarea 3
to as far mouth to Whlttler Nsrrowl’, unlubstant£atedcontradictions regarding
chemicals migratiny downgradlent of Subarea 3 are made throughout the o~.
This unsubstantiated contradiction also serves as EPA’s basis for a rest)nee
action in Subarea 3. Please explain this disparlt¥o The para~rraph also
lJaplles (incorrectly) continuous chemical concentrations ale the way to
Whit~ler Harrows."

EPA~:     We see not contradiction between these two
statements:

Statement (i): there is not a significant change in
contaminant levels from just downgradient of Subarea 3 to as
far south as Whittier Narrows

Statement (iS): contaminated groundwater continues to
spread into less contaminated areas

Statement (i) results from the observation that contaminnnt
concentrations at various wells in the interval from just

downgr~die~tof Sub,tea ~ to the Whittier Narrows area are
generally at or near MCLs. No significant changes in contaminant
concentration are apparent within this interval, in contrast to
the difference between contaminant concentrations in Subarea 3
a~ concentrations downgradient of the Subarea. We agree with
commentor that the concentrations in this interval are not
necessarily "continuous."

Statement (iS) results from a variety of evidence discussed in
detail in Response A.

We also note that EPA is planning remedial action in Subarea 3 to
satisfy two objectives: migration control and mass removal.

AJ#130o "The ve1~r..lcel e~chent of contsmlnatlonlnSub~rea 1 lauumknoW~o
~ailable groundwater data ¢onfirm VoC1 in the 400- to 500-foot depth range at
one location in Subarea2 on~Y. If the contamination i~ mha~lower at;
extraction locations then groundwater need not be extra,ted from such a deep
intervalo Thlm could result in fewer wells and/or lower pumping rat~s which
wuld lower costs substantially."

EPA ResPonse: We agree that extraction wells should be designed
to remove contaminated groundwater only from contaminated
vertical intervals.

AJ#I31o -/&Ithough it la stated that "Extraction near wells with existlng data
ensures that, at a minimum, migration of known hlgh-level contamination will
be inhibited", review of Figure ~-2 does not show the location of an
extraction well cluster at the data points shown on Figure 7-I where the
highest concentrations of chemlcals in the OU have been detected (in Subarea l
at Wells WIOWOMWI, VIOVCMWI, and OSCOMW2). The closest extractlonwell
clusters (I0 and 13) to these two data polnts are located l- to 2-=iles
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downgradient. The concentrations of PCE and TCE detected in WIOWOMW1
represent the presence of the post eignif£¢ant source of chemioals £dentif£ed
%0 date In the OU. Failure to address the removal of VOCs from this locatlon
during thQ interim action will result in further degradation of the aquifer,
further complicate, and increase the time and cost for long-term aquifer
r~iation in Subarea 1."

~~_~I~: This comment duplicates other comments. See
Response B.

A~#132. "This figuxa [7-2] shows seven recommended groundwater extractlonwell
locations. These locations were selected on "downGradlent~rgins of the
three muba=aae", and at "locations where existing water quality data are
available", No further rationale is given to support selectlon of well
locations. These two selection criteria are inappropriate measures to achieve
an optimal extraction array and to substantiate the high magnitude of cost for
such a large-s¢alo responsn action. Wells should not he located at the
largins of geographicellydeflnod subareas or any other artificially conceived
boundary, AdditionallT, extraction locations should he selected based on an
interpretation of available data, using a well defined groundwater model,, not
at locations of ~roundwaterquality. A considerable amount of additional
LnalTsie and thought should go into the selection of %h.se well locations."

EPA Response: We agree with the latter part of this comment that
extraction locations should be based on water quality data and
modeling. They are. (See Section 7.1.1.) As the comment notes,
EPA has located approximate extraction areas at the downgradient
margins of the Subareas. The Subareas were delineated primarily
based on water quality data. (Other information that helps
identify sources of contamination were also used - see Response
B.) Logically, it follows that extraction areas are based on
water quality data. These approximate extraction areas have been
identified without the use of computer modeling.

EPA’s recommendations for precise extraction locations and rates
(in contrast to the approximate extraction areas delineated using
water quality data) are based on the Subarea boundaries and on
c~puter simulations using EPA’s groundwater flow model to
identify the most efficient combination of extraction rates and
locations withinthe approximate area of extraction. A specific
combination of extraction rates and locations is referred to as a
p~imping configuration. There are an unlimited number of possible
pumping configurations that could be implemented in each
approximate exaction areas~ See Response C for additional
details on EPA modeling efforts.

It is therefore difficult to understand why the commentor refers
to the Subareas as "artificially conceived boundaries" ~nd
criticizes EPA’s selection criteria as inappropriate. Also see
Response B for additional explanation on the delineation and use
of the Subareas.
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AJ#133. "Data from Wall VIOWOMWI [sic] wlth the highest concentrations lathe
OU (>1000x MCLs) are omltt~d from Figure 7-2 an~ the discussion on extraction
locations. These data are list~ on Figure 7-I. The areal extent of
contaminatlonwonld have been interpreted differently if these data were
consi.aeredand should have influenced the location of the proposed
extraction."

EP~,B92~qD~_~: We disagree. (We presume the comment refers to
well WIOWOMWI, not to VIOWOMW1.) Data from well WIOWOMW1 are
included in Figure 7-i and were considered in the our
interpretation of the extent of contamination, and in determining
Subareas boundaries and approximate extraction areas. The
omission of well WIOWOMWI from Figure 7-2 is irrelevant; Figure
7-2 was not used for these purposes.

&J#|.34. Reference is made to the statement "to the extent possible, the
remedial alternative will make use of existing water supply wells. However,
there are at most, only three existing production wells in or near the ou area
of contamination that are optimally located. Table 7-I describes these three
existing wells." (p.7-8) Please describe and provide the results of the
evaluation that was completed to make this conclusion.

EPA ResPonse: EPA’s information on well locations in the San
Gabriel Basin has been obtained from the Main San Gabriel Basin
Watermaster and individual water purveyors. The three wells
listed in Table 7-1 are those wells optimally located at the

downgradient end of the three Subareas to satisfy EPA’s migration
control objective.

There are other water supply wells located in the OU area, but in
less than optimal locations. These Wells, which include the
~zrow/Lante and San Gabriel Valley B6 wells, are shown in Figures

7.-1 and 7-2.

As noted in Appendix I, the continued operation of the

Arrow/Lante wells (on which wellhead treatment has been
installed) was assumed in EPA’s computer simulations completed to
determine extraction rates and locations. The impact of these
wells is visible in Figure 12-2 (in Subarea 2) and described on

p.12-8.
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Aj#135. "Why are ex~stlng production Wells 08000060 and 01900034 (prelented on
Figure ’I-I. with accompanying chemical data) not identified in Table 7-I?
These existing wellhead treatment facilities that are strat~ically locet,,d in
%he OU &re already contributing to the remedy. These wells provide a degree
of migration control while removing some level of �0nt~Inant mas:. Were
these wells considered in the evaluation of extraction location and
quantities?"

~~9~L~: See response to previous comment.

AJ#136. The statement that "The number and cap¯eliT of new wells ere based on
computer simulations" implies that jxtraction locations are baaed on
groundwater modeling. This statement contradicts EPA’s insistence that
"extraction lo~atlons are not bas~ on groundwater modeling." Please explain.

~A ResDonB~: There is no contradiction, but some additional
explanation of the distinction made in the FS between approximate
areas of extraction and precise extraction rates and locations is
necessary. See response to comment Aj#132.

AJ#137° "As implied earlier in the report, the EPA groundwater model nay not
he an appropriate %ooi for conducting these evaluations, on the top of page
7-6, EPA states that "the extraction locations...could be optimized using e
more discrete model of the OU area...". Since the extraction locations,
influent chemistry, Interval %o be acre,ned, and quant~tles pumped are yet to
he optimlzed, how can reasonable costs be generated and compared with
alterna~lwe remedies?"

EPA Response: The goal in a Superfund feasibility study is to
prepare costs estimates that are no more than 50% above or 30%
below true costs. EPA believes that the uncertainty in these
parameters is low enough to allow this goal to be met.

AJ#138. "Please provide the results of the evaluation referenced in the
etateMnt "In addition to the slmulatEons, ¯ hydrogeologic evalnatlon of the
aquifer has been performed to help estimate maximum extraction rates for
indlwldual clusters (pT-ll}."

Y~A ResDQnse: The evaluation is summarized in the text on p.7-11

which states:

"Typical specific capacity values from existing wells in
the OU area range between I00 and 450 gallons per

minute/foot (gpm/ft). This indicates that, assuming a
drawdown of 50 feet, between 5,000 and 22,000 gpm could be
extracted from a single well or well cluster."

We are unclear as to what additional details commentor seeks.

AJ#139. "What was the basis for "assuming a drawdown of 50 feet’?""

~PAResD0nse: Fifty feet of drawd0wn was assumed as a reasonable
maximum drawdown value that ~ould not result in excessive pumping

costs.
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A~#1;O. "How Was an initial extraction rate of 38,500 gallons per minute (gpm)
deriv,~ What ratlonale was used to select thls rate ann other rates
preaentld in,able 7-27 How wan the sons of influence determln~?"

EPA ResPonse: The initial extraction rate of 38,500 gpm was
simply an "educated guess" based on previous simulations
performed during the initial development of remedial
alternatives. Rates for the subsequent simulations were based on
a review of the groundwater contour maps shown in Figures 7-5
through 7-8of the FS. The zone of influence was manually
approximated by drawing capture zones for each well based on the
simulated groundwater contours (as shown in Figure 7-5 of the

Fs).

XJ#141. "Because capture sense are not shown on ~11 the fibre|, and for all
time periods, it is not possible for the reader to comprehend how warled
extraction rates affect groundwater capture. AddltlonallT, it is more
difficult to comprehend seasonal (temporal) wariatlons In the flow reglae."

EPA Response: We have added capture zones to Figures 7-5 through
7-8. They are included in this Responsiveness Summary as Figures
RS-4 through RS-7. We have also added capture zones to FleD/re
12-2; the revised Figure is included as Figure RS-8.

XJ~f142. "The method of establishing extraction rates for the three mublreas is
baaed on the need to provide �.p~ure for the entlra gaogrnphical area of all
subareas combined. Based on dlaoussiona in Section 7.1, thane Subarea
buundaries were eatabllahed as a geographical convenience, and concentrations
are "n0tuniform" within the aubarea. These Subarea boundaries are not linked
to a specific water quallt¥ criteria or concentratlon. It ks therefore
inappropriate to u,e these geogr&phLcal boundaries am required limits of
groundwater capture."

EPA Response: This assertion in this comment that the Subareas

are geographic conveniences not linked to water quality
concentrations is incorrect, and duplicates prevlous comments.
See response to comment AJ#I32.

~J#143. "Review of the "Bate case" slmulations presented on Figure ~-4 .how
the influence of recharge from the ISG and the amsoclat~ effects on %he
groundwater regime, however, all simulations fail to quantifF the
sigulfIcantlT greater influence of recharge from the Santa Fe Spreading
Ground8 (SFSG) o The influence of recharge from the SFSG has a dramatlc effect
on gradlenta and flow dlrection. An Subarea I and Subarea 2 far greeter ~han
effects from the ISO. FaiLure to incorporate this controlling and prominent
hydraulic feature of Subarea i in EPA’l evaluations will continue to handicap
EPA’s ability to conduct valid modelin~ for the OU."

~A Response: .... Contrary to ~hat is stated in this comment,
current recharge practices at SFSGare incorporated into all of
EPA’s simulations. Recharge at SFSG is incorporated in the model

in the northern portion of RI Area 3 (see Figure 7-4 and Section
7.2.1 in the FS). Of the four quarters included on Figure 7-4,
only the Spring 1983 quarter had substantial recharge volumes at
SFSG. As shown in the figure, the high recharge rates at SFSG
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cause significant changes in the magnitude and direction of
groundwater flow throughout the OU area (compared to the
"average" groundwater flow conditfons shown for theFall 1986 and
Spring 1987 quarters). Also, as shown in Figure 7-4~ although
there is a large "mound" created by recharge at ISG (recharge at
ISG is entered as a nodal value, while recharge at SFSG is a
elemental value spread over four nodes), the groundwater flow
changes attributable to ISG impact a much smaller area than the
more regional impacts caused by SFSG.

X~#l&4. "The "Base Case" simulations also fall %o Include the capture
influence from existing production ~ells opar&tlng wJ.thin the OU. Severlal
production wells operate within the OU that have a "positive" effect on
limiting =ontamlnant migration. This �omponent will need to he evaluated An
order T2o conduct ¯ proper analysis of the "No Action" Alternative, Please
incozlmorate this component into the "Base Case" simulatlonu and make these
results available to the public for review. Those wells that have a
"positive" effect on llmltlng contaminant migration should be summarised
similar to the way that EPA has summarized those wells with ¯ "negative"
effect a8 identified in Table 7-3 and Figure ?-2."

EPA ResPonse: The "Base Case" simulations do include the
influence of existing production wells operating within the OU
area. For example, as is recognized in the next comment and in
subsequent comments, the Lante/Arrow Highway production well
cluster in the middle of Subarea 2 does cause deflections in the
groundwater contours shown in two of the four water level maps
included in Figure 7-4.

In reviewing Figures 7-4 through 7-8 to respond to this comment,
we noticed that the effects of the Lante/Arrow Highway well
cluster are obvious in the Spring 1983 and Fall 1989 maps, but
difficult to detect in the Fall 1986 and Spring1987 maps. We
therefore reviewed the model input files to confirm that
operation of this well cluster was simulated throughout the
12 and 3/4 year modeling period as intended. We discovered that
in the 51 quarters simulated, significant pumping at Lante/Arrow
(at 3,000 gpm) was simulated in 47 of the 51 quarters. Of the
four quarters in which pumping was inadvertently not simulated,
two are the Fall 1986 and spring 1987 quarters presented in
Figures 7-4 to 7-8. This error has negligible impact on the
modeling results (i.e., EPA’s recommended extraction rates and
locations) since the zone of drawdown resulting from extraction
at this cluster does not extend into either Subarea 1 or 3, and
no impact on any aspects of the remedy, but we apologize for the
error.

We also note that this error would not affect the particle
tracking results presented in Figure 7-9 or 12-2 since the error
is less than 8%. (Extraction at this cluster was assumed in 47
of 51, or more than 92%, of the quarters.)
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EP~/~I~_~:    The simulated pumping rate for this well (’the
Arrow/Lante well cluster) is 3,000 gpm. The "level of
cor~ainment" can be interpreted from Figures 7-4 and 12-2. In
Figure 12-2, it is apparent that the cluster can extract and
contain some of the contaminated groundwater originating in
Subarea I.

Two limitations of relying on extraction at this Cluster are:

(i) The cluster can extract and contain some, but not all,
of the contaminated groundwater originating in Subarea i.
The capability of the cluster to contain known areas of
contamination is greatest during dry periods with little
recharge and a flat gradient (e.g., Fall 1989), and most
limited during periods of high rainfall or significant
artificial recharge.

(ii) The Arrow/Lante cluster is located further away from
the known source areas than EPA’s recommended extraction
locations, allowing further degradation of the interval
between EPA~s recommended locations and the Arrow/Lante
cluster. Contaminant concentrations are significantly
higherupgradient of EPAes recommended extraction locations
than immediately upgradient of the Arrow/Lante cluster.

See Response B for additional discussion of the advantages and
lir~itations of alternative extraction configurations in Subarea
i.

AJ#146. "As shown in the simulation, recharge at ISG ham a significant impact
on the groundwater flow regime. The mound, which is located on the ealtern
edge of Subarea 2, is especially prevalent during the Spring 1987 simulation.
If extraction in Subarea 1 (13,000 AF/YR) is recharged at ISG, increased
mounding would be eKpected with potential large impacts on groundwater flow.
How would this affect contaminant transport and concentrations in Subareas 2
and 3~"

EPA Response: As described in Section 7.2.1 of the text,
additional spreading at ISG would likely increase the groundwater
gradient and change groundwater flow directions slightly in lower
Subarea 2 and upper Subarea 3. However, as shown in Figure: 7-4,
the mound created by ISG does not significantly impact .the
orientation of groundwater contours within the subareas. Thus,
the overall impact of increased spreading at ISG on contaminant
migration may not be substantial. Due to uncertainty about the
precise distribution of historical or existing contaminant
concentrations in groundwater, it is not possible to predict the
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effect of additional recharge at the ISG on the precise
distribution of contaminants.

A~#147. "Extraction well locations on Figure 7-5 do not agree with extr¯ctlon
we~l locatlons shown on Figure 7-2, This disparity is mo|t evident in Subarea
1. 5~e progression of modifT£ng extraction locations and rates is nct
sufflclentlT descr4hed or documented from a technical perspectITe."

EPA ResPonse: We cannot identify any disparity. As far as we
can tell, the two figures do agree.

We believe that we have adequately described and documented our
efforts to determine extraction rates and locations. We cannot
respond to this comment in more detail, since commentor expresses
general dissatisfaction with the text without offering any
specific criticisms.

xJ#148. "As mentioned in the text, the extraction rate of 38,500 gpm is much
larger than necessary. In ¯dditlon, it appears the three wells on the
sour!horn edge of Subarea 3 are pumping ¯t inefflcientl~ high rates and ¯re
pulling in ¯ lot of uncontsuLLnated water. Three walls may not be necegsar~ to
accomplish the ob~ectlves."

EPA Response:    As described in the FS, we agree that an
extraction rate of 38,500 gpm is larger than necessary to satisfy
our remedial objectives.

A~#1~9. "What is the northeast extraction well in Subarea 3? What is the
pumping rate? It does not appear to be contr~utlng to the effectiveness of
the system."

EPA Response: In Figure 7-5, the northernmost extraction cluster
in Subarea 3 is Cluster 3, pumping at a rate of 2,000 gpm. As
described in the FS, this well cluster was evaluated and
eliminated during the development of the most efficient
extraction configuration. It is not included in EPA’s
recommended extraction configuration.

KJ#150. "The extraction well clusters nee.l labels on Figure 7-5 to allow the
reader to determine the corresponding pumping rate at each cluster from Table
7-2,"

~PA ~esDonse: Locations of extraction well clusters are Shown in
Fic.Dlr e 7-2.

X~#151. "The production well in the center of Subarea 2 Is pumping at ¯
sufficient rate to capture the width of the upgradlent portion of the plume in
the F811 1989 aimulatlon. This s~Jnulat£on indicates that extraction Clusters
I0 and 13 are redundant and unnecessary to provide containment."

EPA Response: We disagree with the comment that clusters 10 and
13 are redundant. See response to comment AJ#145 and Response B.
We also note that potential remedies should not be evaluated
solely in relation to conditions in the Fall 1989 quarter shown
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in Figure 7-6, which was an unrepresentative, extremely dry
period in the middle of a prolonged drought. More typically,

average rainfall, recharge, and groundwater flow gradients are
hiqher. EPA’s evaluations of potential extraction configurations
described in Section 7 look at effectiveness during dry, average,
and wet conditions (see p. 7-11).

EPA Response: The simulations were performed sequentially and
Cluster 13 was not added to the extraction scenario until it
becameapparent that Cluster I0 alone could not effectively
contain the entire width of Subarea i.

XJ#]L53. Extraction Wall 5 in the southwest portion of Sub¯re¯ 3 appears to be
pumping ¯ lot of water outside of the contamination ares. This ie especially
true during the two spring simulations. This water will dilute the
contamlnated groundwater. Was this considered in the influent chemist~q~
estJmteal Is this an efficient use of resources?

EPA Response:     AS shown in Table 7-4 of the FS, the influent
estimate for Cluster 5 was assumed as a 50/50 mix of the
chemistry found in Clusters 3 and 6. Water quality data are not
currently available in the immediate vicinity of Cluster 5.

As described in the text and figures in Section 7 of the FS,
groundwater flow conditions (direction and rate) in the ou i~rea
vary considerably over time. The zone of influence of the
simulated extraction well locations and rates will extend f1~rther
beyond the subarea boundaries under certain flow conditions.
Thus, the preliminary extraction rates identified for the wnrious
clusters may not be the "optimum" rates for all times of year
(i.e., for all groundwater flow scenarios).

A~#154. "It appears that the eastern extractlon well iD Subarea 2 will be
pumlping clean water moving downgradlent from the ISG."

~_~__~:    Because the ISG are located very near the eastern
boundary of Subarea 2, under some flow conditions, a portion of
the capture zone from the referenced well will extend into the

mound created by spreading at ISG.

A~#155. "Again, a production well in the center of Subarea 2 appears to be
pu~ping at ¯ rate sufficient to achieve the containment objective in the Fall
E989 simulation. What pumping rate is used for thla well in the simulations?
Is it less than extraction rates proposed for Clusters 10 and 137 If they are
less, could thece proposed extraction rates be reduced during dry ~ear|~ and
still ¯chleve containment?"

EPA Response: See responses to comments AJ#145 and AJ#151 for
the initial two questions in this comment.
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The extraction rates proposed in the FS are "average" rates that
satisfy the remedial objectives under most flow scenarios.
However, as stated above, they are not the optimum rates during
all flow scenarios. Lower extraction rates would likely still
meet the remedial objectives during extended dry periods.
Conversely, higher rates could potentially be needed if
significant increases in recharge of imported water or extended
wet periods occur.

XJ#256. "It iS unclear why Figure 7-8 presents the opt~aua well arrangement
and rate for the OU, No selection criteria were established prior to
dJJcuss£on of m4,aulation results, no capture $onee are shown on the f£9~lre,
the subarea boundaries are not concentration related, and how each eimulatfon
arrangements achieves select fen criteria £s not discussed. To independently
validate the selection of well locations and pumping rates, a slgnlfi6matly
more detailed discussion on %he modeling and selection procedure le needed."

EPA Response: At least one of the assertions in this comment
duplicates (and is rebutted) in previous comments. See response
to comment AJ#132 which describes the use of water quality data
in delineating Subarea boundaries.

See p. 7-11 for a description of the selection criteria for the
optimum flow rate and pp. 7-ii and 7-12 for a brief discussion of
the extent to which the extraction configuration assumed in each
simulation meets the criteria. Page 7-11 describes the optimum
rate as "that rate at which the zone of influence from the
extraction wells extends to just beyond the subarea boundary
during a majority of the model period."

Capture zones were not drawn on the referenced figure (or t~e
rest of these groundwater contour figures) so that the reader can
hawa an unobscured picture of the simulated groundwater contours
res~hlting from the extraction scenario. As stated on page 7-12
of the FS, the zone of influence for each extraction well can be
added to the figure for each quarter ’*by drawing lines
perpendicular to the contours and noting whether they terminate
at one of the potential extraction locations." However, revised
figures are attached (Figure RS-4 to 8) that include approximate
capture zones.

AJ#I57. "Cent,arT to the etrate~f of reducing pu~piu9 rate! to not ini~luence
capture outside Buberea boundaries, Figure 7-9 clearly shows that capture
zonea include areas outside the Subarea boundaries."

~PA Response: To account for the uncertainties inherent in the
¯ simulations and to provide a "margin of safety", the objective

was for the capture zones to extend "just beyond" the subzLrea
boundaries. Thus, the capture zones are intended to include some
areas outside of the subarea boundaries.

227

I

|

Appendix B, page 257

II



Baldwin Park ROD

AJ#158. "Because of the shifting groundwater gradients, the eastern wells are
less effective during dry poriodl and the western wells are less effective
~ur~ng wet periods. In addition, during dry periods significantly lower
pumping rates are necessary to achieve the obJectlTes. Could pumping rates be
alternately reduced on either side to optimize the system? Thiswould reduce
the amount of clean water that would he pumped and treated."

EPA ResPonse:    Yes, pumping rates could vary over time.
Constant, continuous extraction was assumed in the FS to simplify
the development, costing, and evaluation of remedial
alternatives. Specific operating scenarios will be determined
during remedialdesign, and the "optimization" discussed in the
comments could be evaluated at that time.¯ It should be noted
thatperiodically shifting the extraction between different wells
would significantly complicate distribution of the treated water

and would likely result in higher capital costs because the
facilities on either side would need to be upsized to be able to
handle a larger fraction of the total extraction rate required.

&J#1Sg. "The production well not identified in subarea 2 is capable of
containing the plume. Therefore, well clusters to the north in Subarea I and
to the south in Subarea 2 are redundant."

EPA Response: This comment duplicates previous comments. See
responses to comments #AjI45 and Aj#151.

AJ#160. "Why were additional simulations not conducted that evaluate lower
quantities of pumplng? Given the shifting groundwater flow directions and the "
problems of water disposal, it is important to establish the lowest puaLping
quantities possible that achieve EPA ohjectlwes. Why ware no simulations
conducted that examine varying pumping rates for varying groundwater flow
dlrectlons~"

EPA ResD0nse: Multiple simulations were conducted to evaluate
the performance of a variety of pumping rates for varying
groundwater flow directions. The results are presented in
Figures 7-5 through 7-8 and summarized in Table 7-2. We believe
that the recommended rates do represent the minimum acceptable
ex~ractlon rates given currently available data.

Also see response to Aj#158 on the feasibility of varying
e~=raction rates over time.

AJ#161. "Many of these adverse effects such as pulling NO, toward extraction
wells could be avoided if pumping rates were balanced. When water is .pumped
from the east where NO~ concentrations are high, the well is also pumping
s~ller conoentratlons of VOCso Therefore, the pumping rate of this well
could be drastlcally reduced while other wells in more optimal locations are
still pumping ¯"

EPA Resoonse:    We assume that the first sentence of this comment
is again referring to an operating scenario where extraction is

moved between eastern and western clusters depending on whether a
wet or a dry cycle is occurring. It is not correct to state that
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"pulling nitrate toward extraction wells could be avoided if
pumping rates were balanced." Because nitrate contamination is
already present within the subareas, any extraction scheme
intended to contain migration out of the subareas will increase
migration of nitrate toward the extraction wells. However, we
agree that minimizing capture of water from beyond the eastern
boundary of the subareas will help restrict the increase in
nitrate migration.

The second and third sentences of this comment appear to be
referring to a specific well cluster but do not identify the
cluster. Regardless of the cluster number, we do not think that
thex~e are any clusters where the pumping rate could be
"drastically reduced." Also see responses to previous comments
on extraction rates and locations.

AJ#162. "Although it is true that the ISO are presently located on the eastern
edge of the contaminated area, they were located well within the contamination
area in the early i980m. Will increased recharge at SFSG during wet years
"puslh" the pXume back to the southwest agaln7 Xf so, recharge at the ISG
could spread contamination into currently clean areas %o the south and
sour beast."

~PA RespoDse: See response #AjI46 for a brief discussion of the
effects of recharge at the ISG.

AJ#I63. "The footnote at the bottom of the table ~ndicatmm that VCWD intends
to increase production at the Arrow well. This well is contrall~ located in
Subarea 2 and is capable of providing a significant degree of migration
control. Thls makes extraotlon Clusters lO and 13 re.~undant. Why, not cancel
one of the two extraction locations and move the other up to the source area
north of ~-210 to optimize ---ass removal and migration control?"

EPA Response: This comment duplicates previous comments. See
responses to comments AJ#145 and AJ#151.

Also, see Response B for a more detailed discussion of the
rationale for the proposed Subarea 1 extraction scenario.

AJ#164. "The selection of "potentially controlling VOC contaminants" should
havw been accompanled by an eveluatlonand tabulation of the frequency of
occurrence, mean or median concentration and concentration range. Estimated
conq:entratlona at the extraction wellhead can then be determlned."

EP~Lj~dI~:    EPA identified a list of potentially controlling
compounds to assist in the prediction of future contamina~z
concentrations. For compounds that are notpotentially
controlling, EPA simply assumed that the maxlmumhistorical
concentrations of each compound detected at each well could occur
in the future. For compounds that are potentially controlling,
EPA devoted more effort toward evaluating past variability in
concentration and predicting future concentrations.
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The need for summary statistics or the relevance of the sum~ary

statistics mentioned in the comment to this effort is unclear.
However, the information requested in the comment is tabulated
for the influentestimates described in Appendix B, includ~lg

frequency of occurrence, mean concentration, maximum

concentration, and the date of the most recent data available.

AJ#165. "How can vinyl chloride be selected as ¯ "controlling" compound when
com:ontratlone at all clusters except I0 and 13 were estimated at 0o0 ug/l?
It :Lm Inooncalvabla that 11 parameters (chemicals) will directly control
dee:Lgnof~che treatment |~stem."

EP~9/IE~: We agree that labeling the eleven compounds in
Table 7-4 as "controlling" is confusing; the compounds are better
labeled (and described in the text) as "potentially controlling"
compounds., Regardless of how they are labeled, the eleven are
"compounds that may control cost or limit use of a treatment
methods" (as explained in the footnote to the Table). These are

compounds whose presence may impact the design or operation of
the treatment facility if their concentration in the influent to
a treatment facility increases by a factor of ten or more above

the estimated concentration listed in the Table.

EPA could have used a simpler method and identified only one
controlling compound based on the estimated influent

concentrations. This method would have been less informative,
however, since historical variation in concentrations leads us to
expect future influent concentrations to vary from the estimates.
Because future variations cannot be predicted with 100%
certainty, we list all of those compounds that may become
controlling compounds if their concentrations rise sufficiently.

AJ#I66o "The discussion of peak concentrations discounts the posslbillty that
higher upgrmdlent concentrations in Subarea i will migrate downgradlent to the
proposed extraction wells because of the abEenco of long-term increasing V0C
trends. In fact, overall long-term increasing trends are generally absent
throughout the entire OU."

e~: We agree that increasing trends are not evident

for all contaminants at all wells, and do not expect to see such
trends at all wells. As discussed in Response A, however,
inhere¯sing trends have been documented at a number of locations.

AJ~167o "Groundwater with VOC concentrations orders of magnitude higher than
the, proposed Influent chemistrT at the proposed extraction locations exists a
little ovmr l-mile upgradlent. Controlling these high concentrations *lhould
be the highest priority when considering ¯ remedial action."

~PA Response: This comment duplicates previous comments. See
Response B.
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A~#168. "The second paragraph and the footnote for Table 8-1 arm �onfusing.
Why are there two different allocations of flow contribution percentages?’ ,
Please clarify this discrepancy."

EPA ;~sDon~@: As explained .in the footnote to Table 8-1,

"Estimated concentrations and required reductions listed in
this Table [8-1] are based on a preliminary estimate of the
blended contaminant concentrations expected in the influent
to a treatment facility. The estimates were subsequently
revised. The revised estimates are listed in Table 7-5 and
used in the description and evaluation of remedial
alternatives in Sections ii and 12."

EPA chose not to repeat the evaluation presented in Section 8
using the revised concentrations because the cost of repeating
the analysis would have been greater than any benefits of doing
so. Revising the analysis would not change the ranking of %~e
remedial alternatives or significantly affect the estimated cost
of the alternatives.

AJf169. "The document should provide a rationale for mixing treatment p]Lanta
at 35,000 gpm, which im 21 percent over the required 29,000 ¢~pm. The 29,000
gpm already includes a backup tower with approximately 2,900 gpm capacity, or
appm~x~tel¥ l0 percent over-capaclty capabilltI."

EPA Response: The remedial alternatives are not sized at 35,000
gpm. Remedial alternatives 2, 3, and 4 are assumed to have a
capacity of 29,000 gpm, not 35,000 gpm.

The 35,000 gpm rate is a~sumed in the evaluation of treatment
tec!hnologies included in section 8, but this evaluation was not
used to define the size of or estlmate the cost of the remedial
alternatives. There was no need to repeat the treatment
technology evaluation with a different rate since the conclusion
was not expected to change. As stated on page 8-11:

"The relative ranking of treatment technology costs of the
candidate treatment technologies is believed to be
independent of flow rate within the range of 5,000 to 70,000
gpm."

AJ#lT0, "Case 3 (MAC only) is orated to ba less attractive for aeveral
reasons Including the fact that thla techaologEwould mot be able to reduce
emt,imatad peak vin~l chloridt concentrations. VinTl chloride ham not been
detected except in a few isolated wells and has not bean consistentlIdetected. Therefore, th~s concern ieunfoundado"

EPIC: We disagree that our concern about the presence of
vinyl chloride is "unfounded." Vinyl chloride was detected in 14
of 40 samples collected from a monitoring well in the "upper
area"between 1984 and 1993, at an average concentration of 1.2
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ug/1 (well #WIlAZW01). The California Maximum Contaminant Level
for vinyl chloride is 0.5 ug/l. Peak concentration in the same
period was 10 ug/l. The potential presence of vinyl chloride in

EPA’s proposed treatment facilities is an important consideration
in the selection of a treatment technology.

AJ#171. "Estimating the cost of the four treatment options using "peak" VOC
�oncen~Tat~ne and a required treatmentcapacity of 35,000~1s overlT
conservative and y£elds unrealistically high capltal costs. It is uncl,sar why
capA~al costs were estimated using "peak" concentrations, while operation and
malm~enamce (O&M) costs were estlmated using "average" concentrations."

EPA ResDonse: As explained in the response to comment AJ#169,
the estimated capital costs of Remedial Alternatives 2,3, and 4
are based on as assumed capacity of 29,000 gpm, not 35,000 gpm.

The simplest method of estimating project costs would have been
to predict a single influent concentration. To increase the
accuracy of the cost estimates, however, EPA predicted both peak
and average concentrations to estimate capital and operati~
costs, respectively. Estimating peak and average concentration
increases accuracy because a treatment facility must be designed
to handle the highest concentration expected (i.e., peak
concentrations), but the cost of operation will reflect actual
day to day contaminant loadings (best estimated with average
concentrations). As described on page 8-7:

"The estimated Deakcontaminant concentrations listed in
Table 8-i are used to estimate and compare the size,
configuration, and capital cost of four VOC treatment
options. The estimated averaq~ contaminant concentrations
are used to estimate contaminant loadings, carbon and
oxidant usage, and other operating costs."

KJ#1172. "HOW is a 15-year equipment life resolved with a 30-year project
life? This discrepancy would suggest that O&H include at least one set; of
equipment repXacement costs for blowers, pumps, and air stripper lower
packing."

EPA R~sDonse: The costs for a one-time equipment replacement
(after 15 years of operation) are included in the O&M cost

estimates prepared for the comparison of alternate treatment
prc~ess options. However, these equipment replacement costs were
inadvertently omitted from the remedial alternative cost
estimates included in Section 12. The impact of treatment
e~lipment replacement costs on the total cost of the alternatives
is not large. For Alternative i, the estimated equipment
replacement cost is approximately $i,i00,000. Using an interest
rate of 5 percent and assuming that the replacement equipment
would be purchased in 15 years, the present worth value of this
cost is about $540,000 (less than I percent of the estimated
present worth of the alternative). For Alternatives 2 through 4,
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the estimated replacement cost would be about $I,750,000. The
present worth of this cost is approximately $840,000 (also less
than 1 percent of the total present worth of these alternatives).

AJ#173. "The fact that "influent concentration" hls the largest effect on
costs ,contradicts statements made in earlier chapters that accurate
determLnatlon/estKmation of influent concentrations is not neoessaz-2, and non-
CLP data that has undergone limited QA is sufficient."

~PA ~espgnse: We see no contradiction. Commentor misstates
EPA’s position, then applies flawed logic to reach an incorrect
conclusion. First, EPA does not state that influent
concentration has the largest effect on Costs. EPA merely lists
"influentconcentrations" as one of several assumptions that
affects the estimated treatment cost (page 8-23). Second, the
ranking of this assumption in relation to other assumptions does
not imply the need for any particular level of precision or
accuracy. Nor does EPA state that accurate
determination/estimation of influent concentrations is
unnecessary. On pages 3-1 to 3-5 and in the response to co~ents
Aj#32-34, we describe the quality of non-CLP data and the level
of accuracy appropriate to the estimation of influent
concentrations. We conclude that non-CLP data are adequate for
use in estimating influent concentrations.

AJ#1?a. "It should be noted again that influent concentrations may change
mlgnificantIy if pumping locations are changed. This is especially true for
the controlling compounds such as 1,2 DCA and I,I DEE."

EPA ]~: We agree.

AJ#175. "This table [8-9] presents four compounds that will control dealgnof
the three considered treatment options. Thlsconclusion conflicts with the
ten compounds presented as controlling VOCs in Table 8-I. Please remo~ve this
discrepancT.-

E~A. ResPoDse: Table 8-9 lists eight compounds (four
"con~rolling" and four "potentially controlling"). Table 8-1
presents a list of ten "controlling" compounds, which includes
the same eight compounds identified in Table 8-9 and two
additional compounds identified later in the development of
remedial alternatives. Compounds in both tables are potentially
controlling - i.e., if their concentrations rise by factors of
five or so above historical peak concentrations they could
control the design, limit the operation, or significantly affect
the operational cost of the treatment facilities.

AJ#176. "There are several treatment plants currently in operation in the
basin; two are located in this ou. WhT are these operations not dlscu=sed and
evaluated in Section 87 Did EPA compare cOSt estimates to actual cgstl, and
Identlf~ specific deslgnl or O&M problems more accurately through an
evaluatlcn of this data? If note why not?"
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EPA~: This comment duplicates a previous comment. See
response to Aj#121.

AJ#177. "According to T~le 4-3 (p. 4-14) the EP& l£fetlme adult health
8dwisozT concentration for radon is 1.5 picocuries per liter (pCl/l).
However, it is stated in Section 8 that "radon is a natura11y occurring
radioactive gas present in most groundwater and has been measur~ in
groundwater samples collected in the OU at concentrations between 213 and 430
p~I/l, end in other portions of the San Gabriel Basin at concentrations in the
500 to 1,000 pCi/1 range". The statement in the ~ that "radon 18 of
concern since concentrations in portions of the ~ area exceed the propDsed Rn
MCL and because of potential treatment famil£t¥ operator exposure" (p 8-10)
implies that residents and municipal workers have always been exposed to
unacceptable levels of radon. The implications of Rn on the confi~ratlon and
operation of the OU should significantly affect cost allocation for treatment
costa. KOW Will these costs be allocated?"

EPAResDonse: EPA’s statement that "radon is of concern" does
not necessarily imply past or current exposure to unacceptable
levels. The full statement is:

"Radon [Rn] is of concern since Rn concentrations in
portions of the OU area exceed the proposed Rn MCL and
because of potential treatment facility operator exposure.
If, however, air stripping or LGAC are the selected
treatment technology for VOC removal, additional treatment

for Rn will probably not be required since both of these
technologies remove Rn. The implications of Rn on the
configuration and operation of the OU are discussed in
Section 8.4.3."

EPA’s preliminary evaluation (described on pages 8-33 to 8-41)
indicates that the presence of radon will not significantly
affect the cost of the remedy. The most likely costs, if any,
would be associated with efforts to limit operator radiation
exj)osure. EPA would most likely view any costsassociated with
l~iting operator exposure to radon or its decay products as part
of the cost of cleanup.

AJ#1?8. "Aquifer recharge should be considered as an independent general
response action, not solely as a means for disposal of treated water."

We agree that any remedial effects of aquifer recharge should be
considered in selecting the method or methods of disposing of

treated water. EPA’s evaluations described in theFS indicates
that the differences in remedial effectiveness are likely to be

less significant than differences in cost. See response.to
com/nent Aj#179.

AJ#179. "It is stated that "recharge at existing facilities can provide some
remedial benefit", however, this component is not included into any of the
r~Jedial alternative options."
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EPA ResDons~: EPA did consider the remedial effects of recharge
in the development of the remedial alternatives.

As discussed in Section 9, there are potentially positive and
negative remedial impacts associated with spreading at both ISG
and SFSG. Impacts of recharge in the San Gabriel River are
like]~ to be limited, because recharge in the River occurs over a
4-mile stretch, most of which is located more than one mile cross
gradient and downgradient from the OU area of contamination (see
Figua:e 9-1).

Recharge at the three locations (SFSG, ISG, the River channel)
was assumed in computer simulations during the development of the
remedial alternatives. The results of one of these simulations
is shown in Figure 11-2 and described on p.11-6 for recharge
primarily at ISG [86 percent], with the remainder recharged in
the river channel [14 percent]. The results do not indicate that
recharge of treated water produces significant remedial benefits
in relation to the remedial benefits of properly located
groundwater extraction wells. EPA therefore chose not to
prescribe recharge as the preferred treated water distribution
option in any of the remedial alternatives.

AJ#11|0. "Infiltration of water in the San Oabrlel River could be u=ed a= a
beneficial c~ponent to reduce contamiuantnlgrationlnthe OU. Thla
�om~>nent should be Incorporated into at least one set of the modeling
simulations used to evaluate remedial alternatlwom."

EPA~: See response to previous comment, AJ#179.

X~#181. "As previously stated, EPA’a modelln9 aimulation8 fall to identify the
detEiled effects of recharge from the SFSG on the localized groundwater flow
regime. Independent modelin9 simulations and actual water level ,,easure..entl
�ondncted bF ~LA indicate that recharge at the SFSO chsnges the groundwater
flow dlroQtion fro= Iouthwesterly to easterly, not "more southerly toward the
recommended OU’extraction locations" as stat~ by EPA. ThiE makea it |,ore
dlf|’icult for the proposed extraotlon wells to capture contaminants fz~)m the
upgx.’adlent portlon of the OU. Failure to reco~rnlze the changes An flow
directions and gradients may result in negative impacts to the O17 rather than
beneficial results. Theme components of EPA’m remedisi eiternative lelectlon
pro¢-eee warrant further consideration and technical improvement."

EPA Response: The first sentence in this comment is ihcorrect.
See response to Aj#143.

In response to the second sentence, we agree that recharge at the
SFSG changes the flow directions to a more southeasterly
direction, rather than to a more southerly direction. This
effect is shown in Figure 7-4. As stated several times in the
text, including in the paragraph referenced in the comment (p.9-
I0, 3rd paragraph), EPA acknowledges that recharge at SFSG has
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potentially negative remedial impacts and could increase the
amount of extraction necessary to attain remedial objectives.

lJ#]82. "Although the discussion focumesonthepotentlal capacity of ~e
SFSO, the abilltr of the aquifer to receive this additional water is not
eva]mated. Rising water levels have a variety of negatlveinpactm, includlng
flooding of gravel operations. Average yearly spreading quantitlms of ,~0,000
AF/~ will be increased 50percent wlththspolsible 20,000 AF/YRadded by
USG~WD. An additional 14,000AF/YRfrOm Subarea I extraction (Alternative
I, 8500 gpm) could create signiflcant Impacts on groundwater levels. ~he
inpects are compounded during wet Tears when precipitation and runoff ere
hi~,er."

~PA ResPonse: EPA has completed an evaluation of the impact of
additional recharge on water levels and on the movement of
groundwater in the vicinity of the spreading basin. See pages
11-.6 to 11-9, which presents theresults of a computer simulation
in which 24,000 af/yr was assumed to be recharged at the SFSG.

EPA’s preference is for treated water to be distributed to water
pul~teyors for direct use, but even if a majority of the treated
water is recharged, the amount recharged will be small in
relation to volumes already recharged. EPA does not expect its
remedy to result in water levels exceeding the operating limits
allowed by the Alhambra Judgment. EPA expects that any
additional impacts on water levels resulting from the actions of
the Metropolitan Water District will be mitigated through
agreements between Metropolitan and the Watermaster or individual
water purveyors. In any case, Section 9 includes a discussion of
potential adverse effects of lower or higher water levels,
including flooding of gravel quarries (pages 9-26 to 9-27)..
Commentor is apparently dissatisfied with EPA’s evaluation,, but
does not specify what additional evaluations should be completed.

Commentor mistakenly asserts that average yearly spreading by
USGVMWD will increase 50 percent. Representatives of the USGVMWD
have stated that they do not plan to increase their net usage of
the SFSG. Their plans are to supply reclaimed water for direct
use or to recharge reclaimed water in place of imported water,
resulting in no net change in the amount recharged. See 11/5/93
letter from Timothy Jochem of the USGVMWD, included in the
A6~inistrative Record.

AJ#183. "Recharge effects of thls alternative [export by Metropolitan] must
.also be evaluated. Recharge at SFSG would be significantly increased if MET
recharged n sinilar a~ount In the wlnter months that they bought in summer
months. F_~Awould still hate to find a dlschargepo£nt for water pum|~d in
winter ~onths. If MET and purveyor demands were low an~MET used additional
capacity st SF60, where could the winter extraction volumes be dlscha:~ed?"

As described in the response to the previous comment, EPA has
completed an evaluation of the impact of additional recharge at
~e SFSG on the movement of groundwater in the vicinity of the
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spreading basin. Additional evaluations may be completed if
recharge is determined to be a preferred method of distribution,
and as recharge scenarios are better defined.

"Winter extraction volumes"may be delivered to one or a
combination of the three distribution options described in ~e
Feasibility Study: delivery to water purveyors for local use;
delivery to Metropolitan Water District for export; and recharge.
EPA’s evaluations indicate that it should be feasible to
distribute the proposed 19,000 gpm to one of a combination of
options. The comment highlights the fact that distribution of
treated water may be more difficult in winter months than in
summer months, due to decreased consumer demand for water and
increased competition for use of existing recharge areas.

AJ#184. "Declining water table conditions can result in decreased purveyor
yield:| end the dewaterlng of monltorlng and production wells."

We agree. This comment restates text on page 9-27:

"Potential adverse effects of lower water levels
include...decreased yield of existing wells (possibly
to zero)..."

AJ#185. "Extraction locations should be selected based on technical roalsona
rather than mite ayailability. The highest cont|~Ltn&nt concentrations;are
over a mile to the north. Was a parcel rewiew conduced there?"

Extraction locations are based on technical reasons. Pages 10-12
to 10-14 include a discussion of site availability and other
factors to be considered in selecting parcels for new extraction
wells, but clearly state that "proximity to the preferred
extraction locations [is] the primary consideration in siting the
wells." The next paragraph on page 10-12 notes that the
rationale for selecting preferred [extraction] locations is;
explained in section 7.

The Feasibility Study offers criteria to help guide the selection
of specific parcels, but does not include an evaluation of the
tens or hundreds of potential extraction well sites.

AJ#186. "The OUFS contains mlgnKflcant technical uncertainties in addltlon to
the institutlonal and logistical unoertalntles 8ummarlzed in this discussion.
There is only one monitoring well outside of Subarea 1. No data exists on the
vertical distribution of contamination in Subarea 1. Upgradient limits and
downgradient limits of the contamination are poorly characterized. These
technical uncertainties could have m large Impact on costs and may complicate
the design of an effective remedial action."

EPA Response:    This comment duplicates previous comments. See
Response F for a detailed response. We do not believe that
uncertainty in the extent of contamination will interfere with
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remedy selection, have a "large impact on costs," or unreasonably
"complicate the design of an effective remedial action.

AJ#187. "On the basis of the significant data gaps regarding .the dlstrJA~ution
of chemicals in groundwater and hydrogoologic conditions in the OU, and EPA’e
inability to correctly identify "baseline" conditions in modeling simulations
(e.g., historical and current production well influences, recharge effects
from the SFSG), there exist significant obstacles that need to be rosol~red
prior to the development of effective remedial action alternatives. Failure
to properlF characterize these controlling elements prior to remedial
alternative development (Section 11 of the OUFS) amF result in adverse Impacts
to the CO Im~ further complicate long-term remedial actions."

EPAes_~: The statement regarding "EPA’s inability to
correctly identify "baseline" conditions in modeling simulations-
is incorrect. EPA’s model~__~l~to simulate past and present
production well influences, as well as the effects of recharge at
SFSG (see response to comment AJ#143). We also disagree that
cumrent data gaps present obstacles that need to be resolved
before remedy selection or "may result in adverse impacts to the
oU and further complicate long-termremedial actions." See
Response F for a more detailed response.

AJ#188. "This chapter does not adequately develop a "range" of ruedlal
alternatives for the OU. Four "remedial alternatives" are presented, ~Dwever,
with few~inor exceptions these alternatives are "mirror images" of laclh
other. This does not allow EPA or the reviewer to select from a true range of
alternatlves. Differences between alternatives are prlmarily in the option
selected for use of the treated water (e.g., recharge, export, and local
use). 2brae alternatives contain identical extraction schemes (29,000 gpm)
with the fourth alternative lacking only extraction in Subarea 2 (19,000gpm
total)."

EPA Response: We believe that the four remedial alternatiwes
represent an appropriate range of cleanup options. The comment
expresses dissatisfaction with the range of alternatives included
in the Feasibility Study, but does not identify any flaws in
logic or in the specific analyses completed during development
and[ screening of the alternatives. Nor does the comment specify
other alternatives that should be considered.

We also disagree with the comment that the choice of alternatives
limits a reviewer’s ability to offer comments on EPA’s proposal.
In the Baldwin Park Proposed Plan, EPA welcomed comments on all
aspects of the Feasibility Study, including the screening process
convicted to develop remedial alternatives. The range and volume
of comments provided by Aerojet/ALR indicates recognition of the
opportunity to comment on all aspects of EPA’s proposal.

We wish to emphasize that the purpose of much of the Feasibility
Study is to explain the methodology used to screen out the less-
promising alternatives, and to describe the results of each
screening step (e.g., sections 6, 7, 8, 9, and ii). Section 6
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explains the rationale behind, and defines, EPA’s remedial
objectives. Section 7 describes the extent of contamination and
the :results of computer modeling completed to determine
approximate extraction rates and locations. Section 8 describes
cost estimates completed to identify and estimate the costs of
treatment technologies.    Sections 9 and II include evaluations
of existing water purveyor systems, evaluations and projections
of spreading basin capacity, and comparisons of pipeline
alignments to identify promising distribution options.

A~#189. "The 12 "water use options" all focus on disposal of the treated water
rathQr than as a component to enhance remedial offectivenesu. WhT is t his
impo!ctant an~benefi~lal aspect for alternetive development excluded from the

SPA Response: We assume that the comment is referring to using
recharge to enhance remedial effectiveness as previous comments
have. As described in the response to comment Aj#179 and in the
subsequent comment (which reprints text from page 11-6), recharge
at the three available facilities does not significantly er~ance
remedial effectiveness as is implied by the comment.

AJ#190. "The statement that "the analyses of the 12 water use options :focus on
co=(~, tether than on the other Suporfund evaluetion crlterim (such as remedial
effectiveness), because computer simulations do not Indlcete that the choice
of water use opttOn results in a aiEnificant difference in remedial
effqBctiveness" demonstretes EPA’a limited evaluation of remedlal alternatives

considered for the ~P ODFS."

EPA ResDgnse: We disagree, and commentor merely asserts ~hat
EPA’s conclusions are inadequate without offering evidence to the
contrary. As described in response to Aj#179, EPA’s evaluations
did not indicate that recharge would significantly enhance
remedial effectiveness at any of the three facilities, and, at
ISG and SFSG, the potential negative remedial impacts may
actually outweigh any benefits of recharge.

AJ#191. "Recharge of treated groundwater should have been considered as a
general response action that would enhance the remed~ or combined into a
broader re~ponse action (e.g., hydraul~c containment). For example, recharge
of treated water along segments of the San Gabriel Riwer can be used to
enhance the remedlal effectiveness of the response action in the OU. On the
basis of the very sketchy information regarding the use of aquifer re, charge as
an independent general response action in the ouFS, it is apparent that EPA
has not conducted a complete tochnical evaluation of remedial alternative
options, but focused on one remedial alternative with a range of ext,:action
ra~es and two water disposal options."

~PA RespoDse: We disagree with the conclusions included in this
comment, which duplicates previous comments. See responses to
comments AJ#94, AJ#179, and Aj#I90.

AJ#192. "The use of the CFEET model for the purpose of evaluating OU decisions
(es implied in the statement "Section 7 provides recommendations on the rate
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and locations of groundwater extractlon based on the results of computer
modellng simulating the affects of v¯rlou8 extraction configurations on the
movement of groundwater and cont~mlnatien in the OU ar~a" [p. 11-1]) is
considered ~hnically inappropriate. The C~EST model is not sufficiently
callbr¯tedon ¯ localised scale to provide the degree of detail nocesaaz~ for
evaluatIJ1g OU alte~kat~vee. Ks previously stated in comments submitted to the
EPAdated JanuAry 20, 1993, failure to reuognize such defi=leucles of the
CFESTmodel will result in technically llmited simulatlon results if applied
to locallsed~J scale decisions."

EPA~: We disagree with the conclusions included in this
comment, which duplicates previous comments. See responseto
comments AJ#143 and Response C.

&~#~L93. "EPA’a own conclusion of their CFESTmodal is summarized as "EPA’s
g~mdwater flow model iea regional model intended to 8kulate groundwater
flow over relatively large ¯re¯s, using regionally averaged conditions. EPA°a
gro,mdwater flow model is not, however, designed to discern local-scale
effects’. Regardless of this statement, the CFESZ model is used extensively
bT EPA as the primary basis for remediation alternative development and
evaluation that require detailed, local-scale analysis (e.g., Section 7.0)."

EPA ResDQDse: This comment duplicates previous comments. See
response to comment AS#132 and Response C for a description of
the use of the CFEST model in the Baldwin Park OU.

AJ#194. "Figure 11-2 also demonstrates that any pumping in Subarea 2 Wou/d
pull clean water outside of the Subarea as a result, in part of groundwater
noundEng at ISG. This results in a decrease of remedial effectiveness and nay

have an impact on contaminant transport."

EPA ResDons~:    The first sentence is not correct in claiming
that "any pumping in Subarea 2 would pull clean water outside of
the subarea." Only extraction above a certain rate, during
specific flow scenarios, captures water from outside of the
subarea. As stated in response to comment AS#156, the objective
of OU extraction is to capture water from just beyond the subarea
boundaries under most flow conditions. Because the ISG are
located fairly close to the subarea boundary, part of the capture
zone does intersect the mound created by spreading at ISG.

We agree that spreading at ISG ~ result in some negative
remedial impacts downgradient of the facility, as described in
Section 9 of the FS.

ASS195. "Option 1K appears to he a more efficient option than the enormous
a~0unts of pumping recommended in the proposed plan. It should be pursued if
it is determined that pumping in Subarea 3 ks necessary. If properly located,
one wall alone could provide a substantial amount of migration control."

E~ Response: Option IA alone cannot meet the migration control
objective for Subarea 3. Option IA and other Subarea 3 options
were evaluated individually to identify the most cost effective
water distribution option for each individual well cluster, and
are not intended as remedial alternatives.
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We agree that one well alone can provide a substantial amount of
migration control. As shown in the FS, relatively few wells or
well clusters are needed to provide containment across large
areas of contamination.

~#19&. "The inclusion of Cluater 5 into the Subara& 3 response action is
inappropriate. The onlT benefit from this location is to address a aingrle and
diit~nct locali.ed source of carbon tetrachloride that is not connected with
the regional distribution of TCE/PCE. Please explain ~he rationals for
including Cluster 5 into the regional Subarea 3 response action?~

~_~9~!P~/l~: Carbon tetrachloride has been detected
consistently over time at multiple locations, not at a "single
and distinct location." Even if no other contaminants were
present, the concentrati6ns of carbon tetrachloride in
groundwater would warrant remedial action.

We are unsure of the meaning or implication of the comment that
the carbon tetrachloride is not connected with the regional
PCE/TCE contamination, commentor offers no evidence of the
soul,ca of any of the contamination, whether PCE, TCE, CTC, or any
of the other contaminants. It is interesting to contrast this
assertion of a CTC "microplume" with previous comments that the
available water quality data are insufficient to adequately
characterize the extent of contamination.

1J#197. "Putting the treated water into lined Big Dalton Wash and allowing
inf.~Lltratlon along the unlined mile of Walnut Creek may provide ~ontalnment
for the localized mloroplume of carbon tetrachlorlde. Cluuter 5 ~s
unne=osm ar~r. -

~ eL~pg~_~:     We disagree that cluster 5 is unnecessary. See
re~;ponse to comment Aj#179 regarding the remedial effects of
recharge in this stretch of Walnut Creek.

AJ#198. "Has the impact of the additional 13,000 AF/YR recharge in SFSG been
avaLluated in terms of contaminant transport and concentrations? As dq~cribed
earlier, additional recharge at SFSG will have a significant impact on
groundwater flow and contaminant transport."

EpA BesDons~:    As part of alternative development, recharge of

various amounts of water at SFSG was simulated to evaluate the
impacts on groundwater flow and contaminant transport. These
simulations included a range of recharge volumes, most of which
we.re larger than the 13,000 ac-ft/yr value discussed here. See

response to comment Aj#179 for a description of a computer
simulation which assumed recharge of approximately 25,0.00 gpm at
the SFSG. The effects of recharge at the SFSG on the
distribution of contaminant concentrations in the OU area were
not evaluated.

A-}#199. -s~nce the other water option~, such as artlfi¢lal recharge or
auppiying water to purveyors in lieu of pumping, do not result in a net 10se
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of 9:~undwater storage, MET should be required to replace water that is
exported. However, this would significantly increase the amount of water that
MET I~uld need to recharge in the SFSO, causing loc&llF rising groundwater
love ls and additional demand on SFSO capacity. This could 818o ~ct
gro~u~dwater contaminant concentrations and transport.-

~ es~:    Restrictions on, and impacts of, increased

Metropolitan involvement in the San Gabriel Basin are being
addressed in negotiations between Metropolitan and the Main San

Gabrlel Basin Watermaster. We suggest you contact these parties
for additional information on the need for replacement of
exported water or other water resource issues. These issues are
also discussed in Section 9 of the FS.

Potential effects of increased recharge at the SFSG are also

described in the FS.

AJ#200. "Distribution of treated water to Little Dalton Wash has the advantage
of adding a degree of migration control in Subarea 3. This recharge w~uld
flow from lined channels of Little Dalton Wash and Big Dalton Wash to ~allnad
Walnut Creek, located Immedlately downgradlent of Subarea 3."

EPA Response:    See response to Aj#27 regarding recharge in this
stretch of Walnut Creek.

AJ#201. "It appears that capital costs are higher with local use than with
recharge. However, 0~14 could be hlgher with recharge depending on cost
offsets by purveyors."

EPA ResPonse: We agree. A similar comment is included in the
Proposed Plan:

"Recharge would probably be less expensive initially, but
more expensive over the life of the project due to higher
pumping costs."

AJ#202. "The no-actlon alternative or "Base Case" conditions are not correctly
identified for the O17. At a minimum, it i8 known and stated in other sections
of %he OUFS that existing production Wells 1900034 and 8000060 are located in
the OU and already have wellhead treatment equipment in operation. Please
exp~aln wh~ these important wells have been excluded from "Base Case"
simulations and evaluations."

EPA Response:    As stated in numerous previous responses,
exllraction at these wells ~ included in the base case
simulations and evaluations. See responses to comments Aj#I44

and AJ#151.

KJ#203. "Due tO the 8ignifIcant data deficiencies that are present In thm OU,
the large number of monitoring wells that are planned for installation at the
pluae fringes to estldbl~sh an "early warning 81vstem" would be better used as
monitoring wells to support system design. Wells should be placed in both the
center of the plume as well as some plume margin areas to quantify plmae
movement."
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EPA ResPonse:    Proposed monitoring wells ar__~ep!aced in both the
center of the areas of contamination, as well as along the
margins of the contaminated areas. A revised table and figure
are included (Table RS-3 and Figure RS-3) that further defines
the purpose of each monitoring well cluster.

AJ#204L. "Once again, data that are £nstrumental in charactarixing
conta’.ination In the upgradientportion of the plume are omitted. These data
refine the iso-¢oncentration lines and are located in a portion of the plumm
that is ignored in the proposed monltoring program."

E~J~_]~J~/I~_~: Once again, we respond to the same comment. See
response to comment Aj#40. Revised iso-concentration lines in
the upgradient portion of Subarea 1 would not impact the proposed
monitoring program.

AJ#205. "Because the plume is i~adequatel¥ character£sedinSubarea 3, the
proposed new wells should be used primarily for characterization and
monltrOEing ~%0 the selection of a remedial action in Subarea 3."

EPA~:    We disagree with the assertion that additional
characterization work is needed prior to remedy selection. See
Response F.

AJ#206. "There are no available data to determine the vertical distribution of
contl-,aln~ntm in Subarea 1 ¯"

EPAs~p_qIL~:    This comment duplicates previous comments. See
responses to comments Aj#57- Aj#60.

A J#207. "These tables list treatment objectives that are in all cases the
lowest MCL of those listed in Table 4-2 (i.e., the lower of the federal and
irate MCLs, including propose~MC~s). This llst includes both "applicable"
and TBC ARARs; those MCLs not currently promulgated should not be need as
treatment obJectlvesi unless no other appllcableor relevant and appropriate
concentration limits are available. The text should clearly diEcuse which of
these objectives are based on applicable and which are based on TBCARJ~Rs."

EPA_ResDonse: As stated on page 8-10 and in response to comment
Aj#72, the basis for the treatment objective for radon is t~e
proposed MCL. Because the proposed radon MCL is not a final MCL,
it is referred to as a "To Be Considered (TBC)." All other
treatment objectives listed in Tables 11-5 and 11-6 are A~iRs
(with the exception of acetone, as noted in the Tables}.

AJ#208. "simulations in Section 7 demonstrate that higher extraction rates are
not remedlally effective. Section 9 ampllfies the logistical problems of
dlscha~ging treated water. Why are these higher-extraction alternatives being
further discussed and evaluated?"

Y~_~/l~: This comment is not correct in stating that
"higher" extraction rates are not remedially effective. As shown
on the figures in Section 7, extraction in Subarea 2 is effective
at controlling migration within and downgradient of the Subarea
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and would remove significant contaminant mass. However, as

explained in Response B, EPA chose not to propose or select
extraction in this area.

AJ#~’209. "Although it is stated "Figure 12-1 illustrates the laJor advantages
and dlsadvantagee among the alternatives-, review of Figure 12-1 ~dlcetme
thai) all alt¯rnatives (with the exception of No Ac4:ion) received the same
level of r¯nklng. This supports the above cla~ that EPA ham failed to,
develop more thau one r~edlal option. EPA has focused on variations of one
raedlal alternative with ¯ range of extraction rates and two options for
wet,mr disposal/usage. Please elaborate on the reference to the "major
advantages and disadvantages presented in Figure 12-1" so that the readier may
dlscr~aLnate between dlfferences, if present."

EPA Response: This comment duplicates a previous comment. See
response to comment Aj#188.

AJ#210. "Due to the significant lack of data to characterize the actual
distribution of chemlcals in groundwater in the OU and EPA’s inabilltF to
conduct valld groundwater modeling for the ou using the CFEST model, it: is
prelaature for EPAto state that "none of the remedial actions would ¯xaLcerbate
site conditions-. Failure to focus on the extraction of groundwater at:
locations where the highest concentratlona of chemlcal8 have been identified
in the OU, and instead to extract high volumes of groundwater more than l-mile
downgradlent of thl8 source area is likely to result in exacerbating the
distribution of chemicals in Subarea 1, and Turther complicate and increase
the time and cost for long-term aquifer remedlation inthe 0U. Similarly,
there is eufflcient ewldence to support the fact that high volumes of recharge
at the SFSG and/or ISG resulting from the alternatives presented in the, OUFS
could further negatively impact a poorly developed remedial action which nay
be implemented without the necessary technical analyses."

~PA ReSponse:    We disagree with this comment, which duplicates
previous comments. See Response F.

AJ#211. "What is the rationale for conducting groundwater modeling for 12.75=

leers?"

~PA ResPonse:    EPA developed its original computer model
simulating groundwater flow in the San Gabriel Basin using a
groundwater budget analysis that included data starting with the
1977-78 water year (beginning October I, 1977) continuing through
June 1984 (the most recently available pumpage data at that
time). This 6.75-year period was selected to include a
reasonable range of the hydrologic conditions encountered over
the longer period of record. Subsequent model updates extended
the model period through June 1990, for a total of 12.75 years.
Because the annual San Gabriel Basin Watermaster Reports, which
compile groundwater pumpage data, are completed for a period
running from July through June of each year (and not the standard
October through September water year), the model updates have
always included a period that ends with 0.75 years.
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See Appendix A of the Supplemental Sampling Program (SSP) Report

for additional discussion of EPA’s initial modeling efforts (EPA,

1986).
KJ#212. "Because the "No=Actlon" simulation wee conducted wLth n groundwater
flow model and not ¯ contaminant transport model, £t is incorrect to mssuae
that contalx~ant concentration levels would increase in the particle tracked
directions. Xlthough small amounts of contamlnsnt8 msT be mov~ng, processes
such as dispersion and retardation could keep concentrations well below MCLe
4ur~Ig that entire distance."

EPA ~p~qD~fi: We disagree. The widely-accepted presumption is
that contaminants move with groundwater. See Response A for a
detailed response to the "no-migration" hypothesis.

AJ#213. "Figure 12-2 fails to adequately represent "Base Case" conditions in
the OU. In contrast to EPA’$ simulations, independent groundwater ~o~el~g

and ’particle tracking conducted using m local-scale groundwater model
developed specifically for evaluating remedial alternatives in the OU indicate
that the operation of VCWD’s Arrow Highway and Lent¯ well cluster ~ provide a
considerable cant¯in¯eat component for Subarea I. In fact, modellng
simulations conducted by others prior to the construction of wellhead
treatment equipment at these locations support thls independent conclusion."

EPA Response: EPA has simulated base case conditions, including
operation of the Arrow/Lante well cluster. See response to
co~ment Aj #145

~#214. "Please provide the data to support EPA’8 assumption "that significant
extr¯ctlon continues at only one existing well cluster that could help meet
the remedial objectives of this OU". Other well clusters exist in the
vicinity of Subarea 3. 2base wells have not been included in EPA’8 No--Actlon
l.lte~tiwe."

~PA Response: The quoted statement refers to the Arrow/Lante
cluster, which is the only cluster currently extracting

significant amounts of water within the OU Subareas. We agree
that other well clusters exist in the vicinity of the Subarea
that may be contributing, or may in the future contribute, to
EPAes remedial objectives.

The: last portion of the comment is incorrect. Wells located

down~radient of Subarea 3 ~ included in the no-action
alternative simulations.

]%~#215. "Please show the approxiluate limit of capture on Figure 12-2 |;smiler
to the method used for Figure 12-3."

EPA Response:    A revised figure is attached (Figure RS-8)
showing the approximate limits of capture for the no-action
alternative.

AJ#216. "Please explain why the Arrow and Lent¯ well cluster was not included
with the computer simulations for the other Alternative scenarios presented An
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%he OUFS. The Arrow and Lasts cl~ster should be incorporated into all
sce:,arlos considered for Subareas 1 and 2."

~pA Response: The comment is incorrect. This cluster is
included in all computer simulations presented in the FS. See
response to Aj#145.

AJ#217. "In contrast ~o ~JPA’s broad ~onoluslon "all of the remedial -
al~srnatives would be e~fective in meeting the remedial objectives o5 ~his OU
includlng reducing the eventual coat, dlfflcultT, and time required tar
containment or restoration of the aquifer" there exists serious risk that
components of ~he Subarea 1 response action could furkher exacerbate kth the
areal and vertical distr~bution of contaminants and increase the complexity,
eventual cost and time necessaz~r got remedlatlon."

EPA Response: This comment appears to duplicate previous
co~uents, which refer to the proposed extraction scenario in
Subarea i. See Response F.

A~#218. "Long-term effectiveness and l:~rmanenca of remedial measures could be
increased if extraction were proposed at "hot-spots" where contaminants are
orders of magnitude higher than elsewhere in the OU. This also applies to the
reduction of toxicity, mobility, and volume."

EPA Response: We agree that additional extraction in Subarea 1
(beyond that proposed by EPA) would speed the removal of
contaminant mass from the aquifer. Any additional extraction in
highly contaminated areas will remove contaminant mass. At
issue, however, is whether additional extraction beyond that
proposed by EPA is warranted given the significant cost of each
incremental amount extracted.

See Response B for a more detailed explanation of tradeoffs of
additional extraction beyond that proposed by EPA.

AJ#219. "Have additional simulations such as those presented in Section 7
confirmed that smaller extraction volumes are unacceptable? Why were t~hese
evaluations not shown and discussed~"

EP~ ResPonse:    We believe that simulations shown and disc~;ssed
in Section 7 demonstrate that smaller extraction volumes are
unacceptable. As explained in Section 7, lower extraction rates

would not be able to adequately meet EPA’s remedial objectives
for the presently-defined subarea boundaries and expected range
of groundwater flow conditions. Results of simulations are shown
in Sections 7 and Ii.

aJ#220. "Potential financial impacts due to continued migratlon awl
unsubstantiated due to the uncertainties of contaminant transport."

~’A Response: We disagree. See Response A.

AJ#2210 "Why iS the assumed flow rate used in the assessment of air emissions
2 to 30 times larger than the glow rate assumed for any of the treatment
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facilitles included in the remedlation alternative? ,These numbers should
match the flow rate assumptions used in designing the treatment s~stem~, for a
~ore appmprlate aslesslent of potential air emissions."

~es=~9/l~: The evaluation of incremental risk from air
emissions assumed a higher flow rate (70,000 gpm) than the
remedial alternatives (19,000 to 29,000 gpm) because the air risk
evaluation was completed before the development of the remedial
alternatives. Because the sizes of the remedial alternatives
were uncertain, the evaluation was completed assuming the l~gest
size project under consideration (70,000 gpm), based on the logic
that if there are insignificant risks associated with a 70,000
gpm project, there will be insignificant risks associated with
any of the likely (smaller) project sizes.

The results of the evaluation are stated on page A.I-II:

"The sum of the noncancer hazard quotients for the COPC is
0.05, below the level of concern for noncancer health
effects. The estimated excesslifetime cancer risk for
residential inhalation exposure is 3 x 10-6, which meets the
requirements of EPA and the SCAQMD."

The relatively low risk implies that repeating the evaluation
with lower flow rates is unnecessary and would not be an
efficient use of resources (unless other assumptions such as
influent concentrations change significantly).

Commentor is concerned that readersmay misinterpret the results
of theair risk evaluation. The text clearly notes in the
ant]reduction and in the discussion of results that the assumed
project size was "2 to 30 times larger than the flow rate assumed
for any of the treatment facilities included in the remedial
alternatives" (see pages A.I-I and A.1-11).

AJ#222. "The text indicates that the chemical �oncentrations used in the air
risk evaluation "differ somewhat" from the uoncentrationa assumed in ~e
evaluation of Alternative 4. Please discuss the effects of this inconaisten~
on the remulta of the predicted inhalation risks."

EPA Response: The effect of the difference is insignificant,
particularly in relation to other factors affecting the risk
estimate. (See A.1-11 for a discussion of these factors). This
conclusion is obvious from a comparison of concentrations in
Tables A.I-1 and 8-1. Using the concentrations from Table 8-1
instead of A.1-1 does not change the cancer risk estimate of 3 x
10"6, rounding off to one significant figure.

AJ#223. "The SCREEN ~odel used to ¢ondu=t the air risk evaluatlon is IL vetTconservative m~del that uael default Rataorological data, rather than site-
spec~fio data. In add£tlon, the ¢onaerwative assumptlonwas made that
emissions from all 24 air strippers would originate from one "representative
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EPA Response: As stated on page A.I-II, the project, when
constructed, is likely to differ in flow rate and treatment
facility configuration from assumptions made in the air risk

evaluation. If these or other parameters differ significantly
from assumptions made in the air risk evaluation, the evaluation
may not be directly applicable to the project as constructed.

AJ#224o "The OOTS should more tho=oughly discuss the overestimations and
higlhly conservative assumptions made in the assessment, and+clearlF epall out
to the public that there will NOT be 24 stacks located together, that r,eople
do INOT live at one location for 70-years (EPA indicates for health risk
assessments that the 90th percentile duration of residence is 30-years; this
value should be used in the risk assessment), that the VOCs are readily,
degraded in the atmosphere, and that the flow rate used in the analysis is up
to 30 tines more conservative than the expected flow rate of any of the
proposed the stripper system(s). Overall, the public should be informed that
this assessment is extremely conservatlve, and that if a refined analysis were
conducted, the predicted health risks ~ould likely be lowered by several
orders of magnitude."

EPA Response: These assumptions are noted in Appendix A, as is
the conservative nature of the air risk evaluation.

AJ#225. "Conducting a ecreenlng assessaent of this nature %ulnecessarily raises
publlc concerns, and can result in increased project costs due to the use of
unnecesearypollution controls, as well es increased risk communication to
ease public concerns. The document should clearly discuss end interpret the
results of the risk assessment, and clearly indicate that additional p011ution
controls (i.e., T-BA~E) are NOT expected to be necessary for the protection of
huaLan health in the project area."

EPA RespoDs@: This comment duplicates previous comments. See
response to comments Aj#221-224.

AJ#226o "EPA has indicated that route-to-route extrapolation should not be
conducted for chemicals without toxicity data for a specific pathway. Because
of the significant uncertainties associated with this approach, EPA has
developed RfCs for many chemical!s (so that route-to-route extrapolatlon will
mot be necessary). In the air risk evaluation, route-to-route extrapolation
was conducted for all chemicals without RiCe; using this approach, toxicity
data for 8 of the 14 chemicals evaluated in the air risk evaluation wsis
e~trapolated on the basis of oral toxicity. The document should clearly
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discuss the basis of the extrapolation for each chemical, and the toxic~;y
data used to estimate inhalation toxicitI values."

~_~P-~D~: Route to route extrapolations were used When
there were no noncancer toxicity values available for the
inhalation route (i.e., oral reference doses [RfDs] were used for
inhaled exposures for organic compounds that lack inhalation
reference concentrations [RfCs]). This methodology is consistent
with EPA Region IX guidance (see USEPA. Region IX Preliminary
Remediation Goals (PRGs), Fourth Quarter 1993, ii/I/93).
Although this methodology may introduce additional conservatism
in the risk assessment, the estimated noncancer hazard index for
exposure to air stripper emissions is well below the EPA’s target
hazard index of 1.

AJ#227. "There is currently no RfD for TCE; both Table A.I-5 and p. A.1.2-I
list an RfD of 0.006; this value actually represents the new ECAO inhalation
slope factor for the chemical. The RfD should be deleted, and the result| of
the analysis should be changed accordingly."

EPA ~ResDonse: The comment is incorrect. See response to comment
AJ#89.

AJ#228. "The iL£r risk asseesmen~ uses d~fferent toxicity values (e.g., RfC)
and intake assumptions (e.g., duration of residency of 70-years) for most
chemica2s than those assumptions used in the health risk assessment in Section
4. It ks unclear why two different approaches for assessing potential health
risks were us~."

EPA Response:    Commentor is incorrect. The inhalation toxicity
values used in the Appendix A and Section 5 are exactly the same.
[We presume that commentor intended to refer to section 5,
"Pre.liminary Baseline Risk Assessment," not Section 4,
"Identification of Applicable or Relevant and Appropriate
Requirements."] However, in Appendix A, inhalation values are
expressed in units of mg/m~ and in Section 5 inhalation tax:[city
~alues are e_~ressed in units of mg/kg/day. To convert from

units of mg/m to mg/kg/day, a breathing rate of 20 m3/day and a
bodyweight of 70 kg is assumed.

To calculate inhalation cancer risks for exposure to air stripper
emissions, the inhalation cancer slope factors were multiplied by
the estimated air concentrations. This is a conservative
calculation in that it does not take into account an exposure

duration of less than a lifetime. To estimate excess lifetime
cancer risks for an exposure duration of 30 years, the estimated
cancer risks presented in Appendix A may be multiplied by 0.43
(30,170).

!    risksAJ#229. "The air risk evaluation should clsarly state that if all cancer
were summed considering the cancer WOE, that predicted health risks (avon
under the worse-case assuJnptions used) would not significantly exceed 20-’.
8u--mlng all known, probable, and possible human carcinogens together as if
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they are all "known" human carcinogens is not consistent with standard rimk
assq, ssaent practices. If summation of all carcinogenic cheaicalswas done
because a "screening" risk assessment was conducted, it should be clearly
po~ed out to the public that this practice will result in an overestimation
of predictsd health risks."

EPA Response: EPA’s method is consistent with standard risk
assessment practices. EPA guidance recommends calculating a
pathway-specific cancer risk estimate and hazard index by summing
the contributions of each chemlcal in the pathway (see EPA "RAGs"
guidance (EPA/540/I-89/O02) and EPA Region IX supplement
(December 15, 1989)). This method of estimating risk includes
theassumption of independence of action by the compounds
involved (i.e., no synergistic or antagonistic chemical
interactions) and gives equal weightto all classes of
carcinogens. The summation of upper bound estimates of excess
lifetime cancer risk can introduce additional conservatism in the
risk assessment, this conservatism is acknowledged in the risk

assessment in Section A.1.3.3, Risk Characterization. In
addition, the weight of evidence classification for all
carcinogens is listed in Table A. 1-5.

AJ#230." It i8 unclear wh~ health risks for VOCs and radon were conducted in a
different manner. It appears that an exposure duration of 70-years wa|~ used
for the VOCs, while a duration of 30-years was used for the radon. 2hls
inconsistency should be corrected; a value of 30-years exposure duration
should be used for all chemicals."

EPA ResDonse:    See response to comment AJ#228.

~J#231. "A "Results" section should be added %0 the air risk evaluation, that
clearly polnts out that the risks predicted from inhalation of each site-
related COC are less than I0"~; only risks from naturally occurring radon
equlals this relume"

EPA ResPonse: Risk estimates for each compound are clearly
s~mmarlzed in Table A.I-6.

AJ#232. "The risk assessment for radon should be removed from the assessment
of site-related risks. Radon is naturally occurring, and is not site-
related. It is inappropriate to sum risks from both alas-related and
naturally occurring chemicals in the assessment, without clearly explaining to
th,~ public that risks from exposure to radon are related to background
conditions in the area. By presenting the risks associated withradon
separately from risks associated with site-related chemicals, the public can
be informed that the risks from this chemical have been considered, however,
do not have m d~rect bearing on the remedlatlon proposed for the OU."

~A Response: We disagree with commentor’s recommendation that
risk resulting from radon be ignored or hidden in the risk
assessment. Radon is naturally-occurring and "site-related" in
that its presence contributes to the risk that would be
experienced by those exposed to air emissions from the selected
remedy. All risks resulting from implementation of a remedial
action in the Baldwin Park area "have a direct bearing" on EPA’s
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proposal, regardless of the contaminant’s origin. Table A.I-6
allows interested readers to discern the risk contributionfrom
radon and other individual compounds of concern.

AJ#233. "The Polopolus well has ¯ very shallow screen depth. Was this
~onsidered in the evaluation? The well is only 0.5-mile up, radiant of the EPA
multi-port monitoring well which detected the higher contaminant
concentrations several hundred feet below the equivalent Polopolnz well
intake. Why wasn’t this well sampled more often In the last 13-1ears? It is
loca%ed in the center of the male area of VOC contamination."

EPA RespqnS~: The contaminant data from the Polopolus well were
not adjusted in any way to account for the relatively shallow
depth of this well. It should be noted that, as shown in Figure
3-9, depth-specific sampling indicated that contaminant
concentrations were fairly uniform across the upper several
hundred feet of the aquifer upgradient of the Polopolus well.

Although it is certainly possible that higher concentrations are
present deeper into the aquifer at the Polopolus well location,

EPA"s monitoring well MW5-1 is oDot directly downgradient of the
Polopolus well (it is more cross gradient). Thus, the
distribution of contamination at the two locations would not
necessarily be expected to be similar.

Unlike most of the production wells in the basin, because the
Polopolus well is a privately-owned irrigation well, state-
mandated sampling under Title 22 is not required. EPA
sampled the well during each EPA-sponsored sampling event in the
basin (1985, 1987, 1990, and 1991).

AJ#234. "Attachment A contains water quality data from aome wells thro1~,gh
November 18, 19911., not November "I, 1990 am indicated in the tQxt. Are ell
data from November 1990 to November 1991 included?"

EPA Response: November 7, 1990 is the cutoff date for sampling
data used to develop influent water quality estimates. November
18, 1991 is the cutoff date for data included in the original
Attachment A (an updated Attachment A containing data thro~,~gh
10/93 has been added to the Administrative Record). The cutoff
dates differ because, as stated in Attachment A and elsewhere in
these responses, as the FS progressed, different cut-off dates
were used for the water-quality data incorporated into various
ew~luations (based on available data at the time the evaluation
was performed).

AJ#235. "These two wells [SGVWC B6] are located at the downgradlent I>~rtlon of
S~area 3. The document comments [in AppendlK B] that pumping rates and
durations ~y control the VOC concentrations in those wells, sugg. estlng that
p~nping is pulling contaminants downgradlento Decreases in pumping might
result in ¯ receding plume."

251

Appendix B, page 281

i i I II



Baldwin Park ROD

EPA Response: We agree that production at the B6 wells
influences the local groundwater flow gradient. (It should be
noted that these two wells have been inactive for approximately
four years.) However, it is unclear how the conclusion could be
drawn that reduced pumping might result in a "receding plume."
Even with no pumping from these wells, regional groundwater flow

directions (and thus, contaminant migration) are towards this
well cluster from upgradient in the OU area. Consequently,

reduced pumping would not cause contaminant migration to change
directions or "recede" in the upgradient direction.

EP~_~D~D~: The inorganic quality of groundwater in the OU
area w~sconsidered in the treatment evaluations.

AJ#237. "Because of the risk of pulling nitrates from the east with high
p~=ping rates, it is essential to conduct ~etailed analyses to recommeind the
lowest possLble extraction rate that will accompli£h all of the objectives."

EP~, ~@sp~nse: We agree.

AJ#238. "If the proposed extraction location in Subarea I was moved to the
area of highest contamination, (north of the 1-210 freeway), the predicted
ground surface elevation at the well would increase more than 50 feat. This
additional elevation may facilitate the surface conweFance to the Cit~ of
Azusa roserwolrs."

EPA ~esDonse: Comment noted.

AJ#239. "AddLLtlonal contamlnant characterization should be included am an
objective. Current characterization is incomplete in all areas of th|, OUI

O Vertical distribution is unknown in Subarea 1.
o Subarea 2 is defined only by four wells, three production wal]L= end
onnmonitoring wall.
o There are no ~onitoring wells in subarea 3. Vertical end areal
distributions of contaminants are uncertain.

Much of this characterization is necessary ~ toseleoting a remedy."

~I~A Response: We agree that additional contaminant
characterization is a key objective of the monitoring program.
~is was one of the criteria used in identifying the recor~ended
monitoring well locations and should have been included in this
list. An updated table is included in this Responsiveness
Summary (Table RS-3) to provide additional information on the

purpose of each new monitoring well cluster.

We agree that the monitoring program must be one of the first
steps during the time of ;emedial design. We do not, however,
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agree that the monitoring program must precede remedy selection.
As stated previously, adequate information has been collected and
is presently available to select a remedy for the Baldwin Park
ou. See Response F for additional details.

XJ#240. "MW-5-07 and 08000039 appear redundant. Well 0800039 can be used as
early warming for Cluster 5."

F~_J~9/L~_~:    Production well 08000039 is located over 3,600
feet upgradient of the assumed Cluster 5 extraction location.
This was considered too far upgradient to provide reliable early
warning data for changes in contaminant conditions. In addition,
monitoring well clusters, rather than production wells, are
preferred for the early warning clusters to provide better data
on the vertical distribution of contaminants.

KJ#24;1. "MWS-02 should be located farther downgradient and used to supplement
the other downgradlent wells that have varying screen depths."

EPA Response: The purpose of MW5-2 is to help monitor the
remedial effectiveness of Subarea 3 extraction by observing
changes in contaminant conditions just down~radient of the
Subarea. The downgradient production wells referred to in the
conu~ent will provide additional information to supplement data
from MW5-2, but are a bit fu]cther downgradient than desired for
monitoring remedial effectiveness in Subarea 3.

IJ#242. "The timing and purpose of the proposed monitoring wells should be
revised. Several of these wells should be installed initially, monitored, and
us~ to Efl~ ~he contaminant characterization. Only then should extz:action
location aM ptunping be finalized."

EPA Response:    We agree that the new monitoring wells should be
used to update our understanding of the extent of contamination
in the OU area. And, as described previously, the extraction
locations and rates will not be finalized until data have been
gathered from the monitoring program.

X~#243. "This discussion (p.Z-9) amplifies the need for additional data from
the monitoring program, yet none of these program wells have the stated
purpose of addltlonal aquifer characterization."

EPI% Response: The FS recommends approximate type, number, and
location of wells, but it is not its purpose to serve as a
workplan for the installation or sampling of wells. After the
Record of Decision is completed, EPA or Potentially Responsible
Parties will prepare a detailed workplan for the installation and
operation of the monitoring network. Data on aquifer properties
will certainly be c011ected during monitoring well installation.

xj#244. -How does the role of the San Gabriel Basin Water Quality Au~horlty
blend or overlap with agency resp0nsibili£1es? Since they are involved in
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groundwater qualit~ projectt in the basin, their role and respona£billtJ.es
should be included."

EPA and staff of the San Gabriel Basin Water Quality Authority
periodically meet to coordinate investigation and clean up
actions in the Baldwin Park area and in other parts of the Basin.

The Authority, however, as an independent agency established by
State legislation, reaches its own decisions on how to contribute

to the cleanup. Our current understanding is that the Authority
intends to complete installation of wellhead treatment at the Big
Dalton well. We suggest that you contact the Authority directly
for more detailed information about their planned activities.

AJ#245. "Are both the Arrow end Lante ~ells pumped at capacity during the
simulations? Simulations in Section 7 show the signif£cance of this p~ulping."

EPA Response:    The extraction rate assumed for these wells in
all simulations is 3,000 gpm, plus the existing pumping rate from
the Lante well during the three-year period of existing
extraction incorporated into the simulations. The 3,000 gpm flow
rate was based on discussions with the water purveyor regarding
the planned use of the new Arrow Highway treatment facility.

AJ#~’t46. "Are anF of the simulations with increased recharge aho~n or discussed
in this document7 If not, whF not?"

EPA Response: Yes, see Figure 11-2 and accompanying text on
pages 11-6 and 11-9.

AJ#247. "Given the discussion of 4:he importance of secondary sources and the
limitations of particle tracking to evaluate this condition, why wasn’t one of
the simulated extraction locations in Subarea I moved to the area suspected of
containing secondarF sources?"

EPA RespgDS@:    This comment duplicates previous comments
recommending additional extraction upgradient of EPA’s proposed
locations in the upper area. See Response B.

AJ#248. "There are references in the OUFS about recent sampling in the Baldwin
Park key well (ZIOOOO0&), yet no data frol this well are included in
Attachment A."

EPA Response:    This comment duplicates a previous comment, see

response to comment AJ#15.

AJ#249. "Data from EPA Well MW611-19 era included in Attachment A. IS this
well in the OU~"

EPA Response: Data included in Attachment A are from wellE: in or
in the vicinity of the areas of known contamination. EPA Well

MW611-19 meets this criterion.
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AJ#250. "Figure 1-4 indicates that EPA has conducted recent groundwater
lampllng at Wells 01900831 and 01902971. However, data from these wells are
not included in Attachment A."

SPA Resp~Dse: This comment duplicates a previous comment.
response to comment AJ#15.

See

XVH.2 Response to "Review Comments, Proposed Plan, May 1993, Baldwin
Park Operable Unit"

XJ#251. In this submittal, AeroJet/ALR repeat the s~a complaints, criticisms,
and assartlonsmade in their comments on the Baldwin Park Operable Unit
Feas:~illty Study. They crlticlzeEPA’s Proposed Plan as "based On
s£mpllfying assumptions that are not technically defensible." They assert
that EPA "fail[s] to consider local variations in the groundwater flow regime
and the effects of the proposed remedy on local groundwater flow and
contaminant transport"; "fails to incorporate strategic source control
measurea’~ "fails to recognlse the benefits of existing wellhead treatmLent
facilitlea’; "fails to adequately accuratelT [sic] describe "Base Came"
hydraulic conditions..."; "fail[s] to optimize the effectiveness of proposed
project and thereby limited remediatlon objectives’; and, finally, that: EPA’s
proposal risks "damage to the groundwater resource."

They continue, asserting that a "detailed review of the rationale provided and
the available data for the OU indicates that basis for the proposed response
action in unsu~atantiated and appears to he driven by schedule..."$ that
"EPA’s groundwater modeling results are not sufficiently detailed to a~bmulate
%he effects of current and historic pumping and recharge patterns upon flow
conditions £n Subareas I and 3"; that "EPA has failed to demonstrate the mead
for additional migration control actions in downgradient areas (Subarea3)...’;
and includes "distorted" risk estimates and "exaggerated" ciaims of the costs
of not taking action.

EPA~: These comments duplicate previous comments. See
summary response to Aerojet/ALR general comments on the Baldwin
Park Operable Unit Feasibility Study and responses to
approximately 250 specific comments that follow the general
co~ent. EPA believes thatthe majority of these comments make
incorrect assertions or reach unsupported conclusions, and do not
warrant any changes in EPA’s proposed remedy.

AJ#252. In its comments on EPA’s proposed remedial action in Subarea 3,
AeroJet/ALR assert that SPA has not demonstrated that %he proposed remedial
action in Subarea 3 is needed to meet EPA’s stated remedial objective.. They
cite "independent analyses" completed by Camp Dresser & McKee, consultants to
the San Oabrlel Basin Industry Coalition, hypotheslslng that the pl%umes have
mt~i//zea or zea~hed equ//-Ibri~. They also alsert that "a broad non-
detectable area of ZCE and PCE exists between the downgredlent margin of
Subarea 3 and Whittier Narrows." LastIyt.they assert that EPA°a remedial
objective for Subarea 3 contradicts a statement in the FS that "available data
do not show any significant change in ¢ontamlnant levels downgradlent of
S~,arsa 3 to aS far as Whlttler Narrows."
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EPA_~:    The "independent analyses" completed by Camp
Dresser & McKee are speculative, largely unsupported by site-
specific data, based on misinterpretations ofdata (e.g.,
mistakenly alleging oscillation and retraction of the plumes) and
fail to consider site-specific evidence refuting their plume
equillbrium/~o action hypothesis. See summary response to
Aerojet/ALRgeneral comments on the Baldwin Park OU Feasibility
Study and Response A for a detailed explanation of the need for
action in Subarea 3.

Also, we agree that neither TCE nor PCE have been detected at
some wells downgradient of Subarea 3, but would not characterize
the area of non-detects as broad due to the paucity of sampling
locations in this area. We also note the presence of other
contaminants at levels above MCLs (e.g., carbon tetrachlorlde) at
wells where neither PCE nor TCE have been detected.

Finally, we are unclear of any contradiction between EPA’s stated
remedial objectives and the referenced statement. Contaminant
concentrations within Subarea 3 are higher than concentrations
do~gradient of the subarea, indicating possible benefits of
remedial action to prevent the more contaminated groundwater from
mi@~ating into less contaminated downgradient areas. The
referenced statement notes that there is not a "significant
change in contaminant levels from just ~ownq~adlent o~ Subarea 3
to as far south as Whittier Narrows."    Contaminant
concentrations of different compounds at various wells in the
interval from 5us~ ~owngradient of Subarea 3 to the Whittier
Narrows area are generally at or near MCLs. Thus, as stated in
the text, there is not a "significant change" in overall
contaminant levels within this stretch. Also see response to
comment AJ#130.

AJ#253. In its comments on EPA’s proposed remedial action in Subarea I,
Aerojet/ALR note the distance between well WIOWOMWI ~nd EPA’I recosumended
extraction locations, and asserts that EPA’m recommended extraction locations
in subarea I may "exacerbate the migration of chemlcals from the highes~t
concentration aource areas to less contaminate~ mreas..."

EPA Respons@: EPA believes that its recommended extraction
locations represent an effective strategy for limiting the
migration of contamination detected at well WIOWOMWI. See
Response B for a detailed explanation of the rationale for EPA’s
recommended extraction locations.

AJ#254. AeroJet/ALR a].so assert that EPA fail~ tO i~entif~ the h’ydraullc
capture zones present from the operation of the Arrow and Lante wellhead
treatment famillties and did not adequately account for 1ocallze changea in
g~)undwater flow direction and gradienta that have been documented h response
to recharge events at the Santa Fa Spreading orounds.
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EPAs~: These assertions is incorrect; EPA did mssume -
continued extraction at the Arrow/Lante wells and did account for
recharge at the Santa Fe Spreading Grounds. Aerojet/ALR in fact

acknowledge that EPA accounted for extraction at the Arrow/Lante
location. See response to comments AJ# 143 and Aj#145, and

Response B.

AJ#255. Aero~et/AL~ recommend that the "Subarea I response action must
con|J.der both mass removal of chemicals per volume of water extracted end,
m£gratlon control, and optimize extraction to achieve both obJectlves. Source
control is ¯ prerequisite %o optimize the effectiYsness of 9roundwater
rem~|iation An Subarea 1."

EPA~: We agree that migration control and mass removal
are both remedial objectives for the Baldwin Park OU. See
Response B for additional details on how these objectives will be
translated into extraction rates, locations, and other project
details. We also note that EPA’s proposed extraction and
treatment in Subarea 1 would provide significant "source
control.It

XVII.3 Response to "Proposal for Technical Modifications Optimization of
U.S,EPA Region IX Subarea 1 Proposed Project, Baldwin Park Operable Unit"

AJ#256. AeroJet/ALR state that "Although data deficiencies also exist in
;Subarea 1, an interim action that specifically targets source control al~pears
fealllble at the present time, Aero~et/ALR state, however, that conceu~hrations
of PCE and TOE in groundwater at wells OSCOMW2 and WIOWOMWI are "the hi~heet
concentrations identified in Subarea I by at least an order of magnitude, yet
EPA" closest extraction location, Cluster 10, is located up to 1--nile
do~,gradlent of these evident hot spots."

Aerojet/ALR assert that "EPA’s Subarea I proposed project ... does not address
source control, and in fast will likely exacerbate the spread of contaminants
from "hot spots" into less contaminated zones of the aquifer." Aerojet/ALR
deecrlbe their anaIyels of grotUldwater flow and water quallt~, their computer
modeling efforts, and recommend that EPA relocate recommended extraction
locatlons as shown in the submittal (Plate IS) to "optimize the efficiency of
contaminant removal by at least an order of =agnltude, while melntaini~Ig EPA’s
goal for containment in Subarea 1." The three recommended locations aLre:

¯ in the wicinlty of well WIOWOMWI (suggested rate ~ 3,000 gpm)
¯ in the vicinity of well OSCOMW2 (suggested rate = 4,000 gpn)
¯ along Gladstone Street northeast of EPA*s proposed I0 and 13 (:lusters
(suggested rate -- 2,000 gpm)

They argue that their recommendations would "prevent the spread of
contamlmantm from "hot spots" into lels contaminated zones of the aquifer ...
and will ultimately decrease both the time and costs required for remediatlon
not only [in] Subarea I, but throughout the OU."

EPA Response: See Response B for a detailed rebuttal to
criticisms of the pumping configuration in EPA’s Subarea 1
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proposed project, including the value of the additional
extraction in the vicinity of well WIOWOMWI.

Because the Record of Decision recommends, but does not require’
groundwater extraction rates and locations, EPA has not comgleted
a detailed review of the computer modeling or other analyses
carried out in support of the proposal to replace EPA’s
recommended extraction rates and locations with .less extraction
In the vicinltyof well OSCOMW2 and along Gladstone Street. Our
own evaluations lead us to expect that extraction in the vicinity
of well WIOWOMWI will remove contaminant mass, but will Dg_~
contribute to EPA’s objective of limitingmigratlon of
contaminated groundwater out of Subarea I. If so, then commentor
is proposing to substitute 6,000 gpm of extractionat well
OSCOMW2 and along Gladstone Street in place of the 8,500 gpm that
EPA’s evaluations indicate is necessary. In their submittal,
commentor does not identify what differences in hydraulic
conductivity, differences in lnterpretationof the extent of
contamination, or other differences justify their assertion that
they can extract approximately 30% less groundwater and still
satisfy EPA’s migrationcontrol objective. Also see response to
AJ#130.

EPIC: We disagree. See Response A.

A~#258. AeroJmt/ALR claim that in their computer simulations "the magnitude
of Bimulated fluctuations is typically within 5 to I0 feet of measured
flu utuatlons, and onlF once varies aJ much as 18 feet." They claim tha~ this
level of accuracy is "algniflcantly greater than the 20- to 30-foot range of
warietions evldent in EPA’m calibration results for the CFEST model." [p.21]

EPA Response: EPA has not reviewed Aerojet/ALR’s modeling
results in detail, but Plate B-3 in their submittal appears to
indicate that calibration results for the Key Well are in the
to 15 foot ranue. Contrary to Aerojet/ALR’s claim, this result
is not significantly better than EPA’s calibration results for
the Key Well (shown in Figure C-8 of the Interim RI Report),
which generally range from ~ to ~O fee~ (not the 20 to 30 feet
claimed in the comment).

XVII.4 Response to 18 page letter with "General comments on and legal
analysis of the Baldwin Park OU FS and Proposed Plan," dated August 1t3,
1993,
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A~#259. The pr~ary thene of this set of consents is the |s|ertion tht there
are "insufficient data to prepare, screen, evaluate and select appropriate
remedial altermat~wes." This set of comments also duplicates comments
p=ovid~l ~ other Aero~ot/ALR submittals on the "plume st~billsatlon"
hTpotheslaI on whether EPA adequately considered the effects of an existing
wellhead treatment pro~ect; on whether EPA �onsidered the impacts of recharge
at ~o Santa Fe Spzeadlng Grounds; and on the adaqua~ of EPA’s computer
mode:Ling0 One apparent difference between this set of comments and oth~r
comments 18 an escalation of the rhetoric used to criticize EPA’a props.eel.
Among~e ©omments directed at EPA’s proposal are that it is "d~acredited- by
previous EPA inaction; ratlonallzed by "dogmatic assertion" ratheE than
"existing evidence or reasonable inferences," based on "misleading"
predEctlons Imd anaIyslsthat Is "fundamentally flawed"; and %hat it "violates
basic tenets of ratlonal declalon-maklng."

EPA_~: Despite the flamboyant rhetoric, these comments
duplicate comments made in other AeroJet submittals and res;ponded
to in this Responsiveness Summary. See Response F for a s~munary
of EPA responses to Aerojet/ALR’s assertion that EPA’s selected
remedy is not supported by adequate data or technical analysis,
and responses to specific comments included in other Aerojet/ALR
submittals.

AS#260. AeroJet assertm repeatedly that "~here is no RI for the Baldwin Park
Operable Unit."

EPA Respond@: This claim is ridiculous. Commentor interprets
EPAOs decision to omit the words remedial investigation from the
title of the Baldwin Park Operable Unit Feasibility Study as
implying that no remedial investigation was conducted. As
explained on page one of FS:

"The report also summarizes remedial investigation (RI)
activities completed in the OU area; more detailed
descriptions are available in separate reports (see Section
1.5)."

As explained throughout the Feasibility Study and this
Responsiveness Summary, the remedial investigation for the
Baldwin Park oU included the collection and analysis of data from
hundreds of water supply and monitoring wells installed by water
purveyors and businesses; groundwater sampling performed as part
of EPA’s Supplemental Sampling Program; four rounds of basinwide
groundwater sampling completed by EPA in 1988; two rounds of
wellhead sampling at existing wells in 1990-91; well logging and
depth-specific sampling of eight wells in the Baldwin Pa~ area
by EPA in 1989-91; installation and initial sampling of a
1,540-foot-deep multiport (PIP) monitoring well by EPA in ]Baldwin "
Pz~k in 1991; evaluations of the quality of EPA-collected and
o~er groundwater data; analyses of the hydrogeology, water
budget, water supply infrastructure, occurrence and movement of
vocs, and occurrence of nitrate in the Baldwin Park area; the
development and use of a computer model of groundwater flow in
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the basin; as well as analyses of treatment technologies, water
distribution options, and other components of the Baldwin Park OU
remedy.

XVII.5 Response to two videotapes tiffed "Aerojet Submission of Nicholas
PogencheffTestimony, August 4, 1993" [Edited, approximately 3 hours in
dm~tion].

&J#261. KeroJet subnitted throe hours of odlted videotaped "tsstiDony" in
which N£cholas Pogencheff, con=ultant to &eroJet Oencorp, Is apparont~F
interviewedby Peter Taft, an attorney representing Aerojet.

EPA Response: The videotapes largely duplicate written c~aments
provided by Aerojet Gencorp. They include minor errors in their
e~lanation of how the San Gabriel Basin is managed (e.g., they
incorrectly state that groundwater is not exported from t~
Basin; they incorrectly identify the San Gabriel Basin operating
limits as 200 feet to 300 feet (actual limits are 200’ to 250’));
they include errors in their description of how contamina~:s move
from the surface to the groundwater (e.g., they comment at length
on the presence of surface sources of contamination,
hypothesizing that surface spills or releases have decreased over
t~me, but fail to acknowledge the continued presence of
significant subsurface sources of contamination); and they make
numerous errors in describing EPA modeling efforts. We r~eat
here and respond to only selected co~ments from the videotapes.

¯ Aerojet correctly identifies ways in which EPA could have
increased the complexity and cost of its computer
simulations (e.g., increasing the number of nodes and cells
in the model), and offers hypothetical examples in which a
more complex model would be appropriate, but does not
demonstrate the need for a more complex model as part of the
Baldwin Park OU. See Response C for additional details.

¯ Aerojet criticizes simulations of groundwater flow and
contaminant transport completed by EPA in the 1980s and
presented in Appendix C of the Interim RI Report. These
simulations have no bearing on the Baldwin Park OU remedy.
In their criticism of past EPA simulations, Aerojet asserts
that there are no continuing surface or subsurface sources
of groundwater contamination in the Baldwin Park area. This
criticism is without merit. Significant evldence’indicates
the presence of continuing subsurface sources in the Baldwin
Park area, in the vadose zone and as non-aqueous phase
contamination in the vadose and saturated zones. Aerojet
offers no data or analysis to the contrary. See Response B.
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¯ AeroJet asserts repeatedly that their interpretation of
the hydraulic conductivity of the Baldwin Park area is mope
accuratethan EPA’s assumed distribution of conductivity.
See Response A (Table of Baldwin Park Area Hydraulic
Conductivity Estimates and accompanying text) and response
to comments AJ#IT-21 for a rebuttal to this assertion.

¯ AeroJet correctly notes that EPA used its computer model
to simulate the movement of groundwater in the Baldwin Park
area and did not attempt to simulate contaminant fate and

transport processes (e.g., dispersion and retardation). As
noted elsewhere in this Responsiveness Summary, EPA does not
believe that it is necessary to simulate contaminant fate
and transport to evaluate or select an interim remedy for
the Baldwin Park OU. EPA does not state, and did not intend
to imply, that contaminants move at the same rate as
groundwater. In its comments, Aerojet laments EPA’s
decision tonot simulate transport processes but does not
identify any ways in which EPA’s decision affects the
selection of remedy.

¯ Aerojet discusses a "historical matching’, exercise
completed during the development of their computer model in
which they acquired quarterly measurements of groundwater
levels in the Baldwin Park area over a 14 year period. They
also describe the resulting "good fit" between simulated and
actual water levels. EPA completed a similar effort, which
made use of quarterly water level data collected over a 12
year period and also resulted in a "good fit." Also see
response to Aj#258 and Response C.

¯ Aerojet states that "we have no idea what the areal extent
[of groundwater contamination] north of that high
concentration [detected at monitoring well WIOWOMWI]." Data
are available, and were included in the Baldwin Park FS,
from at least half a dozen wells north of WIOWOMWI. Also
see Response B for a detailed discussion of EPA’s
interpretation of the distribution of contaminants in the
Baldwin Park area.

¯ Aerojet incorrectly asserts that EPA did not account for
the impacts of artificial recharge (spreading) at the Santa
Fe Spreading Grounds on the movement of groundwater in the
Baldwin Park area. Aerojet builds on this incorrect
assertion in alleging that this deficiency results from the
"regional scale" of EPA’s computer model. EPA considered
recharge at the Santa Fe Spreading Grounds in the
development of its remedy and depicts its effects in the FS.
EPA’s recommended extraction rates and locations will limit
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migration during periods of significant recharge at Santa Fe
Spreading Grounds. See response to comments Aj#143 and 179.

¯ Aerojet recommends extraction at or near well the ~ynnOil
and OSCO "sources," criticizing EPA’s recommended pumping
conflgura£ion for not maximizing mass removal and
accelerating the migration of potential "hot spots." We
disagree with this recommendation, which we discuss in
detail in Response B. Aerojet retracted this recommendation
in subsequent comments. See response to comments AJ#262-
271.

¯ AeroJet incorrectly asserts that EPA ignores the influence
of the Arrow/Lante projects on the movement of groundwater
and contaminants in the Baldwin Park area. See response to
comments AJ#144 and 145.

- Aerojet incorrectly asserts that the reclaimed water
project proposed by the Upper San Gabriel Valley Municipal
Water District would have a negative impact on the Baldwin
Park remedy. See response to comment Aj#182.

XVII.6 "Addendum to Proposal for Technical Modifications Optimization of
U.S. EPA Regional IX Subarea 1 Proposed Project Baldwin Park Operable
Unit," November 29, 1993 and 4 page cover letter dated December 2, 1993
[SUBMITTED AFTER THE CLOSE OF THE PUBLIC COMMENT PERIOD]

In this submittal, Aerojet, ALR, and the Oil and Solvent Process
Company (OSCO) change Aerojet/ALR’s previously suggested
locations and rates of groundwater extraction in Subarea i. They"
claim that "new data" available after the close of the public
coJmment period indicating a decrease in contaminant
concentrations in the vicinity of OSCOMW2 necessitate the <~ange.

AJ#262. One of AerojetlALRIosCO’m ,rgu~ent= for changing ’the£r previously
recommended extraction rates and locatlons is that the "1992-93 winter was the
fh:at substantial wet period in ten years."

EPI5 ~espons@: This statement is incorrect. Rainfall, and
artificial spreading, in the previous winter of 1991-92 were also
substantially higher than average.

AJ#263. Aerojet at. el. refer to monitoring well results from the Aarojmt and
OS(~ walls.and other "nmw~atm available only after the close of the public
co|~ment perlod" that ImpIy the need to modif~ prev~oualT recommended
e~ractlon rates and locations. They state that the "early pattern [of water
quality d&ta] suggested a source area ... [along] Motor Avenue near OS, CO area"
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but that more recent data suggest that recharge "overwhelm[s] the sourca or
sources."

EPA ResPonse: We disagree with the conclusion that recent
sampling data argue against extraction of contaminated
groumdwater in the vicinity of the OSCO wells.

EPA’s recommended pumping configuration includes extraction of
contaminated groundwater downgradient of the OSCO facility
because the available groundwater, vadose zone, and chemical
usage data indicate the presence of a continuing subsurface
source of contamination in the vicinity of the OSCO facility.
The "new data" cited by Aerojet/ALR/OSCO do not dispute this
view. The "new data" do show decreases in concentrations of some
contaminants at the OSCO wells, temporarily complicating the
interpretation of these water quality data, but the data do not
in any way indicate that the source or sources of contamination
have disappeared or even diminished. The observed decreases in
contaminant concentrations most likely reflect dilution of
contaminated water by clean recharge water, as varying
groundwater flow directions temporarily cause wells that were
downgradient of the contaminant source to be more cross-gradient.
The effect is likely to be temporary, however. We expect that
the wells will resume their downgradient relationship to the
source (and contaminant levels will rise) as recharge decreases
and groundwater flow direction resumes its more typical northeast
to southwest orientation.

Co,mentor refers to water quality data collected during May 1993.
These data reflect the influence of much higher than average
volumes of recharge at the Santa Fe Spreading Grounds during May
and the preceding several months, as summarized below. The
listed volumes were provided[ by Los Angeles County Department of
Public Works.

Volumes of Water Recharged at the Santa Fe Spreading Grounds in
1992-93

Month Volume ~ecbarqed (acre-feet)
Oct 92 133
Nov 92 5~560
Dec 92 1,670
Jan 93 6,700
Feb 93 6,160
Mar 93 14,310
Apt 93 18,010
May 93 12.830
Jun 93 799
Jul 93 0
Aug 93 2,420
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Sep 93
Oct 93
Nov 93
Dec 93
Jan 94
Feb 94

6,000
7,110

0
0
0
0

Baldwin Park ROD

Aerojet/ALR/OSCO do not actually list or summarize any "new data"
and do not provide any clear statements as to how the "new data"
justify eliminating extraction in the vicinity of the OSCO
facility. The closest the comment comes is in noting
fluctuations in contaminant concentrations at the osco wells and
stating that recharge "overwhelms the source or sources."    We
are unsure of the meaning oi" the word overwhelm in the commtent.
We agree with the comment to the extent that it refers to more
recent data complicating, at least temporarily, our ability to
interpret water quality data from the OSCO wells. We disagree
with the comment to the extent that it implies that recharge has
moved, diminished, or eliminated subsurface sources of
contamination in the area.

KJ#264. In discussing their modellng effortw, including Plate 3 of their
submittal purporting to illustrate the Impact of EPA’s recommended extraction
rates end locations, Aerojet et. el. claim that EPA’s recommended extraction
rates and locations in Subarea I "results in accelerating the spread of
contaminants from Well WIOWOMW1 during wet conditions, with no dowmgradient
containment to inhibit contaminant migration." (p.4)

E~% Response: In response to the first portion of the comm,ent
(asserting an acceleration of the spread of contaminants), we
note that groundwater extraction always accelerates the movement
of groundwater and contaminants within its zone of drawdown,
regardless of regional flow conditions.    In response to the
second portion of the comment (asserting the absence of
downgradient containment to inhibit contaminant migration),, we
offer EPA’s particle tracking simulations which indicate that its
recommended extraction rates and locations will inhibit
contaminant migration from Subarea 1 during all expected flow
conditions. The simulation results presented by Aerojet et. al.
as Drawing 3 do not offer any evidence to the contrary. As
discussed in response to comment AJ#266, we do not believe that
the results presented in Plate 3 (as wells as Plates 1-6)
realistically simulate regional flow conditions in the Baldwin
Park area.

A~265. AeroJet et. al. rocommend the following changes (fro= th,lr August
1993 submittal) in extraction rates and locationml

¯ reliance on 4000 ~ extraction at the existing Arrow/Lante cluster to
limit the migration of contaminated groundwater from Subarea I in place
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of a new wall along Gladstone Avenue (and in place of EPA’a recommended
pu~ping conflguratfon).

¯ retraction of the proposal to install a new extraction well in the
wi=inlty of OSCOMW2

¯ reduction in the £ecommended extraction rate at the new extraction
well at WIOWOMWI to 2000 gl~

They asaer~ that their modeling e:tablishea that 4,000 gpm of extraction at
the ArrOw and Lante wells will "equal the ¢ontalnment component" of E~L’s
recommended extraction locations (#I0 and 13), ~king EPA’I race--ended
locations unnecessarF. (p.4)

EPA Response; See Response B for a discussion of the merits of
relying on extraction at Arrow/Lante and the value of extraction
at W10WOMW1. A significant disadvantage of moving extraction
locations from EPA’s recommended locations to Arrow/Lante is that
it would permit additional degradation of the portion of the
aquifer between EPA’s recommended extraction locations and the
Arrow/Lasts wells.

Because the Record of Decision recommends, but does not
prescribe, specific groundwater extraction rates and locations,
EPA has not completed a detailed review of the computer modeling
or other analyses carried out in support of Aerojet’s proposal to
replace EPA’s recommended extraction rates and locations with
4,000 gpm at the Arrow/Lante cluster. Our own evaluations lead
us to expect that extraction in the vicinity of well WIOWO~I
will remove contaminant mass, but will D_~contribute to EPAts
objective of limiting migration of contaminated groundwater out
of Subarea 1. If so, then commentor is proposing to substitute
4,000 gpm of extraction at Arrow/Lante in place of the 8,500 gpm
that EPA’s evaluations indicate is necessary. In their
submittal, commentor does not identify what differences in
hydraulic conductivity, differences in interpretation of the
extent of contamination, or other differences justify their
assertion that they can extract approximately 55% less
groundwater and still satisfy EPA’s migration control objective.
Also see response to Aj#I22.

A~#266. In the cower letter (p.3), AeroJet at. el. note thatt (i) spreading
and recharge condition- resulting in the "wet condition" particle tracking
pattern is rarely in place for more than a few months at a time; and (ii) .
"zi~s and aags" in contaminant movement result in the contamination moving
"not as fast as ¯ steady state aquifer would predict."

~L_~: We agree with these two observations.

EPA’s modeling efforts account for variability in rainfall and
recharge, andthe atypical but expected occurrence of wet and dry
conditions, by using actual recharge volumes for each three month
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period between October 1977 and June 1990 as input values into
the CFEST model.

EPA’s modeling efforts account for varying regional flow
conditions, and "zigs and zags" in contaminant movement, in two
ways. First, EPA examined regional flow conditions, and the
performance of various remedies, at four different times (spring
19813, fall 1986, spring 1987 and fall 1989). These four times
correspond to one period of above average rainfall and spreading,
two average periods, and one dry period. See Figure 7-8and
acoompanying text for the results. Second, EPA used parti~[e
tracking to examine the cumulative effects of alternating periods
of lower than average, average, and higher than average rainfall
and recharge. Zigs and zags are apparent in Figures 7-9 and 12-
2. As discussed in the FS, EPA uses a transient rather th~
steady state model to account for variability in flow rates and
directions over time.

In contrast, Aerojet et. al. attempted to account for vari~Dle
rainfall and recharge by completing three different simulations,
but apparently repeating the same rainfall/recharge assumptions
year after year in each of the three simulations. Aerojet’s "dry
condition" simulation (Drawings 1 and 4) appears to assume
steady-state drought conditions every year for 14 consecutive
years.    Aerojet’s "wet condition" simulation (Drawings 3 and 6)
appears to assume extremely high rainfall conditions every ]fear
for 14 consecutive years. We believe that this methodology is
unrealistic and inappropriate since we do not expect a 14 year
drought or 14 consecutive years of the extreme rainfall.
Designing a clean up project to perform in such conditions could
result in a significantly over- or under-designed project.

AeroJet et. al. also present the results of a transient computer
simulation which more realistically assumes varying
recharge/rainfall conditions over a 14 year period, but the
figure summarizing the results is extremely difficult to
interpret (Drawing 7). It appears to contradict EPA’s results,
and AeroJet’s own steady state results presented in Drawings 4-6,
in showing an average northwest to southeast direction of flow.
It also appears to show particle tracks making an abrupt right
turn on their way toward the Arrow/Lante wells. This behavior is
inconsistent with known hydrogeologic features of the area.

AJ#:|67. In their cover letter (p.3), AeroJet et. al. claim that "all
extraction systems w£11 pull [groundwater] almost directly from the Santa F.
Spreading Grounds ¯"

EPA R~sDonse: We believe that this conclusion is incorrect and
probably results from Aerojet’s unrealistic recharge assumption
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in which they assume extremely high rainfall conditions every
year for 14 consecutive years. See response to previous c~mment.

We ~iso note that elsewhere in their submittal, Aerojet at. al.
appear to contradict this comment in asserting that their
proposal, in contrast to EPA’s recommended extraction rates and
locations, "does provide hydraulic containment north of the 210
FoOt~ill Freeway [when simulated for wet conditions] ... (p.5)"

AJ#268. In the �oveE latter (p.3), AeroJet at. al. also as|err that during
ave~mge or dry conditions %he Arrow/Lante wells will recapture ©ont~inated-
gro~=dwaterthat~yhave passed the wells dur£ugwetterper£oda.

EPA~: As noted in the response to the comment AJ#265,
EPA’rs modeling indicates that approximately 8,500 gpm of
extraction, not 4,000 gpm, is needed to limit migration out of
Subarea 1 during all recharge conditions. We therefore doubt
that extraction of 4,000 gpm of contaminatedgroundwater at the
Arrow/Lante wells could satisfy EPA,s migration control objective
during wet or average conditions, or recapture during average or
dry conditions contaminated groundwater that may have passed the
wells during wet conditions.

IJ#269. AeroJot/ALR/OSCO cl~4~ that EPA’8 recommended extractLon well
locations would "unnecessarily increase the draw of water from the no~:heast,
pulling both VOC and mitrate contamination from north of the 1-210."

EPA Respgnse: We disagree; EPA’s computer simulations show that
EPA’s recommended extraction rates and locations are at or near
the minimum needed to contain groundwater contamination in
Subarea 1. We have not reviewed Aerojet/ALR/OSCO’s modeliD~
assumptions, but their conclusion that EPA’s extraction rates are
unnecessarily high probably results from unrealistic modeling
assumptions. One unrealistic assumption, reflected in
unrealistic flow patterns in AeroJet/ALR/OSCO Drawings i-6, is
described in response to comment Aj#266. EPA’s modeling results
are presented in Figures 7-8 and 7-9.

IJ#270. AeroJet/ALR/OSCOalso repeat many of the assertions Rade in other
submlttals| "that EPA’s analyses have not been sufficiently detailed I~
Identify...local-scale disturbances’; that EPA did not consider the hydraulic
impacts of pumping st the Arrow/Lanta wells; "EPA’s proposed remedy is not
ella=rive or technlcally defensible.".

EPA Response:    EPA did consider extraction at the Arrow/Lante
wells and believes that its analyses are adequate to support the
selection of remedy. See Response B for a discussion of the
merits of relying on extraction at Arrow/Lante and the Calue of
extraction at WIOWOMWI. See Response F for a rebuttal to the
assertion that data collection or analyses are inadequate to
support the selection of remedy.
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~#271. lero~et/lla/OSCo repeat their casnt that BPA must ade~t:,~ i ~
characterise the hydrologF and hydrogeolog¥ of the aquifer sFstm~ a~
operations before issuance of a ROD for the Baldwin Park OU.
they recommend ~hat EPA lucorporate "a considerable element of fl~i~ik~
#.he ROD. "1~e precise locations of wells and rates of groundwate~ ,~,~-:~,~ ~ ~
can ]be adequate1T identified only after the interpretation of comprah<~’~:~’
groumdwatmr monitoring data."

EPA ResDons~: As described in detail in Response F, EPA
disagrees with the assertion that additional data collecti~, i
necessary before remedy selection.

We agree, however, that additional data collection is ne~:~i~<~~

select precise extraction rates and locations.
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XVIII. Comments by Azusa Land Reclamation
Baldwin Park ROD

ALR#1. ALR JointlT submitted tenants on the Feasibility 6tud¥ and Proposed
Plan with Aerator General Corporation and "endorses and includes by reference-
comments submitted by the San Gabriel Basin Industry Coalition.

~PA ResDonse: See EPA responses to comments by Aerojet General
Corporation and the San Gabriel Basin Industry Coalition.

~2. ~entor e~resse! holler "that any interin remedy ... will be on ¯
scale that is deslgned solely to achieve effective containment (while
hopefully maxinillng mall remowal)."

EPA Response: As explained in Response B, "containment" is one,
but not the sole remedial objective for the Baldwin Park area.

ALR#3. Commentor state= that "...[other than approximate extraction locations
and rates], virtually everything elae about the project is left indefinite...
The relatively undefined state of the Proposed Plan precludes the level of
public partiuIpatlom in remedy dewelolmment intended by CERCLA and the I~CP by
leaving nuchofthadeaigndetail, including the important issue of treated
water disposition, to pomt-ROD and post comment refinement."

EPA_~: Commentor asserts that a lack of detail in EPA’s
proposal limits public participation but identifies only one
project detail missing from the Plan: the disposition of t~e
treated water. EPA did meet several times with potential
recipients of treated water, obtained specifications of purveyor
distribution systems, and completed detailed analyses of the cost
and feasibility of supplying water to potential recipients. In
the Feasibility Study and Proposed Plan, EPA presents the results
of its investigations: a list of potential recipients; flow
rates, pressures, and locations at which potential recipients
could accept treated water; and a discussion of the advantages
and disadvantages of supplying treated water to each potential
recipient. See pages 9-15 to 9-23, Appendix D, and pages 7-8 of
the Proposed Plan. EPA chose not to specify a single recipient
to allow the public to comment on EPA’s distribution options (the
disposition of the treated water has been an issue of significant
local concern) and also because of uncertainty about some project
details that affect the relative cost or feasibility of
transporting water to potential recipients. Nor did it a~pear
realistic to expect potential recipients to commit to accepting
treated water until EPA was in a position to make a reciprocal
con~itment.

We believe that the appropriate time to reach agreements on the
disposition of the treated water will be in the months after the
Rec:crd of Decision is signed. EPA expects to continue, and
perhaps complete, discussions with potential recipients of the
treated water in the next several months. We note that numerous
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comments were received during the public comment period

e~ressing a preference to supply treated water to the
Metropolitan Water District of Southern California.

Lastly, we note that the commentor laments that EPA has left
"much of the design detail" until after the ROD. In fact, the

NC~ calls for "design" to follow remedy selection; the usual
sequence is: remedial investigation => feasibility study =>
remedy selection => design => construction. It would be wasteful
and inefficient to complete "deslgn-level" studies pro-ROD that
are likely to be duplicated post-ROD. We have followed this
logic in the development of our proposed remedial action for the
Baldwin Park area.

ALR#4. Commentorpointm out that the remedy is complicated b¥ "the elaborate
w~b of interrelated agencies that administer its water supply and water
quality objectives," the use of the aquifer for drinking water supply and
storage, and signlficant pumpage and recharge.

Y~’A ResPonse: We agree. In its Baldwin Park Feasibility Study,
EF~ considered and incorporated the effects of pumping and
recharge into the development and evaluation of remedial
alternatives. EPA has also consulted extensively with local
agencies with water supply or water management responsibilities
during the development of its Proposed Plan.

~A ResmQnee: We disagree. See Response A, which explains in
detail the basis for EPA’s conclusion that remedial action is
warranted in Subareas i and 3.

RI~R#6. Commentor asserts that "...=IgnlfIcant legal issues would be preBented
by any attempt to move forward at this time based on the current
admln~atrative record. Specifically, (I) the NCPprecludes remedial action,
even interim action, based on inadequate data or, as in the case of S~area 3,
an almost total a~sence of charactmrization information; end (2) the ~fCP
requirement that the remedlal response selected be cost-effective would not be
satisfied." Commentor �ontinuesz "...even if circumstances where EPA’s "bias
for action" pollcy is trlggered, a condition that does not exist here, the NCP
makes clear that remedlal action should not be taken untll "site data" and
information make it possible to do so," (40 CFR 300.430(a)(I)) and only when
"information is sufficient to support renedF selection (Preamble, 55 ~
8704)". Commentor also cites other text from the NCP which calls for "a base
level of qualitative risk information" even at early or interim actions, and
the need for EPR to demonstrate that an "action is necessarF to stabilize the
site, prevent further degradation, or achieve slgn£flcant risk reduction
quickly." (55 FR 8704-8705)

Lastly, commentor cites NCP roqulrements and court decisions that remedy
selection be cost-effe=tive (p. 4-5).
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EP_A_s~: commentor does not identify any specific data
deficiencies in this comment. As discussed in Response F and
elsewhere in this Responsiveness Summary, EPA believes that its
data collection and analysis efforts are adequate to support the
selection of a remedy for the Baldwin Park OU and that other
requirements of the NCP cited in the comment have been satisfied.

AWT. con--Mr recouend! the modified extraction configuration deac:rLbed
in ~ha "Proposal for Technical Modifications Optimization of U.B.EPA Region IX
Subar@a I Proposed Project, Baldwin Park Operable Unit" and asserts thoLt this
modificatlon makes EPA’I raconendad extraction locations in Subarea I oos%-
ineffective, commantor also notes that if the "plume equilibr£um" hyp~,thesls
advanced by the coalition is confirmed, EPA’s recommended remedy for S~.~area 3
woul,~L be �ostl--lmaffeotive.

EPA~: We disagree with commentor’s claim that the
referenced report establishes thatany portion of EPA’s proposal
is cost-ineffective. See response to comment AJ#256, Response B
for EPA’s response to the referenced report, and Response A on
the "plume equilibrium" hypothesis.

XIX. Comments by Azusa Pipe & Tube Bending Corporation

APTB#1. Commontor describes his business’8 weak financial status, inoludln9
hls difficulty borrowing money; expresses amazement that solvent8 could have
reached the subsurface at his Azusa facilitF; e~remses optimism that thn
business will be able to complete remedial investlgatlon work requeateql by the
Regional Board; expresses concern over "the spearer of additional coats of
undetermined amount’; and finally, finds it disconcerting and unfair %~at "we
fin4L ourselves on a PRP list."

EPA Re~Don~:    Comments noted. We do not know of the PRP list
to which the commentor refers. Commentor has been directed to
investigate the extent of contamination at his Azusa facility by
the Regional Board, but Azusa Plpe& Tube Bending Corporation has
not, to date, received General or Special Notice of Liability for
contamination at the San Gabriel Valley Superfund sites.

XX. Comments by Chemical Waste Management, Inc.

CWM#I. Commentor describespotential advantages of air sparglng combined with
soil vapor extraction (AS/SVE), in relation to EPA’8 proposed technology
(groumdwater extraction, above-ground treatment, and dlstribution of treated
water). Recommends that EPA further investigate R~/SVEo

EP~ Response: See Response E.
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XXI. Comments by John R. Glass and Associates

EP~_~J~DJ~: An EPA representative contacted the comme~=or by
telephone to explain CERCLA’s liability provisions and to discuss
his concerns about the parcel.

XLKII. Comments by Greene Company

or#1. "I’m glad to see that we are on the way to cleaning up the ground water,
however, it seems that we ¯re following that famous saying, we have the cart
before the horsel"

EPA Response: Comment noted.

Or#~2. "It’s my understanding that it is ~llegal to dump toxic mAterlal
(lt~stances) on/in the ground, in the sewer or basically anywhere? Please just
a 3yes or no answer."

ER.A Response: A simple yes or no answer would be misleading.
The wisdom and legality of dumping potentially toxic materials
depends on the material’s constituents, its properties, the
amount disposed, and the method of disposal.

Gr#3. "Does Tour agenw or any other agency you know of have ¯ count on the
a~nnt of toxic drain cleaner that is dumped each year?"

EPA ResPonse: No, although we note that if used as intended, all
household drain cleaner would end up in the sanitary sewer.

O~J~. "o..wh~[ KS it illegal tO dwmp tOXiC materlal Sllch as drai~ cleam~ers hut
it’s ok to make then?"

~ Response: Many commonly-used materials such as drain
cleaner, bleach, glues, and gasoline are toxic if ingested or
inhaled in sufficiently large quantities, but are considered safe
if properly used and disposed of.

or#$. Are the contaminants found in the groundwater the same ingredients found
in toxic drain cleaners?

E~’A Response: An EPA representative contacted the commentor to
clarify the comment. Commentor explained that he is concerned
that common household drain cleaners such as "Dr¯no" or "Liquid
Plummet" may be contributing to the groundwater contamination.
EPA is not aware of any common drain cleaners that contain the
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chlorinated solvents or other contaminants found in the
groLmdwater.

XXIII. Comments by the San Gabriel Basin Industry
Condition (IC)

Res~mses 1 through 7 address general comments made by the
Industry Coalition (the Coalition) on pages 1-7 of their
submittal that are ~ot duplicated in the specific comments
presented on pages 7-10. Responses 8 through 29 address the
specific comments.

icll. co|mentor writes that "input files [supplied to the Coalition by EPA]
for ~many of the monitoring and water supply production wells lacked data on
well]head and/or screened Interval elevations." (pc1)

~~: EPA has supplied the Coalition with all requested
data in its possession, including elevation data. We note that
construction data for monitoring wells that are not in EPA’s
electronic database are available in paper reports from EPA or
the Regional Board. We also note that EPA has not obtained
construction data for some from old, inactive production wells.

xc#2. Commentor writes that "discussions with EPA representatives have,
confirmed that data gaps with respect to geographic 1ocatlon and completion
intervals for some water supply wells continue to exist in the Basin,- that
data on locations/completion intervals typically require a year or more, to be
entered into EPR’s electronic d&tabase, and that "these gaps and delays in
updating the data have hampered modellng efforts." (p.2)

EPA~: See response to IC#1. We also note that there
were delays in supplying data to the Coalition but that muc~ of
the delay resulted from the Coalition’s difficulties in
identifying which data they sought. These difficulties appeared
to result in large part from the Coalitiones initial insistence
on communicating with EPA only through their legal
representatives who were not familiar with the types or uses of
the data and could not clearly communicate their needs to EPA
staff.

It#3. In Itn expluttlon of its decision to develop a "parallel simulation
csplb!lity" using its DYNSYSTEMcomputsr code, the Coalition asserts t/,at
EP&’s CFEST computer code is "not suitable for contaminant transport
replication or prediction..., cannot be used to depict OU specific
conditions..., and has less acceptab£1ity and credlbilitF as a modeli~1 tool"
than the Coalltlon’s preferred computer code (DYNSYSTEM) because it is used
less frequently. CommentoE also Claims that CFEST cannot accurately simulate
effects of recharge and pumping, cannot account for "local variabillt¥ in
aqu/fer hydraulic conditions," =rltlcises other model assumptions, and finally
questions the eFESTlodel’l usefulness. (pp.2-5)
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EPA ResDoDse: We believe that these criticisms of the CFEST code
are for the most part, untrue or misleading. The CFEST code, as
calibrated for the Baldwin Park area:

0 is a useful and appropriate tool to support the
determination of approximate extraction rates and locations;
o is suitable for contaminant transport simulatlons;
o can be used to depict:OU-specific conditions;
o is an equally accepted and credible model (as DYNSYSTEM)
if properly developed and used;
o can accurately simulate recharge and pumping;
o can account for variability in hydraulic conditions;
o accurately simulates hydraulic conductivity;
o does not need to account for sorption or degradation to
justify the need for remedial action;
0 makes reasonable assumptions about vertical
discretization, boundary conditions, and the ratio of
horizontal to vertical hydraulic conductivity, and other
input parameters.

See Response C for a detailed discussion of the role of modeling
in EPA’s efforts. Also see Response A for a discussion of the
feasibility of using computer simulations of contaminant
transport in order to predict the rate of contaminant migraLtion
in the Baldwin Park area. We doubt its feasibility.

E~% ResPonse: Commentor does not define "profound" or offer any
detailed support for this assertion, but we note, in contrast,
that our analyses suggest that pumping in theBaldwin Park area
accounts for only a fraction of the increase in the areal extent
cf contamination. Also see response to comment Aj#54.

ic#5. common,or makes a we,letT of arguments T_hat the amount of data :hn
Subarea 3, or th.e analyses of the data, are insufficient to justify re,nedy
selection. (e.g., see p.4)

EPA Response: We disagree. See Response F for a general
re~ponse to this comment. See Response A for an explanation of
EPA’s view that additional data collection and analysis are
unlikely to alter the need for remedial action in Subarea 3 or
require any changes in the selected remedy.

ic~i6. Gommentor recommends that the extraction rates and locations" be selected
4=o max’Lmise �ontaalnant ames removal. (p.4)

Re~: Contaminant mass removal is one, but not the sole,
remedial objective which should be used to guide the selection of
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ext~caction rates and locations. See Response B for a more
detailed explanation of factors to be considered in selecting
extraction rates and locations.

IC#7. CommentOr men, one (but does not bclude in its witton cOnChes).’vnT
prellm£narF" and "hypothetical" computer a4mulatlons which show a "plmne or
plumes wh/ah demonstrate at~bilitF over time and eventually dissipate." The
results of the simulations were br£eflT presented to EPA representatives using
a series of slidem at a public meeting held May 20, 1993. (p.5)

EPA_~: EPA cannot provide a complete response to this

comment since the coalition does not identify assumptions made in
these simulations in its written submittal. We recall, however,
from the May 1993 presentation that one of the critical
assumptions in the computersimulations was a half-life for TCE
of approximately seven years and that this assumption was not
supported with any site-speciflc data. We believe that this

assumption is unrealistic, and suspect that it contributes
greatly to the stability and dissipation of the plume seen in the
computer simulations.

[The following 22 responses are to comments submitted as
"Si~cific Comments on The Baldwin Park OUFS and Proposed Plan,"
Section 5 of the Coalition’s submittal (pp. 7-10).]

IC#8. "The Coalition concurs with EPA’s apparent decision to fxus the,
Propos~ Plan on a remedlatlon (containment} approach, rather than a
large-scale enhance~ water supply project. However, although the selected
alternative is the least intensive ~n terms of volume pu~ of all of the
alternatives considered in the OUFS, the OUFS proposes a eigulflcant
extraction program at the downgradlent end of the contaminant plume(a]~ without
documentation that such action is necessary to meet the stated re~nodlel
obJectiveso The rationale stated on p. 9 of the Proposed Plan for tess|atlas of
operations when "contaminant concentrations decrease sufficiently tha1~
contlnued efforts to limit migration of contaminated groundwater are not
longer necessary" maF apply to Subarea 3 now. Furthermore, the OUFS fails to
evaluate and account for the Potentially beneficial impact of Subarea 1
pumtpage on contaminant migration in Subaroau 2 and 3.

Over half of the proposed extraction rate (10,500 gpm of 19,000 gpm total) is
from Subarea 3. Modeling/monltoring may demonstrate this is not necessary
(eIIpeclally with pumping from Subarea I) resulting 4, s project with
coneidorablF lower capital and O&M costs. Complications resultlng from
dlstribution of treated water to multiple purveyors would also be reduced.

The alternativm of extraction only from Subarea I wee apparently not evaluated
in the FS, although EPA materials distributed at the community meeting on May
20 indicated that "extraction in one, rather than two broad contaminated
areas" was considered."

~’A Response: We disagree with the Coalition’s comment tl~at EPA

has not documented the need for remedial action at the
downgradient end of the contaminant plume(s) (the "lower area").
See Response A for a detailed response to this comment, including
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a response to speculation by the Coalition on the importance of
various factors in resisting contaminant migration (sorption,
recharge-induced dilution, degradation, contaminant removal
t~nzough pumping, diminished releases to the subsurface).
Response A also explains how the Coalition’s claim of "plume
oscillation andretraction" between 1980 and 1990 results from a
misinterpretation of water quality data, and the limited value of
the "Subarea 3 Characterization Study" proposed by theCoalition.

We also disagree with the assertion that action in Subarea 1
d~ninishes the need for action in Subarea 3. Remedial action in
S~barea 1 will reduce the long-term influx of contaminants into
S~areas 2 and 3, but there is already a substantial area
(several square miles) of high-level contamination present
downgradient of the proposed Subarea 1 extraction locations that
requires remediation. The proposed action in Subarea 1 will not
i~ibit the continued migration of this existing contamin~:ion.
In addition, there may be subsurface sources of contamination in
Subarea2 downgradient of the Subarea 1 extraction wells. And,
the fact that high-levels of contamination exist now and have
persisted in Subarea 2 for decades after improved management
practices likely reduced the input of surface sources indicates
that substantial residual sources may exist in the vadose :zone
and aquifer within Subarea 2. Furthermore, the existing
contamination is of sufficient extent that, even without any
continued additional influx of contaminants from Subarea 1 or
other surface or residual sources, contamination will continue to
move towards the Subarea 3 extraction wells for many years or
even decades.

It#9. "The OUFS recognizes and states (p. 7-5) that available data do not show
any significant change in contaminant levels from Just downgrad~ent o~’! Subarea
3 to as far as Whittier Narrows, but unsubstantiated statements regarding
groundwater contamination mpreadlng into less contaminated and uncontaminated
portlons of the aquifer are made at several locations in the text (such as on
p. 6-II). on p. 7-38, it Is noted that "dlsperaion, diffusion, or
retardation.., are Ilk.Iv to cause contaminant levels to decline as
contamination migrates downgradient." These critical considerations were not
utilized in any manner in the evaluation of potential remedy options."

~IA ResDons@: There is substantial evidence that groundwater
contamination is spreading into less contaminated and
ur~contaminated portions of the aquifer and that the listed
contaminant fate and transport processes (dispersion, diffusion,
and retardation) cannot stop contaminant migration. See Response
A for a detailed response to this comment.

It#10. "Because the above two Comments establish the necesslty to collect data
"tO substantiate a need for remedy in Subarea 3, remedy selection and design is
not appropriate until such suberea-speclfio data are collected. Protection of
the public health and the environment is currently being provided via actlva
and on-going wellhead troatment and continued monitoring. Hence, there is no
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urgency 4~o ~plelenttng any further r*,aedy, and such action should be dqDferred
untfl, data are collected which demonstrate that such a need trulT exfstl .-

EPA~: We disagree that the above two comments "es~iblish
the necessity" to collect additional data to justify the need for
action in Subarea 3. We also see no point in debating the
precise level of "urgency." We believe that the data support the
selection and implementation of a remedy for the Baldwin Park
area and, clearly, the sooneu= the remedy is implemented the less
the contamination will spread into clean or less contaminated
areas. See responses to the two previous comments and Response

A.

lC#ll. "’Jllhe OUFS pr~£des no $ubstmatlation that the downgradlent pumpage w£1E
not conflict with %he remedial ob~ectlve of Inhibltlng a~grat£oa from s~re
highly to less contaminated areas. In fact, thlm concern ks stated on |).
7-26."

EPA Response: we disagree. On page 7-26 of the FS, it is stated
that "the continued pumping of existing production wells located
outside of the highly contaminated areas can increase migration
into less contaminated areas, ... depend[ing] on the location of
the existing well in relation to the contamination ..." This
statement follows from basic hydraulic principles: that a
pumping well lowers the water table in the vicinity of the well
and that water flows from higher to lower elevations. The
implication of this statement is that extraction should not be
located in areas known to be clean or less contaminated than
nearby areas. Instead, ext,=action should be located in areas
known to be contaminated at higher concentration than nearby
areas. EPA’s proposed project is consistent with this principle.
Contaminant concentrations at or near proposed extraction
locations (Valley County Water District’s Big Dalton and Paddy
Lane wells) have consistently remained significantly higher than
at downgradient wells(e.g., San Gabriel Valley Water Company’s
B4 wells). The following table summarizes several years of data
for peak and average groundwater concentrations for these three
wells.

nd
nd

nd                    I
nd

4
1
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PE~ AND AVERAGE GROUNDWATER CONCENTRATIO~SFOR SELECTED WELLS
(19,80 - 1991 for Big Dalton, Paddy Lane; 8/89 - 1991 for B4B
well; 7/88 - 1991 for B4C well).

We recognize that additional sampling planned as the first
step in the design of the project may change our understanding of
the precise extent of contamination. These additional data will
be used to select precise extraction locatlons that best meet
EPA’s remedial objectives of limiting contaminant migration and
removing contaminant mass.

IC#12. "The outs recogn£ses and states (p. 11-9) that-the CFEST model is
appropriate end appllcable on a regional scale, end not for local-scale use,
but accurate predIction/estlmation of hydraulic conductivitT has still not
been made, and there is still too much hlaa towards tests exhibiting higher
Yalues. :L’he OUFS does recognize and state that the hydraulic gradient in the
BPOU area is generally the lowest in the Basin (p. 2-13)."

EPA Response: We believe that computer simulations complet.ed by
EPA to support its proposed remedy are sufficiently accurate for
their intended purpose. See Response C for additional
ex~)lanation of the role of computer modeling in the development
of EPA’s proposed remedy. Also see response to comment Aj#I.

Ic#13. "~he shape and size of the downgradlent extent of individual zones of
contamlnAtlon are typically ~nferred from the estimate~ directions and
magnitude of groundwater flow end are In only ~ f~w cases directly con.strained
by datl from wells" (emphasis added)(p.3-10), considerable unceE%aint7
continues ’ho exist, therefore, regarding the downgradient extent of the
plume(s), precluding accurate identification of plume/contamlnant migration.
As a result, the current FS violates the requirements of the NCP £n that the
nature and extent of contamination have not been established to the extent
necessar~ to select a remedy."

EP~% Response~ We agree with a portion of the comment in which
commentor emphasizes the uncertainty about the precise extent of
downgradient contamination, but disagree that this level of
uncertainty precludes the selection of an appropriate remedy or
violates the NCP.

The commentorts argument appears to be the same as presented in
its "General Comments" and in "Specific Comments" i, 2, 3, and 4
-that the only reasonable test of the need for remedial action
is the demonstration of statistically significant increasing
concentration trends. As described in Response A, EPA believes
that the preponderance of evidence shows that remedial action is
needed to limit migration and remove contamination. We see no
significant evidence that the contamination will stop spreading
and disappear (i.e., "naturally attenuate") without remedial
action.

IC#14. "In some sections, the OUFS likely understates the effect| of
historical pumpage on contaminant migration (e.g., "a small framtlon~" p.
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2-19). Th£s ~ntrad£cts other sect~Lons ,here shifts in the entire location of
the plume(s) are &ttrlbuted to pumpage (p. 3-23). The absence of significant
effe¢.~cs is e11egedIy supported by modeling results, but there is no ind£cation
where these results are presented."

EPA ~p_qli~: We see no contradiction between the two
statements. The statement on page 2-19 that "purveyor practices
may have caused a small fraction of the increase in the areal
extcmt of contamination..." refers to the entire, multi-square
mile lateral extent of contamination. The statement on page 3-23
presents a hypothesis to explain decreases in contaminant
concentrations at two water supply wells along the eastern side
of the OU area. Reductions in contaminant concentration at these
two wells imply a small fractional decrease in the total lateral
extent of contamination.

The modeling results referred to on page 2-19 are discussed in
section two of the "Draft Basinwide Technical Plan" (EPA, 1990).

IC#15. "Maxlmum contaminant values and, to ¯ lesser extent average values, ere
still used for plume delineation purposes. Such dellneatlon should be baaed on
most; recent Yalues for a consistent/concurrent period (i.e., not over a 15
month period). Figure 3-I is olear~y not a "snapshot in time." Table 3,-2
inc|.udes ¯ s%ummaW of data over e 12 vea~ period and therefore obscurels any
contaminant migration or concentration change trends."

~PA Response: We believe that it is appropriate to illustrate
the extent of contamination using maximum or average valuez=. In
the FS, figures 3-1 to 3-6 illustrate the extent of contamination
by combining data collected over the most recent 14 or 15 month
period. Despite the Coalition’s criticism, the Coalition
apparently agrees with our view - a figure included in Appendix E
of the Coaltion’s submittal (Changes in TCE Concentration 1~ith
Time) was also drawn by averaging data over a 12 month period.
EP2~, and presumably the Coalition, believe that figures drawn
using data collected over a shorter period of time would provide
a less complete, less coherent, picture of conditions in the OU
~rea.

There is no single "right" ~way to illustrate the extent of
contamination; assumptions must be made in order to draw any
figure.    The "right" way to draw a figure is to make assumptions
that are appropriate for the use of the figure.

For example, illustrations of the geographic extent of
contamination (e.g., Figures 3-1 to 3-6 in the FS) are best drawn
by using data collected over a long enough time period ~o provide
good coverage of the area oflnterest. On the other hand,,
illustratlons of trends overtime are best made by comparing
figures each constructed with.data collected over a shorter
periods of time. We have included three new figures, Figures RS-
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9 to Ii, drawn to illustrate variations in contaminant
concentrations with time.

We agree that the data in Tabl~ 3-2 cannot be used to discern"
contaminant trends. Identification of trends is not the purpose
of the table (see page 3-5).

IC#I6o "The statement that available data do not show large variations in
contaminant concentrations with depth (p. 7-6)(I) contradicts Figure 3-9, and
(2) ignores the fact that there are insufficient data tO allow lureI slgnific¯nt
conclusLon8 regarding the vertical distribution of con~nants beyond ¯
general charaoterisation of vertical extent."

EP~I_~: The statement on page 7-6 is that "the available
da~ do not show large enough variations in contaminant
concentration with depth to justify selectively extracting from
specific depth intervals ..." This statement does not contradict
the results of depth-speclfic sampling, which does show some
variation in concentration with depth (summarized and intez~reted
in figure 3-9). Nor does this statement preclude selective
extraction if future water quality data demonstrate much higher
levels of contamination in selected depth intervals.

IC#lT. "The OUFS states on page 9-4 that the "remedial effects" of recharge of
extracted water via spreading are discussed. No such discussion could be
found."

EP~s~_PLe_~9~: Brief (sentence or two) qualitative discussions of
the remedial effects of recharge are included in each of
subsections 9.1.1, 9.1.2, and 9.1.3 of the FS. Also included in
section ii is a comparison of computer simulations for two
scenarios: (i) extraction of 29,000 gpm of contaminated
groundwater; and (in) extraction and recharge of 29,000 gpm,
primarily at the Irwindale Spreading Grounds (pages 11-6 to ii-
9).

IC#18. "For five individual zlte~ discussed (pp. 3-35 to 3-39) (only two of
which are located in or near the BPOU), the occurrence of TCE and daughter
compounds Is attributed solely to degradation, ignorlng potential (perhaps
probable) migration from upgradlent ¯ream."

EPA ResPonse: Comment noted. Also see response to comment
Wyn#18.

I~1%. -The OUFS appropriatel~ recognizes the need for flexibility at this
t~,ae in terms of end use cf extracted water, including both recharge and
dliBtributlon options, and flexibility for treatment unit size, cost, and
coufi~rationo However, the absence of ¯ quantification of’coats and i~pacta
asl|~lat4MSL with the dLatrlbution of m~racted and treated gronndwKter,
¯ ~!though understandable at thls time, precludes this FG from �omplyin~ with
CJ~KCLA guidance or the NCP. Because these costs are likely to he significant
when compared to the total for each ¯iternatlve, the rs presents an incomplete
analysis and comparison cf the cost effectiveness of the altornatives."
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E~% Response: Wedisagree with the Coalltion’s comment that the
FS does not comply with the NCP or EPA guidance. The FS includes
a detailed evaluatlon of costs and institutional issues
associated with several distribution options. We believe that
our cost estimates are within the range called for in EPA
guidance (no more than 30% above or 50% below the true cost).

It#20. "The OOFSexpl£c£tly foils toacknowledgethe~aprecticabilitF of
aquifer z~storat£on (p. 6-10). The "ARARWa£wmrs" section on p. 4-16 ]Lists the
came where "compl~ance with ARARs is techn/cally Impracticable from an
englneorlng perspective" as an ARAR waiver ©ond£tlon. Despite EPA gu~nce
regarding technical impracticability, this is not mentioned elsewhere in the
OUFS. ~PA’s Proposed Plan refers to "�omplete cleanup of ell or portlons of
the aquifer" (p. 4), despite EP& guidance and numerous ROD precedents
regarding the technical inpracticabilltF of aqulfer restoration at comparable
groundwater contamination sites."

~: The comment is correct thatEPA has not
a~nowledged the impracticability of aqulferrestoration. On
page 6-10 of the FS it is stated: "The remedial objectives do
not include restoration of the aquifer, not because it has been
concluded that restoration of all or a portion of the OU area is
impracticable, but because the Baldwin Park OU is a first,
interim (rather than final) remedial action."

We are aware of research and evaluations of other groundwater
contamination slte8 identifying factors that may prevent complete
restoration of all or portionsof areas of groundwater
contamination. We do not believe it is appropriate to reach any
conclusions at this time, however, about the feasibility of
restoration of the Baldwin ]Park area. As stated on page 6-10 of
the FS, "Additional data obtained during design and
implementation of the remedial action will improve EPA’s ability
to determine the nature of the final remedy (e.g., to determine
whether, or to what degree, restoration is practicable)." EPA’s
position is consistent with current regulations and guidance.

The Coalition incorrectly asserts that EPA’s use of the words
"complete cleanup of all or portions of the aquifer" in the
Proposed Plan is inconsistent with "EPA guidance and numerous ROD
precedents." The words are included as part of the statement
that "EPA is proposing this project in order to ... reduce the
eventual cost, difficulty, and time required for Complete cleanup
of all or portions of the aquifer." This statement is consistent
wi1~, and in fact advocated by, EPA guidance which calls for
i~erlm actions at contaminated groundwater sites to limit
e~q~ansion of a contaminated area. The Coalition fails to provide
any EPAguidance or specific ROD precedents with which the
Baldwin Park OU Proposed Plan is inconsistent.

Ic#21. "The OT/FSrecogn£seeand =tares (p. 3-29) that slgnificantlF less
�ontaminant mass Is entering the system than did hlstorica11y. However, no
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~A Response: On page 3-29 of the FS, EPA mentions the
likelihood that the number and magnitude of continuing surface
sources of groundwater contamination has decreased with time.
subsequent paragraphs on pages 3-29 and 3-30 discuss, however,
there remain significant subsurface sources of contamination.
The FS does not state, and we are not aware of any evidence
showing, that the rate at which contamination is entering the
groundwater (i.e., the "system") has significantly decreased.
The commentor merely speculates, without offering any site-
specific data, that the rate at which contaminant mass is
entering the groundwater has decreased.

As

EPA and the California Regional Water Quality Control Board have
worked with businesses in the Baldwin Park area to complete the
minimum amount of investigation work needed to locate releases of
hazardous substances, to determine the approximate extent of
contamination, and to determine if contamination has reached
groundwater. The data that have been generated in these
investigations can be used to very roughly estimate the magnitude
of contamination in the vadose zone. EPA does not, at present,
believe it prudent to spend, or to direct PRPs to spend, hundreds
of thousands or millions of dollars on additional investigation
work in order to better estimate the magnitude of contamination.
Furthermore, the absence of historical site characterization data
would probably preclude any identification of long-term trends in
the magnitude of sources until data had been collected for a
period of years.

The broader issue of whether additional effort put into a mass
balance estimate would prove useful in selecting a remedy is
discussed in Response A.

ICi#22 (submitted as comment 15a)"With regard to the proposed monitoring
programe am described in Appendix E. In whatever form it is implemented, the
monitoring program must ~ remedy selection and design."

E_2~ Response: We do agree that the monitoring program must be
i~lemented during the time of remedia~desiq~, however, we do
not agree that the monitoring program must precede remedy
9_electlon. See Response F for additional explanation of EPA’s
belief that adequate information has been collected and is
presently available to select a remedy.

IC#23 (aubMtted as comment 15b) *There is no discussion of the colleq,~ion of
crltlcal date such am soJ/s chesulatry (particularly retardation components)
and hydraullc parameters."

~PA Response:     See response to DTSC comments #5 and 6.
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IC#24 (submitted as comment 15c) "~ha number of new son,toting wells At
oxceasivo for the purposes of remedial design."

EPA Response: We do not agree that the number of wells proposed
in the FS is excessive for the purposes of remedial design. In
response to other comments, EPA has increased the number of wells
in its recommended monitoring program. See response to co~ent
AJ#58, Table RS-3, and Figure RS-3.

It should be noted that not all of the monitoring wells presently
included in the monitoring program are exclusively intended for
remedial design. Some are intended for monitoring remedial

effectiveness, as listed in ~?able RS-3.

Ic#2.,; (submitted as comment 15d) "[The] rationale for selection of ~nitor
well loQat£on8, as presented in Table Z-2, is not adequate to provide an
undol:standLng or both the prJamzT end seco~azT basis for each well."

EPA R~sponse:See Table RS-3 for a revised version of Table E-2,
~hic~ provides additional detail on the intended purpose of each
recommended new monitoring well cluster.

zc#26. (s~Itted am comment 16) "~Ithough risks are cmlculated in Section 5,
these numbers do not appear to be dlractly used tO Justify the need for
remedlation or to set cleanup goals. Calculated risks are within the range of
aGceptable rlmk using CERCLA guidance. The risk assessment failed to evaluate
the quant£fi~ risk of leaving contaminants in place in the aquifer. At other
CER(~SA’ mites, natural attenuation has be,’,- accelp, ted am a component of the
tempiT and shown to result in acceptable risk. The purpose of the risk
assessment, therefore, i8 unclear."

EPA~: The purpose of the baseline risk assessment
completed for the Baldwin Park OU is the same as for risk
assessments completed for numerous other Superfund sites - to
determine the need for remedial action by evaluating the
potential threat to human health and the environment in the
absence of any remedial action. In keeping with EPA guidance, it
is assumed in the risk assessment that contaminants are left in
place in the aquifer and that the contaminated groundwater is
served to consumers.

As described on pages 5-18 to 5-22 of the FS and pages 4-5
of the Proposed Plan, the risk assessment included in the Baldwin
Park OUFS examines three measures of risk: canter’risk, non-
cancer effects, and groundwater concentrations in relation to
drinking water standards (EPA and State maximum contaminate
levels, known as MCLs). The magnitude of the estimated non-
cancer effects and cancer risk are in the range in which EPA uses
discretion in deciding whether to take action, but the magnitude
of the groundwater concentrations (both mean andupper 95~I
percentile concentrations) are sufficiently high in relation to
drinking water standards (MCLs) to warrant action.    EPA ~sidance
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states that "action generally is warranted" if MCLs are exceeded
ew~n if the estimated cance~c risk is less than 10-4 and the non-
cancer hazard quotient is less than 1 (OSWER guidance 9355.0-30).

Because EPA’s proposed project is an "interim," rather than
final remedy, EPA is not, at this time, proposing any final clean
up goals for the Baldwin Park area.

EPA agrees that "natural attenuation" (i.e., allowing nature
to take its course in place of any active remedial action) may be
an appropriate approach for meeting limited objectives at ~:ome
hazardous waste sites, particularly sites with more readily
dew,faded contaminants, but not at the Baldwin Park OU.    E~,A’s
reasoning is described in Response A.

IC4r27. (submitted a8 comment 17) "The comment in ~ablo 6-2 that wellhead
treatment is not app11cable 81nceL "existing downgradlent well8 are not
optimally located for mlgrat£on control" may not be relevant if pumpln9 from
Subarea 3 I. determined not to he necessary."

EPA ResPonse: Comment noted. As described in Response A, we do
believe that pumping in Subarea 3 is needed, to limit further
migration of the groundwater contamination and to remove
contaminant mass.

IC#28. (lubmitted al comment 18) "Despite the potential cost and aesthmtlc
advantages of a tw~-stag, air stripper process (p.8-41 to p.8-&2} this
�onfiguratiom wam not ow~uat~. We bel~ewm that £t should be."

EP s~_~/~QE_~: We agree that a two-stage air stripper ~ have
cost and aesthetic advantages, as described in the FS on pages 8-
41 and 8-42. The Proposed Plan and ROD allow the use of a two-
stage air stripper, or other variations on single stage packed
tower air stripping if shown to be equally effective, equally
implementable, and less costly. We did not carry out a detailed
cost comparison of one- versus two-stage air strippers because we
believe that such a comparison is more appropriately completed
during remedial design, making use of up-to-date water quality
data. A detailed evaluation completed now would most likely be
revised and superseded as final decisions are made on trea1~ment
facility configuration (e.g., to what extent groundwater from
multiple extraction locations are treated at one or more
centralized locations) and as additional water quality data
become available.

Ic#29. (submitted as comment 19) "The use of PVC pipe is assumed for pipes 18"
diameter and smaller. Thl8 constructlon material may not be approRriate for
�onveTing untreated water with high VOC ©oncentratlonm."

EP~_~J~Zqn~: The estimated average and peak influent
concentrations of VOCs are not expected to exceed 600 and 2,000
~g/l, respectively. These concentrations are not expected to
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degrade the PVC pipe. However, additional evaluation can be
performed during remedial design to verify this assumption. The
type of material assumed for these smaller diameter pipes does
significantly impact the total costs estimated for the remedial
alternatives.

XXIV. Comments by the Sea Gabriel Valley Economic
Council

ECfl. ~nentor "believes that there in enough technical data to Justif]r the
removal of VOC’e from g~oundwater J~ the BRldwinPark, Irwlndale and Ksuea
arla, ... [and] that any groundwater cleanup plan must have measur~le results
ud be the ~et cost effective.

EPA P~9_p_qDg_~: Comment noted.

EC#2. "Considering the number of current PRP’s and poselble number of SNl,’s
lice., the ultimate number of PRPe - recipients of "Special Notice" letters],
... it is not economically feasible for [EPA’$ proposed project] to co=nonce."

EPA ResPonse: EPA assumes that the comment refers to the ability
of PRPs to pay for EPA’s proposed project. EPA has not completed
its evaluations of the ability of businesses currently under
investigation to fund EPA’s proposed project, nor are we aware of
any independent evaluations of PRPes ability (or inability) to
pay. EPA will, however, complete its evaluations before formally
asking PRPs to fund the selected remedy.

EC#3. "Review and negotlate the $17milllon San Gabriel Basin Watermaster
Cleanup Plan [before any clemnup projects cement]."

EPA~: In comments on EPA’s Proposed Plan, the Main San
Gabriel Basin Watermaster "generally concur[s]" with EPA’s
Proposed Plan and notes that a portion of the Watermaster
Te~anical Plan for Basin Ground-Water Cleanup closely rese=~les
EPA’s Proposed Plan (see Watermaster comments elsewhere in this
ResponsivenessSummary). EPA therefore sees no value in delaying
action to allow for further review or discussion of the
Watermaster Plan.

EC#4,. ",llOL1ow ~imefor the CongressmanEsteban Tortes "Demonstration Project"
hill to be heard[before any cleanup projects commence]."

EPAe~~: Neither the Congressman nor his staff, in ~le bill
cr in discussions of the bill, have recommended that EPA delay
currently planned projects such as proposed in the Baldwin Park
Proposed Plan. EPA sees no reasons to delay the selection or
implementation of remedy indefinitely while debate continues on
Congressman Torres’ bill, nor does commentor offer any specific
reasons.
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It should be noted that Congressman Torres’ bill, H.R. 2853,
calls for remedial action "in the vicinity of Baldwin Park," as
does EPAeB Proposed Plan.

Kc#5. -Ra/ow tins for the development and ¯d,,4m/str¯tio, of ¯ guarante~ low
interest loan program to assist quallfied buslnosses with h&z&rd~us waste
::J.nvestig¯tion aumd ramedi¯tlon [before ¯nr cleanup pro~je=tm commence]..

EPA Response: EPA is willing to work with businesses to the
e~ent allowed by law to assist them in meeting their
investigation and clean up responsibilities. Commentor does not
mention any specific financing plans that would warrant delays in
the selection or implementation of remedial action in the ~5aldwin
Park area.

Re#6. "Allow time for PRP’m and SNL’J %0 formally organize to achieve
necems¯z7 negotiations with USEP& and to agree on allocation mathodo1~]r
[balers any cleanup projects commence]. Develop ¯ more cooperative, less
confrontational, =elationshIp between +.ha USEPA ~nd the PRP organ£=ation and
the PRP’s themselves as part of thi8 organization process."

EPA Response: EPA began to notify parties thnt they may ~. PRPs
for the Baldwin Park Operable Unit in 1990 through the issuance
of General Notice of Liability. EPA notified additional parties
of potential liability in August 1993.

EPA believes that it has made special efforts to work
cooperatively with PRPs. EPA invited PRPs to a series of
technical meetings to discuss potential remedies, has engaged in
continued dialogue with PRPs and their representatives, and has
encouraged the use of the services of a neutral third party to
help allocate responsibility. In recent General Notice of
Liability letters, EPA offered to supply facility-specific
in~[ormation relevant to allocating responsibility; offered to
provide a list of experienced third-party mediators; and offered
to help arrange for a mediator. EPA has also expressed a
willingness to consider funding a portion of a mediator’s cost.

XXV. Comments by Trail Chemical Corporation

Tr#l. Commentor thanks EPA staff for appearing at the May 20th public meeting;
requests additional visits and presentations by EPA representatives to improve
�ommunity understanding of the proposed pro~oct.

EPA Response: EPA staff periodically travel the San Gabriel
Valley to meet with representatives of local agencies, business
groups, and other interest groups. Please feel free to contact
EPA at the addresses or phone numbers listed on the Proposed Plan
fact sheet if you have questions or would llke EPA
representatives to meet with an interested group.
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Tr#2. Couentor wonders whether EPA’S proposed projoc~ is 8~I1"
¯.. [in ¯ non-technical sense] "like two lonely straws" in ¯ big pool," hut
¯ lmo believes that estlmated cost of proposed project ks "stagger£ng."

EPA Resnonse: We suggest that the proposal be viewed as five (or
so) strategically-placed super straws whose presence will lessen
the need for a larger extended family of straws. EPA’s rations1¯
for the proposed extraction scheme is described in detail in
sedcion 7 and in Response B.

Tr#3. ~maentor asks what studies have been �ompleted by EPA of the economic
impact of the project on the community; asks .berber EPA has dete~alned that
PRPshavetheabilltTtopay; and asks whether there are "envlronmmnt¯l
Justice" issues concerning minority business owners-and employees.

EPA Response:    EPA has completed evaluations of the ability of
many of the businesses currently under investigation to fund
EPA’s proposed project. EPA has not, however, completed any
evaluations of the cumulative impact of the project, positive or
negative, on the community. You may wish to contact the Regional
Water Quality control Board; we understand that the Regional
Board has completed a survey of the economic impact of its
investigation and clean up requirements on local businesses.

We are not aware of environmental justice issues raised by our
proposal.

Tr#@. "Is EPA w~lllng to consider an "intercept and remove" technique ¯t
individual wells, treating the water prior to distribution, rather than e
large Investment lnatreatmentp1ant~"

EPA ResDoD~: EPAes plan can be viewed as an "intercept and
remove" technique in that it calls forlimiting the nigration
(i.e., interception) and removing contaminated groundwater from
twobroad areas. A large investment in treatment plants i~
inevitable as the contamination continues to spread, whether or
not EPA’s proposal is implemented.

Tr#5. Conuaentor asks if "a team of community representatives [can] visit s
Treatment Plant of the type being proposed" and for details on the pl0Lnts
location, t~e, costs, and effectiveness.

EP~ ResPonse: EPA can supply technical data on the performance
of VOC treatment systems installed in various locations in the
United States, but it may be of more interest to you to visit
treatment systems installed in your community. We suggest that
you contact the San Gabriel Basin Water Quality Authority, the
Valley County Water District in Baldwin Park, the La P~ente
Valley County Water District in La Puente, or the San Gabriel
Valley Water Company in E1 Monte. All of these utilities and
agencies have constructed or operated VOC treatment facilities in
the Baldwin Park area.
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XXVI. Comments by Wynn Oil

EP’A ResDonse: Comment noted.

w~n#2. WFnn 011 objects to the Inclusion of and conclusions of section 3.4.4
of the FS. Wynn Oil partlcularlT objects to Section 3.&..4.1, which briefly
describes uelectod data from soil and groundwater sampling at the WI~u, Oil
fa,~illtF and in Asusa, California. and discusses the likelihood that some of
the �ontaminants obserTed in groundwater are degradation products.

Speciflcaliy, WFnnOll statest

I) "it is wrong to select five out of sixty isolated site investigations
for discussion in the Report";

2) -the dlecusaion presented concern£ngtho Wynn Oil site fails to take
all available data into account and presents a simplistlc, spe~latlvo
and n~Lalead£ng rationalization of the data discussed’;

3) "the discussion in Section 3.4.4.1 either should be deleted from the
Report or limited to a factual preaQntation of the groundwater ,~uallty
data from the Wynn Oil monltoring well and the potential souroelz
identified by LARWQCB supervised site investigations in the vicinity of
the well."

~’A Response: We agree that Section 3.4.4.1 should have provided
and discussed a third hypothesis: that the contaminants observed
in the Wynn Oil monitoring well may have originated offsite. The
text evaluates only two hypotheses: that the contaminantE;
observed in the Wynn Oil monitoring well were introduced directly
into the subsurface at the Wynn Oil facility, or are degradation
products of contaminants introduced into the subsurface at the
facility.

We also agree that the evaluations included in Section 3.4.4 are
simplistic and that some of the "conclusions" are speculative.
The evaluations discuss possible sources of contaminants observed
in groundwater using phrases such as "may account for," "could
have been present," or "the most likely explanation...is" to
indicate the speculative nature of the discussion.

Also, we should have included a statement that Section 3.4.4 does
not imply any conclusions about the liability of any parties for
the groundwater contamination. EPA believes that it is in
position to reach conclusions regarding the sources of ~he
groundwater contamination in the Baldwin Park area, but ~at was

not the intent of Section 3.4.4.
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We do not, however, believe that it is inappropriate or "wrong-
to discuss the five site investigations without discussing all of
the site investigations underway in the Baldwin Park area or in
the San Gabriel Valley. Thepurpose of the discussion in Section
3.4.4 is to briefly examine whether biological degradation of
VOCs may be occurring in the OU area; not to identify responsible
parties. To accomplish this task, we selected facilities Where
deep vadose zone and groundwater investigation work had been"
completed and where the investigation had verified the presence
of potential degradation products (dichloroethane,
dichloroethene, or vinyl Chloride). We knew of only two
facilities in the OU area which met these criteria (as of mid
199;!); we added three other facilities in the San Gabriel Basin
to provide a more representative evaluation.

XXVII. Oral Comments Presented During the EPA-Sponsored
Public Meeting on May 20, 1993

[M~ny of the oral comments duplicate written comments provided by
the same individuals or organizations.]

Orall Comments by Jeanne-Made Bruno, Metropolitan Water District of
Southern California

oral#l. Commentor llstedpoteutlal benefltl of a "conJunctlveuse operation"
and expressed disappointment that EPA did not propose conjunctive use in the
Prol~sed Plan.

EPA Response: See Response D.

Oral#2. Ms. Bruno "questions EPA’s treatment and technology selection of air
stripping and vapor phase OAC..."

EPA_P~P~_~: EPA hasnot proposed or selected air stripping and
vapor phase GAC as the only acceptable technology. The Proposed
Plan and Record of Decision allow the use of air stripping and~or
liquid phase carbon. EPA expects to make a final decision on
treatment technology during remedial design.

Oral#3. Ms. Bruno listed "significant commitments" to ¯ conjunctive use
project h ~hm San Gabriel Basln~ near-completlon of a comprehensive
feaslb£11%T study; plans to release a Notlcn of Preparation for am"
Environmental Impact Report in June 1993; benoh-mcale testing on VOCs,
nitrate, and arsenic removal; negotiations for an agreement with the
Watermaster for storage, extraction, and treatment of water from the ~aasln;
and[ the active pursuit of Federal funding.
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Or~d Conunents by Greg McClintock, San Gabriel Basin Industry Coalition

Oral#4. Mr. McClintock expressed agreement with EPA’s proposal for
groundwater extractlon and treatment in the "upper area. : but exprass~!
serious reserwatlons about EPA’s proposed action in the "lower area."

~_Bg~_gJ~: See Response A for a detailed explanation of! the
rationale for action in the lower area.

~)ral Comments by Carol Montano,.East..Valleys .Organization.(E.VO)

Oral#5. Ms. Montane expressed frustration with the length of time it hlts taken
to develop the Proposed Plan for "the Baldwin Park area but expresses full
Support for the Plan. Commentor also expreEsea support for federal
legislation sponsored bT Estehan Tetras and hope that EPA and PRPe will reach
agreement to fund the Plan.

EPA RespQDse: Comments noted.

Oral Comments by Rufus Young, Attorney, Burke, Williams and Sorense:n

Oral#6o Mr. Young noted his involvement in the case of Uq~ted St|~e! Ts.
Montrose ChemlcaA, and in litigation connected with the Operating Indultries
Superfund Site. Commentor expresses concern that local cities may be dragged
into Superfund litigation and asks that EPA work with local governments to
prevent the costs of Superfund cleanup from being passed on to local
taxpayers.

EPA Response: Comments noted.

Oral Comments by Royall Brown, speaking as an individual

Oral#7. Co~entor presented EPA with a llst of water supply wells and water
quality results and described variations in water quality among the listed
we~Lls. Commentor noted that some wells south of the freewa~ show contaminant
levels similar to the Lante well, and concludes that EPA*s operable unit
s~uld address contamination at wells south of the freeway, as far south as
Valley Blvd.

E~A~espons@: This comment duplicates a written comment provided
by Rayall Brown (presumed to be Royall Brown). See response to
RB#2 and Response B.

oral#8. Commentor cr£t£cizes the Proposed Plan for failing to address:
contamination in the EI Monte area.
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y~eS~: Commentor is correGt that the Proposed Plan £or
the Baldwin Park area does not addrese contamination in the E1
Monte area. Due to the large extent of groundwater contamination
in San Gabriel Basin, EPA must prioritize its efforts. Remedial
action in the Baldwin Park area is EPA’s current priority. EPA’s
second and third priorities are to address the contamination in
the Puente Valley and E1 Monte areas respectively. EPA recently
reached an agreement with local businesses which calls for the
businesses to complete a remedial investigation and feasibility
study in the Puente Valley. EPA is also developing a plan for a
remedial investigation and feasibility study in the E1 Monte
area. The Baldwin Park Proposed Plan further describes the
status of EPA projects in each area of the Basin.

0ral#90 Commontor bellovms that EPA’a "=ontalnmont" ob~ectlve IS "wa~etd
over" and =all wrong0- Commontor doe8 not belleve that anF of the remedial
alternatives evaluated in the FeamlhilltT Study achieve real cleanup.
Commentor believes that EPA should emphaslse "total pore tonnage of ~he
contaminants- and revise its plan to achieve "real cleanup."

EPA Response: We disagree that EPAts emphasis on "containment"
(i.e., migration control) will result in a meek or inappropriate
ren~dial response. EPAts remedy will limit the spread of the
cor~mination and remove a significant amount (whether ~easured
in pounds, kilograms or tons) of contaminant mass. See Response
B for additional explanation of the rationale for EPA’8
recommended extraction rates and locations.

Orml~10. Comaentor requested that EPA pla¢e additional paper copies of the
Feasibility Study at public lJJbrariea. Commentor also requested that copies
of the Responsiveness Summary be provided to all parties offering co-,cents.

EPA RespgDs~: After the public meeting, EPA placed an additional
paper copy of the Feasibility Study in the West Covina Public
Library to supplement the paper copies previously provided to the
Upper San Gabriel Valley Municipal Water District in E1 Monte and
the San Gabriel Valley Municipal Water District in Azusa. The
water district offices are open to the public. EPA staff did
speak with a representative of the Baldwin Park library to
determine their interest in making a copy of the Study awailable.
The library representative expressed no interest in receiving a
copy and was not sent one. Also see response to comment RB#I.

EI’A will provide copies of all or part of the Responsiveness
S~uamary to all parties requesting a copy.
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OralL Comments by Mary Johnson, speaking as an individual

or¯l#11. Ms. Johnson expressed support for EPA’e proposal, noting .~hat ERA
has ¢learl~ explained the reasoning behind its Proposed Plan. Ms. Johnson
expressed hope that the review andL approval process would continue, to allow
the coammnltI to evaluate and support wise water quslltF decleinns and
actions.

~PA Response: Comments noted.

Oral Comments by Larry La Combe, Sierra Club Nat/oriel Water Resources
Committee

oral#12. Mr. LaCombe expressed concern over the difference in est~ted costs
between ZPA’s proposed remedy ($47 lillion in c¯plt¯l costs} and for ¯
"conjunctive use" project proposed by Netropolltan Water District ($100
million in capital costa}. Mr. L¯ Combe also expressed support for
con-Junctlve use and concern about who will finance the clean up.

EPA R~spons~: EPA believes that $47 million is an accurate
feasibility study-level estimate for the capital cost of its
proposed remedy. EPA’s goal in a Superfund feasibility study is
for the true cost to be no more than 50% above or 30% below the
estimated cost.

EPA staff have not reviewed Metropolitnn’s cost estimate, but
understand that it assumes additional treatment and distribution
facilities not necessary for cleanup.

Oral Comments by Bill Robinson, speaking as an individual

Oral#f3, Mr. Robinson expressed his view that the ZPA appro&ch is "best for
local hot spots," but that conjunctive use is superior due to is "water
¢onserwatlonr water supply, end ¯leo water cleanup elements."

EPA Response: This comment duplicates written comments provided
by Mr. Robinson and others. See response to BR#1-7 and Response
D.
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Information Sources for Figure RS-1

1)

2)

3)

4)

5)

6)

7)

8)

9)

i0)

11)

Initial Results of Shallow Zone Soil Matrix and Vapor Monitoring Well ,Sampling.
Azusa/Irwindale Study Area, San Gabriel Valley. November 19, 1993. (submitted by
Aerojet)

Site Assessment Report for Companion Soil Sampling and Installation and Sampling of
Nested Soil Gas Probes. Former Hartwell Corporation Site, 701 West Foothill
Boulevard, Azusa, California. November 9, 1992.

Report for Contaminated Soil E.rcavation and Removal. California Portland Cement,
Azusa Facility. April 1992,

Supplemental A Soil Gas Survey. Conducted at Davidson Optronies, 223 Ramona
Boulevard, West Covina, California. December 7, 1993 (submittal was misdated 1992).

Preliminary Soil Investigation and Tank Closure Report. Dri-Powr Company, Inc., 735
North Georgia Avenue, Azusa, California. April 1991.

Vapor Monitoring Field Results, Third Episode. Noram Site, 204 South Motor Avenue,
Azusa, California. February 23, 1993.

Installation and Sampling of Soil Gas Vapor Test Wells. Pacific Precision Metals Facility
(AKA Tubing Seal Cap), 601 South Vincent Avenue, Azusa, California, 91702. July 24,
1992.

Vapor Monitoring Well Field Results, Third Episode. RPM-Merit, 145 South Irwindale
Avenue, Azusa California. Janu~-Lry 29, 1993.

Report of Supplementary Subsurface Investigation. Rubber Urcthanes, Inc., 968 West
Foothill Boulevard, Azusa, California. December 23, 1992.

U.S. EPA’s San Gabriel Basin Groundwater Quality Data Base. March 24, 1994.

Preliminary August 1993 Soil Vapor Sampling Analytical Results. Oil and Solvent
Process Company, Azusa, California. (Submittal from Chemical Waste Management to
U.S. EPA). September 7, 1993.
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B4 Cluster CTC Data (1989-1992)

4

3.5

1.5

0.5

= 51902947

51902858

m

Ul’
II

¯ II

9/14/88 4/2/89 I 0/19/89 5/7~0 11/23~0
Date

BALDWIN PARK OPERABLE UNIT RESPONSIVENESS SUMMARY
Figure RS-10

O

I
6/11191

!
I

12/28/91

’ D
O

0

I
!

7/15/92

.OD

1/31/93



i iiii I    I I _ IlII[llL II II      I

..... , ’~ ~i~]~ ’ .

25

2O

= 152
�

0
C

0

" 8000062

0

0 D

a 1901460

¯ 1902859

III

0
II

. ,, , ,j n

W
i

4. 4.
W 0

0
!    ID

............. ............................... ...... : ........ ; ..................................~ ........... ...........!

i,i !:!;~, ~i~¸ ~ i~ ~ :i ,: ! / ~ :::



SUBAREA 1

Table RS- 1
BALDWIN PARK RESPONSIVENESS SUMMARY

COST COMPARISON: AIR SPARGING VS, PUMP AND TREAT

Description/Cost Item
Estimated Cost

($1,000’s)

Construction Elements
Well Systems
Treatment FaciliW
Pipelines/Pumping/Blowers

Construction :Subtotal

Bid & Scope Contingencies

;onstruction Total

Services During Construction
Land Acquisition

Implementation Cost

Engineering, Legal & Admin Cost

CAPITAL COST

Pump/Treat

$912
$4,415
$3,465

$8,792

$3,077

$11,869

~1,187
$650

$13,706

83,O15

$16,721

Air Sparging

$5,600
$3O0
$9O0

$6,800

$2,380

$9,180

$918
$1,100

$11,198

$2,464

$13,662

Purveyor Reimbursement ($50/ac-ft)
Electrical Cost - Wells
Electrical Cost - Pump Stations
Electrical Cost - Treatment Facility
Treatment Plant Operations
Maintenance

ANNUAL O&M COST

($686)
$864
$380
$173

$1,163
$176

$2,070

Ele’ct- Blowers
Elect.-Vac. Pump

$0
$723
9270

$7
$101
$136

$1,238

Net Present ~/Vorth of O & M Cost
@ 3 Percent
@ 5 Percant
@ 10 Percent

NET PRESENT WORTH
@ 3 Percent
@ 5 Percent
@ 10 Percent

$40,570
$31,819
$19,512

$57,291
$48,540
$36,234

$24,256
$19,O23
$11,666

$40,977
935,745
$2.8,387
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TABLE ES-2. ESTIMATED EXCESS LIFETIME CANCER RISKS USING CAL EPA CANCER SLOPE FACTORS (in
place of the slope factors assumed in the Baldwin Park Operable Unit Feasibility Study)

1,2-dichloroethane

benzene
.. .u , ....... ,

carbon tetrachloride

chloroform

methylene chloride

....tetr@chloroethy~ene .....

trichloroethylene

(i)

0.1

0.15

0.03

0.014

0.05

(o:al)

(1>

0.1

0.15

0.02

0.0035

0.05

ITOTAL RISK (using CAL EPA cancer    ---
slop£ factors) ....................

---
ou s

ingest

I 6E-7

2E-7

9E-7

3E-7

2E-8

2E-6

2E-6

Inhal ingest inhal

6E-7 3E-6 3E-6

2E-7 7E-7 7E-7
_ ~ ,, ,,, ,, ...... ,,

9E-7 5E-6 5E-6

1E-7    1E’6
; , , , ,,

7E-9    7E-8

2E-6 i IE-5
| .... _ ,-_ .......

3E-6 IE-5

..... 6E-6 7E-6 3E-5

7E-7

2E-8

IE-5

2E-5

4E-5

NOTES:

6E-6    6E-6    3E-5 (2) 3E-5

(1) Cancer slope factors listed in Table 5-7 of Baldwln Park OU Feasibility
StUdy are assumed since comment did not disagree with cancer slope factors used
for these compounds.

(2) Estimate incorrectly reported in Baldwin Park FS as 4E-5



W~ No.

MW£02

MWS-03

MWS-O4P O)

MWS.05~

MW--OSP O)

MWS-OdP O)

MWS:O7

MWS.II~

,,, t

MWS-12

MWS-]3

I,L

MW$-I’4

MWS-15

MWS-16

Table RS- 3
Gr~umlwater MonRorlng Program- New We~

Total
Ot’t~
{m

1,8oo~

...... j

1,200~

250

600

250

250

60O

70O

650

7OO

650

7O0

600

, , .,,, ,L . ., , ..

1st i 2nd 3rd 4th
, .... J ,

200-210 300-310 400-410 $00-510

300-310 400--410 500-510 600-610

180-240

190-200 390-400

Perforated Intetwak (f0I

fth 6th 7th                   Moaltodng Well Purpose

600-610 700-710 $O0-glO Monitoring for most of the aquEcr downgr~dimt of Subarta 3 to ~ ¯ dtta
gap for mcdlal dealga and to monitor rcm~I effeaivcncas

700-710 800-$10 9~0-910 Monltorlng across the ~tlz© aquifer downgridltmt of Subarea 1 to IBI t data
gap for medial dc~jgn a~d to monitor rcmedlal effeellvemc~s

Three piezometert located around Clutter 4 to eval=te remedial effeetlvcme.~
of extraction, not nccdcd for remedial design

Monitoring at Cluster 5 to provid, contaminant data for r, rnMial dcdgn prior
to in,tttlhtion of the extraction wall

,. , ................... . ,., ,,    , ,    , ,,,H ,,, ,,    J , ,i ,, ,,

T’nrcc plezomete~ ioc, tted around Cluster $ to evaiuale ~mcdltl �fft:~N~ess
of cxtmcfio,, nol ncod_cd for modltl design ....

Thin pic’zomctcfs k~tcd around Cluster 6 to eval~te remedial dr~tlve, a~
of extraction, not need for rt:media| design

Fill data gap for rumdlal design and provido ,pgraditmt ct[ly warning
monitoring for.Clutter 5 during imp~cntation

Monitoring at Cluster 13 to provide ¢ontamlnant data for r~ncdltl dcs;gn
prior to insttllatlon of the extraction

Upgtadicnt early warning monitoring for Cluster 4 during implementation,
not nccdM for tr.mc~ dca~n ....................

Fill data gap for remedial de, lgn and provide fipgradient early warning
monitoring for Clutters 10 and 13 during implementation

58O-59O

180-240

1g0-240

190-200 390-4OO 580-59O

2P0--300 490-500 680-690

250-26O 45O-46O 63O-64O

340-350 510-520 680-690

250-260 45O--460 630--640

.... i

190-200 45O.46O 6~0-.690

340-350 460-470 ~9~-600

,,,,,, ,,, ,,    ,, ,I

Fill data gap for ten.dial d~|gn and provide upgradlcnt earJy warning
mo~torlng for Cluster � during implementatlon

Fill data gap for re.mcdhd dctign znd provide upgrtdic.nt early vnmlng
monitoring for Ciust*r 6 during impiementttion

Provide additona[ data on vcrtlc, d distribud(m of conttrnlmit~on at loca~on of
known shtllow contamination

- : ...................... I - II II



e

Wen No. Total
IX-pth

(ft} 1st 2nd

MWS-17 700 500-510 680-690

MWS-18t 600 450-460 $8~590

3rd

tSub.~t to revb~�~nge.

Table RS- ,3
Groundwater. Monitoring Program, New Wells

(Proposed Plan AIternat[,e)

4th

Perforated Interv-k (R)t
’ "’ ’ I’ J

i ,,,,, , , , ,, ,,

Sth 6th    7th
i ,,, i Hi,,, i i, ,,,, .. .,, j

MonRorhg W~ Purpose

Provlde additional data on the lateral and vertical extent of contamlnation
away from h~itle~ in Subamt I

MonRoring at Cluster 10 to prov|d¢ deeper contamlaant data for remedial
dc, slgn prior to i.,h-talhtton of the e, xlraction wells

:~MP monitoring well- other perforated intervals = t,OOO-1,0tO; 1,200-1,210: 1,400-1,410; 1,600-1,610; 1,780-1790
3MP monitoring well- other perforated intervals,.. 1,000.!,010; 1,100-1.1 lO; 1,180-1,190
4To be located at oorrespoading ¢xtrao~n ~wll claster s~:.

L


